April 28, 2003
CERTIFIED MAIL – Return Receipt Requested

Mr. C. Travis Windham, P.E.

Director, Bay County Public Utilities

3410 Transmitter Road

Panama City, Florida 32404

Re:
PROPOSED Title V Air Operation Permit Revision No.:  0050031-008-AV

Bay Resource Management Center

Dear Mr. Windham:


One copy of the “PROPOSED Determination” for the Bay Resource Management Center, located at 6510 Bay Line Drive, Panama City, Bay County, Bay Industrial Park -- approximately 2 miles North of the intersection of U.S. 231 and County Road 2301, is enclosed.  This letter is only a courtesy to inform you that the DRAFT Permit has become a PROPOSED Permit.


An electronic version of this determination has been provided to the United States Environmental Protection Agency (USEPA) Region 4 office for their review.


Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED Permit is made by the USEPA within 45 days, the PROPOSED Permit will become a FINAL Permit no later than 55 days after the date on which the PROPOSED Title V Permit Renewal was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED Permit, the FINAL Permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn.


If you should have any questions, please contact Bruce Mitchell at 850/413-9198.






Sincerely,






Trina L. Vielhauer





Chief






Bureau of Air Regulation

TLV/rbm

Enclosures

Copy furnished to:

Chalmous Beechem, Montenay Bay, LLC
Sandra Veazey, NWD
U.S. EPA, Region 4 (INTERNET E-mail Memorandum)

PROPOSED Determination
Bay Resource Management Center 
Title V Air Operation Permit Revision
PROPOSED Permit No.: 0050031-008-AV

Facility ID No.:  0050031
I.  Public Notice.


An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT REVISION” (DRAFT) to the Bay County Public Utilities for the Bay Resource Management Center, located at 6510 Bay Line Drive, Panama City, Bay County, Bay Industrial Park -- approximately 2 miles North of the intersection of U.S. 231 and County Road 2301, was clerked on March 6, 2003.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT REVISION” (DRAFT) was published in the Florida Freedom Newspaper, Inc. on March 14, 2003.  The DRAFT Permit was available for public inspection at the Northwest District Office in Pensacola and the permitting authority’s office in Tallahassee.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT REVISION” (DRAFT) was received on April 4, 2003.

II.  Conclusion.


Comments were received and the DRAFT Title V Operation Permit Revision was changed.  The comments were not considered significant enough to reissue the DRAFT Title V Operation Permit Revision and require another Public Notice, since the permit revision only reflects the upcoming applicable requirements of 40 CFR 60, Subparts A and BBBB.  Comments were received from two respondents during the 30 (thirty) day public comment period, one was received via e-mail on April 2, 2003, from Ms. Mary Beth Curle, with the Department’s NWD, and the other was received by the mail on April 14, 2003, from Mr. Chalmous Beechem, with Montenay Bay, LLC.  Referenced below are the comment documents received and the responses to the comments.  The comment(s) will not be restated.  Where duplicative comments exist, the original response is referenced.

A.  E-mail from Ms. Mary Beth Curle with the NWD received April 2, 2003.

1.  Cover Page to the permit and Facility-wide Condition No. 9.
Response:  The comments are noted and the phone number and fax number will be changed to reflect the correct numbers, which are 850/595-8364 and 850/595-8096, respectively.

B.  Letter with attachment from Mr. Chalmous Beechem received on April 14, 2003.

1.  Permit.

a.  Facility-wide Condition No. 7.  Requested changes to reflect how the actual facility exists. 
Response:  The comments are acceptable and the following are changed:

FROM:

7.  Emissions of Unconfined Particulate Matter.  Pursuant to Rules 62-296.320(4)(c)1., 3. & 4., F.A.C., reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements (see Condition 57. of APPENDIX TV-4, TITLE V CONDITIONS):


The following requirements are “not federally enforceable”:

a.  Paved and Unpaved Roads.  Trucks delivering MSW, trucks removing ash, passenger vehicles, and other plant equipment use 0.112 miles of paved roads and 0.08 miles of unpaved roads at the facility.  To minimize emissions from the paved roadways, a road sweeper shall be utilized to clean the areas twice per month.  The unpaved areas shall be used infrequently by vehicles traveling from the tipping floor to the rear of the facility without exiting plant property.


b.  Residue Handling.  The residual material (ash) remaining after the solid waste is combusted shall be loaded via conveyor into trucks and hauled to the landfill.  The ash shall be handled wet in order to minimize emissions.  All ash shall be combined inside the boiler building and sent to the quench tank where it shall be submerged in water.  A drag conveyor shall lift the material from the quench tank up an incline to allow standing water to drain.  The material shall be then discharged into a roll-off container that is loaded onto a truck.  The roll-off containers shall be covered before the trucks exit the site.
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TO:

7.  Emissions of Unconfined Particulate Matter.  Pursuant to Rules 62-296.320(4)(c)1., 3. & 4., F.A.C., reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements (see Condition 57. of APPENDIX TV-4, TITLE V CONDITIONS):


The following requirements are “not federally enforceable”:

a.  Paved and Unpaved Roads.  Trucks delivering MSW, trucks removing ash, passenger vehicles, and other plant equipment use only paved roads at the facility.  To minimize emissions from the paved roadways, a road sweeper shall be utilized to clean the areas twice per month.

b.  Residue Handling.  The residual material (ash) remaining after the solid waste is combusted shall be loaded via conveyor into trucks and hauled to the landfill.  The ash shall be handled wet in order to minimize emissions.  All ash shall be combined inside the boiler building and sent to the quench tank where it shall be submerged in water.  A drag conveyor shall lift the material from the quench tank up an incline to allow standing water to drain.  The material shall be then discharged into an Ash Building and then loaded into a truck or roll-off container.  The trucks or roll-off containers shall be covered before they exit the site.

b.  Section III.  Subsection A.  Specific Condition A.5.1.1.

Response.  This specific condition is not being addressed in this revision; therefore, the requested changed is denied.  However, it is felt that the 2nd sentence in this specific condition addresses the issue, along with the rest of the specific conditions under the subheader “Fuels” at Specific Condition A.5.1.0.
c.  Section III.  Subsection A.  Specific Condition A.34.

Response.  Since the requested testing method has been adopted in Rule 62-297.401, F.A.C., the request is acceptable and the following is changed:

FROM:
A.34.  Lead.  Compliance with the standards for lead shall be determined by testing using EPA Method 12 on an annual basis.

[PSD-FL-129]
TO:

A.34.  Lead.  Compliance with the standards for lead shall be determined by testing using EPA Method 12 or EPA Method 29 on an annual basis.

[PSD-FL-129; and, Rule 62-297.401, F.A.C.]
d.  Section III.  Subsection A.  Specific Condition A.35.

Response.  Since the requested testing method has been adopted in Rule 62-297.401, F.A.C., the request is acceptable and the following is changed:

FROM:
A.35.  Mercury.  Compliance with the standards for mercury shall be determined by testing using EPA Method 101A on an annual basis.

[PSD-FL-129]
TO:

A.35.  Mercury.  Compliance with the standards for mercury shall be determined by testing using EPA Method 101A or EPA Method 29 on an annual basis.

[PSD-FL-129; and, Rule 62-297.401, F.A.C.]
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e.  Section III.  Subsection A.  Specific Condition A.36.

Response.  Since the requested testing method has been adopted in Rule 62-297.401, F.A.C., the request is acceptable and the following is changed:

FROM:
A.36.  Fluorides.  EPA Method 13B shall be used to ensure compliance on a once per five-year basis for permit renewal.

[PSD-FL-129]

TO:

A.36.  Fluorides.  EPA Method 13A or 13B shall be used to ensure compliance on a once per five-year basis for permit renewal.

[PSD-FL-129; and, Rule 62-297.401, F.A.C.]
f.  Section III.  Subsection A.  Specific Condition A.37.

Response.  Since the requested testing method has been adopted in Rule 62-297.401, F.A.C., the request is acceptable and the following is changed:

FROM:
A.37.  Beryllium.  EPA Method 104 shall be used to ensure compliance on an annual basis.

[PSD-FL-129]

TO:

A.37.  Beryllium.  EPA Method 104 or EPA Method 29 shall be used to ensure compliance on an annual basis.

[PSD-FL-129; 40 CFR 61, Appendix B; and, Rule 62-297.401, F.A.C.]
g.  Section III.  Subsection A.  Specific Condition A.49.6.

Response.  This specific condition is not being addressed in this revision.  However, it is stated in the 1st sentence of the specific condition that all recorded CO values are to be “corrected to 7% oxygen”, which would include the referenced value in the last sentence of the specific condition.  Therefore, no change is necessary.

h.  Section III.  Subsection A.  Specific Condition A.71.

Response.  Since fuel oil is not an allowed fuel, then the request to delete the reference to fuel oil is acceptable and the following is changed:

FROM:
A.71.  Additional Daily Recordkeeping Requirements. 

The owner or operator of the facility shall maintain daily records of:   (a) the total tons of waste charged to each municipal waste combustor, as determined by compliance with Specific Conditions A.3.2.3. through A.3.2.9., (b) the charging rates of wood waste, as determined by compliance with Specific Condition A.5.1.1., (c) the charging rates of waste tires, as determined by compliance with Specific Condition A.5.1.7., (d) the charging rates of non-MSW material, as determined by compliance with Specific Condition A.5.1.8., and (e) the fuel oil and natural gas quantities utilized during startup and shutdown of operations.

[Rule 62-213.440(1), F.A.C.]

TO:

A.71.  Additional Daily Recordkeeping Requirements. 

The owner or operator of the facility shall maintain daily records of:   (a) the total tons of waste charged to each municipal waste combustor, as determined by compliance with Specific Conditions A.3.2.3. through A.3.2.9., (b) the charging rates of wood waste, as determined by compliance with Specific Condition A.5.1.1., (c) the charging rates of waste tires, as determined by compliance with Specific Condition A.5.1.7., (d) the charging rates of non-MSW material, as determined by compliance with Specific Condition A.5.1.8., and (e) the natural gas quantities utilized during startup and shutdown of operations.

[Rule 62-213.440(1), F.A.C.]
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i.  Section III.  Subsection A.  Specific Condition A.73.

Response.  Since the Increments of Progress in 40 CFR 60, Subpart BBBB, is less stringent than the Increments of Progress schedule adopted as the 111(d) SIP Compliance Plan for this facility, then the request is denied and no change will be made.

j.  Section III.  Subsection B.  Description.

Response.  The request is acceptable and the following are changed:

FROM:
These two Municipal Waste Combustor (MWC) emissions units are mass burn rotary waterwall technology and identical in configuration.  The manufacturer is O’Connor Combustor.  The electric generator nameplate rating is 15 MW.  Particulate matter emissions are controlled by a baghouse system.  Mercury and dioxins/furans are controlled by carbon injection and removal by the baghouse system.  Sulfur dioxide emissions are controlled by the low sulfur content of fuels.  Stack height is 125 feet.  The emissions units’ initial startup date was May 1, 1987. 

TO:

These two Municipal Waste Combustor (MWC) emissions units are mass burn rotary waterwall technology and identical in configuration.  The manufacturer is O’Connor Combustor.  The electric generator nameplate rating is 15 MW.  The emissions units’ initial startup date was May 1, 1997.  Stack height is 125 feet.

The new air pollution control systems consist of a spray dryer absorber, a carbon injection system, and a baghouse system.  Particulate matter emissions are controlled by a baghouse system.  Mercury and dioxins/furans are controlled by carbon injection and removal by the baghouse system.  Sulfur dioxide and hydrogen chloride emissions are controlled by the spray dryer absorber.
k.  Section III.  Subsection B.  Specific Condition B.6.1.

Response.  The Department will not compromise the stipulations for derating the emissions units established in Mr. Winston A. Smith’s letter dated September 30, 1999, and received October 4, 1999.  However, for clarification of the limitation, a “Permiting Note” will be established and will be a direct quote from the letter that addresses EPA’s view of this limitation; and, due to the importance of Mr. Smith’s letter, it will be listed as an “Attachment” to the permit on the “Placard Page” as: Mr. Winston A. Smith’s letter dated 09/30/1999.  In addition, the following is changed/added:

FROM:
B.6.1.  Capacity/Charging Rate.  

(a)  The maximum charging rate of each of the two MWC’s shall not exceed 245 tons of municipal solid waste (MSW) per day (a total of 490 tons per day for the facility).  The maximum heat input rate shall not exceed 91.875 MMBtu per hour, assuming a heating value of 4,500 Btu per pound.  Steam flow rate shall not exceed an average of 65,333 lbs/hr over any 24-hour rolling average period for each unit.  Steam flow shall not exceed an average of 66,667 lbs/hr over any 4-hour block arithmetic averaging period for each unit.  A seven-day average, as of 8 a.m., Monday, shall be maintained as a weekly record.  To determine compliance with the maximum charging capacity, the steam flow meter shall be calibrated, maintained, and operated to measure steam flow in pounds per hour on a continuous basis, and record the output of the monitor.  The normal operating range of the of the MWCs shall be 80% to 100% of the design rated capacity.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; 40 CFR 60.1690(a); 40 CFR 60.1940; and, PSD-FL-129]
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TO:

B.6.1.  Capacity/Charging Rate.  The maximum charging rate of each of the two MWC’s shall not exceed 245 tons of municipal solid waste (MSW) per day (a total of 490 tons per day for the facility).  The maximum heat input rate shall not exceed 91.875 MMBtu per hour, assuming a heating value of 4,500 Btu per pound.  Steam flow rate shall not exceed an average of 65,333 lbs/hr over any 24-hour rolling average period for each unit.  Steam flow shall not exceed an average of 66,667 lbs/hr over any 4-hour block arithmetic averaging period for each unit.  A seven-day average, as of 8 a.m., Monday, shall be maintained as a weekly record.  To determine compliance with the maximum charging capacity, the steam flow meter shall be calibrated, maintained, and operated to measure steam flow in pounds per hour on a continuous basis, and record the output of the monitor.  The normal operating range of the of the MWCs shall be 80% to 100% of the design rated capacity.

{Permitting Note.  A derated unit should not exceed a threshold applicability level.  According to information in the Bay County proposal, the steam output level corresponding to 250 tons per day is equivalent to a steam flow of 66,667 lb/hr for each unit.  Therefore, EPA maintains the position that, consistent with prior EPA determinations for derate actions, if this MWC unit exceeds 66,667 lb/hr over any 4-hour block averaging period (demonstration period or operational), the unit would no longer be considered a derated unit.}

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; 40 CFR 60.1690(a); 40 CFR 60.1940; Mr. Winston A. Smith’s letter dated September 30, 1999; and, PSD-FL-129 Amendment]
l.  Section III.  Subsection B.  Specific Condition B.6.2.10.

Response.  The Department will not compromise the stipulations for derating the emissions units established in Mr. Winston A. Smith’s letter dated September 30, 1999, and received October 4, 1999.  Therefore, no change will be made.

m.  Section III.  Subsection B.  Specific Condition B.6.2.13.

Response.  The Department will not compromise the stipulations for derating the emissions units established in Mr. Winston A. Smith’s letter dated September 30, 1999, and received October 4, 1999.  Therefore, no change will be made.

n.  Section III.  Subsection B.  Specific Condition B.8.1.1.

Response.  The Department agrees with the request and the following is changed:

FROM:
B.8.1.1.  The only fuels allowed to be burned in the MWCs are municipal solid waste and wood waste, with natural gas as an auxiliary fuel.  Other wastes shall not be burned without written prior approval from the Department.  The wood waste utilization rate shall not exceed 160 tons per day for the facility.  Wood waste shall be used when sufficient MSW is not available to maintain a steady heat rate.

[PSD-FL-129; and, 0050031-006-AC]
TO:

B.8.1.1.  The only fuels allowed to be burned in the MWCs are municipal solid waste and wood waste, with natural gas as an auxiliary fuel, except those fuels authorized under Specific Conditions B.8.1.2 and B.8.1.4. thru B.8.1.8.  Other wastes shall not be burned without written prior approval from the Department.  The wood waste utilization rate shall not exceed 160 tons per day for the facility.  Wood waste shall be used when sufficient MSW is not available to maintain a steady heat rate.

[PSD-FL-129; and, 0050031-006-AC]
o.  Section III.  Subsection B.  Specific Condition B.8.1.8.

Response.  The percentage established for the segregated non-municipal solid waste streams listed in this specific condition was established in cooperation with the industry’s representatives statewide prior to issuing all initial Title V Air Operation Permits.  The Department feels that this amount represents the de minimus level of non-municipal solid waste that can be processed by a municipal solid waste combustor unit to avoid the potential applicability of other regulations, such as for incinerators under Rule 62-296.400, F.A.C., and/or 40 CFR 60, Subpart E.  Therefore, no change will be made.
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p.  Section III.  Subsection B.  Specific Condition B.14.

Response.  40 CFR 60.1700(d)(2) is listed as “Fugitive Ash”, with no specific designation of any specific emissions unit or activity.  Therefore, to list a specific emissions unit or activity, such as “Fugitive Ash Visible Emissions from Ash Conveying Systems” would potentially restrict the applicability of the federal regulations where there could be other sites that fugitive ash emissions might occur.  In addition, the change requested per the large municipal waste combustor (MWC) regulations is not acceptable because the regulations applicable to this facility’s emissions units are for small MWCs.  Therefore, no change will be made.

q.  Section III.  Subsection B.  Specific Condition B.28.

Response.  The request is acceptable and the following will be changed:

FROM:
B.28.  Excess emissions resulting from malfunction shall be permitted provided that best operational practices to minimize emissions are adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

TO:

B.28.  Excess emissions resulting from malfunction shall be permitted provided that best operational practices to minimize emissions are adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  The Department authorizes three hours in any 24-hour period for each emissions unit.
[Rule 62-210.700(1), F.A.C.; and, applicant request]
r.  Section III.  Subsection B.  Specific Condition B.31.

Response.  Since the change requested is pursuant to the large municipal waste combustor (MWC) regulations, then the request is not acceptable because the regulations applicable to this facility’s emissions units are for small MWCs.  Therefore, no change will be made.

s.  Section III.  Subsection B.  Specific Condition B.38.0.

Response.  40 CFR 60.1700(d)(2) is listed as “Fugitive Ash”, with no designation of any specific emissions unit or activity.  Therefore, to list a specific emissions unit or activity, such as “Ash Conveying System” would potentially restrict the applicability of the federal regulations where there could be other sites that fugitive ash emissions might occur.  Therefore, no change will be made.

t.  Section III.  Subsection B.  Specific Condition B.50.

Response.  See response B.1.e.  Therefore, the following is changed:

FROM:
B.50.  Fluorides.

(a)  For fluoride emissions, the permittee is required to show continuing compliance with the standards of the Department.  Periodic testing may be required if Department inspections show a need for such tests.  The test results must provide reasonable assurance that each emissions unit is capable of compliance at the permitted maximum operating rate.

(b)  EPA Method 13B shall be used to ensure compliance on a once per five-year basis for permit renewal.  See Specific Condition B.23.

[PSD-FL-129; and, 40 CFR 60, Appendix A]
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TO:

B.28.  Excess emissions resulting from malfunction shall be permitted provided that best operational practices to minimize emissions
B.50.  Fluorides.

(a)  For fluoride emissions, the permittee is required to show continuing compliance with the standards of the Department.  Periodic testing may be required if Department inspections show a need for such tests.  The test results must provide reasonable assurance that each emissions unit is capable of compliance at the permitted maximum operating rate.

(b)  EPA Method 13A or 13B shall be used to ensure compliance on a once per five-year basis for permit renewal.  See Specific Condition B.23.

[PSD-FL-129; and, 40 CFR 60, Appendix A]

u.  Section III.  Subsection B.  Specific Condition B.51.

Response.  See response B.1.f.  Therefore, the following is changed:

FROM:
B.51.  Beryllium.

(a)  An annual emissions test for beryllium is required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that each emissions unit is capable of compliance at the permitted maximum operating rate.

(b)  EPA Method 104 shall be used to ensure compliance on an annual basis.  See Specific Condition B.24.

[PSD-FL-129; and, 40 CFR 60, Appendix A]

TO:

B.51.  Beryllium.

(a)  An annual emissions test for beryllium is required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that each emissions unit is capable of compliance at the permitted maximum operating rate.

(b)  EPA Method 104 or EPA Method 29 shall be used to ensure compliance on an annual basis.  See Specific Condition B.24.

[PSD-FL-129; 40 CFR 61, Appendix B; and, Rule 62-297.401, F.A.C.]
v.  Section III.  Subsection B.  Specific Condition B.106.

Response.  This specific condition is being addressed due to the request contained in B.1.h., above.  Since fuel oil is not an allowed fuel, then the request to delete the reference to fuel oil is acceptable and the following is changed:

FROM:
B.106.  Additional Daily Recordkeeping Requirements. 

The owner or operator of the facility shall maintain daily records of:

(a)  The total tons of waste charged to each municipal waste combustor, as determined by compliance with Specific Conditions B.6.2.1. through B.6.2.13.
(b)  The charging rates of wood waste, as determined by compliance with Specific Condition B.8.1.1.
(c)  The charging rates of waste tires, as determined by compliance with Specific Condition B.8.1.7.
(d)  The charging rates of non-MSW material, as determined by compliance with Specific Condition B.8.1.8.
(e)  The fuel oil and natural gas quantities utilized during startup and shutdown of operations.

[Rule 62-213.440(1), F.A.C.]
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TO:

B.106.  Additional Daily Recordkeeping Requirements. 

The owner or operator of the facility shall maintain daily records of:

(a)  The total tons of waste charged to each municipal waste combustor, as determined by compliance with Specific Conditions B.6.2.1. through B.6.2.13.
(b)  The charging rates of wood waste, as determined by compliance with Specific Condition B.8.1.1.
(c)  The charging rates of waste tires, as determined by compliance with Specific Condition B.8.1.7.
(d)  The charging rates of non-MSW material, as determined by compliance with Specific Condition B.8.1.8.
(e)  The natural gas quantities utilized during startup and shutdown of operations.

[Rule 62-213.440(1), F.A.C.]
w.  Section III.  Subsection B.  Specific Conditions B.6.2.11., B.6.2.12. and B.6.2.13.

Response.
(1)  Since the referenced specific conditions are related to “Recordkeeping and Reporting”, then they will be relocated at the end of the section under the header “Recordkeeping and Reporting Requirements” and renumbered; and, all subsequent specific conditions will be renumbered appropriately.  Therefore, the DRAFT Permit’s Specific Conditions B.6.2.11., B.6.2.12. and B.6.2.13, will become the PROPOSED Permit’s Specific Conditions B.107., B.108. and B.109., respectively.  Therefore, the following are changed: 
FROM:
B.6.2.11.  The monitoring data must be maintained for periodic inspections by the Department and U.S. EPA, Region 4.
B.6.2.12.  Any 24-hour average steam flow in excess of 65,333 lbs/hr for each unit (or the full load steam flow rate determined from the demonstration test) must be reported within seven calendar days to the Department and the U.S. EPA, Region 4.  

B.6.2.13.  Any 4-hour block arithmetic average steam flow rate in excess of 66,667 lbs/hr for each unit must be reported within seven calendar days to the Department and the U.S. EPA, Region 4.
TO:

B.107.  The monitoring data must be maintained for periodic inspections by the Department and U.S. EPA, Region 4.
[PSD-FL-129 Amendment; and, Mr. Winston A. Smith’s letter dated September 30, 1999]
B.108.  Any 24-hour average steam flow in excess of 65,333 lbs/hr for each unit (or the full load steam flow rate determined from the demonstration test) must be reported within seven calendar days to the Department and the U.S. EPA, Region 4.
[PSD-FL-129 Amendment; and, Mr. Winston A. Smith’s letter dated September 30, 1999]
B.109.  Any 4-hour block arithmetic average steam flow rate in excess of 66,667 lbs/hr for each unit must be reported within seven calendar days to the Department and the U.S. EPA, Region 4.
[PSD-FL-129 Amendment; and, Mr. Winston A. Smith’s letter dated September 30, 1999]

(2)  Due to the response and changes noted in B.1.w.(1), above, then the DRAFT Permit’s Specific Conditions B.107., B.108. and B.109., will become the PROPOSED Permit’s Specific Conditions B.110., B.111. and B.112., respectively.
