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Permittee:




PROPOSED Permit No.:  0050048-005-AV

E. B. Pipe Coating, Inc.



Facility ID No.:  0050048
1700 “E” Avenue



SIC No(s).:  34,3479
Panama City, Florida 32401


Project: Title V Air Operation Permit Renewal
The purpose of this permit is to renew the Title V Air Operation Permit and incorporate construction permit No. 0050048-004-AC, which is being concurrently processed with this renewal.  This existing facility is located at 1700 “E” Avenue, Panama City, Bay County; UTM Coordinates:  Zone 16, 622.1 km East and 3339.1 km North; and, Latitude:  30( 10’ 46” North and Longitude:  85( 43’ 51” West.
This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix I-1, List of Insignificant Emissions Units and/or Activities

APPENDIX TV-6, TITLE V CONDITIONS version dated 6/23/06
Appendix MMMM, 40 CFR 63 Subpart MMMM




Effective Date:  [ARMS Day 55+1]




Renewal Application Due Date:  [225 prior to exp]





Expiration Date:  





___________________________


Rick Bradburn

Air Program Administrator
RB/dm/c
Section I.  Facility Information.
Subsection A.  Facility Description.
This facility produces coating metal pipe by a series of heating (EU008), abrasive blasting (steel shot), acid washing (EU009), oven curing, outer-diameter powder coating (EU010) or solvent-based paint application (EU011), and outer-diameter pipe quenching.  Some of the pipe additionally undergoes inner-diameter abrasive blasting, and powder or solvent-based paint coating, and oven curing.  Particulate emissions are controlled by filter dust collectors.

The facility is subject to national emission standards for hazardous air pollutants (NESHAP; 40 CFR 63 subpart MMMM) for Surface Coating of Miscellaneous Metal Parts and Products facilities.  The facility has chosen to comply with subpart MMMM by option (b) Emission rate without add-on controls.  In addition, the facility’s gas-fired process heaters were subject to 40 CFR Part 63 subpart DDDDD (National Emission Standards for Hazardous Air Pollutants for Industrial, Commercial, and Institutional Boilers and Process Heaters), but were subject only to the initial notification requirements of 40 CFR 63.7506(b).  Initial notification was provided by letter dated December 7, 2004.  {Permit Note:  Boiler NESHAP subpart DDDDD, 40 CFR 63 was struck down after promulgation and is being revised by EPA.  When the revised regulation is promulgated it may be applicable to this emissions unit and may require a Title V permit revision.}

Also included in this permit are insignificant emissions units and/or activities (Appendix I-1).
Based on the Title V Air Operation Permit Renewal application received September 14, 2009, this facility is a major source of hazardous air pollutants (HAP).
In order to avoid becoming a major source with respect to prevention of significant deterioration (PSD) this facility requested a volatile organic compounds (VOC) emission limitation of 245 tons per year.

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U. ID No.
	Brief Description

	008
	Eight Natural Gas Fired Pipe Heaters

	009
	Cleaning and Blasting Activities

	010
	Fusion Bonded Epoxy Powder Surface Coating Activities

	011
	Solvent Based Paint Surface Coating Activities


Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Statement of Basis

These documents are on file with the permitting authority:
Initial Title V Air Operation Permit issued April 26, 2005
Appendix H-1, Permit History

Application for a Title V Air Operation Permit Renewal received September 14, 2009
Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-6, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-6, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided a copy when requested or otherwise appropriate.}

2.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  [Rule 62-296.320(2), F.A.C.; and 0050048-004-AC]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.  [Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 10162
Fairfax, VA  22038
Telephone:  (703) 227-7650
and,

b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.  [40 CFR 68]

5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.  [Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

6.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  Procedures to minimize VOC emissions shall as a minimum include the following:
a. All VOC containers shall be tightly covered when not in use.

b. All open troughs, basins, baths, tanks, etc shall be tightly covered whenever possible when not in use.

c. All piping, valves, fittings, etc shall be maintained in good operating condition.

d. Excessive air turbulence across exposed VOC’s shall be prevented. 

e. Any VOC spillage shall be immediately confined and cleaned up.  Wastes shall be placed in appropriate and closed containers for reuse, recycling, or appropriate disposal.
[Rule 62-296.320(1), F.A.C.; and Permit No. 0050048-004-AC]
7.  Emissions of Unconfined Particulate Matter.  Pursuant to Rules 62-296.320(4)(c)1., 3. & 4., F.A.C., reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements (see Condition 57 of APPENDIX TV-6, TITLE V CONDITIONS):


The following requirements are “not federally enforceable”:
a. Paving and maintenance of roads, parking areas and yards.

b. Application of water or chemicals to control emissions from such activities as demolition of buildings, grading roads, construction, and land clearing.

c. Application of asphalt, water, oil, chemicals, or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.

d. Removal of particulate matter from roads and other paved areas under control of the owner or operator to prevent reentrainment, and from buildings or work areas to prevent particulate matter from becoming airborne.

e. Installation of wind breaks to mitigate wind entrainment or particulate matter.

f. Landscaping or planting of vegetation.
g. Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.

h. Confining abrasive blasting where possible.

i. Enclosure or covering of conveyor systems.

j. Keeping dust-containing receptacles closed and protected from wind action.

k. Installing screens or drop cloths to protect used abrasive materials and dust from reentrainment by wind action.
[Rule 62-296.320(4)(c), F.A.C.; and Title V permit renewal application 0050048-005-AV]

8.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be made on a calendar year basis.  Annual reporting requirements will be based on the calendar year.  Semiannual reporting requirements will be based on January 1 – June 30 and July 1 – December 31 in accordance with the effective date of the permit, which defines day one.  [Rule 62-213.440, F.A.C.]
Emission Limitations and Standards

9.  Volatile Organic Compounds.  Facility-wide maximum allowable VOC emissions shall not equal or exceed 245 Tons per 12-month rolling total, including emissions from all VOC-emitting activities.  [Rules 62-4.070 and Rule 62-210(PTE), F.A.C., requested by applicant for PSD avoidance 62-212.400, F.A.C., permit 0050048-001-AV]

10.  Hazardous Air Pollutants.  Facility-wide maximum allowable annual HAP emissions shall not equal or exceed 80 Tons per 12-month rolling total of any combination of HAPs, including emissions from all HAP-emitting activities.  [Rules 62-4.070 and Rule 62-210(PTE), F.A.C., permit 0050048-001-AV]
Recordkeeping and Reporting Requirements

11.a.  VOC and HAP emissions shall be tracked on logs with monthly materials usage and emissions calculations based on the VOC and HAP content (wt %) of the materials used. As a minimum, the logs shall include: 

· Identification of the raw materials (solvents, coatings) used.

· Quantity, and composition of the materials used identifying total VOC content, total 

HAP content, and individual HAP content for each material used. 

· VOC, HAPs, and individual HAP emissions based on materials usage.

11.b.  Monthly emission summaries and consecutive “12-month rolling total” summaries shall be certified and signed by a responsible company representative to be accurate and truthful calculated representations of actual emissions.  Supporting documentation including Material Safety Data Sheets, purchase orders, etcetera, shall be kept to include sufficient information to verify the emission summaries and to determine compliance.  Summaries of emissions shall be kept and maintained for Department inspection for at least five years. 

11.c.  Permittee shall install, use, and maintain appropriate systems to gather data necessary to track VOC and HAP emissions.  [Rules 62-4.070(3), 62-213.440(1)(b)2, F.A.C., and permit 0050048-001-AV]

12.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.  [Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51 of APPENDIX TV-6, TITLE V CONDITIONS)}
13.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance or control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emission unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(7)(b), F.A.C.]
14.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Northwest District office.

Department of Environmental Protection
Northwest District Office

160 Governmental Center, Suite 308
Pensacola, Florida 32502-5794
Telephone:  850/595-8300; Fax:  850/595-8096
Notification of compliance testing may be submitted by electronic mail to nwdair@dep.state.fl.us.  A copy of all compliance related notifications shall be sent to the Northwest District Branch Office in Panama City at 2353 Jenks Ave, Panama City FL 32405.

15.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303-8960

Telephone:  404/562-9155; Fax:  404/562-9163

16.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.  [Rule 62-213.420(4), F.A.C.]
17.  Source Obligation:
(a)
At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.

(b)
At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.

[Rule 62-212.400(12), F.A.C.]
Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

	E.U. ID No.
	Brief Description

	008
	Eight natural gas fired pipe heaters ranging from 2.65 to 16 MMBtu/hr heat input


This emission unit includes eight natural gas fired pipe heaters ranging from 2.65 MMBtu/hr – 16 MMBtu/hour, heat input (totaling 63.3 MMBtu/hr).  These heaters are used to heat pipe prior to applying powder coatings.  This emission unit has no specific emission limits, but is subject to the general emission limits, standards, and other requirements and conditions identified in Section II of this permit.  These heaters were subject to 40 CFR 63 subpart DDDDD (Heater and Boiler MACT).  The facility is only subject to the initial notification requirements of 40 CFR 63.9 [per 40 CFR 63.7506(b)].  {Permit Note:  Boiler NESHAP subpart DDDDD, 40 CFR 63 was struck down after promulgation and is being revised by EPA.  When the revised regulation is promulgated it may be applicable to this emissions unit and may require a Title V permit revision.}
The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Permitted Capacity.  The maximum combined heat input of the eight pipe heaters shall not exceed 63.3 MMBtu/hr.  [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; and 0050048-004-AC]

A.2.  Methods of Operation .  The pipe heaters shall operate only using pipeline quality natural gas.  [Rule 62-213.440, F.A.C.]

A.3.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.  [Rule 62-210.200(PTE), F.A.C.]
Recordkeeping and Reporting Requirements
A.4.  The permittee shall maintain monthly summaries and 12-month rolling total summaries of fuel consumption.  [Rule 62-4.070(3), F.A.C.]

Section III.  Emissions Unit(s) and Conditions.

Subsection B.  This section addresses the following emissions unit(s).

	E.U. ID No.
	Brief Description

	009
	Cleaning and blasting activities


This emission unit includes cleaning and blasting activities preparing pipe for internal and external surface coating.  Emissions are controlled by fabric filter dust collectors.  EP01, EP02, EP04, EP05, and EP06 have been replaced as shown in the table below.  These emissions points were originally permitted under permit AO03-185869, issued January 23, 1991.  This emission unit has no specific emission limits or criteria, and is therefore not subject to a Compliance Assurance Monitoring (CAM) Plan, but is subject to the general emission limits, standards, and other requirements and conditions identified in Section II of this permit.
	Emission Point


	Description
	Control Equipment

	01 
	OD Line North Cleaning Station
	Torit DFT 4-16 Dust Collector

	02 
	OD Line South Cleaning Station
	Torit DFT 3-18 Dust Collector

	03 
	OD Line Blow Out Station
	Hoffman CPV34DC Dust Collector

	04
	ID Line Blow Out Station
	Torit TDS 32C Dust Collector

	05 
	ID Line Cleaning Station
	Torit TDS 32C Dust Collector

	06
	ID Line Cleaning Station
	Beckert and Hiester 42 Dust Collector


The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
B.1.  Permitted Capacity.  The maximum annual rate of abrasive materials shall not exceed 2,102 tons per 12- month rolling total.  [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; and, 0050048-003-AV and 0050048-004-AC]

B.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.  [Rule 62-210.200(PTE), F.A.C.; and, 0050048-004-AC]
Recordkeeping and Reporting Requirements
B.3.  The permittee shall maintain monthly summaries and 12-month rolling total summaries of abrasive materials consumed.  [Rule 62-4.070(3), F.A.C.]
Section III.  Emissions Unit(s) and Conditions.

Subsection C.  This section addresses the following emissions unit(s).

	E.U. ID No.
	Brief Description

	010
	Fusion Bonded Epoxy Powder Surface Coating Activities


This emission unit includes equipment to coat heated spinning pipe with an epoxy powder which is fusion bonded to the pipe.  Emissions are controlled by dust collectors.  The existing Torit collectors have been replaced by two new dust collectors manufactured by Center Line Equipment and USF.  This emission unit has no specific emission limits or criteria, but is subject to the general emission limits, standards, and other requirements and conditions identified in Section II of this permit.
The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
C.1.  Permitted Capacity.  The maximum epoxy powder application rate shall not exceed 2,400 pounds/hour.  [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; and, 0050048-003-AV and 0050048-004-AC]

C.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.  [Rule 62-210.200(PTE), F.A.C.; and, 0050048-003-AV and 0050048-004-AC]

Recordkeeping and Reporting Requirements
C.3.  The permittee shall maintain monthly summaries and consecutive 12-month rolling total summaries of epoxy powder consumption.  [Rule 62-4.070(3), F.A.C.]

Section III.  Emissions Unit(s) and Conditions.

Subsection D.  This section addresses the following emissions unit(s).

	E.U. ID No.
	Brief Description

	011
	Solvent Based Paint Surface Coating Activities


This emission unit includes equipment to apply exterior and interior pipe coatings using solvent based paints with no emission controls and solvents for cleanup.  This emissions unit is subject to national emission standards for hazardous air pollutants (NESHAP; 40 CFR 63 subpart MMMM) for Surface Coating of Miscellaneous Metal Parts and Products facilities, adopted and incorporated by reference in Rule 62-204.800, F.A.C.  The facility has chosen to comply with subpart MMMM by option (b) Emission rate without add-on controls.
The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
D.1.  Permitted Capacity. The maximum hourly rate shall not exceed 100 gallons of coating applied.  The maximum 12-month rolling total shall not exceed 193,425 gallons of coating applied.  [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; and, 0050048-003-AV and 0050048- 004-AC]

D.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.  [Rule 62-210.200(PTE), F.A.C.; and, 0050048-004-AC]
Emission Limitations and Standards
D.3.  Organic HAP emissions shall not exceed 2.6 pound organic HAP per gallon coating solids used during each 12-month compliance period, calculated as a rolling 12-month emission rate and determined on a monthly basis.  Each month after the end of the initial compliance period described in §63.3950 is the end of a compliance period consisting of that month and the preceding 11 months.  The calculations in §63.3951(a) through (g) shall be performed on a monthly basis using data from the previous 12 months of operation.  [40 CFR 63.3890 (b)(1), 63.3891(b) and 63.3952 (a)]

D.4.  All coatings (as defined in §63.3981), thinners and/or other additives, and cleaning materials used in the affected source shall be included when determining whether the organic HAP emission rate is equal to or less than the applicable emission limit.  [40 CFR 63.3891]

D.5.  The emissions limit shall be met by the emissions rate without add-on controls option.  If another compliance option is desired, then the switch must be documented as required by 63.3930(c), and it must be reported in the next semiannual compliance report required in 63.3920.  [40 CFR 63.3891 and Title V permit renewal application 0050048-005-AV]

D.6.  Any coating operation(s) for which the emissions rate without add-on controls option is chosen, as specified in §63.3891(a) and (b), must be in compliance with the applicable emissions limit in §63.3890 at all times.  [40 CFR 63.3900(a)(1)]
Reporting and Recordkeeping Requirements 

Semi-annual Compliance Reports
D.7.  Unless the Administrator has approved or agreed to a different schedule for submission of reports under §63.10(a), each semiannual compliance report must be prepared and submitted according to the dates specified below. Note that the information reported for each of the months in the reporting period will be based on the last 12 months of data prior to the date of each monthly calculation.

a.
Each semiannual compliance report must cover the subsequent semiannual reporting period from January 1 through June 30 or the semiannual reporting period from July 1 through December 31.


b.
Each semiannual compliance report must be postmarked or delivered no later than July 31 or January 31, whichever date is the first date following the end of the semiannual reporting period.

[40 CFR 63.3920(a)(1)]

D.8.  Each affected source that has obtained a title V operating permit pursuant to 40 CFR 70 or 40 CFR 71 must report all deviations as defined in this subpart in the semiannual monitoring report required by 40 CFR 70.6(a)(3)(iii)(A) or 40 CFR 71.6(a)(3)(iii)(A). If an affected source submits a semiannual compliance report pursuant to this section along with, or as part of, the semiannual monitoring report required by 40 CFR 70.6(a)(3)(iii)(A) or 40 CFR 71.6(a)(3)(iii)(A), and the semiannual compliance report includes all required information concerning deviations from any emission limitation in this subpart, its submission will be deemed to satisfy any obligation to report the same deviations in the semiannual monitoring report. However, submission of a semiannual compliance report shall not otherwise affect any obligation the affected source may have to report deviations from permit requirements to the permitting authority.  [40 CFR 63.3920(a)(2)]
D.9.  The semiannual compliance report must contain the following information:
a.
Company name and address.

b.
Statement by a responsible official with that official's name, title, and signature, certifying the truth, accuracy, and completeness of the content of the report.

c.
Date of report and beginning and ending dates of the reporting period. The reporting period is the 6-month period ending on June 30 or December 31.  Note that the information reported for each of the 6 months in the reporting period will be based on the last 12 months of data prior to the date of each monthly calculation.

d.
Identification of the compliance option or options specified in §63.3891 that were used on each coating operation during the reporting period. If a switch was made between compliance options during the reporting period, then the beginning and ending dates for each option used must be reported.

e.
The calculation results for each rolling 12-month organic HAP emission rate during the 6-month reporting period.

[40 CFR 63.3920(a)(3)]

f.
If there were no deviations from the emission limitations, the semiannual compliance report must include a statement that there were no deviations from the emission limitations during the reporting period.  [40 CFR 63.3920(a)(4)]

g.
If there was a deviation from the applicable emission limit, the semiannual compliance report must contain the following information:

(1)
The beginning and ending dates of each compliance period during which the 12-month organic HAP emission rate exceeded the applicable emissions limit.


(2)
The calculations used to determine the 12-month organic HAP emission rate for the compliance period in which the deviation occurred. The calculations for Equations 1, 1A through 1C, 2, and 3 of §63.3951 must be submitted; and if applicable, the calculation used to determine mass of organic HAP in waste materials according to §63.3951(e)(4).  The background data supporting these calculations ( e.g., information provided by materials suppliers or manufacturers, or test reports) does not need to be submitted.


(3)
A statement of the cause of each deviation.

[40 CFR 63.3920(a)(6)]
Recordkeeping

D.10.  The permittee shall maintain monthly summaries and 12-month rolling total summaries of gallons of paint consumed.  The permittee shall maintain monthly summaries and 12-month rolling totals summaries of gallons of solvent used and gallons of spent solvent recovered and disposed.  [Rule 62-4.070(3), F.A.C.]
D.11.  Records of the following data and information shall be kept. Failure to collect and keep these records is a deviation from the applicable standard.


a.
A copy of each notification and report that was submitted to comply with this subpart, and the documentation supporting each notification and report.

b.
A current copy of information provided by materials suppliers or manufacturers, such as manufacturer's formulation data, or test data used to determine the mass fraction of organic HAP and density for each coating, thinner and/or other additive, and cleaning material, and the volume fraction of coating solids for each coating. If testing was conducted to determine mass fraction of organic HAP, density, or volume fraction of coating solids, a copy must be kept of the complete test report. If information was used that was provided by the manufacturer or supplier of the material that was based on testing, the summary sheet of results provided by the manufacturer or supplier must be kept. The test report or other supporting documentation from the manufacturer or supplier is not required to be obtained.

c.
For each compliance period, the following records shall be kept:

(1)
A record of the coating operations on which each compliance option was used and the time periods (beginning and ending dates and times) for each option that was used.


(2)
A  record of the calculation of the total mass of organic HAP emissions for the coatings, thinners and/or other additives, and cleaning materials used each month using Equations 1, 1A through 1C, and 2 of §63.3951; and, if applicable, the calculation used to determine mass of organic HAP in waste materials according to §63.3951(e)(4); the calculation of the total volume of coating solids used each month using Equation 2 of §63.3951; and the calculation of each 12-month organic HAP emission rate using Equation 3 of §63.3951.

d.
A record of the name and volume of each coating, thinner and/or other additive, and cleaning material used during each compliance period.

e.
A record of the mass fraction of organic HAP for each coating, thinner and/or other additive, and cleaning material used during each compliance period unless the material is tracked by weight.

f.
A record of the volume fraction of coating solids for each coating used during each compliance period.

g.
The density for each coating, thinner and/or other additive, and cleaning material used during each compliance period.

h.
If an allowance was used in Equation 1 of §63.3951 for organic HAP contained in waste materials sent to or designated for shipment to a treatment, storage, and disposal facility (TSDF) according to §63.3951(e)(4), records must be kept of the information specified in paragraphs (h)(1) through (3).


(1)
The name and address of each TSDF to which waste materials was sent for which an allowance in Equation 1 of §63.3951 was used; a statement of which subparts under 40 CFR parts 262, 264, 265, and 266 apply to the facility; and the date of each shipment.


(2)
Identification of the coating operations producing waste materials included in each shipment and the month or months in which the allowance was used for these materials in Equation 1 of §63.3951.


(3)
The methodology used in accordance with §63.3951(e)(4) to determine the total amount of waste materials sent to or the amount collected, stored, and designated for transport to a TSDF each month; and the methodology to determine the mass of organic HAP contained in these waste materials. This must include the sources for all data used in the determination, methods used to generate the data, frequency of testing or monitoring, and supporting calculations and documentation, including the waste manifest for each shipment.


i.
Records must be kept of the date, time, and duration of each deviation.

[40 CFR 63.3930]

D.12.  Records must be in a form suitable and readily available for expeditious review, according to 63.10(b)(1).  Whenever appropriate, the records may be maintained as electronic spreadsheets or as a database.  [40 CFR 63.3931 (a)]

D.13.  Each record must be kept for five years (at least two years on-site) following the date of each occurrence, measurement, maintenance, corrective action, report, or record.  [40 CFR 63.3931 (b)&(c)]
The following conditions apply to the NESHAPs emissions units listed above:

40 CFR 63, Subpart A - General Provisions Requirements
D.14.  See Table 2 of subpart MMMM
