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Permittee:




DRAFT Permit No.:  0050057-005-AV

Spurlin Industries, Incorporated


Facility ID No.:  0050057

700 Jackson Way



SIC No(s).:  30, 3088

Panama City, Florida 32402


Project: Title V Air Operation Permit Renewal

The purpose of this permit is to renew Title V Air Operation Permit No. 0050057-003-AV, and incorporate construction permit No. 0050057-004-AC, which is being processed simultaneously with this Title V renewal permit.  This existing facility is located at 700 Jackson Way, Panama City, in Bay County; UTM Coordinates:  Zone 17, 627.46 km East and 3341.56 km North; and, Latitude:  30( 12’ 02” North and Longitude:  85( 40’ 33” West.
This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
APPENDIX TV-4, TITLE V CONDITIONS version dated 02/12/02





Effective Date:  [ARMS Day 55]




Renewal Application Due Date:  [Month day, year]





Expiration Date:  [Month day, year]





___________________________


SANDRA F. VEAZEY


Air Program Administrator
SFV:omc

Section I.  Facility Information.
Subsection A.  Facility Description.
This is a Fiberglass Bathroom Fixtures Manufacturing facility.  Shower stalls, whirlpool bathtubs and associated fixtures are manufactured from polyester resins.  Styrene based gelcoat is spray applied to forms and molds within two modified waterfall booths, converted to using dry fabric filter pads instead of water to control PM emissions, each with an integral exhaust fan.  The coated molds are then removed and rolled to one of the chopper gun stations, where styrene based polyester resin is pumped through a fixed piping line to a mix tank.  Within this mix tank resin is combined with inert filler at up to 50% by volume.  The resin/filler mixture is pumped to each of the fiberglass chopper gun stations, each with its own area exhaust fan, where the fiberglass strand and resin mix is applied to the molds.  After curing the parts are removed from the molds and trimmed.  The majority of the grinding and sanding activities are conducted in the grinding area, located in the north central areas of the building.  The PM generated in this area is controlled by a Torrit Model 80 CAB dust collector that exhausts within the building (making it unregulated).  Small quantities of PM may be generated outside the grinding area from touch up trimming, cutting, shaping, and sanding which are controlled by portable vacuum collectors (shop vac) and good housekeeping procedures.  Adhesive, foams, solvents, and coatings, either water based or containing miscellaneous solvents, may be utilized principally in the assembly areas of the building.  Although these materials are not used in significant quantities, the material usages and calculated emissions will be documented in the required facility record keeping.  Tubing, fittings, hoses, and motors are also added in the assembly area before storage and/or shipping.  Acetone is the principle cleanup solvent used.  Waste acetone is reclaimed and recovered for re-use through the use of a recovery still.  Acetone is no longer a regulated VOC species by the USEPA or FDEP.  Therefore, there are no specific permit condition or limitations associated with acetone in this permit.
The processes take place within a permanent building.  Most VOCs and Hazardous Air Pollutants (HAPs) are exhausted through roof vents for the gelcoat spray booths and chopper gun areas.  The building also has a number of wall-mounted exhaust fans.

Construction permit 0050057-004-AC increased the maximum allowable limits for emissions of VOC to 99 tons per year, and the total of Styrene (HAP) and Methyl Methacrylate (HAP) to 99 tons per year.  {Note:  Methyl Methacrylate (MMA) is becoming a common substitute for Styrene in many resins and gelcoats; however, MMA is a HAP like Styrene}  

Also included in this permit are miscellaneous insignificant emissions units and/or activities that are listed on Appendix I-1.
Based on the Title V Air Operation Permit Renewal application received August 8, 2002, this facility is a major source of HAPs.

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U. ID No.
	Brief Description

	010
	Fiberglass Bathroom Fixtures Manufacturing


The above emission unit is composed of the following source segments:

1) Gelcoat spray process

2) Chopper gun lay-up process

3) Miscellaneous solvent usage and cleanup

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes

Statement of Basis

These documents are on file with the permitting authority:
Initial Title V Air Operation Permit issued March 27, 1998

Title V Air Operation Permit Administrative Correction issued April 2, 1998
Application for a Title V Air Operation Permit Renewal received August 8, 2002

Additional Information Request dated September 6, 2002

Additional Information Response received November 19, 2002
Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-4, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided a copy when requested or otherwise appropriate.}

2.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants that cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.; and, construction permit 0050057-004-AC]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.

Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).

a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

and,

b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

6.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

a.  Maintain tightly fitting cover, lids, etc., on all VOC containers when they are not being handled, tapped, etc.  All containers that are used for temporary and permanent storage of VOC/organic solvents shall be covered where feasible to prevent vaporization of VOC when not in use.
b.  All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of VOC materials.
c.  Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, etc., of VOC so that it can be covered when not in use.
d.  Immediately attend to all spills/waste as appropriate.
[Rule 62-296.320(1)(a), F.A.C.; 03-258211; and, initial Title V permit No. 0050057-003-AV]

7.  Emissions of Unconfined Particulate Matter.  Pursuant to Rules 62-296.320(4)(c)1., 3. & 4., F.A.C., reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements (see Condition 57 of APPENDIX TV-4, TITLE V CONDITIONS):

a.  Proper maintenance and disposal of exhaust fan filters and protecting dust containers from wind action that might make dust airborne.

b.  Removal of particulate matter from buildings or work areas and closing doors on windy days as needed to prevent a visible emission of unconfined particulate matter with an opacity equal to or greater than 20%.

c.  Enclosure of, or covering activities or equipment when necessary to prevent a visible emissions of unconfined particulate matter with an opacity equal to or greater than 20%.

d.  Removal of particulate matter from roads and other paved areas under control of the owner or operator to prevent a visible emission of unconfined particulate matter with an opacity equal to or greater than 20%.

e.  Maintenance of roads, parking areas and yards.

f.  Application of water or other dust suppressants to roads, parking areas and yards when necessary to control emissions.

[Rule 62-296.320(4)(c)2., F.A.C.; and, 0050057-004-AC]

8.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
9.  An annual operating report for air pollutant emitting facility, DEP Form 62-210.900(5), shall be submitted by March 1 of each year.  A copy of the form and instructions may be obtained from the Department’s Northwest District office.

[Rule 62-210.370, F.A.C.]

10.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of APPENDIX TV-4, TITLE V CONDITIONS)}”

11.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Northwest District office.

Department of Environmental Protection
Northwest District Office

160 Governmental Center

Pensacola, Florida 32501-5794

Telephone:  850/595-8364; Fax:  850/595-8096

Notification of compliance testing may be submitted by electronic mail to NWDAIR@dep.state.fl.us.  A copy of all compliance related notifications shall be sent to the Northwest District Branch Office in Panama City at 2353 Jenks Ave, Panama City FL 32405.

12.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303-8960

Telephone:  404/562-9155; Fax:  404/562-9163

13.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

	E.U. ID No.
	Brief Description

	010
	Fiberglass Bathroom Fixtures Manufacturing


{Permit Note:  This emissions unit is not subject to any activity or industry specific regulation.  However, a MACT Standard for reinforced composite plastic manufacturing has been proposed by EPA and may apply when it becomes a final subpart of 40 CFR 63.}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Capacity.  For testing purposes only, the maximum operating rate for this emission unit is having the maximum number of gelcoat/chopper guns operating in each of the source segments defined in Subsection B of Section I as during normal facility operation or any other Department approved maximum operating rate.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

A.2.  This emissions unit is allowed to operate continuously, e.g., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
A.3.  The maximum allowable permitted emissions rates are:


VOC




99 tons per rolling 12 month period



Styrene + Methyl Methacrylate

99 tons per rolling 12 month period

[Rule 62-4.210(2), F.A.C.; requested by permit application received August 8, 2002]

Test Methods and Procedures
{Permitting Note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.
A.4.a.  Visible emissions tests are required to show compliance with the standards of the Department on the following Source Segments:


Source Segment 1
chopper guns #1, #2 and #3 exhaust stacks


Source Segment 2
gelcoat spray booths #1 and #2 exhaust stacks

Tests shall be conducted in accordance with DEP method 9 for half an hour on the one stack of each segment that is judged to have the highest visible emissions.  Such tests shall be scheduled annually during the federal fiscal year of October 1 through September 30.  (Note:  This emissions unit is subject to the General Visible Emissions Standard of Rule 62-296.320(4)(b)1, F.A.C.)

[Rules 62-297.310(4)(a)2., and 62-296.320(4)(b)1., F.A.C.]

A.4.b.  The Department shall be notified at least 15 days prior to testing to allow witnessing.  Results shall be submitted to the Department within 45 days after testing.  
[Rules 62-4.070, 62-297.310(7)(a)9., 62-297.310(8)(b), F.A.C.; construction permit 0050057-004-AC] 

A.4.c.  The Department can require special compliance tests in accordance with F.A.C. Rule 62-297.310(7)(b).   Other test methods and alternate compliance procedures may be used only after prior Departmental approval has been obtained in writing.

[Rules 62-297.310(7)(b), and 62-297.310(7)(c), F.A.C.]

A.4.d.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of rated capacity.  If it is impractical to test at capacity, then sources may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the Department.

[Rule 62-297.310(2), F.A.C.]

Reasonable Assurances
A.5.  In order to limit particulate emissions generated from the cutting, grinding, and sanding operations, the permittee shall maintain and operate the Torrit Model 80 CAB dust collector in accordance with the manufacturers recommended procedures during each activity that generates particulate emissions.  (Note:  Because this dust collector vents back into the building, it is not subject to a VE requirement.)

[Rules 62-296.320 and 62-4.070(3), F.A.C.]

Recordkeeping

A.6.  In order to demonstrate compliance with the maximum allowable limits established by this permit, the permittee shall maintain monthly summary usage records of materials containing VOC and specific HAP chemicals.  Supporting information such as manufacturers MSDS sheets stating the VOC and HAP content shall also be retained.  Based on these records, emissions shall be calculated monthly and presented on a rolling cumulative 12-month totals basis for VOC, Styrene and Methyl Methacrylate pollutants.  These records shall be kept for five years.  This information shall be made available for inspection by Department personnel upon demand.

[Rule 62-4.210(2), F.A.C.]

A.7.  The permittee shall notify the Department prior to operating with any gelcoat or resin products other than Styrene or Methyl Methacrylate based.  {Permit Note:  A change from these current products may change the basis of this permit and require additional permitting action.}

[Rule 62-4.070, F.A.C.]

