Table 1, Summary of Air Pollutant Standards and Terms

Florida Power and Light Company Permit No. 0090006-006-AV
Cape Canaveral Plant Facility ID No. 0090006

This table summarizes information for convenience purposes only. This table does not supersede any of the terms or conditions of this permit.

E.U. ID Nos. Brief Description
001 Fossil Fuel Fired Steam Generator
002 Fossil Fuel Fired Steam Generator
Allowable Emissions Equivalent Emissions**
Pollutant Name Fuel(s) | Hours/Year Standard(s) Ibs./hour [TPY| Ibs./hour TPY Regulatory Citation(s) See permit condition(s)
Particulate Matter
Steady State gas/oil 8760 0.1 Ib/MMBtu 400 1,533 Rule 62-296.405(1)(b), F.A.C. A7
Soot Blowing or gas/oail 0.3 Ib/MMBtu 1,200 657 Rule 62-210.700(3), F.A.C. A8
Load Changing
500*** 2190***
Sulfur Dioxide oil 8760 2.75 Ib/MMBtu 11,000 48,180 [Rule 62-296.405(1)(c)1,j., F.A.C. A9
Visible Emissions
Steady State gas/oil 8760 40% Opacity Rule 62-296.405(1)(b), F.A.C. A5
Soot Blowing or gas/oail 60% Opacity Rule 62-210.700(3), F.A.C. A.6
Load Changing
Arsenic used oil* 5.0 ppm 40 CFR 279.11 A.10
Cadmium used oil* 2.0 ppm 40 CFR 279.11 A.10
Chromium used oil* 10.0 ppm 40 CFR 279.11 A.10
Lead used oil* 100.0 ppm 40 CFR 279.11 A.10
Total Halogens used oil* 1,000.0 ppm 40 CFR 279.11 A.10
PCB used oil* 50.0 ppm 40 CFR 279.11 A.10
Notes:

*The total quantity of on-specification used ail to be fired at this facility shall not exceed 1,500,000 gallons per year.
** The "Equivalent Emissions" listed are for informational purposes only.
*** \/alues computed using the ratio of 3/21 for soot blowing/steady state per 24 hour day.
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