
Table 2, Summary of Compliance Requirements

Florida Power and Light Company Permit No. 0090006-006-AV
Cape Canaveral Plant Facility ID No. 0090006

This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

E.U. ID No. Brief Description
001 Fossil Fuel Fired Steam Generator
002 Fossil Fuel Fired Steam Generator

Testing Frequency Min. Compliance

Pollutant Name Compliance Time Base Test 

or Parameter Fuels Method Frequency Date * Duration CMS** See permit condition(s)

Particulate Matter
Steady State Gas/Oil EPA Method 5 or 17 Annual 1-Oct 3 Hour A.18

Soot blowing or Gas/Oil EPA Method 5 or 17 Annual 1-Oct A.18
Load Changing ***

Sulfur Dioxide Gas/Oil CMS Continuous Yes A.24
Nitrogen Oxides Gas/Oil Continuous Yes

Carbon Dioxide Gas/Oil Continuous Yes

Volumetric Flow Rate Gas/Oil Continuous Yes
Opacity Gas/Oil Continuous Yes A.18
Steady State Gas/Oil DEP Method 9 Annual 1-Oct 1 Hour A.18
Soot blowing or Gas/Oil DEP Method 9 Annual 1-Oct 1 Hour A.18

Load Changing
Arsenic Used Oil Fuel Analysis Batch A.10, A.34
Cadmium Used Oil Fuel Analysis Batch A.10, A.34
Chromium Used Oil Fuel Analysis Batch A.10, A.34
Lead Used Oil Fuel Analysis Batch A.10, A.34
PCB Used Oil Fuel Analysis Batch A.10, A.34
Total Halogens Used Oil Fuel Analysis Batch A.10, A.34
Flash Point Used Oil Fuel Analysis Batch A.10, A.34

Notes:

*Frequency base date established for planning purposes only; see Rule 62-297.310, F.A.C.

**CMS [=] Continuous Monitoring System

***EPA Method 17 may be used only if the stack gas exit temperature is less than 375 degrees F.
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