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[bookmark: SectionIA]Subsection A.  Facility Description.
Designers Choice Cabinetry is a manufacturer of wood cabinets.  The facility has a total of 8 spray paint booths.  The filters used in the paint spray booths have a particulate matter capture efficiency is 98.7 percent.  There is an exempt water-based glue booth and an exempt wood grinder.  A total of 4 baghouses (45,000 CFM wood working baghouse, 20,000 CFM wood grinder baghouse, 20,000 CFM wood working baghouse, and 10,000 CFM wood working baghouse) are in use to handle wood chips and wood dust from all exempt wood working at the facility.
[bookmark: SectionIB]Subsection B.  Summary of Emissions Units.
	EU No.
	Brief Description

	Regulated Emissions Units

	001
	Wood Furniture (Cabinets) Surface Coating Operation


Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List of Insignificant Emissions Units and/or Activities).
Subsection C.  Applicable Regulations.
Based on the Title V air operation permit application received September 30, 2016, this facility is a major source of hazardous air pollutants (HAP).  A summary of applicable regulations is shown in the following table.  
	Regulation
	EU No(s).

	Federal Rule Citations

	40 CFR 63, Subpart A, NESHAP General Provisions
	001

	40 CFR 63, Subpart JJ, Wood Furniture Manufacturing Operations  
	001

	State Rule Citations

	Rule 62-4, F.A.C., Permits
	001

	Rule 62-204.800(11)(b)26., F.A.C., Rule adopts 40 CFR 63, Subpart JJ
	001

	Rule 62-210.300, F.A.C., Permits Required
	001

	Rule 62-210.370(3), F.A.C., Emissions Computation and Reporting
	001

	Rule 62-4.070(3), F.A.C., Reasonable Assurance
	001





SECTION I.  FACILITY INFORMATION.

Designers Choice Cabinetry	Permit No. 0090245-006-AV
Designers Choice Cabinetry Facility	New Title V Air Operation Permit 
Page 11 of 11
[bookmark: SectionII]The following conditions apply facility-wide to all emission units and activities:
FW1.   Appendices.  The permittee shall comply with all documents identified in Section IV, Appendices, listed in the Table of Contents.  Each document is an enforceable part of this permit unless otherwise indicated.  [Rule 62-213.440, F.A.C.]
Emissions and Controls
FW2.   Not federally Enforceable.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  [Rule 62-296.320(2) and 62-210.200(Definitions), F.A.C.]

FW3.   General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  To comply, procedures to minimize pollutant emissions shall include the following:
a. Maintain tightly fitting cover, lids, etc. on all containers of VOCs when they are not being handled, used, etc.;
b. All equipment, fittings, valve lines, pipes, drums, tanks, etc., shall be properly operated and maintained;
c. Prevent excessive air turbulence across exposed VOC; and
d. Immediately confine and clean up spills of VOC containing materials.
[Rule 62-296.320(1), F.A.C.]
	
FW4.   General Visible Emissions.  No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity.  This regulation does not impose a specific testing requirement.  [Rule 62-296.320(4)(b), F.A.C.]
FW5.   Unconfined Emissions of Particulate Matter.  No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:
a. Inspect on a weekly basis to verify the discharge chute of the 45,000 cfm (cubic feet per minute) dust collector is properly inserted into the custom enclosed dumpster.
b. Maintain a log to record maintenance items on a monthly basis, including filter replacements for the paint booths and bag filters from the baghouse dust collectors.
c. Sweep parking lot on a daily basis to reduce emissions of particulate matter.
d. Conduct an EPA Method 22 observation monthly on the baghouse dust collectors.
[Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in new Title V air operation permit application received September 30, 2016.]
Annual Reports and Fees 
See Appendix RR, Facility-wide Reporting Requirements for additional details.
FW6.   Electronic Annual Operating Report and Title V Annual Emissions Fees.  The information required by the Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous calendar year, to the Department of Environmental Protection’s (DEP) Division of Air Resource Management.  Each Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report (EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.  Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C.  Each Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount determined as set forth in subsection 62-213.205(1), F.A.C.  The annual fee shall only apply to those regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric emission-limiting standard is specified in the source’s most recent construction permit or operation permit.  Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee that is due.  The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1st of each year.  A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated total fee shall be submitted to:  Major Air Pollution Source Annual Emissions Fee, Post Office Box 3070, Tallahassee, Florida 32315-3070.  Additional information is available by accessing the Title V Annual Emissions Fee On-line Information Center at the following Internet web site:  http://www.dep.state.fl.us/air/emission/tvfee.htm.  [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.; and, §403.0872(11), Florida Statutes (2013)]
{Permitting Note:  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}
{Permitting Note:  The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been repealed.  A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each year.}
FW7.   Annual Statement of Compliance.  The permittee shall submit an annual statement of compliance to the compliance authority at the address shown on the cover of this permit and to the US. EPA at the address shown below within 60 days after the end of each calendar year during which the Title V air operation permit was effective.  [Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.]
U.S. Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia  30303

FW8.	Prevention of Accidental Releases (Section 112(r) of CAA).  If, and when, the facility becomes subject to 112(r), the permittee shall:
a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the following address:  https://cdx.epa.gov.  Information on electronically submitting risk management plans using the Central Data Exchange system is available at:  http://www2.epa.gov/rmp.  The RMP Reporting Center can be contacted at:  RMP Reporting Center, Post Office Box 10162, Fairfax, VA  22038, Telephone:  (703) 227-7650.
b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.
[40 CFR 68]


SECTION II.  FACILITY-WIDE CONDITIONS.

The specific conditions in this section apply to the following emissions unit:
	

EU No.
	Brief Description

	001
	Wood Furniture (Cabinets) Surface Coating Operation


Designers Choice Cabinetry is a manufacturer of wood cabinets.  The facility has a total of 8 spray paint booths.  The filters used in the paint spray booths have a particulate matter capture efficiency is 98.7 percent.  There is an exempt water-based glue booth and an exempt wood grinder.  A total of 4 baghouses (45,000 CFM wood working baghouse, 20,000 CFM wood grinder baghouse, 20,000 CFM wood working baghouse, and 10,000 CFM wood working baghouse) are in use to handle wood chips and wood dust from all exempt wood working at the facility.
Essential Potential to Emit (PTE) Parameters
A.1. Hours of Operation.  This emissions unit may operate continuously (8,760 hours/year).  		      [Rule 62-210.200(PTE), F.A.C.; and Permit No. 0090245-001-AC]
Emission Limitations and Standards
A.2. Visible Emissions Limitation (Baghouse dust collectors):  Visible emissions from the baghouse dust collectors, are limited to less than 5 percent opacity.							      [Rule 62-4.070(3), F.A.C.]	
A.3. VOC Emissions.  The maximum volatile organic compound (VOC) emissions shall be limited to less than 243 tons per any consecutive 12-month period.								  [Permits No. 0090245-001-AC and 0090245-002-AC, Rules 62-4.070(3) and 62-210.200(247), Potential to Emit, F.A.C.]
A.4. Volatile Hazardous Air Pollutants (VHAP) Emissions.  Limit VHAP emissions from finishing operations by meeting the emission limitations for new sources presented in Table 3 to 40 CFR 63, Subpart JJ – Wood Furniture Manufacturing Operations.  [40 CFR 63.802(b)(1)]

 			Table 3 to Subpart JJ of Part 63—Summary of Emission Limits
	Emission point
	Existing source
	New source

	Finishing Operations:
	
	

	(a) Achieve a weighted average VHAP content across all coatings (maximum kg VHAP/kg solids [lb VHAP/lb solids], as applied
	a1.0
	a0.8

	(b) Use compliant finishing materials (maximum kg VHAP/kg solids [lb VHAP/lb solids], as applied):
	
	

	—stains
	a1.0
	a1.0

	—washcoats
	a b1.0
	a b0.8

	—sealers
	a1.0
	a0.8

	—topcoats
	a1.0
	a0.8

	—basecoats
	a b1.0
	a b0.8

	—enamels
	a b1.0
	a b0.8

	—thinners (maximum percent VHAP allowable); or
	10.0
	10.0

	(c) As an alternative, use control device; or
	c1.0
	c0.8

	(d) Use any combination of (a), (b), and (c)
	1.0
	0.8

	Cleaning Operations:
	
	

	Strippable spray booth material (maximum VOC content, kg VOC/kg solids [lb VOC/lb solids])
	0.8
	0.8

	Contact Adhesives:
	
	

	(a) Use compliant contact adhesives (maximum kg VHAP/kg solids [lb VHAP/lb solids], as applied) based on following criteria:
	
	

	i. For aerosol adhesives, and for contact adhesives applied to nonporous substrates
	dNA
	dNA

	ii. For foam adhesives used in products that meet flammability requirements
	1.8
	0.2

	iii. For all other contact adhesives (including foam adhesives used in products that do not meet flammability requirements); or
	1.0
	0.2

	(b) Use a control device
	e1.0
	e0.2

	All Finishing Operations and Contact Adhesives:
	
	

	(a) Achieve total free formaldehyde emissions across all finishing operations and contact adhesives, lb per rolling 12 month period, as applied
	400
	400

	(b) Use coatings and contact adhesives only if they are low-formaldehyde coatings and contact adhesives
	f1.0
	f1.0



aThe limits refer to the VHAP content of the coating, as applied.
bWashcoats, basecoats, and enamels must comply with the limits presented in this table if they are purchased premade, that is, if they are not formulated onsite by thinning other finishing materials. If they are formulated onsite, they must be formulated using compliant finishing materials, i.e., those that meet the limits specified in this table, and thinners containing no more than 3.0 percent VHAP by weight.
cThe control device must operate at an efficiency that is equivalent to no greater than 1.0 kilogram (or 0.8 kilogram) of VHAP being emitted from the affected emission source per kilogram of solids used.
dThere is no limit on the VHAP content of these adhesives.
eThe control device must operate at an efficiency that is equivalent to no greater than 1.0 kilogram (or 0.2 kilogram) of VHAP being emitted from the affected emission source per kilogram of solids used.
fThe limits refer to the formaldehyde content by weight of the coating or contact adhesive, as specified on certified product data sheets.
	[40 CFR 63.802, Table 3 to 40 CFR 63, Subpart JJ, and Rule 62-204.800(11)(b)26., F.A.C.]
	{Permitting Note:  Designers Choice Cabinetry has elected to demonstrate compliance with 40 CFR 63.802(b)(1) by meeting 40 CFR 63.804(d)(2), that is, using compliant finishing materials according to the following:
(i) Demonstrate that each sealer and topcoat has a VHAP content of no more than 0.8 kg VHAP/kg solids (0.8 lb VHAP/lb solids), as applied, each stain has a VHAP content of no more than 1.0 kg VHAP/kg solids (1.0 lb VHAP/lb solids), as applied, and each thinner contains no more than 10.0 percent VHAP by weight;
(ii) Demonstrate that each washcoat, basecoat, and enamel that is purchased pre-made, that is, it is not formulated onsite by thinning another finishing material, has a VHAP content of no more than 0.8 kg VHAP/kg solids (0.8 lb VHAP/lb solids), as applied, and each thinner contains no more than 10.0 percent VHAP by weight; and
(iii) Demonstrate that each washcoat, basecoat, and enamel that is formulated onsite is formulated using a finishing material containing no more than 0.8 kg VHAP/kg solids (0.8 lb VHAP/lb solids) and a thinner containing no more than 3.0 percent HAP by weight.}
Test Methods and Procedures
A.5. Monthly observation:  Conduct an EPA Method 22 observation monthly for the baghouse dust collectors.	      [Rule 62-4.070(3), F.A.C.]	
A.6. Test Methods.  When required, tests shall be performed in accordance with the following reference method:
	Method
	Description of Method and Comments

	EPA Method 22
	Visual Determination of Fugitive Emissions from Material Sources 


The above method is described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other method may be used unless prior written approval is received from the Department.        [Rule 62-204.800, F.A.C., and, Permit Nos. 0090245-001 and 0090245-002-AC]
Work Practice Standards
A.7. Work Practice Standards. Designers Choice shall prepare and implement the following: 
a. Work practice implementation plan that defines environmentally desirable work practices for each wood furniture operation manufacturing operation and addresses each of the work practice standards listed under this specific condition A.7.;
b. Operator training course, which includes;
i. a list of all current personnel by name and job description that are required to be trained 
ii. an outline of subjects to be covered in the initial and refresher training for each personnel group  
iii. lesson plans for courses to be given at the initial and the annual refresher training that include, at a minimum, appropriate application techniques, appropriate cleaning and washoff procedures, appropriate equipment setup and adjustment to minimize finishing material usage and overspray, and appropriate management of cleanup wastes; and 
iv. A description of the methods to be used at the completion of initial or refresher training to demonstrate and document successful completion.  
c. Inspection and maintenance plan.  Prepare and maintain with the work practice implementation plan a written leak inspection and maintenance plan that specifies the following:
i. a minimum visual inspection frequency of once per month for all equipment used to transfer or apply coatings, adhesives, or organic HAP solvents; 
ii. an inspection schedule;  
iii. methods for documenting the date and results of each inspection and any repairs that were made; and 
iv. the timeframe between identifying the leak and making the repair, which adheres, at a minimum, a first attempt at repair (e.g., tightening the packing glands) shall be made no later than 5 calendar days after the leak is detected, and final repairs shall be made within 15 calendar days after the leak is detected, unless the leaking equipment is to be replaced by a new purchase, in which case repairs shall be completed within three months.		    	 
d. Cleaning and washoff solvent accounting system.  Develop an organic HAP solvent accounting form to record: 
i. the quantity and type of organic HAP solvent used each month for washoff and cleaning, as defined in 40 CFR 63.801;  
ii. the number of pieces washed off, and
iii. The quantity of spent organic HAP solvent generated from each washoff and cleaning operation each month, and whether it is recycled onsite or disposed offsite. 
e. Chemical composition of cleaning and washoff solvents - Facility shall not use cleaning or washoff solvents that contain any of the pollutants listed in Table 4 to 40 CFR 63, Subpart JJ, in concentrations subject to MSDS reporting as required by OSHA.
f. Spray booth cleaning – Facility shall not use compounds containing more than 8.0 percent by weight of VOC for cleaning spray booth components other than conveyors, continuous coaters and their enclosures, or metal filters, or plastic filters unless the spray booth is being refurbished. If the spray booth is being refurbished, that is the spray booth coating or other protective material used to cover the booth is being replaced, the affected source shall use no more than 1.0 gallon of organic HAP solvent per booth to prepare the surface of the booth prior to applying the booth coating.
g. Storage requirements – Facility shall use normally closed containers for storing finishing, gluing, cleaning, and washoff materials.
h. Application equipment requirements – Facility shall shall not use conventional air spray guns except when all emissions from the finishing application station are routed to a functioning control device.
i. Line cleaning – Facility shall pump or drain all organic HAP solvent used for line cleaning into a normally closed container.
j. Gun cleaning – Facility shall collect all organic HAP solvent used to clean spray guns into a normally closed container.
k. Washoff operations – Facility shall control emissions from washoff operations by: 
i. Using normally closed tanks for washoff; and  
ii. Minimizing dripping by tilting or rotating the part to drain as much solvent as possible
l. Formulation assessment plan for finishing operations – Facility shall prepare and maintain with the work practice implementation plan a formulation assessment plan that 
i. Identifies VHAP from the list presented in Table 6 of 40 CFR 63, Subpart JJ, that are being used in finishing operations by the facility  
ii. If the facility uses a VHAP of potential concern listed in Table 6 of 40 CFR 63, Subpart JJ, the baseline level shall be established as the de minimis level provided in that same table for that chemical. The affected source shall track the annual usage of each VHAP of potential concern identified in this paragraph that is present in amounts subject to MSDS reporting as required by OSHA. If usage of the VHAP of potential concern exceeds the de minimis level listed in Table 6 of 40 CFR 63, Subpart JJ, for that chemical, then the facility shall provide an explanation to the permitting authority that documents the reason for the exceedance of the de minimis level. If the explanation is not one of those listed in paragraphs (l)(4)(i) through (l)(4)(iv) of 40 CFR 63.803, the affected source shall follow the procedures in paragraph (l)(5) of 40 CFR 63.803.		    [Rules 62-204.800(11)(b)26., F.A.C., and 40 CFR 63.803]	
Recordkeeping and Reporting Requirements
A.8. Monthly Log.  In order to demonstrate compliance with Facility Wide Condition No. FW5. and Specific Condition Nos. A.2. and A.5., the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded.  The log shall be made available to the Department upon request. The log shall contain the following: Month and year of record; 
a. Most recent monthly total of VOC emissions (tons);
b. Most recent monthly total of total HAP emissions and individual HAP emissions (tons);
c. Most recent consecutive 12-month total of VOC emissions (tons); 
d. Most recent consecutive 12-month total of total HAP emissions and individual HAP emissions (tons); and
e. Record parking lot sweeping activities daily, discharge chute inspections on a weekly basis, and maintenance activities on a monthly basis, including filter replacements for the paint booths and bag filters from the baghouse dust collectors. 
f. Record observation details from each EPA Method 22 observation (dust collectors).

	Monthly logs shall be completed by the end of the following month.  
	Note: A consecutive 12-month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question.  A consecutive 12-month total treats each month of the year as the end of a 12-month period.  A 12-month total is not a year-to-date total.  Facilities that have not been operating for 12 months should retain 12-month totals using whatever number of months of data is available until such a time as a consecutive 12-month total can be maintained each month. 					     [Rule 62-4.070(3), F.A.C.]

A.9. Additional Recordkeeping Requirements.  Records specified in Specific Condition No. A.8. (previous condition) must document the method, calculations, and formulas used in determining the usage rate and the emission rate.  All calculations, including those used to derive emissions, must be clearly documents, and may be presented in the form of a template of sample calculations and available for review on site by the Department.											      [Rule 62-4.070(3), F.A.C.]

A.10. Supporting Documentation.  Supporting documentation (chemical usage tracking logs, “As Supplied” sheets, Safety Data Sheets, EPA data sheets, purchase orders, waste shipment/disposal records, etc.) shall be kept for each chemical and associated products which includes sufficient information to determine usage rates and emissions for a minimum of five (5) years and made available to the Department upon request. 		 [Rule 62-4.070(3), F.A.C.]

A.11. Semi-Annual Monitoring Reports (reporting periods).  

a. The last Semi-Annual Monitoring reporting period that includes calendar year 2016 for Designers Choice Cabinetry is November 1, 2016 through April 30, 2017.  This Semi-Annual Monitoring Report shall be submitted to the Department by June 29, 2017 (60 days after the last day of the reporting period).  
b. The semi-annual reporting periods for calendar year 2017 and subsequent years are January 1 through June 30 and July 1 through December 31.  The semi-annual reports shall be submitted to the Department within 60 days after the last day of the reporting periods.				              	      [Rule 62-213.440(1)(b)3.a., F.A.C.]	

A.12. List of Coatings and Solvents. A list of coatings and solvents used by the facility for each calendar year shall be submitted annually to the Central District Compliance Assurance Program.
a. The submittals are due:
i. Not later than June 29, 2017 for calendar year 2016; and 
ii. not later than March 1 of the following calendar year for calendar years 2017 and later.  
iii. It is acceptable for Designers Choice Cabinetry to submit the list with the Semi-Annual Monitoring Reports.  
b. For each coating and solvent used, include the following information, at a minimum:			
i. the product name;
ii. product density (lb/gal);
iii. the VOC content (lb/gal); and
iv. the ratio of volatile HAPs to solids (maximum lb VHAP/lb solids) as applied.

For reasonable assurance, the list must be accompanied by a statement whether all coatings and solvents met the emission limits in Table 3 to Subpart JJ of 40 CFR Part 63.
[Rules 62-4.070(3) and 62-204.800(11)(b)26., F.A.C., and Table 3 to Subpart JJ of 40 CFR Part 63] 

Federal Rule Requirements
A.13. In addition to the specific conditions listed above, Emissions Unit No. 001 is also subject to the applicable requirements contained in 40 CFR 63, Subpart A – General Provisions and 40 CFR 63, Subpart JJ– Wood Furniture Manufacturing Operations. The conditions of Subpart A and Subpart JJ (primarily Table 3 to Subpart JJ) are incorporated into this permit (attached and part of this permit, See Section IV. Appendices).                                                                                                                     [Rules 62-213.440, F.A.C. and 62-204.800(11)(b)26., F.A.C. ]					
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