STATEMENT OF BASIS
ExxonMobil Oil Corporation

Port Everglades Terminal

Facility ID No.:  0110059

Broward County

Title V Air Operation Permit Revision

DRAFT Permit Project No.:  0110059-006-AV

Revision to Title V Air Operation Permit No.:  0110059-005-AV

The Title V Air Operation Permit Renewal, No. 0110059-005-AV, was effective on September 21, 2005.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of a bulk gasoline terminal (North Tank Farm) and a bulk distillate terminal (South Tank Farm).  Emissions from the 4-bay gasoline loading rack are controlled by two vapor recovery units (VRU), and the emissions from the distillate loading rack are controlled by a vapor combustion unit (VCU).  The two classes of products marketed at this facility are gasoline with additives and distillate with additives. Gasoline is stored in internal floating roof (IFR) tanks, and additives and distillates are stored in fixed roof tanks.  Compliance assurance monitoring (CAM) applies to the gasoline and distillate loading racks.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Renewal application received September 20, 2004 and the revised potential to emit calculations dated June 2, 2005, the facility is a major source under the PSD Preconstruction Review Program, a major source under the Title V Operating Permit Program, and a synthetic minor source under the Title III – Hazardous Air Pollutant Program.  

The subject of this permit revision is to:

(1)  Combine the following existing emission units (EUs):

	-006
	IFR  Gasoline Storage Tank No. 5 (subject to Subpart K)

	-009
	IFR  Gasoline Storage Tanks Nos. 1-4 (subject to RACT) 


into a new defined emission unit:

	-019
	IFR Gasoline Storage Tanks Nos. 1-5 (subject to RACT and Subpart K) 


(Note.  Combining EU-006 and EU-009 into EU-019 serves to provide operational flexibility (without increasing the facility potential emissions) to continue loading gasoline at the permitted capacity in the event that any of the tanks in the new EU No. 019 is out of service. ) 
(2)  Addition of “the revised potential to emit calculations dated June 2, 2005” to text in section I, subsection A, paragraph 3.
From:
Based on the Title V Air Operation Permit Renewal application received September 20, 2004, the facility is a major source under the PSD Preconstruction Review Program, a major source under the Title V Operating Permit Program, and a synthetic minor source under the Title III – Hazardous Air Pollutant Program.  

To:
Based on the Title V Air Operation Permit Renewal application received September 20, 2004 and the revised potential to emit calculations dated June 2, 2005, the facility is a major source under the PSD Preconstruction Review Program, a major source under the Title V Operating Permit Program, and a synthetic minor source under the Title III – Hazardous Air Pollutant Program.  

(Note.  ExxonMobil revised the facility potential to emit (PTE) calculations by adding the emissions of products of combustion (i.e. NOx, and CO) from the vapor combustion unit (VCU) serving the distillate loading rack (EU-013).  The emissions of the products of combustion from the VCU were inadvertently omitted from the facility PTE calculations.)
(3)  Revision of permit condition E.5 (ii) to added options (B) and (C).

 From:

(ii) The IFR shall be equipped with the following closure devices between the wall of the storage vessel and the edge of the IFR:

(A) A foam- or liquid-filled seal mounted in contact with the liquid (liquid-mounted seal). A liquid-mounted seal means a foam- or liquid-filled seal mounted in contact with the liquid between the wall of the storage vessel and the floating roof continuously around the circumference of the tank.

To:

(ii) Each IFR shall be equipped with one of the following closure devices between the wall of the storage vessel and the edge of the IFR:

(A) A foam- or liquid-filled seal mounted in contact with the liquid (liquid-mounted seal). A liquid-mounted seal means a foam- or liquid-filled seal mounted in contact with the liquid between the wall of the storage vessel and the floating roof continuously around the circumference of the tank.

 (B) Two seals mounted one above the other so that each forms a continuous closure that completely covers the space between the wall of the storage vessel and the edge of the internal floating roof. The lower seal may be vapor-mounted, but both must be continuous.

(C) A mechanical shoe seal. A mechanical shoe seal is a metal sheet held vertically against the wall of the storage vessel by springs or weighted levers and is connected by braces to the floating roof. A flexible coated fabric (envelope) spans the annular space between the metal sheet and the floating roof.

(Note.  ExxonMobil may select alternate controls allowed in section (B) and (C) if necessary.)
(4)  Revision of permit condition E.9.
From:

E.9.
Notification Prior to the Filling or Refilling Tanks.  The owner or operator shall notify EPD in writing at least 30 days prior to filling or refilling the IFR tank to afford EPD the opportunity to have an observer present. If the required inspection is not planned and the owner or operator could not have known about the inspection 30 days in advance or refilling the tank, the owner or operator shall notify EPD at least 7 days prior to the refilling of the storage vessel. Notification shall be made by telephone immediately followed by written documentation demonstrating why the inspection was unplanned. Alternatively, this notification including the written documentation may be made in writing and sent by express mail so that it is received by EPD at least 7 days prior to the refilling.

[40 CFR 60.113b(a)(5)]
To:

E.9.
Notification Prior to the Initial Filling Tanks After Installing the IFR or Refilling Tanks after Emptied and Degassed.  

The owner or operator shall notify the administrator in writing at least 30 days prior to filling each storage tank upon completion of the inspections required by 40 CFR 60.113b (a)(1) (installing the IFR) or 40 CFR 60.113b (a)(4) (emptying and degassing tanks).  If the inspection required by 40 CFR 60.113b (a) (4) is not planned and the owner or operator could not have known about the inspection 30 days in advance or refilling the tank, the owner or operator shall notify the administrator at least 7 days prior to the filling of the storage vessel.  Notification shall be made by telephone immediately followed by written documentation demonstrating why the inspection was unplanned.  Alternatively, this notification including the written documentation may be made in writing and sent by express mail so that it is received by the administrator at least 7 days prior to the filling.

[40 CFR 60.113b (a) (5)]
(Note.  The change is to clarify that notification is only required for inspection).
(5)  Revision of Section IV, Appendix 6, EU-13 MONITORING APPROACH - Indicator No 2
From:

	III. Performance Criteria
	

	Data              Representativeness  
	The pressure gauge is connected to the gas flow line.


To:

	III. Performance Criteria
	

	Data              Representativeness  
	The pressure gauge is connected to the vapor line.


