Appendix F

For this facility, compliance with fuel oil sulfur content limits shall be determined as follows:
For each load of fuel delivered to the facility, the permittee shall either:
A) 	Obtain a copy of the fuel analysis from the fuel supplier. Methods for determining the fuel sulfur content of the distillate oil shall be ASTM Method D 129-91, D 1552, D2622-94, D 4294-90 or comparable Department approved method.  Records shall specify the test method used. [Rule 62-297.310(7)(c), F.A.C.] 
B)	collect a fuel sample to be sent for laboratory analysis based on one of the following methods: ASTM Method D 129-91, D 1552, D2622-94, D 4294-90 or comparable Department approved method. [Rule 62-297.310(7)(c), F.A.C.] 

In addition to the requirements specified above, the permittee has agreed to verify fuel supplier’s analyses by conducting independent analysis of fuel samples collected randomly from regular fuel shipments using one of the ASTM methods listed above. Random sampling shall be conducted on a quarterly basis on each quarter in which a load of fuel was delivered to the station. Upon demonstration of agreement with vendor certified values for three consecutive quarters for which fuel was delivered to the station, the permittee may reduce the frequency of the random fuel sampling from quarterly to annually. Quarterly random sampling will be resumed if a significant discrepancy between the vendor supplied value and the independent test results is observed.   The significance of the discrepancy shall be determined on a case-by-case basis taking into account the accuracy and limitations of the test methods used. 
The permittee shall notify the Department of Environmental Protection within 3 business days of obtaining information (vendor-supplied fuel analysis or independent fuel analyses results) that indicates a sulfur content of the fuel above 0.05%. Notification shall include the following information:
· Reported fuel sulfur content
· Estimate of fuel quantity involved 
· Proposed corrective actions to attain compliance with the 0.05% sulfur limit

In order to document continuing compliance with fuel sulfur limit, records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped sulfur content as indicated in the fuel analyses provided by the vendor, laboratory analyses of fuel samples collected by the permittee upon receiving a fuel shipment, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s).  Alternatively, the permittee may use fuel delivery records and mass balance to demonstrate compliance of the blended fuel with the post-shortage sulfur limit.  The permittee shall document the results of all the random fuel sampling.  
  
All records shall be maintained for a period of 5 years and shall be kept at the South Florida Water Management District main office located at 3301 Gun Club Road, West Palm Beach, Florida 33406.  All records shall be available to the Department upon request. 

[Rules 62-4.070(3) and 62-213.440(l)(b), F.A.C.]




