SECTION III – EMISSIONS UNIT SPECIAL CONDITIONS
IIIC. EU005

[bookmark: _GoBack]NOTICE OF ADMINISTRATIVELY CORRECTED TITLE V AIR OPERATION PERMIT
In the Matter of a Request for Administrative Correction:
	Peter Antonacci, Executive Director
South Florida Water Management District
3301 Gun Club Road, Dept. 5500
West Palm Beach, Florida  33406
	Project No.  0110351-008-AV

	
	Administrative Correction to:
Permit No. 0110351-007-AV

	
	Broward County


Enclosed are the administratively corrected pages to Title V Air Operation Permit No. 0110351-005-AV for the operation of the G-404 Pump Station co-located with the S-8 Pump Station, which is located at the junction of canals L-5, L-4, and L-23, 15 miles west of Hwy. 27 along the Palm Beach/Broward County line.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code (F.A.C.), and Chapter 403, Florida Statutes (F.S.).  At a meeting with the facility, the Department was made aware that the generator set previously authorized to be installed at Pump Station G-404 by Air Construction Permit No. 0110351-006-AC was not the generator set that the facility received from the manufacturer.  This change is made at the applicant’s request dated March 22, 2017, to correct the unit description and emission limitations for EU-005, Emergency Generator at Pump Station G-404, to match the specifications and requirements for the generator set and engine that were installed at the facility.  This corrective action does not alter the effective dates of the existing permit.  A copy of this corrective action shall be kept on file at the facility with the permit being corrected and shall be incorporated into the permit the next time it is opened.
The Department of Environmental Protection (Department) will consider the above-noted action final unless a timely petition for an administrative hearing is filed pursuant to Sections 120.569 and 120.57, F.S.  Mediation under Section 120.573, F.S., will not be available for this proposed action.
Petitions:  A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed with (received by) the Department’s Agency Clerk in the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us, before the deadline.  Petitions must be filed within 14 days of receipt of this administratively corrected permit.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention (in a proceeding initiated by another party) will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.
A petition that disputes the material facts on which the Permitting Authority’s action is based must contain the following information:  (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, any email address, telephone number and any facsimile number of the petitioner; the name, address, any email address, telephone number, and any facsimile number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of when and how each petitioner received notice of the agency action or proposed decision; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so indicate; (e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action including an explanation of how the alleged facts relate to the specific rules or statutes; and, (g) A statement of the relief sought by the petitioner, stating precisely the action the petitioner wishes the agency to take with respect to the agency’s proposed action.  A petition that does not dispute the material facts upon which the Permitting Authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.
Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Permitting Authority’s final action may be different from the position taken by it in this written notice.  Persons whose substantial interests will be affected by any such final decision of the Permitting Authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.
Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, MS 35, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in West Palm Beach, Florida.

STATE OF FLORIDA DEPARTMENT
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Notice of Administratively Corrected Permit (including the corrected pages) was sent by electronic mail with received receipt requested to the persons listed below:
Peter Antonacci, South Florida Water Management District:  pantonacci@sfwmd.gov 
Jeffrey Smith, South Florida Water Management District:  jesmith@sfwmd.gov 
John Mitnik, South Florida Water Management District:  jmitnik@sfwmd.gov 
Diane Pupa, FDEP SED:  Diane.Pupa@dep.state.fl.us 
Kent Edwards, FDEP SED:  Kent.Edwards@dep.state.fl.us 
Eric Dunkelberger, FDEP SED:  Eric.Dunkelberger@dep.state.fl.us 
U.S. EPA Region 4:  R4TitleVFL@epa.gov 
Ms. Barbara Friday, DEP OPC:  Barbara.Friday@dep.state.fl.us 
Ms. Lynn Scearce, DEP OPC:  Lynn.Scearce@dep.state.fl.us 
Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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The following Table of Contents entry on the second page of the permit is revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with shading.  The corrected page is included below for incorporation into existing permit documents.
1. The kilowatt rating for the G-404 emergency generator set EU-005 is 10 kW, and the horsepower rating for its corresponding engine is 27 hp.  The permit Table of Contents is hereby changed as follows:

III. 	Emissions Unit(s) and Conditions
	
Four (4) internal combustion diesel-fired pump engines rated at 800 hp each @ S-8	9
Three (3) internal combustion diesel fired pumps engines rated at 440 hp each. @ G-404	9
Two (2) internal combustion diesel fired emergency generators rated at 380 hp each @ S-8	16
One (1) 45 hp diesel engine powering one standby air compressor @ S-8	16
One (1) 11.1 27 hp diesel engine driving a 5 10 kW emergency generator @ G-404	20
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FINAL Permit Renewal No.: 0110351-005-AV 

Table of Contents

Section	Page Number

Placard Page 	1

I. 	Facility Information	4
	
A. Facility Description.
	
B. Summary of Emissions Unit ID No(s) and Brief Description(s).
	
C. Relevant Documents.

II. 	Facility-wide Conditions	3

III. 	Emissions Unit(s) and Conditions
	
Four (4) internal combustion diesel-fired pump engines rated at 800 hp each @ S-8	9
Three (3) internal combustion diesel fired pumps engines rated at 440 hp each. @ G-404	9
Two (2) internal combustion diesel fired emergency generators rated at 380 hp each @ S-8	16
One (1) 45 hp diesel engine powering one standby air compressor @ S-8	16
One (1) 27 hp diesel engine driving a 10 kW emergency generator @ G-404	20

IV. Appendices
Appendix A:  Abbreviations etc
Appendix H:  Permit History
Appendix I:  List of Insignificant Activities
Appendix NESHAP, Subpart A – General Provisions.
Appendix NESHAP, Subpart ZZZZ
Appendix NSPS, Subpart A – General Provisions
Appendix NSPS, Subpart IIII
Appendix RR, Facility-Wide Reporting Requirements
Appendix TR, Facility-Wide Testing Requirements
Appendix TV-6, Title V conditions (version dated 02-16-12)

Referenced Attachments:
	Figure 1:  Site Layout
	Table H:  Permit History
	


www.dep.state.fl.us
The following emission unit description in SECTION I, Subsection B. is revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with shading.  The corrected page is included below for incorporation into existing permit documents.
2. The emergency generator set installed at Pump Station G-404 is a Cummins Model C10 D6 driven by a Kubota engine Model D1703-M.  SECTION I., Subsection B. is hereby changed as follows:

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U. ID No.
	Brief Description

	001
	Four (4) internal combustion diesel-fired pump engines rated at 800 hp each @ S-8 fitted with Diesel Oxidation Catalyst pollution controls.

	002
	Three (3) internal combustion diesel fired pumps engine rated at 440 hp each. @ G-404 fitted with Diesel Oxidation Catalyst pollution controls.

	003
	Two (2) internal combustion diesel fired 380 hp engines each driving a 250 kw generator. @ S-8

	004
	One (1) 45 hp diesel engine powering one standby air compressor

	005
	One (1) 27 hp diesel engine driving a 5 10 kW emergency generator at G-404, Cummins Onan Model QD 5000 or equal Model C10 D6 with Kubota engine Model D1703-M.
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Section I.  Facility Information

Subsection A.  Facility Description

The South Florida Water Management District (SFWMD) operates flood control pump stations Nos. S-8 & G-404 located at L-5 Canal, L-4 Canal and L-23 Canal junction, 15 miles west of Hwy. 27 along the Palm Beach/Broward County line.

The pump station S-8 consists of four (4) diesel-fired pump engines rated at 800 hp each with Diesel Oxidation Catalyst air pollution controls. The engines were installed in 1959, and retrofitted in 1996 to install new liners, new timing equipment, and low lift fuel injector systems.  The Pump station G-404 consists of three (3) pumps each powered by a diesel fired internal combustion engine with Diesel Oxidation Catalyst pollution controls rated at 440 brake horse power (bhp).  The initial startup date was October 1999.  

Also included in this permit are two diesel fired 380 hp engines each driving a 250 kw generator @ S-8, and miscellaneous unregulated/insignificant emissions units and/or activities.

Based on the Title V Air Operation Permit Renewal application received on March 6, 2014, this facility is not a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U. ID No.
	Brief Description

	001
	Four (4) internal combustion diesel-fired pump engines rated at 800 hp each @ S-8 fitted with Diesel Oxidation Catalyst pollution controls.

	002
	Three (3) internal combustion diesel fired pumps engine rated at 440 hp each. @ G-404 fitted with Diesel Oxidation Catalyst pollution controls.

	003
	Two (2) internal combustion diesel fired 380 hp engines each driving a 250 kw generator. @ S-8

	004
	One (1) 45 hp diesel engine powering one standby air compressor

	005
	One (1) 27 hp diesel engine driving a 10 kW emergency generator at G-404, Cummins Model C10 D6 with Kubota engine Model D1703-M.



Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.
These documents are provided to the permittee for information purposes only:

Statement of Basis
Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers
Appendix H-1, Permit History

These documents are on file with the permitting authority:
SECTION I – FACILITY INFORMATION

South Florida Water Management District	FINAL Permit Renewal No.: 0110351-005-AV
Pump Stations S-8 & G-404	Facility ID No.:  0110351
Page 4 of 22
The following emission unit description and emission standards and limitations are revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with shading.  The corrected pages are included below for incorporation into existing permit documents.
3. The 10 kW emergency generator set installed at Pump Station G-404 is a Cummins Model C10 D6 driven by a Kubota engine Model D1703-M.  The engine model year is 2014.  The engine has three (3) cylinders; the displacement is 0.567 liters per cylinder. The horsepower rating of 27 makes the engine subject to the emissions limitation category of 25≤HP<50 in Table 2 to 40 CFR 60 Subpart IIII, along with the applicable emission limitations.  These emission limitations are more stringent than those that were previously permitted for carbon monoxide (CO) and particulate matter (PM, all sizes).  Section III, Subsection C. is hereby changed as follows:

SUBSECTION C.  THIS SECTION ADDRESSES THE FOLLOWING EMISSIONS UNITS.
	ID No.
	Emission Unit Description

	005
	One (1) 27 hp diesel engine driving a 5 10 kW emergency generator at G-404, Cummins Onan Model QD 5000 or equal Model C10 D6 with Kubota engine Model D1703-M.



The following table provides important details for this emissions unit:
	E.U. ID No.
	Engine Brake HP
	Date of Construction
	Model Year
	Primary Fuel
	Type of Engine
	Displacement liters/cylinder
(l/c)
	Model
No.

	005
	11.1 27
	2014-2015
	2014-2015
	Diesel
	4 cycle
	0.240 0.567
	QD 5000 D1703-M


{Permitting Note:  This emissions unit, compression ignition (CI) engine, is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE adopted in Rule 62.204.800(11)(b), F.A.C. and 40 CFR 60, Subpart IIII, NSPS. This RICE is not used for fire pumps.  This permit section addresses “new” stationary CI RICE less than 37 kW (50 hp) with a displacement less than 10 liters per cylinder, that is located at an area source of HAP and that have been modified, reconstructed or commenced construction on or after 6/12/2006 and have a post-2007 (2014) model year.  As a new RICE located at an area source, in order to meet the requirements of 40 CFR 63, Subpart ZZZZ, the emissions unit shall meet the requirements of 40 CFR Part 60, Subpart IIII.}
EQUIPMENT
C.1.	G-404 Emergency Generator:  The permittee is authorized to install One (1) diesel engine driving a 5 10 kW emergency generator at G-404.  The generator will be a Cummins Onan Model QD 5000 or equal C10 D6 with Kubota engine Model D1703-M which has a maximum rated brake hp of 11.1 27 and will be certified by the manufacturer to meet U.S. EPA Tier IV Interim emissions requirements.  [Application No. 0110351-006-AC]
C.2.	Certified Engine:  To meet the emission standards of 40 CFR 60, Subpart IIII, the emission unit must be certified to the emission standards in 40 CFR 60.4205(b) as applicable, for the same model year and engine power. The engine must be installed and configured according to the manufacturer's emission-related specifications.  [40 CFR 60.4211(c)]
C.3.	The Engine will be installed with a non-resettable hour meter.  [Rule 62-4.070(4), F.A.C.]

PERFORMANCE RESTRICTIONS
C.4.	Permitted Capacity:  The generator is permitted to have a 5 kw 10 kW design capacity powered by a 11.1 27 hp diesel engine.  [Rule 62-210.200(PTE), F.A.C.]
C.5.	Authorized Fuel:  The Emission Unit is authorized to burn only Ultra Low Sulfur Distillate (Diesel) Fuel.
a) Sulfur Content.  The sulfur content shall not exceed 0.0015% by weight for Non-Road fuel.
b) Cetane and Aromatic.  The fuel must have a minimum cetane index of 40 or must have a maximum aromatic content of 35 volume percent.
	[40 CFR 60.4207(b), 80.510(b) and Application No. 0110351-006-AC]
C.6.	Hours of Operation:  The hours of emergency operation are not limited (8760 hours per year).  However, this emission unit is included with EU002 in the 250,000 gallons/year fuel cap for Pump Station G-404.  The emergency generator may operate up to 100 hours per year for maintenance and testing purposes, which includes up to 50 hours per year in non-emergency situations.  [Application No. 0110351-006-AC and Rules 62-4.070(3), 62-210.200(PTE), F.A.C., and 40 CFR 60.4211(f)]
C.7.	Other Situations:  Each RICE cannot be used for peak shaving or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity.  [40 CFR 60.4219]

EMISSIONS STANDARDS
C.8.	Emissions Standards & Limits:  The stationary diesel engine shall comply with the following emission standards & limits and demonstrate compliance in accordance with the procedures given in NSPS 40 CFR 60, Subpart IIII.  Manufacturer certification can be provided to the Department in lieu of actual stack testing.
	
Emergency Generator/Engine
(< 10 liters/cylinder)
	CO
(g/kW-hr)1
	CO
(g/hp-hr)1
	PM
(g/kW-hr)
	PM
(g/hp-hr)
	SO23
(% S)
	NMHC4 + NOx
(g/kW-hr)
	NMHC4 + NOx
(g/hp-hr)

	Subpart IIII Table 2 (2008 and later)
	6.6 5.5 
	4.9 4.1
	0.40 0.30
	0.30 0.22
	0.0015
	7.5
	5.6

	1 g/kW-hr means grams per kilowatt-hour.
2 Equivalent lb/hr.
3 SO2 emission standard will be met by using ULSD fuel oil in the emergency generator with fuel sulfur (S) content of 0.0015% by weight.
4 NMHC means non-methane hydrocarbons.


[40 CFR 60.4205(b) & Table 2 to Subpart IIII of Part 60]
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SUBSECTION C.  THIS SECTION ADDRESSES THE FOLLOWING EMISSIONS UNITS.
	ID No.
	Emission Unit Description

	005
	One (1) 27 hp diesel engine driving a 10 kW emergency generator at G-404, Cummins Model C10 D6 with Kubota engine Model D1703-M.



The following table provides important details for this emissions unit:
	E.U. ID No.
	Engine Brake HP
	Date of Construction
	Model Year
	Primary Fuel
	Type of Engine
	Displacement liters/cylinder
(l/c)
	Model
No.

	005
	27
	2014-2015
	2014
	Diesel
	4 cycle
	0.567
	D1703-M


{Permitting Note:  This emissions unit, compression ignition (CI) engine, is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE adopted in Rule 62.204.800(11)(b), F.A.C. and 40 CFR 60, Subpart IIII, NSPS. This RICE is not used for fire pumps.  This permit section addresses “new” stationary CI RICE less than 37 kW (50 hp) with a displacement less than 10 liters per cylinder, that is located at an area source of HAP and that have been modified, reconstructed or commenced construction on or after 6/12/2006 and have a post-2007 (2014) model year.  As a new RICE located at an area source, in order to meet the requirements of 40 CFR 63, Subpart ZZZZ, the emissions unit shall meet the requirements of 40 CFR Part 60, Subpart IIII.}
EQUIPMENT
C.1.	G-404 Emergency Generator:  The permittee is authorized to install One (1) diesel engine driving a 10 kW emergency generator at G-404.  The generator will be a Cummins Model C10 D6 with Kubota engine Model D1703-M which has a maximum rated brake hp of 27 and will be certified by the manufacturer to meet U.S. EPA Tier IV Interim emissions requirements.  [Application No. 0110351-006-AC]
C.2.	Certified Engine:  To meet the emission standards of 40 CFR 60, Subpart IIII, the emission unit must be certified to the emission standards in 40 CFR 60.4205(b) as applicable, for the same model year and engine power. The engine must be installed and configured according to the manufacturer's emission-related specifications.  [40 CFR 60.4211(c)]
C.3.	The Engine will be installed with a non-resettable hour meter.  [Rule 62-4.070(4), F.A.C.]
PERFORMANCE RESTRICTIONS
C.4.	Permitted Capacity:  The generator is permitted to have a 10 kW design capacity powered by a 27 hp diesel engine.  [Rule 62-210.200(PTE), F.A.C.]
C.5.	Authorized Fuel:  The Emission Unit is authorized to burn only Ultra Low Sulfur Distillate (Diesel) Fuel.
a) 	Sulfur Content.  The sulfur content shall not exceed 0.0015% by weight for Non-Road fuel.
b)	Cetane and Aromatic.  The fuel must have a minimum cetane index of 40 or must have a maximum aromatic content of 35 volume percent.
	[40 CFR 60.4207(b), 80.510(b) and Application No. 0110351-006-AC]
C.6.	Hours of Operation:  The hours of emergency operation are not limited (8760 hours per year).  However, this emission unit is included with EU002 in the 250,000 gallons/year fuel cap for Pump Station G-404.  The emergency generator may operate up to 100 hours per year for maintenance and testing purposes, which includes up to 50 hours per year in non-emergency situations.  [Application No. 0110351-006-AC and Rules 62-4.070(3), 62-210.200(PTE), F.A.C., and 40 CFR 60.4211(f)]
SECTION III – EMISSIONS UNIT SPECIAL CONDITIONS
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South Florida Water Management District	FINAL Permit Renewal No.: 0110351-005-AV
Pump Stations S-8 & G-404	Facility ID No.:  0110351
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C.7.	Other Situations:  Each RICE cannot be used for peak shaving or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity.  [40 CFR 60.4219]

EMISSIONS STANDARDS
C.8.	Emissions Standards & Limits:  The stationary diesel engine shall comply with the following emission standards & limits and demonstrate compliance in accordance with the procedures given in NSPS 40 CFR 60, Subpart IIII.  Manufacturer certification can be provided to the Department in lieu of actual stack testing.
	
Emergency Generator/Engine
(< 10 liters/cylinder)
	CO
(g/kW-hr)1
	CO
(g/hp-hr)1
	PM
(g/kW-hr)
	PM
(g/hp-hr)
	SO23
(% S)
	NMHC4 + NOx
(g/kW-hr)
	NMHC4 + NOx
(g/hp-hr)

	Subpart IIII Table 2 (2008 and later)
	5.5
	4.1
	0.30
	0.22
	0.0015
	7.5
	5.6

	5 g/kW-hr means grams per kilowatt-hour.
6 Equivalent lb/hr.
7 SO2 emission standard will be met by using ULSD fuel oil in the emergency generator with fuel sulfur (S) content of 0.0015% by weight.
8 NMHC means non-methane hydrocarbons.


[40 CFR 60.4205(b) & Table 2 to Subpart IIII of Part 60]
C.9.	Operation and Maintenance:  The stationary CI internal combustion engine and control device (if applicable) must be maintained and operated according to the manufacturer's written instructions or procedures developed by the owner or operator that are approved by the engine manufacturer.  In addition, owners and operators may only change those settings that are permitted by the manufacturer. The owner or operator must meet the requirements of 40 CFR parts 89, 94 and/or 1068, as they apply.  [40 CFR 60.4211(a)]

C.10.	If the stationary CI internal combustion engine and control device (if applicable) is not installed, configured, operated, and maintained according to the manufacturer's emission-related written instructions, or if changes are made to the emission-related settings in a way that is not permitted by the manufacturer, compliance shall be demonstrated by keeping a maintenance plan and records of conducted maintenance and the engine must, to the extent practicable, be maintained and operated in a manner consistent with good air pollution control practice for minimizing emissions. In addition, if the engine and control device is not installed and configured according to the manufacturer's emission-related written instructions, or changes are made to the emission-related settings in a way that is not permitted by the manufacturer, an initial performance test to demonstrate compliance with the applicable emission standards shall be conducted within 1 year of such action.  [40 CFR 60.4211(g)]

TESTING REQUIREMENTS
C.11.	Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(7)(a)9, F.A.C.]
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South Florida Water Management District	FINAL Permit Renewal No.: 0110351-005-AV
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C.12.	Test Methods:  Required tests shall be performed in accordance with the following reference methods.
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method for Determining Particulate Matter Emissions

	6C
	Method for Determining SO2 Emissions (Instrumental)

	7E
	Determination of Nitrogen Oxide Emissions from Stationary Sources

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources

	10
	Determination of Carbon Monoxide Emissions from Stationary Sources
{Note:  The method shall be based on a continuous sampling train.}

	19
	Determination of Sulfur Dioxide Removal Efficiency and Particulate Matter, Sulfur Dioxide, and Nitrogen Oxides Emission Rates (Optional F-factor method may be used to determine flow rate and gas analysis to calculate mass emissions in lieu of Methods 1-4.)

	25A
	Method for Determining Gaseous Organic Concentrations (Flame Ionization)


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800 and 62-297.100, F.A.C.; and Appendix A of 40 CFR 60]
MONITORING REQUIREMENTS
C.13.	The permittee shall monitor and maintain records of:  
a. Emergency and non-emergency operating time.
b. Fuel Usage.
c. Maintenance.
[Rule 62-4.070(3), F.A.C.]
RECORDS AND REPORTS
C.14.	Notification, Recordkeeping and Reporting Requirements:  The permittee shall adhere to the compliance testing and certification requirements listed in 40 CFR 60.4211 and maintain records demonstrating fuel usage.  [40 CFR 60.4211.]
C.15.	Test Reports:  The permittee shall prepare and submit reports for all required tests, if any, in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(8), F.A.C.]
C.16.	Operational Data:  If the stationary CI internal combustion engine is equipped with a diesel particulate filter, the owner or operator must keep records of any corrective action taken after the backpressure monitor has notified the owner or operator that the high backpressure limit of the engine is approached. [40 CFR 60.4214(c)].

South Florida Water Management District	FINAL Permit Renewal No.: 0110351-005-AV
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