
Table 2-1, Summary of Compliance Requirements
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	001
	Fossil Fuel Steam Generator, Unit No. 1

	002
	Fossil Fuel Steam Generator, Unit No. 2

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency

Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	PM
	Alla
	EPA Methods 17 or 5
	Annual
	June 1st
	3 hours
	--
	A.9

	VE
	Alla
	EPA Method 9
	Annual
	June 1st
	1 hour
	Yes
	A.10

	SO2
	Alla
	EPA Methods 6, 6A, 6B, or 6C.
	Each year fuel sampling not performed
	June 1st, if required
	3 hours
	No
	A.11

	SO2
	Alla
	Fuel sampling and analysis
	As fired
	
	
	--
	A.12, A.13


Note for Units 1 and 2:

a  Used oil may be used as a fuel for Units 1 and 2 pursuant to specific condition K.1 and other conditions of this permit.

Table 2-1, Continued
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	004
	Fossil Fuel Steam Generator, Unit No. 4

	003
	Fossil Fuel Steam Generator, Unit No. 5

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	VE
	Alla
	EPA Method 9
	Annual
	June 1st
	1 hour
	Yes
	B.8, B.13

	PM
	Alla
	EPA Methods 5 and 17
	Annual
	June 1st
	3 hours
	--
	B.8, B.13

	SO2
	Alla
	EPA Methods 6. 6A, 6C
	Annual
	June 1st
	3 hours
	Yes
	B.8, B.13

	SO2
	Coal/Briquettea
	Fuel Sampling and Analysis
	Annual
	--
	--
	--
	B.10, B11, B.13

	NOx
	Alla
	EPA Methods 7, 7A, 7C, 7D, 7E
	Annual
	June 1st
	3 hours
	Yes
	B.8, B.13


Note for Units 4 and 5:

a  Number 2 fuel oil allowed as a startup fuel and natural gas allowed as a startup and low-load flame stabilization fuel.  Used oil may be used as a fuel for Units 3 and 4 pursuant to specific condition K.1 and other conditions of this permit.
Table 2-1, Continued
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	006
	Fly ash transfer (Source 1) from Fossil Fuel Steam Generator (FFSG) Unit 1.

	008
	Fly ash storage silo (Source 3) for FFSG Units 1 and 2.

	009
	Fly ash transfer (Source 4) from FFSG Unit 2.

	010
	Fly ash transfer (Source  5) from FFSG Unit 2.

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	VE
	NA
	EPA Method 9
	Annual
	June 1st
	Thirty minutes
	No
	C.5.


	Emissions Unit
	Brief Description

	014
	Bottom ash storage silo for FFSG Units 1 and 2, with associated vacuum blower exhausts and bin vent filter (total of three emission points).

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	VE
	NA
	EPA Method 9
	Annual
	June 1st
	Thirty minutes
	No
	D.4.


Table 2-1, Continued
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	012
	Three Relocatable Diesel Fired Generators

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	SO2
	Number 2 Fuel Oil
	Fuel Sulfur Analysis, ASTM D2622-94, ASTM D4294-90, both ASTM D4057-88 and ASTM D129-95, or the latest edition(s)
	Upon each fuel delivery
	
	
	--
	E.6, E.8

	VE
	Number 2 Fuel Oil
	EPA Method 9
	Annual

Not required when burned liquid fuels for less than 400 hours in the previous year
	 October 25th
	Thirty minutes
	No
	E.7, E.10

	VE & SO2
	Number 2 Fuel Oil
	After each relocation, each generator shall be tested within 30 days of startup for opacity and the fuel shall be analyzed for the sulfur content
	After relocation
	
	
	
	E.11


Table 2-1, Continued
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	013
	Cooling towers for FFSG Units 1, 2, and 3, used to reduce plant discharge water temperature.

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	PM
	NA
	Work Practices
	See Permit Condition F.4.
	N/A
	N/A
	No
	F.4. and F.5.


Table 2-1, Continued
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	015
	Cooling towers for FFSG Units 4 and 5 used to reduce plant discharge water temperature.

	

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	PM
	NA
	Sensitive paper method
	See note (a) of this table
	See note (a) of this table
	
	No
	G.3.

	Inspection of the drift eliminators 
	NA
	By Florida Power Corporation staff or representatives
	not less than every three months
	
	
	
	G.5.

	Inspection of the towers
	NA
	By a manufacturer of drift eliminators or by a consultant with recognized expertise in the field
	Not less than annually
	
	
	
	G.5.


Note for Emissions Unit 015:

(a)  The Unit 4 cooling tower shall be tested every five years from 1989 (the next required year from the effective date of this permit is 1999) between October 1st and December 31st.  The Unit 5 cooling tower shall be tested every five years from 1992 (the next required year from the effective date of this permit is 1997) between January 1st and May 1st.
Table 2-1, Continued
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	Emissions Unit
	Brief Description

	016
	Material handling activities for coal-fired steam units.


	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date1
	Minimum Compliance Test Duration
	CMS2
	See Permit Condition(s)

	VE
	NA
	EPA Method 9
	Annual As needed
	June 1st
	Thirty minutes
	No
	H.4., H.5.


Notes for all tables:

1 Frequency base date established for planning purposes only; see Rule 62-297.310, F.A.C.

2 CMS = continuous monitoring system

NA = not applicable


