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The purpose of this permit is to renew the Title V Air Operation Permit No. 0170019-002-AV issued on May 23, 1997.  This existing facility is located at 8409 West Crystal Street, Crystal River, Citrus County; UTM Coordinates: Zone 17, 346.9 km East and 3197.8 km North; Latitude: 28( 54' 00" North and Longitude: 82( 34' 10" West.

Statement of Basis: This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.
Referenced attachments made a part of this permit revision:
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Expiration Date:






_________________________________





W.C. Thomas, P.E.






District Air Program Administrator
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Section I.  Facility Information.

Subsection A.  Facility Description,

This facility manufactures air distribution products (grills and registers).  The products are fabricated, precleaned (in an aqueous cleaner and conversion coating washline with electric heaters), and painted prior to packaging and shipping.  The facility also operates a groundwater recovery system to treat contaminated groundwater.  The regulated emissions units consist of a paint spray booth with dry-off oven fired with propane or natural gas, and 2 air strippers.  The DeVilbiss paint spray booth (or equivalent) has a water curtain or fiber filter to control overspray emissions.  {Permitting Note: The booth will become subject to the MACT standards of 40 CFR 63, Subpart MMMM, - Miscellaneous Metal Parts & Products (Surface Coating) upon promulgation by the U.S. EPA and/or through case-by-case MACT for this source category in accordance with Rule 62-204.800(10)(d), F.A.C.}

Also included in this permit are miscellaneous insignificant emissions units and/or activities.
Based on the initial Title V Air Operation Permit application received January 10, 1996, this facility is a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U. ID No.
Brief Description

002
Paint Spray Booth w/Dry-Off Oven

004
Air Stripper No. 1 and Air Stripper No. 2

Please reference the Permit No., Facility ID No., and appropriate E.U. ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Transfers

These documents are on file with the permitting authority:
Initial Title V Air Operation Permit 0170019-002-AV issued: 05/23/1997

Application for a Title V Air Operation Permit Renewal received: 10/30/2001

Permittee's additional information letter dated November 13, 2001.

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:

1.  APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

{Permitting note: APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided a copy when requested or otherwise appropriate.}

2.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
A.
The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable; 


RMP Reporting Center


Post Office Box 3346


Merrifield, VA 22116-3346


Telephone: 703/816-4434


and,

B.
The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

5.  Insignificant Emissions Units and/or Activities.  Appendix I-1: List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

6.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds Emissions or Organic Solvents Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOCs) or organic solvents (OSs) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of solvent materials.

[Rule 62-296.320(1)(a), F.A.C.; Initial Title V permit 0170019-002-AV]

7.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the use of a waster wash booth or fiber filter to control paint spray booth overspray emissions.

[Rule 62-296.320(4)(c)2., F.A.C.]
{Note: This condition implements the requirements of Rules 62-296.320(4)(c)1., 3., & 4. F.A.C. (Condition No. 58. of APPENDIX TV-3, TITLE V CONDITIONS.}

8.  Unless otherwise specified, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
9.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to this office and the EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

10.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Southwest District office.

Department of Environmental Protection

Air Compliance Section

3804 Coconut Palm Drive

Tampa, Florida 33619-8218

Telephone: 813/744-6100

Fax: 813/744-6458

[Rule 62-4.070(3), F.A.C.]

13.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia 30303

Telephone: 404/562-9155

Fax: 404/562-9019

[Rule 62-4.070(3), F.A.C.]

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

E.U. ID No.

Brief Description
002


Paint Spray Booth w/Dry-Off Oven

Aluminum and steel air distribution products are painted in Model TE-L-20766 DeVilbiss water wash booth (or equivalent).  A dry-off oven, fired on propane or natural gas with a maximum capacity of 3.5 MMBTU/hr., dries parts after pre-cleaning and cures paint after application in the paint spray booth.  The paint spray booth has a water curtain or fiber filter to control overspray emissions.  VOC and HAP emissions from the use of paints/coatings, solvent thinners, and general cleanup associated with the paint spray booth are tracked with this emissions unit.

{Permitting Note: As of the effective date of this permit, this emission unit has been shutdown since January 30, 2001.  Additionally, the booth will become subject to the MACT standards of 40 CFR 63, Subpart MMMM, - Miscellaneous Metal Parts & Products (Surface Coating) upon promulgation by the U.S. EPA and/or through case-by-case MACT for this source category in accordance with Rule 62-204.800(10)(d), F.A.C.}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

A.1.  Permitted Capacity.  The  dry-off oven shall be fired with propane or natural gas.  The maximum heat rate input shall not exceed 3.5 MMBTU/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; 0170019-001-AC]

A.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rule 62-210.200(PTE), F.A.C.; 0170019-002-AV]

Emission Limitations and Standards

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
A.3.  The maximum allowable emission rate of VOCs attributable to the paint spray booth and associated clean up operations shall not exceed 26.55 lbs./hr. (daily average basis) and 54.9 tons per any consecutive 12-month period.

[Rule 62-210.200, F.A.C.; 0170019-002-AV]

A.4.  Visible emission from the paint spray booth are limited to 20% opacity, however, in order to provide reasonable assurance that the water curtain or fiber filters are being properly operated, visible emissions due to paint overspray shall not exceed 5 percent opacity.  Exceedance of the 5% limit shall not be considered a violation in and of itself, but an indicator that additional control precautions and/or practices may be necessary.

[Rules 62-4.070(3) and 62-296.320(4)(b)1., F.A.C.; 0170019-002-AV]

Test Methods and Procedures

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
A.5.  The paint spray booth exhaust shall be tested for visible emissions prior to applying for renewal of this operating permit.  The test shall be conducted during the 6 - 12 month period prior to the expiration date of this emission unit, which is January 30, 2006. (ref: Condition Nos. A.11. and A.12)

[Rule 62-297.310(7), F.A.C.]

A.6.  Visible emissions tests shall be conducted using 40 CFR 60, Appendix A, EPA Method 9 and be a minimum of 30 minutes in duration.  The minimum requirements for stationary point source emission test procedures shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rule 62-297.310(4)(a)2., F.A.C.; 0170019-002-AV]

A.7.  Visible emissions testing for the paint spray booth shall be conducted while spraying within 10% of the maximum spraying rate (the maximum spraying rate is approximately 4.6 gals./hr.).  Failure to submit the firing rate of the oven, type of fuel used, and the spraying rate during the test period may invalidate the test.

[Rule 62-4.070(3), F.A.C.; 0170019-002-AV]

Recordkeeping and Reporting Requirements

A.8.  A usage log shall be kept for the paint spray booth to document compliance with Condition No. A.3.  The log shall be retained for a minimum of five years.  At a minimum, the records shall indicate the following for each day of operation:

  A.
Date.

  B.
Hours of paint spray booth operation.

  C.
Name of paint or solvent used, its daily usage (gallons) and it VOC content (lbs./gal.).

  D.
Daily VOC emissions (lbs. and lbs./hr.).

A monthly summary log shall also be maintained.  At a minimum, the records shall indicate the following:

  E.
Month.

  F.
Monthly total VOC emissions (tons).

  G.
VOC emissions during the most recent consecutive 12 month period (tons).

Supporting documentation ("As Supplied", "As Applied" sheets, MSD sheets, purchase orders, etc.) shall be kept for each paint and solvent which includes sufficient information to determine VOC emissions.  These records shall be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C.; 0170019-002-AV]

A.9.  This emissions unit is also subject to the conditions contained in Subsection C. Common Conditions of this permit.

[Rule 62-4.070(3), F.A.C.; 0170019-002-AV]

A.10.  The Clean Air Act Amendments of 1990 require that the USEPA publish a federal regulation by May 15, 2002, to determine the maximum achievable control technology (MACT) to reduce emissions of hazardous air pollutants from certain industry type source categories.  One of the source categories that requires regulation is Miscellaneous Metal Parts and Products (Surface Coating) at facilities that emit major amounts of hazardous air pollutants.  A major amount of hazardous air pollutants is considered to be 10 tons per year or more of a single hazardous air pollutant, or 25 tons per year or more of a combination of hazardous air pollutants. 

As of the effective date of this permit, it is believed that the USEPA is unlikely to publish the federal regulation by May 15, 2002.  As a result, the permittee shall first, submit a notification signed by the responsible official for a significant permit modification by May 15, 2002.  The notification must contain the following information:

  A.
Name and address of source
  B.
Brief description of major source and identification of the relevant source category.


[40 CFR 63 Subpart MMMM, Miscellaneous Metal Parts and Products (Surface Coating)] 

  C.
Identification of types of sources belonging to the relevant source category.

By November 15, 2002, the permittee shall second, submit a permit application form for a significant permit modification.  The application must contain the following information:

  D.
Estimated controlled and uncontrolled emission rates for HAPs from affected sources
  E.
Applicable requirements

  F.
Identification of control technology in place

  G.
Information relevant for establishing MACT floor; optional recommendation of MACT floor

  H.
Any other information reasonably needed by permitting authority.

{PERMITTING NOTE: Rulemaking is ongoing regarding the November 15, 2002 date.  Please contact this office before May 15, 2002, regarding changes.  Ultimate responsibility for compliance with applicable rules is the permittee's.}

[Rule 62-204.800, F.A.C.]

Other Related Requirements
A.11.  Since this emission unit has been shut down since January 30, 2001, in accordance with the requirements of Condition No. 18.(2)(a)3.b. of Appendix TV-3, which is a part of this permit, this emission unit is allowed to operate under the terms of this permit through January 30, 2006.

[Rule 62-210.300(2)(a)3.b., F.A.C.]

A.12.  An application to the Air Permitting Section of this office for authorization to operate this emission unit after January 30, 2006, shall be submitted at least 180 days prior to January 30, 2006.  Note, if this application is submitted after the due date and before January 31, 2006, this emission unit is not allowed to operate after January 30, 2006, until a revision to this permit is effective, unless the application is submitted and made complete prior to January 31, 2006.  {Permitting Note: Also see Condition No. 18(2) of Appendix TV-3 regarding other associated requirements for shutdown emission units.}
[Rules 62-213.420(1)(a)3. and 62-4.090(1), F.A.C.]
A.13.  At least 10 days prior to the date of reactivating this emission unit submit to the Air Compliance Section of this office the reactivation date along with an explanation the reactivation would not constitute "reconstruction" pursuant to Rule 62-204.800(7), F.A.C.

[Rule 62-210.300(2)(a)4., F.A.C.]

Subsection B.  This section addresses the following emissions unit(s).

E.U. ID No.

Brief Description
   004

Air Stripper No. 1 (north) and Air Stripper No. 2 




(south)

The air strippers are part of a groudwater recovery system used to treat contaminated groundwater.  The total maximum treatment capacity is 500 gpm of influent.  The influent is aerated with a countercurrent airflow of at least 2,340 ACFM.  The influent may pass through the air strippers as follows:

  - Air Stripper No. 1 only

  - Air Stripper No. 2 only

  - Air Stripper No. 1 then through Air Stripper No. 2

  - Air Stripper No. 1 and Air Stripper No. 2, independently and         simultaneously

The resulting VOC/OS/HAP laden air/mist is exhausted through the top of each air stripper through a mist eliminator.  The influent rate to each air stripper is measured with a flow meter.  The treated water (effluent) then flows to a common granular activated carbon adsorption system prior to being discharged to a Class V Injection Well.

{Permitting note(s): IMPORTANT REGULATORY CLASSIFICATIONS: The permittee has requested that the air strippers' HAP emissions be limited below the Title V major source thresholds in order to avoid being subject to the MACT requirements for the source category - Site Remediation.  Emission Unit No. 003 for Air Stripper No. 1 has been incorporated into Emission Unit No. 004 with Air Stripper No. 2.}
The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

B.1.  Hours of Operation.  The air strippers are allowed to operate continuously, 8,760 hrs./yr.

[Rule 62-210.200(PTE), F.A.C.; AC09-250770]
Emission Limitations and Standards

{Permitting note: Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
B.2.  The total maximum allowable emission rate for both air strippers combined shall not exceed the following:

  A.
1.13 lbs./hr. of VOC emissions (monthly average basis)

  B.
4.95 tons of VOC emissions per any consecutive 12 month period

  C.
Total HAPs emissions shall not be equal to or greater than 10 tons per any consecutive 12 month period.*

   *
This limitation was not part of the Initial Title V Operation Permit 0170019-002-AV, but is added per the permittee's request dated November 13, 2001, so the air strippers will avoid being subject to 40 CFR 63 (MACT standard limitations - Site Remediation).

[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; AC09-250770 (for A. and B.); Permittee's letter dated November 13, 2001]

B.3.  For each air stripper, the following restrictions and limitations shall apply:

  A.
Maximum influent water flow rate: 500 gpm.

  B.
Physical Characteristics:

    
1.  Diameter: 4.0 ft. wide stack dia. w/a 14 inch exit

    
2.  Air Velocity: 3.1 fps (minimum)

    
3.  Air Volume: 2,340 ACFM (minimum)

    
4.  Height: 32 ft.

[Rule 62-4.070(3), F.A.C.; AC09-250770]

Test Methods and Procedures

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
B.4.
Monthly test the influent for total HAPs and total VOCs.  The test methods shall be conducted in accordance with the method listed in Table 1C in 40 CFR 136 and other U.S. EPA approved methods as appropriate.  Since the air strippers have been operational from March 9, 1995, only HAPS actually known to be present from previous tests/analysis are required to be tested/analyzed.

[Rule 62-4.070(3), F.A.C.; AC09-250770; Permittee's letter dated November 13, 2001] 

B.5.  The following tests and measurements shall be conducted for each air stripper during the 6 - 12 month period prior to the expiration date of this permit:

  A.
The air velocity and ACFM shall be determined using EPA Methods 1 and 2 contained in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C. and 40 CFR 60.

  B.
The air velocity and ACFM tests shall be conducted at the highest attainable influent water rate to the air stripper, but not to exceed the maximum allowable rate of 500 gpm.

[Rule 62-4.070(3), F.A.C.; AC09-250770]

Recordkeeping and Reporting Requirements

B.6.  A log shall be kept for the air strippers to demonstrate compliance with Condition Nos. B.2. and B.3.  The log shall be kept on file at the facility for at least 5 years and at a minimum contain the following:

  A.
Daily record how the influent is passing through the air strippers, e.g. through Air Stripper No. 1.

  B.
Daily record the operating hours for the 4 ways the influent may pass through the air strippers.

  C.
Daily record the maximum influent rate in gpm.  Adequate instrumentation shall be available and maintained to determine this rate.

  D.
Daily record the aeration fan's rpm or ampere.  Adequate instrumentation shall be available and maintained to determine this parameter.

  E.
Monthly test results for total VOCs, recorded in "monthly average lbs./hr." and "tons".

  F.
Monthly test results for total HAPs, recorded in "tons".

  G.
Monthly separately record the most recent consecutive 12 month period total VOC emissions and total HAP emissions for both air strippers combined, in "tons".

Supporting documentation such as emissions calculations shall also be retained at the facility.  The monthly documents/logs shall be completed by the end of the following month and be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C.; AC09-250770; Permittee's letter dated November 13, 2001]

Reasonable Assurances
B.7.  To ensure there is no mist carryover impacting the surrounding area, each air stripper tower shall have adequately sized de-mister pads.

[Rule 62-4.070(3), F.A.C.; AC09-250770]

B.8.  These emission units are also subject to the conditions contained in Subsection C. Common Conditions of this permit.

Subsection C. Common Conditions

E.U. ID No.

Brief Description
002


Paint Spray Booth w/Dry-Off Oven

004


Air Stripper No. 1 and Air Stripper No. 2

The following conditions apply to the emission unit(s) listed above:

C.1.  The permittee shall notify the Air Compliance Section of this office at least 15 days prior to the date of which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9., F.A.C.]

C.2.  The owner or operator of an emissions unit for which a compliance test is required shall file a report with the Air Compliance Section of this office on the results of each such test along with the operating permit renewal application or within 45 days of testing, whichever occurs first.  The minimum requirements for compliance test reports shall be in accordance with Chapter 62-297, F.A.C.

[Rule 62-297.310(8), F.A.C.]

C.3.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions, or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

NOTES TO PERMITTEE:


Annual Operating Report - see Appendix TV-3, item 23


Permit Renewal - see Appendix TV-3, item 5
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