STATEMENT OF BASIS





RGC (USA) Mineral Sands, Inc.


RGC Metallic Mineral Processing Plant


Facility ID No.:  0190007


Clay County


Initial Title V Air Operation Permit


Final Permit No.:  0190007-002-AV





This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





This facility is an existing metallic mineral processing plant.  The ore is processed with additional heavy metallic mineral concentrates.  The maximum production rate is 45.0 tons per hour of dried mineral sands.  Emissions units consist of Primary Dryer (emission unit 001), No. 2 Dryer for Zircon sands (emission unit 002), Zircon Calciner (emission unit 003) and No.4 Dryer for Monazite sands (emission unit 004).





The Primary Dryer primarily burns on-spec used oil. The combined maximum heat input rate is 27.0 MMBtu per hour. The fuel usage is a maximum of 180 gallons per hour of waste oil (on Spec.).  The emissions are controlled with a cyclone and are emitted through a single vertical stack.





The Zircon No. 2 Dryer burns on-spec used oil or No. 2 fuel oil or a mixture of both fuels  . The maximum production rate is 6.5 tons per hour of dry Zircon heavy mineral sands and the maximum heat input rate is 12 MMBtu per hour. The emissions are controlled with a cyclone and are emitted through a single vertical stack.





Zircon Calciner is primarily burns on-spec used oil or No. 2 fuel oil or a mixture of both fuels. The maximum production rate is 5.5 tons per hour of dry Zircon concentrate and the maximum heat input rate is 7 MMBtu per hour. The emissions are controlled by a cyclone and are emitted through a single vertical stack.





Monazite No. 4 Dryer primarily burns No. 2 fuel oil. The combined maximum heat input rate is 0.4 MMBtu per hour. The fuel usage is a maximum of 3 gallons per hour of No. 2 fuel oil.  The emissions are controlled with a cyclone and are emitted through a single vertical stack.





Certain pieces of equipment associated with the product handling and transfer operations are affected facilities pursuant to NSPS LL, Standard of Performance for Metallic Mineral Processing Plants and NSPS Kb, . Standard of Performance for VOC Storage Vessels.





Also included in this permit are miscellaneous unregulated/exempt emissions units and/or activities.





Based on the initial Title V permit application received June 14, 1996, this facility is not a major source of hazardous air pollutants (HAPs).


[0190007.sob]
