
STATEMENT OF BASIS
New Millennium Building Systems, LLC

Lake City

Facility ID No.:  0230046

Columbia County

Title V Air Operation Permit Renewal
Permit No.:  0230046-004-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

New Millennium manufactures steel joist, girders, bridging and decking, and consists of the following emission units.

	E.U. ID No.
	Brief Description

	001
	Metal Coil Surface Coating Process

	002
	Dip Tank Coating Process


Project 004- This permit is for the renewal and operation of a steel joist and metal coil surface coating facility.  Two additional dip tanks have been added as an alternant mode of operation for flexibility.  No increased potential emissions shall be allowed.
Steel Decking Manufacturing (Emissions Unit 001).  Raw steel coil is “uncoiled” and fed into the line where it passes through three (3) cleaning tanks, identified as the “Pre-Wash Tank,” the “Wash Tank,” and the “Rinse Tank.”  These tanks use heated water baths to remove the oily coating and surface impurities that are on the steel when it is received.  Phosphoric acid cleaner is used to aid in cleaning the steel. 

The steel is then fed through a rollcoater (RC1) that applies a surface preparation that promotes bonding of the paint and helps to prevent corrosion.  The steel then passes through the first paint rollcoater (RC2) where paint is applied, and depending upon the job requirements, followed by a second rollcoater (RC3) for a second application of paint.  After the paint rollcoaters, the steel may be coated with evaporative oil (EO), depending on the paint scenario.  Edge Sealer (ES) may also be used as a final rust protection measure.

Welding Processes (Emissions Point 03).  The facility consists of equipment associated with the welding processes such as metal inert gas (MIG) wire which contain manganese (HAP).  At various points in the assembling process the steel joists and girders are welded together prior to going to the dip tanks. V.E. testing is required on a graduated schedule (daily, weekly, monthly, quarterly and yearly).  Compliance status must be reported annually with the annual certification and compliance report.
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Steel Joist Manufacturing (Emissions Unit 002).  The facility receives steel into a warehouse area via railcar and truck. The accessories department slits the steel, then forms it into angle or channel shapes, which are the primary parts used on the joist lines to make joists and girders.  Steel is assembled into a joist at the rigging area. The assembled joist is welded together and moved down by conveyor to the dip paint tank. This facility has six (6) dip paint tanks that vary in sizes. The table below shows the size of the tanks.
	Dip Tank
	Dimensions
	Tank Volume (gallon)

	DT1 (Line 1)
	54’ long, 2’ wide, 3’ deep
	2,424

	DT2-A(Line 2)
	84’ long, 2’ wide, 5’ deep
	6,240

	DT2-B (NOTE 1)
	84’ long, 2’ wide, 5’ deep
	6,240

	DT3- A (Line 3)
	128’ long, 2’ wide, 8’ deep
	15,360

	DT3- B (NOTE 1)
	128’ long, 2’ wide, 8’ deep
	15,360

	DT4 (Bridging)
	24’ long, 3’ wide, 3’ deep
	1,620


(NOTE 1) Proposed Tank(s)
Once the joist is dipped and raised out of the paint tank, it is placed on a steel rack above the tank for a few minutes allowing the excess paint to drain back into the tank.  Once the excess paint has drained off the joist, the joist is taken out of the building to the shipping yard. The facility will do regular on-site VOC testing (EPA Method 24) to determine the amount of Mineral Spirits (solvent) to be added to each paint tank to maintain a good working viscosity while at the same time minimizing paint usage. 

Welding Processes (Emissions Point 02).  The facility consists of equipment associated with the welding processes such as metal inert gas (MIG) wire which contain manganese (HAP).  At various points in the assembling process the steel joists and girders are welded together prior to going to the dip tanks. V.E. testing is required on a graduated schedule (daily, weekly, monthly, quarterly and yearly).  Compliance status must be reported annually with the annual certification and compliance report.

Facility is subject to:

40 CFR 60-Subpart A- General Provisions for 40 CFR 60 dated 2/5/10
40 CFR 60-Subpart TT, Standard of Performance for Metal Coil Surface Coating
40 CFR Part 63, Subpart A – General Provisions

40 CFR 63-Subpart XXXXXX, NESHAPS Area Source Standards for Nine Metal Fabrication and Finishing Source Categories 
This facility is subject to 40 CFR 63-Subpart XXXXXX, NESHAPS Area Source Standards for Nine Metal Fabrication and Finishing Source Categories. 


a. Initial notification no later than July 25, 2011. 

            [40 CFR 63.11519(a)(1)]


b. Notification of compliance status on or before November 22, 2011.

            [40 CFR 63.11519(a)(2)] 
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c. Annual Certification and Compliance Reports postmarked or delivered no later than each January 31 (beginning January 31, 2012).

    [40 CFR 63.11519(b)(1) & (b)(2)]

d. General Requirements. The annual certification and compliance report must contain the information specified in paragraphs (b)(4)(i) through (iii).

    [40 CFR 63.11519(b)(4)]

e. Standards for Welding including: operating all equipment associated with  welding operations according to manufacturer’s instruction and keep records of that instruction; operating one or more of the management practices specified in the regulation; visual determination of fugitive emissions following Tier 1, 2 or 3 compliance requirements, as necessary.

    [40 CFR 63.11516(f)]

f.  Recordkeeping.  Collect and keep records of data and information specified in paragraphs (c)(1) through (13), and according to the requirements in paragraph (c)14.

    [40 CFR 63.11519(c)]
New Millennium Building Systems, LLC stated in this Title V Renewal Application, dated May 7, 2010 that the facility does not use any coatings with MFHAP.
In the future, if the facility uses coatings with MFHAPs, the facility will then be subjects to all the other applicable requirements of 40 CFR 63-Subpart XXXXXX, NESHAPS Area Source Standards for Nine Metal Fabrication and Finishing Source Categories.

Based on the Air Construction Permit Application received May 27, 2004, this facility is a major source of Volatile Organic Compounds (VOC). CAP 249 TPY to escape PSD.
Based on the initial Title V Air Operation Permit application received July 26, 2005, this facility is not a major source of hazardous air pollutants (HAPs).

CAM does not apply.

Also included in this permit are miscellaneous insignificant/exempt emission units and/or activities.

