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Florida Power and Light Company


Cutler Plant


Facility ID No. 0250001


Dade County





Title V Air Operation Permit Renewal


FINAL Permit Project No. 0250001-002-AV


Renewal of Title V Air Operation Permit No. 0250001-001-AV








The initial Title V Air Operation Permit, No. 0250001-001-AV, was issued/effective on January 1, 1998.  This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





The subject of this permit is for the renewal of Title V Air Operation Permit No. 0250001-001-AV.





This facility consists of two natural gas and fuel oil fired conventional steam electric generating stations, designated as Units #5 and #6 by the Florida Power & Light Company.  Both emissions units consist of a boiler/steam generator that drives a single reheat turbine generator, and are equipped with a 150-foot exhaust stack.    





Unit #5 is comprised of a Combustion Engineering outdoor-type boiler/steam generator and a Westinghouse outdoor reheat condensing steam turbine that drives a hydrogen-cooled generator with nameplate rating of 75 megawatts. The emission unit is fired on No. 2 or No. 6 fuel oil with a maximum heat input of 170 mmBtu per hour, or natural gas with a maximum heat input of 940 mmBtu per hour.  It commenced commercial operation in November 1954.


 


	Unit #6 is comprised of a Combustion Engineering outdoor-type boiler/steam generator and a General Electric tandem compound single reheat turbine generator with generator nameplate rating of 160 megawatts. The emission unit is fired on No. 2 or No. 6 fuel oil with a maximum heat input of 290 mmBtu per hour, or natural gas with a maximum heat input of 1620 mmBtu per hour.  It commenced commercial operation in July 1955.





	Fuel additives such as, but not limited to, magnesium hydroxide are used to enhance combustion and facilitate furnace cleaning, in a manner consistent with Best Operational Practices.


  


	The only control devices at the facility are multiple cyclones (i.e., two tubular dust collectors) on each of the two boilers.  Because these emissions units operate primarily on natural gas (i.e., fuel oil is allowed only during startup), Compliance Assurance Monitoring (CAM) does not apply.  The units have not fired fuel oil since the effective date of the initial Title V Permit (January 1, 1998).





	The emissions units are regulated under Phase II of the Federal Acid Rain Program (the facility holds ORIS code 0610), and Rule 62-296.405, F.A.C., Fossil Fuel Steam Generators with More than 250 million Btu per Hour Heat Input.





Also included in this permit are miscellaneous unregulated emissions units and/or activities.





	Based on the Title V permit renewal application received July 5, 2002, this facility is not a major source of hazardous air pollutants (HAPs).
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