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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

The Turkey Point Title VV Source is composed of two separate co-located power plants: the Fossil Plant and the
Nuclear Plant. The two plants combined comprise the Turkey Point Title V facility, which is considered one
facility for purposes of Prevention of Significant Deterioration (PSD) and Maximum Achievable Control
Technology (MACT) applicability. However, due to the strict requirements of the Nuclear Regulatory
Commission, FP&L has chosen to operate these two plants under separate business entities, and has requested the
issuance of two separate Title V permits for the Turkey Point facility. The co-located power plant referred to as
the Turkey Point Nuclear Plant is addressed in a separate Title V permit (0250003-028-AV).

The Turkey Point Fossil Plant (TPFP) facility is an electric power plant consisting of a “4-on-1" combined cycle
gas turbine system (Unit 5) with a nominal generating capacity of 1,209 megawatts (MW). Emissions of CO,
particulate matter (PM/PMyo), sulfuric acid mist (SAM), sulfur dioxide (SO-) and volatile organic compounds
(VOC) are controlled by the efficient combustion of natural gas and restricted firing of ultra-low sulfur distillate
fuel oil. NOx emissions are controlled by Dry Low-NOx (DLN) combustion technology for gas firing and water
injection for oil firing. A selective catalytic reduction (SCR) system further reduces NOx emissions. Ancillary
equipment for Unit 5 consists of a 4.3-million-gallon diesel fuel storage tank (E.U. 013); a 24-cell mechanical
draft cooling tower (E.U. 014); two emergency diesel generators (E.U. 015); and other associated support
equipment.

The TPFP facility also includes a diesel engine-driven emergency fire pump (EU 025), two propane emergency
hurricane shelter engine generators (EU 026); and, miscellaneous unregulated and insignificant emissions units
and/or activities (EU 004).

Subsection B. Summary of Emissions Units.

EU No. | Brief Description

Regulated Emissions Units

009 Unit 5A gas turbine with supplementary-fired heat recovery steam generator

010 Unit 5B gas turbine with supplementary-fired heat recovery steam generator

011 Unit 5C gas turbine with supplementary-fired heat recovery steam generator

012 Unit 5D gas turbine with supplementary-fired heat recovery steam generator

013 One 4.2-million-gallon distillate fuel oil storage tank for Unit 5 gas turbines

014 One 24 cell mechanical draft cooling tower for Unit 5
025 One 275 HP (205 kW) emergency diesel fire pump
026 Two 33 HP (25 kW) emergency hurricane shelter engine generators

Unregulated Emissions Units and Activities
(see Appendix U, List of Unregulated Emissions Units and/or Activities)

015 Two 3,210 HP (2,250 kW) Emergency Diesel Generators

In order to retain the unregulated emissions unit status, the E.U. 015 engines must be operated in accordance with
the definition of an Emergency Stationary RICE found in 40 CFR 63.6675.

Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List
of Insignificant Emissions Units and/or Activities).

Subsection C. Applicable Requlations.

Based on the Title V air operation permit renewal application received May 18, 2018, this facility is a major
source of hazardous air pollutants (HAP). The existing facility is a prevention of significant deterioration (PSD)
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SECTION I. FACILITY INFORMATION.

major source of air pollutants in accordance with Rule 62-212.400, F.A.C. A summary of applicable regulations
is shown in the following table.

Regulation EU No(s).
Federal Rule Citations

40 CFR 60, Subpart A — New Source Performance Standards (NSPS)
General Provisions 009 - 012

40 CFR 60, Subpart KKKK, NSPS for Stationary Gas Turbines
40 CFR 60, Subpart JJJJ, NSPS for Spark Ignition Stationary Internal

Combustion Engines (ICE) 026
40 CFR 63, Subpart A, National Emissions Standards for Hazardous Air
Pollutants (NESHAP) General Provisions 009 - 012

40 CFR 63, Subpart YYYY, NESHAP for Stationary Combustion Gas
Turbines

40 CFR 63, Subpart ZZZZ - NESHAP for Stationary Reciprocating Internal
Combustion Engines (RICE).

40 CFR 75 Acid Rain Monitoring Provisions 009 - 012
State Rule Citations

Chapter 62-4, Florida Administrative Code (F.A.C.) (Permitting
Requirements)

Rule 62-4.160(2), F.A.C., Permit Conditions

Chapter 62-204, F.A.C. (Ambient Air Quality Requirements, PSD
Increments, and Federal Regulations Adopted by Reference)

Chapter 62-210, F.A.C. (Definitions, Permits Required, Public Notice, 009 - 015
Reports, Stack Height Policy, Circumvention, Excess Emissions, and Forms)

Chapter 62-213, F.A.C. (Title V' Air Operation Permits for Major Sources of
Air Pollution)

Chapter 62-212, F.A.C. (Preconstruction Review, PSD Review and Best
Available Control Technology (BACT)

Chapter 62-214, F.A.C. (Requirements for Sources Subject to the Federal
Acid Rain Program)

Chapter 62-297, F.A.C. (Test Methods and Procedures, Continuous
Monitoring Specifications, and Alternate Sampling Procedures)

015, 025 and 026

009 - 012

009 — 013 and 026

Table of Contents
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SECTION Il. FACILITY-WIDE CONDITIONS.

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section V., Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.
[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow or
permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An “objectionable
odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors,
is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the
comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62-296.320(2) and 62-
210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions. The
permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or
installation, volatile organic compounds or organic solvents without applying known and existing vapor
emission control devices or systems deemed-necessary and ordered by the Department. [Rule 62-296.320(1),
F.A.C]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FW4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged into the
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity. This
regulation does not impose a specific testing requirement. [Rule 62-296.320(4)(b), F.A.C.]

FWS5. Unconfined Particulate Matter. No person shall cause, let, permit, suffer or allow the emissions of
unconfined particulate matter from any activity, including vehicular movement; transportation of materials;
construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading,
storing or handling; without taking reasonable precautions to prevent such emissions. Reasonable precautions
to prevent emissions of unconfined particulate matter at this facility include:

a. Paving of roads, parking areas and equipment yards;

b. Landscaping and planting vegetation;

c. Use of thick poly-flaps over doorways to prevent any sandblasting material from leaving the sandblast
facility. (The facility also constructs temporary sandblasting enclosures when necessary in order to perform
sandblasting on fixed plant equipment.);

Maintenance of paved areas;

Regular mowing of grass and care of vegetation;

Limiting access to plant property by unnecessary vehicles;

Bagged chemical products are stored in weather-tight buildings until they are used. (Spills of powdered

chemical products are cleaned up as soon as possible.); and,

h. Vehicles are restricted to slow speeds on the plant site.

[Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in Title \V air operation permit renewal

application received May 18, 2018]

Q@ —-o o

Reports and Fees

See Appendix RR, Facility-wide Reporting Requirements, for additional details and requirements.

FW&6. Electronic Annual Operating Report and Title V Annual Emissions Fees. The information required by the
Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous
calendar year, to the Department of Environmental Protection’s Division of Air Resource Management. Each
Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report
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SECTION Il. FACILITY-WIDE CONDITIONS.

(EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form
No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.
Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C. Each
Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount
determined as set forth in subsection 62-213.205(1), F.A.C. The annual fee shall only apply to those
regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric
emission-limiting standard is specified in the source’s most recent construction permit or operation permit.
Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source
showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee
that is due. The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1*
of each year. A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated
total fee shall be submitted to: Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070,
Tallahassee, Florida 32315-3070. Additional information is available by accessing the Title V Annual
Emissions Fee On-line Information Center at the following Internet web site:
https://floridadep.gov/air/permitting-compliance/content/title-v-fees. [Rules 62-210.370(3), 62-210.900 &
62-213.205, F.A.C.; and, 8403.0872(11), Florida Statutes (2013)]

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR (EAOR)
website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need assistance after
reviewing the information posted on the EAOR website, please contact the Department by phone at (850)
717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each

year.}

FW?7. Annual Statement of Compliance. The permittee shall submit an annual statement of compliance to the
compliance authority at the address shown on the cover of this permit and to the US. EPA at the address
shown below within 60 days after the end of each calendar year during which the Title V air operation permit
was effective. (See also Appendix RR, Conditions RR1 and RR7.) [Rules 62-213.440(3)(a)2. & 3. and (b),
F.A.C]

U.S. Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia 30303
Attn: Air Enforcement Branch

FW8. Prevention of Accidental Releases (Section 112(r) of CAA). If, and when, the facility becomes subject to

112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original submittals, revisions or
updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the
following address: https://cdx.epa.gov. Information on electronically submitting risk management plans
using the Central Data Exchange system is available at: http://wwwz2.epa.gov/rmp. The RMP Reporting
Center can be contacted at: RMP Reporting Center, Post Office Box 10162, Fairfax, VA 22038,
Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

FW9. Semi-Annual Reports. The permittee shall monitor compliance with the terms and conditions of this
permit and shall submit reports at least every six months to the compliance office. Each semi-annual report
shall cover the 6-month periods of January 1 — June 30 and July 1 — December 31. The reports shall be
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SECTION Il. FACILITY-WIDE CONDITIONS.

submitted by the 60" day following the end of each calendar half (i.e., March 1%t and August 29" of every
year). All instances of deviations from permit requirements (including conditions in the referenced
Appendices) must be clearly identified in such reports, including reference to the specific requirement and the
duration of such deviation. If there are no deviations during the reporting period, the report shall so indicate.
Any semi-annual reporting requirements contained in applicable federal NSPS or NESHAP requirements may
be submitted as part of this report. The submittal dates specified above shall replace the submittal dates
specified in the federal rules. All additional reports submitted as part of this report should be clearly
identified according to the specific federal requirement. All reports shall include a certification by a
responsible official, pursuant to subsection 62-213.420(4), F.A.C. (See also Conditions RR2. — RR4. of
Appendix RR, Facility-wide Reporting Requirements, for additional reporting requirements related to
deviations.) [Rule 62-213.440(1)(b)3.a., F.A.C.; and, 40 CFR 60.19, 40 CFR 61.10 & 40 CFR 63.10]

{Permitting Note: EPA has clarified that, pursuant to 40 CFR 70.6(a)(3), the word “monitoring” is used in a
broad sense and means monitoring (i.e., paying attention to) the compliance of the source with all emissions
limitations, standards, and work practices specified in the permit.}

Table of Contents
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 009 - 012

The specific conditions in this section apply to the following emissions units:
EU No. | Brief Description
009 | Unit 5A gas turbine with supplementary-fired heat recovery steam generator

010 | Unit 5B gas turbine with supplementary-fired heat recovery steam generator

011 | Unit 5C gas turbine with supplementary-fired heat recovery steam generator

012 | Unit 5D gas turbine with supplementary-fired heat recovery steam generator

Emissions Unit Nos. 009 — 012 collectively comprise Unit 5, which consists of four General Electric Model
PG7241(FA) gas turbine-electrical generator sets (Units 5A-5D) with a generating capacity of 207 MW for gas
firing (196.9 MW oil firing) each. Exhaust from each gas turbine passes through a separate supplementary 495
MMBtu/hour gas fired heat recovery steam generator (HRSG). Steam from each HRSG is delivered to the 470
MW single steam turbine-electrical generator. This arrangement of four combined cycle gas turbines providing
steam to a single steam turbine generator is known as a “4-on-1” combined cycle system. Each gas turbine has a
single stack that is equipped with continuous emissions monitoring systems (CEMS) to measure and record CO
(optional) and NOx emissions as well as flue gas oxygen or carbon dioxide content. The stack parameters for
each stack are: height = 131 feet; exit diameter = 19 feet; exit temperature =201°F; and, actual volumetric flow
rate = 1,004,150 acfm. Unit 5 commenced operation in May 2007.

Unit 5 also comprises an automated gas turbine control system, an inlet air filtration system, an evaporative inlet
air-cooling system and associated support equipment. Additional equipment includes: a 24-cell cooling tower
and a 4.2-million-gallon fuel storage tank.

Each gas turbine fires natural gas as the primary fuel and distillate fuel oil as a restricted alternate fuel. Emissions
of CO, PM/PM1o, SAM, SO, and VOC are controlled by the efficient combustion of natural gas and restricted
firing of ultra-low sulfur distillate fuel oil. NOx emissions are controlled by Dry Low-NOx (DLN) combustion
technology for gas firing and water injection for oil firing. A selective catalytic reduction (SCR) system further
reduces NOx emissions.

{Permitting Note: These emissions units are regulated under Acid Rain, Phase 11; NSPS Subpart A, General
Provisions, and Subpart KKKK, Standards of Performance for Stationary Gas Turbines, of 40 CFR 60, adopted
and incorporated by reference in Rule 62 204.800(8)(b)84, F.A.C.; NESHAP Subpart A, General Provisions, and
Subpart YYYY, NESHAP for Stationary Combustion Turbines, adopted and incorporated by reference in Rule 62
204.800(11)(b)81, F.A.C.; and Rule 62-212.400 (PSD), F.A.C., Prevention of Significant Deterioration (PSD),
Best Available Control Technology (BACT); Air Construction Permit PSD-FL-338 (0250003-006-AC) issued
2/8/05; and Miami-Dade County Code of Ordinances (24.11, 24.41,1, 24.41.3, and 24.41.6).}

Essential Potential to Emit (PTE) Parameters

A.l. Permitted Capacity.

a. Gas Turbines. The maximum heat input rate to each gas turbine is 1,884 MMBtu per hour when firing
natural gas and 1,908 MMBtu per hour when firing distillate fuel oil (based on a compressor inlet air
temperature of 59° F, the lower heating value (LHV) of the fuel, and 100% load). Heat input rates will
vary depending upon gas turbine characteristics, ambient conditions, alternate methods of operation, and
evaporative cooling. The permittee shall provide updated manufacturer’s performance curves (or
equations) that correct for site conditions to the Permitting and Compliance Authorities within 60 days of
completing testing, maintenance or tuning sessions. Operating data may be adjusted for the appropriate
site conditions in accordance with the performance curves and/or equations on file with the Department

b. HRSG Duct Burners. The total maximum heat input rate to the duct burners for each HRSG is 495
MMBtu per hour based on the lower heating value (LHV) of natural gas. Only natural gas shall be fired

Florida Power & Light Company Permit No. 0250003-030-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 009 - 012

in the duct burners. The duct burners shall be designed in accordance with the following specifications:
0.04 Ib CO/MMBtu and 0.08 Ib NOx/MMBtu.

[Rules 62-4.160(2), 62-204.800, 62-210.200(PTE), F.A.C.; and, Permit Nos. 0250003-006-AC (PSD-FL-
338), 027-AC (PSD-FL-338C) & 029-AC (PSD-FL-338D) ]

A.2.

Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix

TR, Facility-wide Testing Requirements. [Rule 62-297.310(3), F.A.C.]

A.3. Methods of Operation. Subject to the restrictions and requirements of this permit, the gas turbines may
operate under the following methods of operation.

a.

Hours of Operation. Subject to the operational restrictions of this permit, the gas turbines may operate
continuously throughout the year (8,760 hours per year). Restrictions on individual methods of operation
are specified below.

Authorized Fuels. Each gas turbine shall fire natural gas as the primary fuel, which shall contain no more
than 2.0 grains of sulfur per 100 standard cubic feet of natural gas. As a restricted alternate fuel, each gas
turbine may fire ultra-low sulfur distillate fuel oil containing no more than 0.0015% sulfur by weight.
Each gas turbine shall fire no more than 500 hours of fuel oil during any calendar year.

Combined Cycle Operation. Each gas turbine/HRSG system may operate to produce direct, shaft-driven
electrical power and steam-generated electrical power from the steam turbine-electrical generator as a
four-on-one combined cycle unit subject to the restrictions of this permit. In accordance with the
specifications of the SCR and HRSG manufacturers, the SCR system shall be on line and functioning
properly during combined cycle operation or when the HRSG is producing steam.

Inlet Fogging. In accordance with the manufacturer’s recommendations and appropriate ambient
conditions, the evaporative cooling system may be operated to reduce the compressor inlet air
temperature and provide additional direct, shaft-driven electrical power. This method of operation is
commonly referred to as “fogging.”

Duct Firing. When firing natural gas, each HRSG system may fire natural gas in the duct burners to
provide additional steam-generated electrical power. The total combined heat input rate to the duct
burners (all four HRSG) shall not exceed 5,702,400 MMBtu (LHV) during any consecutive 12 months.

High Power Modes (Peaking and Power Augmentation). When firing natural gas and only while
practicing duct firing, each gas turbine may operate in a high-temperature peaking mode to generate
additional direct, shaft-driven electrical power to respond to peak demands. When firing natural gas and
only while practicing duct firing, steam may be injected into each gas turbine expansion section to
generate additional direct, shaft-driven electrical power to respond to peak demands. To qualify as
“power augmentation,” the combustion turbine must operate at a load of 95% or greater than that of the
manufacturer’s maximum base load rate adjusted for the compressor inlet air conditions. Prior to
activating and after deactivating the power augmentation mode, the operator shall log the date, time, and
new mode of operation. The gas turbines shall not operate simultaneously in peaking and power
augmentation modes. Total hours of power augmentation plus the total hours of peaking shall not exceed
400 hours per gas turbine during any consecutive 12 months.

[Rules 62-210.200(PTE) & 62-212.400(BACT) F.A.C.; and, Permit No. 0250003-006-AC (PSD-FL-338)]
Control Technology

A4,

a.

NOx Controls.

DLN Combustion. The permittee shall operate and maintain the General Electric DLN 2.6 combustion
system (or better) to control NOx emissions from each gas turbine when firing natural gas. The DLN
combustors and automated gas turbine control system shall be tuned and maintained in accordance with
the manufacturer’s recommendations to achieve the permitted levels for CO and sufficiently low NOx
values to meet the NOx limits with the additional SCR control technology described below.

Florida Power & Light Company Permit No. 0250003-030-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

b.

d.

Subsection A. Emissions Units 009 - 012

Water Injection. The permittee shall operate and maintain a water injection system to reduce NOx
emissions from each gas turbine when firing distillate fuel oil. The water injection system shall be tuned
and maintained in accordance with the manufacturer’s recommendations to achieve the permitted levels
for CO and sufficiently low NOx values to meet the NOx limits with the additional SCR control
technology described below.

Selective Catalytic Reduction (SCR) System. The permittee shall operate, tune, and maintain an SCR
system to control NOx emissions from each gas turbine when firing either natural gas or distillate fuel oil.
The SCR system consists of an ammonia (NHs) injection grid, catalyst, ammonia storage, monitoring and
control system, electrical, piping and other ancillary equipment. The SCR system shall be operated to
achieve the permitted levels for NOx and NHs; emissions.

Ammonia Storage. In accordance with 40 CFR 60.130, the storage of ammonia shall comply with all
applicable requirements of the Chemical Accident Prevention Provisions in 40 CFR 68.

[Rule 62-212.400(BACT), F.A.C. and Permit No. 0250003-006 (PSD-FL-338)]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

Unless otherwise specified, the averaging times for Specific Conditions A.5-A.8 are based on the specified
averaging time of the applicable test method.

A.5.  BACT Emissions Standards. Emissions from each gas turbine shall not exceed the following standards.
Stack Test, 3-Run | CEMS
. Average Block Average
Pollutant | Fuel Method of Operation verag verag
ppmvd @ g 0
Oil Combustion Turbine (CT) | 8.0 37.8
s CT, Normal 41 16.3
as 8.0, 24-hr
co® CT & Duct Burner (DB) | 7.6 38.3
CT &DB & PK NA NA
CT & DB & PA NA NA 14.0, 24-hr
Oil/Gas | All Modes NA NA 6, 12-month
Oil CT 8.0 62.1 8.0, 24-hr
NOx b CT, Normal 2.0 13.0
Gas CT & DB 2.0 188 | 2.0, 24-hr
CT & DB & (PA or PK) NA NA
) Fuel Specifications
PM/PMy¢ | Qil/Gas | All Modes
Visible emissions shall not exceed 10%
opacity for each 6-minute block average.
0,
SAM/SO,® | Oil/Gas | All Modes gi?r S/100 SCF of gas, 0.0015% sulfur fuel
Florida Power & Light Company Permit No. 0250003-030-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 009 - 012

Stack Test, 3-Run | CEMS
. Average Block Average
Pollutant | Fuel Method of Operation verag verag
ppmvd @ g 0
Qil CT 2.8 7.5
VOC*® Gas CT, normal 1.3 2.9 NA
CT &DB 1.9 5.0
Ammonia® | Oil/Gas | CT, All Modes 5 NA NA

a. Continuous compliance with the CO standards shall either be demonstrated by stack tests using EPA
Method 10 or based on data collected by the optional CEMS. If a CEMS is used, the annual EPA Method
10 tests associated with the certification of the CEMS instruments shall also be used to demonstrate
compliance with the individual standards for natural gas, fuel oil, and basic duct burner mode. If
compliance is demonstrated by CEMS, the 24-hour CO CEMS standards shall be determined separately
for the Duct Burner/Power Augmentation mode and all other modes based on the hours of operation for
each mode. {Note: A 24-hour compliance average may be based on as little as 1-hour of CEMS data or
as much as 24-hours of CEMS data.}

b.Continuous compliance with the NOx standards shall be demonstrated based on data collected by the
required CEMS. The annual EPA Method 7E or Method 20 tests associated with demonstration of
compliance with 40 CFR 60, Subpart KKKK or certification of the CEMS instruments shall also be
used to demonstrate compliance with the individual standards for natural gas, fuel oil, and duct burner
modes during the time of those tests. NOx mass emission rates are defined as oxides of nitrogen
expressed as NO,. {Permitting Note: A 24-hour compliance average may be based on as little as 1-
hour of CEMS data or as much as 24-hours of CEMS data.}

c. The sulfur fuel specifications established in Specific Condition A.3.b. of this permit combined with the
efficient combustion design and operation of each gas turbine represents (BACT) for PM/PMyg
emissions. Compliance with the fuel specifications, CO standards, and visible emissions standards shall
serve as indicators of good combustion. Compliance with the fuel specifications shall be demonstrated
by keeping records of the fuel sulfur content. Compliance with the visible emissions standard and
Section 24-41 of the Miami-Dade County Code shall be demonstrated by conducting tests in
accordance with EPA Method 9.

d. The fuel sulfur specifications effectively limit the potential emissions of SAM and SO- from the gas
turbines and represent BACT for these pollutants. Compliance with the fuel sulfur specifications shall
be determined by the requirements in Specific Condition A.23. of this permit. Compliance with the SO,
BACT also insures compliance with Section 24-41.3 of the Miami-Dade County Code.

e. Compliance with the VOC standards shall be demonstrated by conducting tests in accordance with EPA
Method 25A. Optionally, EPA Method 18 may also be performed to deduct emissions of methane and
ethane. The emission standards are based on VOC measured as methane.

f. Each SCR system shall be designed and operated for ammonia slip limit of no more than 5 ppmvd
corrected to 15% oxygen based on the average of three test runs. Compliance with the ammonia slip
standard shall be demonstrated by conducting tests in accordance with EPA Method CTM-027.

0. The mass emission rate standards are based on a turbine inlet condition of 59° F and may be adjusted to
actual test conditions in accordance with the performance curves and/or equations on file with the
Department.

{Permitting Note: “DB’” means duct burning. “PA” means power augmentation. “PK” means peaking,
“SCR” means selective catalytic reduction. “NA” means not applicable. The mass emission rate
standards are based on a turbine inlet condition of 59° F and may be adjusted to actual test conditions in
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 009 - 012

accordance with the performance curves and/or equations on file with the Department.}

[Rule 62-212.400(BACT), F.A.C. and, Permit Nos. 0250003-006 (PSD-FL-338) & 029-AC (PSD-FL-
338D)]

A.6. Combined Cycle Operation with Steam Dumped to Condenser. If the steam-electrical turbine generator is
off line, the permittee is authorized to operate the gas turbine/HRSG systems by dumping steam to the
condenser. This is not considered a separate mode of operation with respect to emission limits. When
operating in this manner, each unit shall comply with the respective standards given in Specific Condition A.5
of this permit for each mode of operation indicated therein. [Permit No. 0250003-006 (PSD-FL-338)]

A.7.  NSPS Subpart KKKK. NSPS 40 CFR 60, Subpart KKKK - Standards of Performance for Stationary
Combustion Turbines Requirements. Except as otherwise provided in this permit, these emissions units shall
comply with all applicable provisions of 40 CFR 60, Subpart KKKK, Standards of Performance for
Stationary Combustion Turbines, adopted and incorporated by reference in Rule 62-204.800(8)(b), F.A.C.,
listed below and with all applicable provisions of Appendix 40 CFR 60, Subpart KKKK, included with this

permit.
a. Sulfur dioxide (SO,) - CT (Subpart KKKK Limits). The permittee shall comply with either paragraph (1)
or (2):

(1) The concentration of SO gasses in the exhaust gas of each CT shall not exceed 110 nanograms per
Joule (ng/J) (0.90 pounds per megawatt-hour (Ib/MWHh)) gross output; or
(2) Each CT shall not burn any fuel which contains total potential sulfur emissions in excess of 26 ng
SO2/J (0.060 Ib SO./MMBtu) heat input if the CT simultaneously fires multiple fuels (each fuel must
meet this requirement).
[40 CFR 60.4330(a)(1) & (2) of Subpart KKKK of 40 CFR 60]
b. Nitrogen Oxides - CT (Subpart KKKK Limits).
(1) The concentration of NOx concentrations in the exhaust gas of each CT shall not exceed 15 ppm at
15% O, on a 30-unit operating day rolling average, or 54 nanograms per Joule (ng/J) of useful output
(0.43 pounds per megawatt-hour (Ib/MWh)).
(2) The concentration of NOx concentrations in the exhaust gas of each CT (while operating at less than
75% of peak load) shall not exceed 96 ppm at 15% O, on a 30-unit operating day rolling average, or
590 ng/J of useful output (4.7 Ib/MWh).
[Rule 62 204.800(8)(b)84, F.A.C.; 40 CFR 60.4320, 40 CFR 60.4350(h), and Table 1 to Subpart KKKK of 40
CFR 60]

A.8.  Formaldehyde Emissions Standard. These units shall comply with the applicable NESHAP in 40 CFR
63, including: Subpart A (General Provisions) and Subpart YYYY (NESHAP for Stationary Combustion
Turbines — See Appendices NESHAP Subpart A and YYYY of this permit). This NESHAP provision has a
maximum achievable control technology (MACT) limit of 91 parts per billion by volume dry (ppbvd)
corrected to 15%0., i.e., 91 ppbvd @ 15% O, for formaldehyde (CH,QO). This emission limit of Subpart
YYYY shall apply if the facility exceeds 1,000 turbine fired hours on fuel oil cumulatively in any one year.
Some separate reporting and monitoring may be required by the individual subparts. [Rule 62-
204.800(11)(b)81, F.A.C.; and NESHAP 40 CFR 63, Subparts A and YYYY]

Excess Emissions

A.9.  Operating Procedures. The Best Available Control Technology (BACT) determinations established by
this permit rely on “good operating practices” to reduce emissions. Therefore, all operators and supervisors
shall be properly trained to operate and maintain the gas turbines, HRSG, and pollution control systems in
accordance with the guidelines and procedures established by each manufacturer. The training shall include
good operating practices as well as methods of minimizing excess emissions. [Rule 62-212.400(BACT),
F.A.C. and Permit No. 0250003-006 (PSD-FL-338)]

Florida Power & Light Company Permit No. 0250003-030-AV
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A.10.

Subsection A. Emissions Units 009 - 012

Excess Emissions Prohibited. Excess emissions caused entirely or in part by poor maintenance, poor

operation or any other equipment or process failure that may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. All such preventable emissions shall be included in any
compliance determinations based on CEMS data. [Rule 62-210.700, F.A.C. and Permit No. 0250003-006
(PSD-FL-338)]

A1l

Alternate Visible Emissions Standard. Visible emissions due to startups, shutdowns, and malfunctions

shall not exceed 10% opacity except for up to ten, 6-minute averaging periods during a calendar day, which
shall not exceed 20% opacity. [Rule 62-212.400(PSD), F.A.C. and Permit No. 0250003-006 (PSD-FL-338)]

Al12.

Excess Emissions Allowed. As specified in this condition, excess emissions resulting from startup,

shutdown, fuel switches, and documented malfunctions are allowed provided that operators employ the best
operational practices to minimize the amount and duration of emissions during such incidents. For each gas
turbine/HRSG System, excess emissions of NOx and CO resulting from startup, shutdown, fuel switches or
malfunction shall be excluded from CEMS data in any 24-hour period for the following conditions (these
conditions are considered separate events and each event may occur independently within any 24-hour
period):

a.

Steam Turbine Cold Startup. For cold startup of the steam turbine system, excluded emissions from any
gas turbine/HRSG system shall not exceed eight hours in any 24-hour period. Cold startup of the steam
turbine system shall be completed within twelve hours. A cold “startup of the steam turbine” is defined
as startup of the 4-on-1 combined cycle system following a shutdown of the steam turbine lasting at least
48 hours.

{Permitting Note: During a cold startup of the steam turbine system, each gas turbine/HRSG system in
the 4-on-1 combined cycle system is sequentially brought on line at low load to gradually increase the
temperature of the steam-electrical turbine in order to prevent thermal metal fatigue. Note that
shutdowns and documented malfunctions are separately regulated in accordance with the requirements of
this condition.}

Gas Turbine/HRSG System Cold Startup. For cold startup of an individual gas turbine/HRSG system,
excluded emissions shall not exceed four hours in any 24-hour period. “Cold startup of a gas
turbine/HRSG system” is defined as a startup after the pressure in the high-pressure (HP) steam drum
falls below 450 pounds per square inch gauge (psig) for at least a one-hour period.

Gas Turbine/HRSG System Warm Startup: For warm startup of a gas turbine/HRSG system, excluded
emissions shall not exceed two hours in any 24-hour period (with the additional provision of a limit of 2
warm startup periods per 24 hours per gas turbine/HRSG system, in which case excluded emissions shall
not exceed eight hours total for the 4-on-1 combined cycle system). “Warm startup of a gas
turbine/HRSG system” is defined as a startup after the pressure in the high-pressure (HP) steam drum is
above 450 psig.

Gas Turbine/HRSG System Shutdown: For shutdown of the gas turbine/HRSG system operation,
excluded emissions from any individual gas turbine/HRSG system shall not exceed two hours in any 24-
hour period.

Shutdown Combined Cycle Operation: For shutdown of the entire 4-on-1 combined cycle system,
excluded emissions from any gas turbine/HRSG system shall not exceed three hours in any 24-hour
period.

Fuel Switching. For fuel switching, excluded emissions shall not exceed two hours in any 24-hour period
for each fuel switch and no more than four hours in any 24-hour period for any gas turbine/HRSG system.

Documented Malfunction: For each gas turbine/HSRG system, excess emissions of NOx and CO
resulting from documented malfunctions shall not exceed two hours in any 24-hour period. A
"documented malfunction™ means a malfunction that is documented within one working day of detection
by contacting the Compliance Authority by telephone, facsimile transmittal, or electronic mail.
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 009 - 012

Ammonia injection shall begin as soon as operation of the gas turbine/HRSG system achieves the operating
parameters specified by the manufacturer. As authorized by Rule 62-210.700(5), F.A.C., the above
conditions allow excess emissions only for specifically defined periods of startup, shutdown, fuel switching,
and documented malfunction of the gas turbines.

[Rules 62-212.400(BACT) & 62-210.700, F.A.C.; and, Permit Nos. 0250003-006-(PSD-FL-338) & 024-AC
(PSD-FL-338B)]

A.13. DLN Tuning/ FSNL Testing/Green Rotor Run-in: CEMS data collected during initial or other major
DLN tuning sessions and during manufacturer required Full Speed No Load (FSNL) trip tests or Green Rotor
Run-in periods shall be excluded from the CEMS compliance demonstration provided activities are
performed in accordance with the manufacturer’s specifications. A “major tuning session” would occur after
completion of initial construction, a combustor change-out, a major repair or maintenance to a combustor, or
other similar circumstances. Prior to performing any major tuning session, FSNL, or Green Rotor Run-in
activities, the permittee shall provide the Compliance Authority with an advance notice of at least one
working (business) day that details the activity and proposed tuning schedule. The notice may be by
telephone, facsimile transmittal, or electronic mail. [Rule 62-213.440, F.A.C.; and, Permit Nos. 0250003-
006-(PSD-FL-338) & 024-AC (PSD-FL-338B)]

Monitoring of Operations

A.14. Monitoring of Capacity. The permittee shall monitor and record the operating rate of each gas turbine
and HRSG duct burner system on a daily average basis, considering the number of hours of operation during
each day (including the times of startup, shutdown and malfunction). Such monitoring shall be made using a
monitoring component of the CEM system required above, or by monitoring daily rates of consumption and
heat content of each allowable fuel in accordance with the provisions of 40 CFR 75 Appendix D. [Rules 62-
212.400(BACT) & 62-213.440, F.A.C.; and, Permit No. 0250003-006 (PSD-FL-338)]

A.15. Ammonia Monitoring Requirements. In accordance with the manufacturer’s specifications, the permittee
shall calibrate, operate and maintain an ammonia flow meter to measure and record the ammonia injection
rate to the SCR system. The permittee shall document and periodically update the general range of ammonia
flow rates required to meet permitted emissions levels over the range of load conditions allowed by this
permit by comparing NOx emissions recorded by the CEM system with ammonia flow rates recorded using
the ammonia flow meter. During NOx monitor downtimes or malfunctions, the permittee shall operate at the
ammonia flow rate and, as applicable for fuel oil firing, the water-to-fuel ratio, that are consistent with the
documented flow rate for the combustion turbine load condition. [Rules 62-212.400(BACT) & 62-213.440,
F.A.C.; and, Permit No. 0250003-006 (PSD-FL-338)]

Continuous Monitoring Requirements

A.16. Continuous Compliance. The permittee shall demonstrate continuous compliance with the 24-hour NOx
emissions standards based on data collected by the certified CEMS. The permittee shall demonstrate
compliance with the CO emissions standards by stack tests or based on data collected by an optional certified
CEMS. Within 45 days of conducting any Relative Accuracy Test Assessments (RATA) on a CEMS, the
permittee shall submit a report to the Compliance Authority summarizing results of the RATA. With
appropriate flow measurements (or fuel measurements and approved F-factors), CEMS data may be used to
demonstrate compliance with the CO and NOx mass rate emissions standards. Compliance with the CO
emission standards also serves as an indicator of efficient fuel combustion, which reduces emissions of
particulate matter and volatile organic compounds. The Department also reserves the right to use data from
the continuous monitoring record and from annual RATA tests to determine compliance with the short-term
CO and NOx limits for each method of operation given in Specific Condition A.5 above. [Rule 62-212.400
(PSD), F.A.C. and Permit No. 0250003-029-AC (PSD-FL-338D)]
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Al7.

Subsection A. Emissions Units 009 - 012

CEM Systems. The permittee shall calibrate, maintain, and operate continuous emission monitoring

systems (CEMS) to measure and record the emissions of CO (optional) and NOx from the combined cycle gas
turbine in a manner sufficient to demonstrate continuous compliance with the CEMS emission standards of
this section. Each monitoring system shall remain calibrated and properly maintained according to the
manufacturer’s specifications. Within one working day of discovering emissions in excess of a CO or NOx
standard (and subject to the specified averaging period), the permittee shall notify the Compliance Authority.

a.

CO Monitors (if used). The CO monitor shall be certified pursuant to 40 CFR 60, Appendix B,
Performance Specification 4 or 4A. Quality assurance procedures shall conform to the requirements of 40
CFR 60, Appendix F, or Part 75, and the Data Assessment Report of Section 7 shall be made each
calendar quarter, and reported semiannually to the Compliance Authority. The RATA tests required for
the CO monitor shall be performed using EPA Method 10 in Appendix A of 40 CFR 60 and shall be
based on a continuous sampling train. The CO monitor span values shall be set appropriately considering
the allowable methods of operation and corresponding emission standards.

NOx Monitors. Each NOx monitor shall be certified, operated, and maintained in accordance with the
requirements of 40 CFR 75. Record keeping and reporting shall be conducted pursuant to Subparts F and
G in 40 CFR 75. The RATA tests required for the NOx monitor shall be performed using EPA Method
20 or 7E in Appendix A of 40 CFR 60. In addition to the requirements of Appendix A of 40 CFR 75, the
NOx monitor span values shall be set appropriately considering the allowable methods of operation and
corresponding emission standards.

Diluent Monitors. The oxygen (O2) or carbon dioxide (CO2) content of the flue gas shall be monitored at
the location where CO and NOx are monitored to correct the measured emissions rates to 15% oxygen. If
a CO, monitor is installed, the oxygen content of the flue gas shall be calculated using F-factors that are
appropriate for the fuel fired. Each monitor shall comply with the performance and quality assurance
requirements of 40 CFR 75.

1-Hour Block Averages. Hourly average values shall begin at the top of each hour. Each hourly average
value shall be computed using at least one data point in each fifteen-minute quadrant of an hour, where
the unit combusted fuel during that quadrant of an hour. Notwithstanding this requirement, an hourly
value shall be computed from at least two data points separated by a minimum of 15 minutes (where the
unit operates for more than one quadrant of an hour). If less than two such data points are available, the
hourly average value is not valid. An hour in which any oil is fired is attributed towards compliance with
the permit standards for oil firing. The permittee shall use all valid measurements or data points collected
during an hour to calculate the hourly average values. The CEMS shall be designed and operated to
sample, analyze, and record data evenly spaced over an hour. If the CEMS measures concentration on a
wet basis, the CEM system shall include provisions to determine the moisture content of the exhaust gas
and an algorithm to enable correction of the monitoring results to a dry basis (0% moisture).
Alternatively, the owner or operator may develop through manual stack test measurements a curve of
moisture contents in the exhaust gas versus load for each allowable fuel, and use these typical values in an
algorithm to enable correction of the monitoring results to a dry basis (0% moisture). Final results of the
CEMS shall be expressed as ppmvd corrected to 15% oxygen. The CEMS shall be used to demonstrate
compliance with the CEMS emission standards for CO (optional) and NOx as specified in this permit.
For purposes of determining compliance with the CEMS emissions standards of this permit, missing (or
excluded) data shall not be substituted. Upon request by the Department, the CEMS emission rates shall
be corrected to 1SO conditions to demonstrate compliance with the applicable standards of 40 CFR 60,
Subpart KKKK.

24-hour Block Averages. A 24-hour block shall begin at midnight of each operating day and shall be
calculated from 24 consecutive hourly average emission rate values. If a unit operates less than 24 hours
during the block, the 24-hour block average shall be the average of available valid hourly average
emission rate values for the 24-hour block. For purposes of determining compliance with the 24-hour
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CEMS standards, missing (or excluded) data shall not be substituted. Instead, the 24-hour block average
shall be determined using the remaining hourly data in the 24-hour block. {Permitting Note: There may
be more than one 24-hour compliance demonstration required for CO and NOx emissions depending on
the use of alternate methods of operation}.

f. Data Exclusion. Each CEMS shall monitor and record emissions during all operations including episodes
of startup, shutdown, malfunction, fuel switches and DLN tuning. CEMS emissions data recorded during
some of these episodes may be excluded from the corresponding CEMS compliance demonstration
subject to the provisions of Specific Condition Nos. A.12 and A.13 of this permit. All periods of data
excluded shall be consecutive for each such episode. The permittee shall minimize the duration of data
excluded for such episodes to the extent practicable. Data recorded during such episodes shall not be
excluded if the episode was caused entirely or in part by poor maintenance, poor operation, or any other
equipment or process failure, which may reasonably be prevented. Best operational practices shall be
used to minimize hourly emissions that occur during such episodes. Emissions of any quantity or
duration that occur entirely or in part from poor maintenance, poor operation, or any other equipment or
process failure, which may reasonably be prevented, shall be prohibited.

g. Availability. Monitor availability for the CEMS shall be 95% or greater in any calendar quarter. The
quarterly permit excess emissions report shall be used to demonstrate monitor availability. In the event
95% availability is not achieved, the permittee shall provide the Department with a report identifying the
problems in achieving 95% availability and a plan of corrective actions that will be taken to achieve 95%
availability. The permittee shall implement the reported corrective actions within the next calendar
quarter. Failure to take corrective actions or continued failure to achieve the minimum monitor
availability shall be violations of this permit, except as otherwise authorized by the Department’s
Compliance Authority.

[Rules 62-4.070(3) & 62-212.400(BACT); and, Permit Nos. 0250003-006-(PSD-FL-338) & 029-AC (PSD-
FL-338D)]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

A.18. Test Methods. When required, tests shall be performed in accordance with the following reference
methods:

Method | Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content
7E Determination of Nitrogen Oxide Emissions from Stationary Sources
9 Visual Determination of the Opacity of Emissions from Stationary Sources
10 Determination of Carbon Monoxide Emissions from Stationary Sources
{Note: The method shall be based on a continuous sampling train.}
18 Measurement of Gaseous Organic Compound Emissions by Gas Chromatography
20 Determination of Nitrogen Oxides, Sulfur Dioxide and Diluent Emissions from Stationary
Gas Turbines
25A Method for Determining Gaseous Organic Concentrations (Flame lonization)
CTM-027 | Procedure for Collection and Analysis of Ammonia in Stationary Source
or EPA 320
Florida Power & Light Company Permit No. 0250003-030-AV
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Method | Description of Method and Comments

{Notes: This is an EPA conditional test method. The minimum detection limit shall be 1
ppm.}

Measurement of VVapor Phase Organic and Inorganic Emissions by Extractive

Fourier Transform Infrared (FTIR) Spectroscopy

Method CTM-027 is published on EPA’s Technology Transfer Network Web Site at
www.epa.gov/ttn/emc/ctm.html. The other methods listed above are described in Appendix A of 40 CFR 60,
adopted by reference in Rule 62-204.800, F.A.C. No other methods may be used unless prior written
approval is received from the Department. [Rules 62-204.800, F.A.C.; 40 CFR 60, Appendix A; and, Permit
Nos. 0250003-006-AC (PSD-FL-338) & 024-AC (PSD-FL-338B)]

A.19. Annual Compliance Tests. During each calendar year (January 1% to December 31%), each gas turbine
shall be tested to demonstrate compliance with the emission standards for visible emissions, CO (if a CO
CEMS is not used), and ammonia slip, subject to the following additional requirements:

a. CO emissions recorded by the CEMS (if used) shall be reported for the visible emissions observation
period.

b. Annual testing to determine the ammonia slip shall be conducted while firing the primary fuel. If the
tested ammonia slip rate for a gas turbine exceeds 5 ppmvd corrected to 15% oxygen when firing natural
gas during the annual test, the permittee shall:

(1) Begin testing and reporting the ammonia slip for each subsequent calendar quarter.

(2) Before the ammonia slip exceeds 7 ppmvd corrected to 15% oxygen, take corrective actions that
result in lowering the ammonia slip to less than 5 ppmvd corrected to 15% oxygen. Corrective
actions may include, but are not limited to, adding catalyst, replacing catalyst, or other SCR system
maintenance or repair.

(3) Test and demonstrate that the ammonia slip is no more than 5 ppmvd corrected to 15% oxygen
within 15 days after completing the corrective actions. After demonstrating that the ammonia slip
level is no more than 5 ppmvd corrected to 15% oxygen, testing and reporting shall resume on an
annual basis.

c. NOx emissions recorded by the CEMS shall be reported for each ammonia slip test run.

d. The Department may require the permittee to conduct additional tests after major replacement or major
repair of any air pollution control equipment, such as the SCR catalyst, DLN combustors, etc.

e. Annual CO stack testing shall be conducted under normal operating conditions, without firing the duct
burners. Annual compliance tests when firing distillate oil are not required for any CT that fires distillate
oil for less than 400 hours in the previous calendar year. Annual compliance tests for VOC emissions are
not required, if annual CO stack testing demonstrates compliance with the CO emission standards or if
CO is continuously monitored through CEMS. Compliance with the CO standards shall indicate efficient
combustion and low VOC emissions. The Department retains the right to require VOC testing if CO
limits are exceeded or for the reasons stated in Rule 62-297.310(7)(b), F.A.C. (Special Compliance
Tests).

[Rules 62-212.400 (PSD) & 62-297.310(8), F.A.C.; 40 CFR 60.8; and, Permit No. 0250003-029-AC (PSD-
FL-338D ]

A.20. Compliance Tests Prior To Renewal. Prior to permit renewal, compliance tests shall be performed for the
following pollutants: VE, CO, VOC (if the CO test indicates an exceedance of the CO standard), NOx (if
substitution with the 40 CFR 75 RATA is not performed) and ammonia. The permittee may submit the most
recent compliance test to satisfy this requirement, provided such test occurred within the term of the current
operating permit. [Rules 62-210.300(2)(a) & 62-297.310(8)(b), F.A.C.; and, Permit No. 0250003-024-AC
(PSD-FL338B)]
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A.21. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

Records and Reports

A.22. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Excess Emissions from Malfunctions Quarterly, if requested A.25
Exceedance of SIP Standards Semiannually A.26
NSPS Emissions Report Semiannually A.27
Actual Emissions Report Annually A.28

[Rule 62-213.440(1)(b), F.A.C]

A.23. Monthly Operations Summary. By the fifth calendar day of each month, the permittee shall record the
following for each fuel in a written or electronic log for each gas turbine for the previous month of operation:
fuel consumption, hours of operation, hours of power augmentation, hours of peaking, hours of duct firing,
and the updated 12-month rolling totals for each. Information recorded and stored as an electronic file shall
be available for inspection and printing within at least three days of a request by the Department. The fuel
consumption shall be monitored in accordance with the provisions of 40 CFR 75 Appendix D. [Rules 62-
212.400(BACT) & 62-213.440, F.A.C.; and, Permit No. 0250003-006-AC (PSD-FL-338)]

A.24. Fuel Sulfur Records. The permittee shall demonstrate compliance with the fuel sulfur limits specified in
this permit by maintaining the following records of the sulfur contents.

a. Compliance with the fuel sulfur limit for natural gas shall be demonstrated by keeping reports obtained
from the vendor indicating the average sulfur content of the natural gas being supplied from the pipeline
for each month of operation. Methods for determining the sulfur content of the natural gas shall be
ASTM methods D4084-82, D4468-85, D5504-01, D6228-98 and D6667-01, D3246-81 or more recent
versions.

b. Compliance with the distillate fuel oil sulfur limit shall be demonstrated by taking a sample and analyzing
the sample for fuel sulfur. Sampling the fuel oil sulfur content shall be conducted in accordance with
ASTM D4057-88, Standard Practice for Manual Sampling of Petroleum and Petroleum Products, and one
of the following test methods for sulfur in petroleum products: ASTM methods D5453-00, D129-91,
D1552-90, D2622-94, or D4294-90. More recent versions of these methods may be used. For each fuel
delivery, the permittee shall maintain a permanent file of the certified fuel sulfur analysis from the fuel
vendor. At the request of a Compliance Authority, the permittee shall perform additional sampling and
analysis for the fuel sulfur content.

The above methods shall be used to determine the fuel sulfur content in conjunction with the provisions of 40
CFR 75 Appendix D.

[Rules 62-4.160(15) & 62-213.440, F.A.C.; and, Permit No. 0250003-006-AC (PSD-FL-338)]

A.25. Malfunction Notification. Within one working day of a malfunction that causes emissions in excess of a
standard (subject to the specified averaging periods), the permittee shall notify the Compliance Authority.
The notification shall include a preliminary report of: the nature, extent, and duration of the emissions; the
probable cause of the emissions; and the actions taken to correct the problem. If requested by the Compliance
Authority, the permittee shall submit written quarterly reports summarizing the malfunctions. [Rule 62-
210.700(5), F.A.C. and Permit No. 0250003-006-AC (PSD-FL-338)]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

A.26.

Subsection A. Emissions Units 009 - 012

Semi-Annual Excess Emission Report. Within 60 days following the end of each calendar semi-annual

period, the permittee shall submit each excess emissions report to the Compliance Authority summarizing
periods of CO and NOx emissions in excess of the permit standards (BACT, SIP and NSPS). The NSPS
required excess emissions report should follow the NSPS format provided in Figure 1, Summary Report -
Gaseous and Opacity Excess Emission and Monitoring System Performance, attached to this permit.

a.

For purposes of reporting emissions in excess of NSPS Subpart KKKK, a “4-hour rolling average NOx
emission rate” is the arithmetic average of the average NOx emission rate in ppm or ng/J (Ib/MWh)
measured by the continuous emission monitoring equipment for a given hour and the three unit operating
hour average NOx emission rates immediately preceding that unit operating hour. Calculate the rolling
average if a valid NOx emission rate is obtained for at least 3 of the 4 hours. For the purposes of this
subpart, a “30-day rolling average NOx emission rate” is the arithmetic average of all hourly NOx
emission data in ppm or ng/J (Ib/MWh) measured by the continuous emission monitoring equipment for a
given day and the twenty-nine unit operating days immediately preceding that unit operating day. A new
30-day average is calculated each unit operating day as the average of all hourly NOx emissions rates for
the preceding 30 unit operating days if a valid NOx emission rate is obtained for at least 75 percent of all
operating hours.

Such information shall be summarized for all exceedances including startups, shutdowns, malfunctions,
and major tuning sessions. In addition, each report shall summarize the CEMS systems monitor
availability for the previous semi-annual period.

[Rules 62-4.130 & 62-204.800, F.A.C.; 40 CFR 60.7 & 60.4375; and, Permit No. 0250003-029-AC (PSD-FL-
338D)]

A.27.

Semi-Annual NSPS Excess Emissions Report: The submittal of the semi-annual Excess Emission

Reports shall constitute compliance with the requirements of 40 CFR 60.7(d) for the submittal of Semiannual
Excess Emissions Report.
[40 CFR 60.7(c), 60.7(d) & 60.4375; and, Permit No. 0250003-029-AC (PSD-FL-338D)]

A.28.

Actual Emissions Reporting. Permit 0250003-024-AC is based on an analysis that compared baseline

actual emissions with projected actual emissions and avoided the requirements of subsection 62-212.400(4)
through (12), F.A.C. for several pollutants. Therefore, pursuant to Rule 62-212.300(1)(e), F.A.C., the
permittee is subject to the following monitoring, reporting and recordkeeping provisions.

a.

d.

The permittee shall monitor the emissions of any PSD pollutant that the Department identifies could

increase as a result of the construction or modification and that is emitted by any emissions unit that could

be affected; and, using the most reliable information available, calculate and maintain a record of the

annual emissions, in tons per year on a calendar year basis, for a period of 5 years following resumption

of regular operations after the change. Emissions shall be computed in accordance with the provisions in

Rule 62-210.370, F.A.C., which are provided in Appendix TV (Condition TV31.) of this permit.

The permittee shall report to the Department within 60 days after the end of each calendar year during the

5-year period setting out the unit’s annual emissions during the calendar year that preceded submission of

the report. The report shall contain the following:

(1) The name, address and telephone number of the owner or operator of the major stationary source;

(2) The annual emissions calculations pursuant to the provisions of 62-210.370, F.A.C., which are
provided in Appendix TV of this permit;

(3) If the emissions differ from the preconstruction projection, an explanation as to why there is a
difference; and

(4) Any other information that the owner or operator wishes to include in the report.

The information required to be documented and maintained pursuant to subparagraphs 62-212.300(1)(e)1

and 2, F.A.C., shall be submitted to the Department, which shall make it available for review to the

general public.

For this project, the permittee estimated the following baseline actual emissions: 30.44 tons/year of CO;
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 009 - 012

183.15 tons/year of NOx; 13.91 tons/year of SO,; 14.13 tons/year of VOC; 0.94 tons/year of PM/PMyg;
and 2.13 tons/year of sulfuric acid mist (SAM).

e. The Department has identified NOx and CO as the only PSD-pollutants that could reasonably increase as
a result of this modification. The permittee shall use the installed CEMS to determine and report the
actual annual emissions of NOx and EPA Method 10 stack testing to determine and report the actual
annual emissions of CO for the purpose of comparisons with baseline actual emissions. The required CO
stack testing for the actual emissions report shall be conducted at normal operating conditions, without
firing the duct burners.

{Permitting Note: Continuous compliance with the NOx standards will be demonstrated by CEMS. Other
required stack tests may be conducted during the next scheduled period in accordance with existing permit
conditions.}

[Rules 62-210.370 & 62-212.300(1)(e), F.A.C.; and, Permit No. 0250003-029-AC (PSD-FL-338D)]
Other Requirements

A.29. BACT Determinations. Determinations of the Best Available Control Technology (BACT) were made
for carbon monoxide (CO), nitrogen oxides (NOx), particulate matter (PM/PMio), sulfuric acid mist (SAM),
sulfur dioxide (SO2) and volatile organic compounds (VOC). See Specific Condition A.5 of this permit for a
summary of the BACT determinations. [Rule 62-212.400(BACT), F.A.C. and Permit No. 0250003-006-AC
(PSD-FL-338)]

A.30. NSPS 40 CFR 60 Requirements — Subpart KKKK: Except as otherwise provided in this permit, these
emissions units shall comply with all applicable requirements of 40 CFR 60, Subpart KKKK - Standards of
Performance for Stationary Gas Turbines and Subpart A - General Provisions, which have been adopted by
reference in Rule 62-204.800(8)(b)83., F.A.C. These emissions units shall comply with Appendix NSPS 40
CFR 60, Subpart KKKK included with this permit. [Rule 62-204.800(8)(b)(84), F.A.C.; and NSPS 40 CFR
60, Subparts A and KKKK]

A.31. NESHAP 40 CFR 63 Requirements - Subpart YYYY. Except as otherwise provided in this permit, these
emissions units shall comply with all applicable requirements of 40 CFR 63, Subpart A and Subpart YYYY -
National Emissions Standards for Hazardous Air Pollutants for Stationary Combustion Turbines, which have
been adopted by reference in Rule 62-204.800(11)(b)81., F.A.C., except that the Secretary is not the
Administrator for purposes of 40 CFR 63.6170(c)(1) through (5). These emissions units shall comply with
Appendix NESHAP 40 CFR 63 Subpart YYYY included with this permit. [Rule 62-204.800(11)(b)81,
F.A.C.; and NESHAP 40 CFR 63, Subparts Aand YYYY.]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 013

The specific conditions in this section apply to the following emissions unit:

EU No. | Brief Description

013 | One distillate fuel oil storage tank for Unit 5 gas turbines (approximately 4.2 million gallons)

This emissions unit consists of one 4.2-million-gallon fuel oil tank that serves Unit 5. This unit commenced
operation in May 2007.

{Permitting Note: This unit is regulated under Miami-Dade County Code Section 24-41.6 (Storage and Handling
of Petroleum Products) and Rules 62-212.400(BACT) and 62-213.440, F.A.C.}

NSPS Applicability

B.1.  NSPS Subpart Kb Applicability. The distillate fuel oil tanks are not subject to Subpart Kb, which applies
to any storage tank with a capacity greater than or equal to 10,300 gallons (40 cubic meters) that is used to
store volatile organic liquids for which construction, reconstruction, or modification is commenced after July
23,1984. Tanks with a capacity greater than or equal to 40,000 gallons (151 cubic meters) storing a liquid
with a maximum true vapor pressure less than 3.5 kPa are exempt from the General Provisions (40 CFR 60,
Subpart A) and from the provisions of NSPS Subpart Kb, except for the record keeping requirements
specified below. [Rule 62-204.800(8)(b), F.A.C.; 40 CFR 60.110b(a) & (b); Miami-Dade County Code
Section 24-41.6; and, Permit No. 0250003-006-AC (PSD-FL-338)]

Equipment Specifications

B.2.  Equipment. The permittee is authorized to operate and maintain one 4.3-million-gallon distillate fuel oil
storage tank designed to provide ultra-low sulfur fuel oil to the Unit 5 gas turbines. [Permit No. 0250003-
006-AC (PSD-FL-338)]

Emissions and Performance Requirements

B.3.  Hours of Operation. The hours of operation are not restricted (8,760 hours per year). [Rule 62-
210.200(PTE), F.A.C. and Permit No. 0250003-006-AC (PSD-FL-338)]

Notification, Reporting and Records

B.4.  Oil Tank Records. The permittee shall keep readily accessible records showing the dimension of the
storage vessel and an analysis showing the capacity of the storage vessel. Records shall be retained for the
life of the facility. The permittee shall also keep records sufficient to determine the annual throughput of
distillate fuel oil for each storage tank for use in the Annual Operating Report. [Rules 62-204.800(8)(b)18 &
62-213.440, F.A.C.; 40 CFR 60.116b(a) & (b); and, Permit No. 0250003-006-AC (PSD-FL-338)]

B.5.  Fuel Oil Records. The permittee shall keep readily accessible records showing the maximum true vapor
pressure of the stored liquid. The maximum true vapor pressure shall be less than 3.5 kPa. Compliance with
this condition may be demonstrated by using the information from the respective MSDS for the ultra-low
sulfur fuel oil(s) stored in the tanks. [Rule 62-213.440, F.A.C. and Permit No. 0250003-006-AC (PSD-FL-
338)]

{Permitting Note: An evaluation of several Material Safety Data Sheets (MSDS) by the Department and
applicant demonstrated that the vapor pressure is much less than 3.5 kPa for ultralow sulfur fuel oil .}

B.6.0ther Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Emissions Unit 014

The specific conditions in this section apply to the following emissions unit:
EU No. | Brief Description
014 ]| One 24-cell mechanical draft cooling tower

This emissions unit consists of one 24-cell mechanical draft cooling tower that serves Unit 5. This unit
commenced operation in May 2007.

{Permitting Note: This unit is regulated under Rule 62-212.400(BACT), F.A.C. and Air Construction Permit
No0.0250003-006-AC (PSD-FL-338)}

Equipment Specifications

C.1. Cooling Tower. The permittee is authorized to operate one new 24-cell mechanical draft cooling tower
with the following nominal design characteristics: a circulating water flow rate of 306,000 gallons per minute
(gpm); design hot/cold water temperatures of 105° F/87° F; a design air flow rate of 1,500,000 per cell; a
liquid-to-gas air flow ratio of 1.045; and drift eliminators. [Permit No. 0250003-006-AC (PSD-FL-338)]

Emissions and Performance Requirements

C.2.  Hours of Operation. The hours of operation are not restricted (8,760 hours per year). [Rule 62-
210.200(PTE), F.A.C.]

C.3.  Drift Rate. The specified drift rate shall not exceed 0.0005 percent of the circulating water flow rate.
[Rule 62-212.400(BACT), F.A.C. and Permit No. 0250003-006-AC (PSD-FL-338)]

{Permitting Note: This work practice standard is established as BACT for PM/PM1, emissions from the
cooling tower. Based on this design criteria, potential emissions are expected to be less than 100 tons of PM
per year and less than 5 tons of PMyg per year. Actual emissions are expected be lower than these rates.}

C.4. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 025

The specific conditions in this section apply to the following emissions unit:

ID No. Emission Unit Description

025 One 275 HP (205 kW) Emergency Diesel Fire Pump

Emissions Unit 025 consists of a diesel engine-driven emergency fire pump. This engine fires ultra-low sulfur
diesel fuel.

The following table provides important details for this engine:

Engine Engine Date of Displacement Engine
Identification Brake HP Manufacture Model Year liters/cylinder (l/c) | Manufacturer Model No.
Emergency Fire John Deere/ Gzr;i:::or
gency 275 Nov 30, 2004 2004 1.35 Clarke
Pump JW6H-UF30 RGGO081A
169706

{Permitting Notes: This compression ignition reciprocating internal combustion engine (ClI RICE) is requlated
under 40 CFR 63, Subpart ZZZZ, National Emissions Standards for Hazardous Air Pollutants for Stationary
Reciprocating Internal Combustion Engines (RICE) adopted in Rule 62.204.800(11)(b), F.A.C. This permit
section addresses an “existing” emergency stationary Cl RICE fire pump engine less than or equal to 500 HP
with a displacement of less than 10 liters per cylinder that is located at a major source of HAPs and has
commenced construction before 6/12/2006; and, it has not been modified or reconstructed after this date.

Pursuant to Subpart I111, NSPS for Stationary Compression Ignition RICE, this is an “existing’ emergency engine
that commenced construction (ordered) before 7/11/2005 and has not been modified or reconstructed after
7/11/2005. Therefore, it is not subject to Subpart I111. As an emergency use engine, this unit is not subject to the
VOC and NOx RACT requirements contained in Rules 62-296.500 & 570, F.A.C.}

Essential Potential to Emit (PTE) Parameters

D.1. Hours of Operation.

a.

b.

Emergency Situations. There is no time limit on the use of emergency stationary RICE in emergency
situations. [40 CFR 63.6640(f)(1)]

Maintenance and Testing. This engine is authorized to operate for the purpose of maintenance checks
and readiness testing, provided that the tests are recommended by federal, state or local government, the
manufacturer, the vendor, or the insurance company associated with the engine. Operation for
maintenance checks and readiness testing is limited to 100 hours/year. [40 CFR 63.6640(f)(2)(i)]
Non-emergency Situations. This engine is authorized to operate up to 50 hours/year in non-emergency
situations, but those 50 hours are counted towards the 100 hours/year provided for maintenance and
testing. [40 CFR 63.6640(f)(3)]

Emission Limitations and Operating Requirements

D.2.

a.

b.

Work or Management Practice Standards.

Oil. Change oil and filter every 500 hours of operation or annually, whichever comes first. [40 CFR
63.6602 & Table 2c.1.a.]

Air Cleaner. Inspect air cleaner every 1,000 hours of operation or annually, whichever comes first, and
replace as necessary. [40 CFR 63.6602 & Table 2c.1.b.]

Hoses and Belts. Inspect all hoses and belts every 500 hours of operation or annually, whichever comes
first, and replace as necessary. [40 CFR 63.6602 & Table 2c.1.c.]

Operation and Maintenance. Operate and maintain the stationary RICE according to the manufacturer's
emission-related operation and maintenance instructions or develop and follow your own maintenance
plan which must provide, to the extent practicable for the maintenance and operation of the engine in a
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 025

manner consistent with good air pollution control practice for minimizing emissions. [40 CFR 63.6625(e)
& Table 6.9.].

e. Engine Startup. During periods of startup the owner or operator must minimize the engine's time spent at
idle and minimize the engine's startup time to a period needed for appropriate and safe loading of the
engine, not to exceed 30 minutes. [40 CFR 63.6625(h)]

f.  Oil Analysis. The owner or operator has the option of using oil analysis to extend the oil change
requirement. The oil analysis must be performed at the same frequency specified for changing the oil in
paragraph a., of this condition. The analysis program must at a minimum analyze the following three
parameters: Total Base Number, viscosity, and percent water content. The condemning limits for these
parameters are as follows: Total Base Number is less than 30% of the Total Base Number of the oil when
new; viscosity of the oil has changed by more than 20% from the viscosity of the oil when new; or
percent water content (by volume) is greater than 0.5. If all of these condemning limits are not exceeded,
the engine owner or operator is not required to change the oil. If any of the limits are exceeded, the
engine owner or operator must change the oil within 2 days of receiving the results of the analysis; if the
engine is not in operation when the results of the analysis are received, the engine owner or operator must
change the oil within 2 days or before commencing operation, whichever is later. The owner or operator
must keep records of the parameters that are analyzed as part of the program, the results of the analysis,
and the oil changes for the engine. The analysis program must be part of the maintenance plan for the
engine. [40 CFR 63.6625(i)]

Monitoring of Operations

D.3. Hour Meter. The owner or operator must install a non-resettable hour meter if one is not already installed.
[40 CFR 63.6625(f)]

Compliance

D.4. Continuous Compliance. Each unit shall be in compliance with the operating standards in this section at
all times. [40 CFR 63.6605(a)]

D.5. Operation and Maintenance of Equipment. At all times the owner or operator must operate and maintain,
any affected source, including associated air pollution control equipment and monitoring equipment, in a
manner consistent with safety and good air pollution control practices for minimizing emissions.
Determination of whether such operation and maintenance procedures are being used will be based on
information available to the compliance authority which may include, but is not limited to, monitoring results,
review of operation and maintenance procedures, review of operation and maintenance records, and
inspection of the source. [40 CFR 63.6605(b)]

Recordkeeping and Reporting Requirements

D.6.  Naotification, Performance and Compliance Records. The owner or operator must keep:

a. A copy of each notification and report that the owner or operator submitted to comply with this section,
including all documentation supporting any Initial Notification or Notification of Compliance Status that
the owner or operator submitted.

b. Records of the occurrence and duration of each malfunction of operation.

Records of all required maintenance performed on the hour meter.

d. Records of actions taken during periods of malfunction to minimize emissions in accordance with
Specific Condition D.5, including corrective actions to restore malfunctioning process and monitoring
equipment to its normal or usual manner of operation.

e. Records of the actions required in specific condition D.2.d. to show continuous compliance with each
emission limitation or operating requirement.

f.  Records of the Work or Management Practice Standards specified in Specific Condition D.2.

134
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 025

g. Records of the maintenance conducted in order to demonstrate that the RICE was operated and
maintained according to your own maintenance plan.

h. Records of the hours of operation of the engine that is recorded through the non-resettable hour meter.
The owner or operator must document how many hours are spent for emergency operation including what
classified the operation as emergency and how many hours are spent for non-emergency operation. If the
engines are used for emergency demand response operation or for periods of voltage or frequency
deviations, the owner or operator must keep records of the notification of the emergency situation, and the
time of engine operation for these purposes.

[40 CFR 63.6655]

D.7.  Record Retention.
a. The owner or operator must keep records in a suitable and readily available form for expeditious reviews.
b. The owner or operator must keep each record readily accessible in hard copy or electronic form for at
least 5 years after the date of each occurrence, measurement, maintenance, corrective action, report, or
record.
[40 CFR 63.6660 and 40 CFR 63.10(b)(1)]

D.8.  Delay of Performing Work Practice Requirements. If an emergency engine is operating during an
emergency and it is not possible to shut down the engine in order to perform the work practice requirements
on the schedule required in specific condition D.2. of this section, or if performing the work practice on the
required schedule would otherwise pose an unacceptable risk under Federal, State, or local law, the work
practice can be delayed until the emergency is over or the unacceptable risk under Federal, State, or local law
has abated. The work practice should be performed as soon as practicable after the emergency has ended or
the unacceptable risk under Federal, State, or local law has abated. Sources must report any failure to perform
the work practice on the schedule required and the Federal, State or local law under which the risk was
deemed unacceptable. [40 CFR 63, Subpart ZZZZ, Table 2c, footnote 1]

Other Federal Requirements

D.9. 40 CFR 63 Subpart A - General Provisions. The owner or operator shall comply with the following
applicable requirements of 40 CFR 63 Subpart A - General Provisions, which have been adopted by reference
in Rule 62-204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40
CFR 63.5(e), 40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40
CFR 63.14. Link to 40 CFR 63, Subpart A - General Provisions

General Provisions Citation Subject of Citation
863.1 General applicability of the General Provisions
863.2 Definitions (Additional terms defined in §63.6675)
863.3 Units and abbreviations
863.4 Prohibited activities and circumvention
863.5 Construction and reconstruction
§63.6(a) Applicability
863.9(a) Applicability and State delegation of notification requirements
863.9(b)(1)—(5) Initial notifications (Except that 863.9(b)(3) is reserved)
863.9(i) Adjustment of submittal deadlines
863.9()) Change in previous information
863.10(a) Administrative provisions for recordkeeping/reporting
§63.10(b)(1) Record retention
§63.10(b)(2)(vi)—(xi) Records
863.10(b)(2)(xii) Record when under waiver
863.10(b)(2)(xiv) Records of supporting documentation
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection D. Emissions Unit 025

General Provisions Citation Subject of Citation
863.10(b)(3) Records of applicability determination
863.10(d)(1) General reporting requirements

863.10(f) Waiver for recordkeeping/reporting
863.12 State authority and delegations
§63.13 Addresses
863.14 Incorporation by reference
863.15 Availability of information
[40 CFR 63.6665]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection E. Emissions Unit 026

The specific conditions in this section apply to the following emissions unit:

ID No. Emission Unit Description

026 Two 25 kW (33 HP) Emergency Hurricane Shelter Spark Ignition Engines

This emissions unit consists of two emergency spark ignition (SI) four-stroke lean burn (4SLB) engines, each
with a maximum engine power of 33 HP. These engines are fueled by liquefied petroleum gas (LPG). These
units are equipped with lean burn combustion technology to reduce nitrogen oxides (NOx) emissions. The total
displacement of each engine is 1.6 liters.

The following table provides important details for these emissions units:

Engine Engine Date Model “thg/icimgzlt, Engine Generator Serial
Identification Power | Constructed Year (I/)(l:) Manufacturer No.
Ordered
Shelter 1 33 HP 7/9/2010 2010 04 Generac by 5952961
Shelter 2 25 kw Installed ) Guardian 5952961
9/1/2010

{Permitting Note: These spark ignition (SI) four-stroke lean burn (4SLB) internal combustion engines (Sl ICE)
are requlated under 40 CFR Part 60 Subpart JJJJ — Standards of Performance for Stationary Spark Ignition
Internal Combustion Engines adopted by reference in Rule 62.204.800(8)(b), F.A.C. Pursuant to Subpart JJJJ,
these are two ““new” emergency stationary hurricane shelter engines, each with an engine power greater than 19
kW (25HP) and less than 75 kW (100 HP), with a displacement of less than 10 liters per cylinder, and that are
located at a major source of HAPs. Construction commenced (ordered) on these engines after January 1, 20009.

Pursuant to Subpart ZZZZ, these are two “new” 4SLB emergency stationary SI RICE engines with a site rating of
less than 250 brake HP located at a major source of HAP that commenced construction after December 19, 2002.
In accordance with 40 CFR 63.6590(c) (3), these engines meet the requirements of Subpart ZZZZ by meeting the
requirements of 40 CFR 60 Subpart JJJJ. As emergency use engines, these emission units are not subject to the
VOC and NOx RACT requirements contained in Rules 62-296.500 & 570, F.A.C

Essential Potential to Emit (PTE) Parameters

E.1.  Authorized Fuel. These Stationary Spark Ignition Internal Combustion Engines (SI-ICE) are fueled by
LPG (propane). [Application No. 0250003-030-AV]

E.2.  Restricted Hours of Operation.

a. Maintenance and Testing. This engine is authorized to operate for the purpose of maintenance checks
and readiness testing, provided that the tests are recommended by federal, state, or local government, the
manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and
readiness testing of such units is limited to 100 hours per year.

b. Emergency Situations. There is no time limit on the use of emergency stationary RICE in emergency
situations.

c. Non-emergency Situations. This engine may operate up to 50 hours per year in non-emergency situations,
but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing.

[40 CFR 60.4243(d)]

Emissions Standards

E.3. NOx+ HC Emissions. Emissions of NOx plus hydrocarbons (HC) shall not exceed 10 grams per horse
power hour (g/HP-hr). [40 CFR 60.4233 & 40 CFR 90]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection E. Emissions Unit 026

E.4. CO Emissions. Carbon monoxide (CO) emissions shall not exceed 387 g/HP-hr. [40 CFR 60.4233 & 40
CFR 90]

Monitoring Requirements

E.5.  Hour Meter. You must operate and maintain non-resettable hour meters on these engines. [40 CFR
60.4237]

Testing and Compliance Requirements

E.6. Compliance Requirements. Because these engines were certified to meet the emissions standards
specified in Specific Conditions E.3. and E.4. at the time of purchase, you must demonstrate compliance
according to the methods specified in paragraphs a and b, below.

a. Certified Engine Operated According to Manufacturer. If you operate and maintain the certified
stationary Sl internal combustion engine and control device according to the manufacturer's emission-
related written instructions, you must keep records of conducted maintenance to demonstrate compliance,
but no performance testing is required if you are an owner or operator. You must also meet the
requirements as specified in 40 CFR part 1068, subparts A through D, as they apply to you. If you adjust
engine settings according to and consistent with the manufacturer's instructions, your stationary Sl
internal combustion engine will not be considered out of compliance. Link to 40 CFR 1068

b. Certified Engine Not Operated According to Manufacturer. If you do not operate and maintain the
certified stationary Sl internal combustion engine and control device according to the manufacturer's
emission-related written instructions, your engine will be considered a non-certified engine, and you must
demonstrate compliance as follows: You must keep a maintenance plan and records of conducted
maintenance to demonstrate compliance and must, to the extent practicable, maintain and operate the
engine in a manner consistent with good air pollution control practice for minimizing emissions, but no
performance testing is required.

[40 CFR 60.4243]

Notification, Records and Reports

E.7.  Hours of Operation Records. The owner or operator must keep records of the hours of operation of the
engine that is recorded through the non-resettable hour meter and must document how many hours are spent
for emergency operation, including what classified the operation as emergency and how many hours are spent
for non-emergency operation. [40 CFR 60.4245(b)]

E.8.  Maintenance Records. To demonstrate conformance with the manufacturer’s written instructions for
maintaining the certified engine, the owner and operator must keep records of the following information:

a. Notifications. All notifications submitted to comply with40 CFR 60, Subpart JJJJ, as specified in this
subsection of the permit, and all documentation supporting any notification.

b. Manufacturer Data. Engine manufacturer data indicating compliance with the standards.

c. Manufacturer Instructions. A copy of the manufacturer’s written instructions for operation and
maintenance of the certified engine.

b. Maintenance Log. Maintenance conducted on the engine. A written maintenance log detailing the date
and type of maintenance performed on the engine, as well as any deviations from the manufacturer’s
written instructions.

c. Manufacturer Certification Documentation. If the emissions unit is a certified engine, documentation
from the manufacturer that the engine is certified to meet the emission standards and information as
required in 40 CFR parts 90, 1048, 1054, and 1060, as applicable.

d. Documentation showing Compliance with Standards. If the SI ICE is not a certified engine or is a
certified engine operating in a non-certified manner and subject to Condition A.7.a.(2), documentation
that the engine meets the emission standards.

[Rule 62-213.440(1), F.A.C., and 40 CFR 60.4245(a)]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection E. Emissions Unit 026

E.9.  Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional

reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

General Provisions

E.10. 40 CFR 60 Subpart A, General Provisions. The owner or operator shall comply with the applicable

requirements of 40 CFR 60 Subpart A, General Provisions, as specified below.
Link to Subpart A and Link to Subpart JJJJ

Genera_ll provisions Subiject of citation Explanation
citation
§860.1 General applicability of the General Provisions
8 60.2 Definitions Additional terms defined in §
60.4248.
§60.3 Units and abbreviations
§60.4 Address
860.5 Determination of construction or modification
§ 60.6 Review of plans
8 60.7 Notification and Recordkeeping Except that 8§ 60.7 only applies
as specified in § 60.4245.
§60.9 Availability of information
§60.10 State Authority
§60.11 Compliance with standards and maintenance [Requirements are specified in
requirements subpart JJJJ.
860.12 Circumvention
860.14 Modification
860.15 Reconstruction
§ 60.16 Priority list
8 60.17 Incorporations by reference
§60.19 General notification and reporting requirements

[40 CFR 60.4245 (a)]
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SECTION IV. ACID RAIN PART.
Federal Acid Rain Provisions

Operated by: Florida Power and Light Company
ORIS Code: 000621

The emissions units listed below are regulated under Acid Rain, Phase I1.

E.U.

ID No.
009 Unit 5A gas turbine with supplementary-fired heat recovery steam generator
010 Unit 5B gas turbine with supplementary-fired heat recovery steam generator
011 Unit 5C gas turbine with supplementary-fired heat recovery steam generator
012 Unit 5D gas turbine with supplementary-fired heat recovery steam generator

A.l.  ThePhase Il Acid Rain Part application submitted for this facility, as approved by the Department, is a part
of this permit. The owners and operators of these Phase Il acid rain units must comply with the standard
requirements and special provisions set forth in the application listed below:

a. DEP Form No. 62-210.900(1)(a), dated 04/25/2018, received 05/18/2018.
[Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

A.2.  Sulfur Dioxide (SO,) Emission Allowances. SO emissions from sources subject to the Federal Acid Rain
Program (Title V) shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain
Program. Allowances shall not be used to demonstrate compliance with a non-Title IV applicable requirement
of the Act.

a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision
pursuant to Rule 62-213.400(3), F.A.C.

b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain
Program.

c. Allowances shall be accounted for under the Federal Acid Rain Program.

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C]

A.3.  Comments, Notes, and Justifications: None.

Brief Description
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SECTION 1V. ACID RAIN PART.

Federal Acid Rain Provisions

Acid Rain Part Application

Far mone infermation, see instructions and refer ta 400 CFR 72,00, 72,31, and 74, and Chapter §2-214, F.AC,

This submission i L1 Mew O Revisad X Renawal
STEP § e _]
ldentify the source | 0naazd |
by pﬁ: name, Plant nama ; TURKEY POINT Siate Florida | ORIS/Plant Code |
state, and ORIS
ar plant code,
STEP 2 B b C g o
Enter the unit ID#
for every Acid Rain Unil 1DW 50 Opt Linit wil Mew or 503 Ogl- 5 tin Uil
unit at the Acid Rain i ng"!':\?‘l:-m Eld';' W urun"; Oaglsine | Nesw or 50% Oplsin 5
Source in column allewancas Manifor
g (Yesorbg) | in eccodance Commeance Cartilication

with 40 CFR Opearation Dute Oaadline

If unit a SO; Opt-in 7281
unit, anter “yas" in
column “b". TPCTEA NO Yes
For naw units or TPCTER 214} Wes
50; Opt-in units,
entar the requastad TPETEC [ [e] hel
information in
columns "d” and TPCTED Wo | Wes I -
II“III

DEP Form Mo, G2-210,900(1){2) - Form

Effective: 31608 1
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SECTION 1V. ACID RAIN PART.

Federal Acid Rain Provisions

Flant Hame (from STEP 1} TURKEY POINT

STEP 3 Acld Rain Pan Reguirements.
(%) The designabed regeasanialiva of aech Add Rain aouce aod esech Acid Rain unil s the sourcs shall
Raad the il Submil a complets Acid Fain Parl application fincheding a complizncs plan} under 40 CFE Part 72 and Rulss 62-214, 320 and 320,
standard FA 5 In accondance with Ihe deadines spociied in Rule B2-214,320, FAC ] and
{1} Submd In a limedy mannar any supplemanial infemalion frad the DEF dedermines is recaesarn in andar o revies an Acld Raln Far
ragquiremernts. spplication and lssus o desy an Ackd Fain Parl;

12} The owners and operators of each Acid Rain souwos and sach Ackd Rain unkt at Ihe scurce shalt
i Oparala tha unl in complanca wilth A complaks Acid Rain Pai appicaiion or @ superasding Acid Rain Fan issusd by tha DEF; and
(i} Have & Acid Fain Parl

Moniloring Requirements.

1} The owrens and aperalws and, bo the exdent applicable, designaled nepresentalie of each &odd Rain soume and cach Acid Fain unt al the
source shall comply with the mosiloing mouisements as provided in 40 GFR, Pa 78, and Ruls 82274 420, F.AG

(2 The smissions measurernents recorded and reporisd in accondsmces with 40 CFR Part 73 shall bs wsed o determine cosmpliance by (he unt
with the Acid Rain emissions imiatians and emissicns reductian requiremnents far sulfur dicodde and nitrgen oddes under tha Ackd Rain
Frogeam.

(3 The requinereents of 40 CFR Part 75 zhall nol alisct the reapansibiity of the cwnens snd operators b manior emissions of clher polulants o
other amissions charactenstos at the unit under clher appicable requirements of the Act and alher provisions of the operating peemi for the

ANUTCE
(#) For spplications nchading & S0 Opk-in usil, 8 oslonng plan for each S0; Oplin usil must be submitled with s spplicalion puraus o 40
CFR Td.1d4dal. For renewal appicaions for 20 Opldn walls iInclude anupdated monborisg plan IF applicable under 40 CFR TE.E3(0)

Sulfur Dioicke: Requisenenls,
(1] T cemara and operaiors of each souma ared sach Ackd Fain unil sl e eourcs ghall:
iy Hold allowances, a= of the akrsance tansser deadline, in the unit's compliance subaccount (after deductions urder 40 CFR 723460, or
In e compllance Subacnount of anolher Acid Rain uni &t B sama sourcs 1o e exien] provided in 40 CFR 73,35[H3), nol ks than the
Iodal annual ermisdions of salur dicekds fior e previous calendar year iam he unil, ard
) Comply with the applicabls Acld Bsin amissions limitations for sulfur diosde.
(2] Each lon of sullur dizxede emitied in oxoass of S Add Raln amissions liritalicns For sallur dioskds shall corsiiuie & sepamia vioklbon of
1hia At
(1 AN Al Fsin unll ahall be aubjsct 1 1ha requiresnents undss’ paragraph (1) of the sullur diaxdds reqoiremenls g folows:

i} Starling .J||nu.:|'gI 1, 2000, &n Ackd Rain unk under 40 CFR TZ 002} or
0 Starng on tha lalar of Jaruaey 1, 3000, of e dasdiing far monilor ceriloation uader 40 CFR Parl 75, an Acid Rain unld undar 40 CFR

TEEE
[4) Allowarces shal be held in, deducied from, ar iransferred among Allowarce Tracking Systemn accounts in accordance with the Add Rain
Program.
(51 An allswancs shall rol be diduciad i ordesr ja comply with the requinsments under parsgraph (1) of fie sulfur dosise requinsmente pion b
Ihe calendar year for which the aliowanos was alooated.

1 An allcwance alloostod by ths Adminisraton under T Achd Rain Pregam s a imiked suthodzation s emil salur dinsde in accordancs with
Iha Aecid Ry Program, Mo prortaion of the Add Rain Progresn, B Ackd Fain Pad application, the &cd Rein Paf, or a0 ssemplion ander 4
CFR 727 or 2R and no povison of law shal bs constreed Bo imi the auihoriy of fe Unfled Sades 4o feeminale or et such oulhorizaiion.
[T An allowance allocated by the Adminlsiratonr under B Acid Raln Pregam does nel consiBule a property sight

. Thiaranes and cparalors of iha scurce and each Ackd Rein unil i the sourca shall comply wilh the
appicable Acld Rain emissions Imitaton for nEragen cxddes.

Excess Emissions Beguirements,

(1) The designated regeaseniaiboe of an Ackd Fain und thel hes eeoeas emisaiorn i sy calerdan year shall submil & proposed offsal plan, 89
required under 40 CFH Part 77,
[ Themwnies and oparators ol an 4¢3 Bain unl thal has a¥cass emisaions in any cakendar year shalt

M Pay wilhioil damand B penally required, a3 pay wpen demand B intenesl on thal panally, &2 nequired by 40 CFR Pan 77, and

[iy Comply wilh s bermz of an approved offset plan, &5 required by 40 GFR a7,

Recordkesping and Reporting Requirsmeanis,

[1) Urdess cthensse provided, thie owners and operaters of the sourca and aach &oid Raim unil & e souece: shall kesn on sBe al the source:
sach of Ihe Bilreing docarents B paiied of 5 years Tieim e dala the decumant i crested, This pedod may be axbersiad Tof cae, ol oy
time prios B the end of 5 pears, in writing by the EPA or the DEP:
{I} The cerificate of representation for the designated represeniadive for the sonsne and each Acdd Raln el al the source and all documents
That damonsieaka T oulh of the sisements in he canificala of represanialion, in scoondance with Fule 82-214.350, F.A.C ) provided hal
the corificals ard documents shall be refained on she at the sowes beyond such 6-year pesicd untll such doouments am superiaded
necause of tha submission of A nm cerifzate ol mpmsenalion changing B designalnd represantalive
i Al emisaiona moniedng mdormadion, in accondance wilth A0 CFR Pan TS, provided thal i the axiant thal 40 CFR Parl 75 proeides for &
S-year peiod for recordkssging, the Spear perdod shall apply;
(] Cops ol gl reports, complianos ceriicalions, and othar submissions and all records made o mguied nder e Ackd Aain Pragam;
and,

DEP Fairn Mo, 62-210.800( 1)) - Farm

Effective: 21604 2
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SECTION 1V. ACID RAIN PART.

STEP 3,
Continued.

STEP 4

For 50; Opt-in
units only.

In column “f antar
the unlt ID# for
every 50; Opt-in
unlt identified in
column “a” of
STEP 2.

For eolumn “g®
describe the
combustion unit
and attach
imformation and
diagrams on the
combustion unit's
econfiguration.

I column “h"
erter the hours,

Federal Acid Rain Provisions

Flari Mama (bom STEF 1) TURKEY POINT

Fecordkeaping and Reperting Requirements (cont)

(i} Coples of all domsmenis used to complete an Acld Rain Part applicaton and any ofer submission under te &dd Rain Progeam ar o
damonsirak compl wilh fhae requinsrenis of the Ackd Rain Frogram,

{2} The desigrated representaive of an Add Haln sowce and each Acid Rain unit al the source shall submi #e reports and complismce
cxrifcalors raquird under tha Aokd Rrin Progeam, Induding Fusa undés £0 CFR Par 72, Subpart | and 40 CFR Part 785.

L.ah. -!L!I

{1} Any person who knowingly violales any regunremenl of probibiiion of $ve Acd Rain Progees, & aimplete Acf Rain Pan application, &n Acid
Rain Par, or an exemgtion under 40 GFR T2.T or T2.E, including any requirement for the paymant of ary peralty ceed o the United Stales, shal
B subject bo enforcamant pursuant s section 113(c) of the At
[2} Any persan who knowing'y makas & false, malerisl siatemeet in any necaed, submissicn, arm*l ureder ihin Acid Fain Program sl ba
subject lo oominal enfiorcement pursuani ta secion 1130) of tha Aol and 18 LS. .10,
[ Mo permil revialon ahall axcuss any viclation of e requireenents of tha Ackd Rain Program that scows prior b0 the dale that e rewision
|nkes etecl
(4} Each Ackd Fain source and ssch Ackd Rain unlt shall maol the requirements of the Acd Rain Frogam.
5 Any provieion of P Scid Rain Frogram Bel applies o &n Acid Rain scurcs (nclucing 4 provision applicabia 1o ihe designated reprasanialhe
of & fond Rain source) shall S spphy 1o e owien and aperalon of 20 souics and of (he Acd Raim imnils &l lhe siie,
[8) Any proviskan of S Aod Rain Frogram el appiles o an Acd Rain unil Includng a provision applicabls o the desigrated represeniathe ol
an Az Fsdn unil) ahal ales apply o the penars ard opanabors of such unll. Excand &3 provided undar 40 CFR 7244 (Phase B repowaring
edension pansj and 43 CFR D611 (WO, aveaging plars), and axcapl with ragard i the reguinaments soplica b b unils with & common sack
under #0 CFR Part 76 (including 40 CFR 76.146, 7517, and 76.18), the ownens and operalors and the designaled represeniative of one Acid Rak
url shall nol b liabla e ang viokation by any olfes Acid Rain il of winich Tey ane mol of ppanatons of he designated representative and
that is lccated at a sourcs of which they are nol cwsers or operaiors o fe designaled s pessniative

1 Each winlalion of a provision of &0 GFR Pars 72, 73, 7d, 75, 78, 77, and 78 by an Acid Rain sowce or Aoid Rain unil, or by an owner or
aparalanar dasgnalad rapregenialive of Bach seurca o unil, shall ba a sepanata viokaSion of the Acl,

Effact on Other Authoriliss.

Mo prowsion of the Acid Rein Program, an Acid Fain Parl applicstion, an Acid Rain Pad, o an sxemplion usder 40 CFR T2 Ter T2LE ahal ba
corsiued a5

(1) Excaapt ai ecpraaehy prosided ie ke I of e &, axampling of ecduding tha owirs and opambena and, 10 e axiend appicatie, tha
designated repeasentative of an fckd Fain source or fcid Rain wnil from complisnce with any other proision of $s Acl, indudisg the provisions.
ol 1tia | of tha Act refating fo applcatie Nalional Amblent Ar Qually Standards or Slate iImplemeniation Mans;

[ Limifng tha number of alowancas & unit can held; previded, thal the rambsr of allswances hald Dy e wnll shall it affect the sowee's
obigation o comply with ary ofher provisions of Lhe Acl;

(3} Fequring a change of any kind In any state lrw reguiating alecinc wilty rates and chamges, afecling :|.|13.' slate law regarding such state
reguiaton, o imilisg such slsha regulalion, Including oy pnadance revies rquinemants under such siala law

4 Miodifying the Faderal Power At of alfecting the authorly of the Federsl Ensngy Roguksleny Commisaksn L||'|:1|3| Ihe Fedaral Power Acl; of,
{5 nberkaring wilh ar impalring any peogram for compeliive bidding for power supply In a state inwhich such program |s established,

f q b {not required for
renewal apolicatian}
Burmizer of hours wil
o ) aparated in the six
Unit |0 Dascripdion of tha combustian uni rranthe preceding (nitlal

applicatian

DEF Form Mo, 62-210,900{1)(a) - Form

Effective: 311688
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SECTION 1V. ACID RAIN PART.

Federal Acid Rain Provisions

Plant Mame {from STEF 1) TURKEY POINT
STEP S
i i k m n
For 80; Optin
units only.
Mot required for Cuirrani Current
mam;‘nfﬁ“ml ] , Actual S0 Allowabla 1585 Abowabila S0 Pramulgated
app B} Gusaline or Altarnative | Emisslons Rate 30;Emisslons | Emisslons Rate | 50; Emissicns
Wit D0 Epaaling undar under Bale under urdler Fals undar
In column “i* enter 40 CFR 74.20 40 CFR 74,22 A0 CFR 74.23 A0 CFR 74.24 40 CFR 74.25
the unit 1D for
avery §0: Opt-n {rnmEtwu) {bs/mmEte) {IbatmmBbu) fbafmmEtu) {loefmimiBlu}
unit identified in T
column “a” (and in
column “f).
Faor columnsa “*
through “n,” enter
the information
regulred under 40
CFR 74.20-74.25
and attach all
supporiing
documeantation
requlred by 40 CFR
T4.20-74.25.
STEP B A N the combuslion sounce seeks to qualify for a transler of allowances from the replacement of thermal energy, a
thamnal energy plan as provided in 40 CFR 74,47 for combustion sourcaes maust be sttached
_ B. A stalament whedhar he combustion unil was previously an alleclad unil under 40 CFR T4,
For 50 Opt-in C. A staternant that the combustion unit is not an affscted mmit under 40 GFR 72,6 and does nod have an
units only. evamplion under 40 GFR 72,7, 728, ar 72,14
D. Alach a complete compliance plan for 30; wunder 40 CFR 72.40
Attach additional E. The designated reprasentatve of the combustion unit shall submil a monitoring plan in accordance with 40
reqguirements, CFR 74.61. For renewal application, submil an updabed moniboring plan if applicable under 40 CFR 75.53(b).
certify and sign. F. Tha following statement must ba signad by the designatad reprasaniatiae or sltarnate dasipnated represanistive of
the combustion saurca: *| carlily that the data submilted undar 40 CFR Par 74, Subpart C, rellects aclual
aparations of he cormbustion source and has not bean adjusted in any way.”
Slgnature c&& K{,———"—' Dale 4. !,‘-‘_5 x (Fs}
STEF T Certification (for designated representative or alternate designated representative only)
Foad th | ar aulhorimed e makes this submission an Bedsll of e oweers and apeealon of P Acd Rain source or Acid Rain unils for which the sobmission
> e is made. | carliby under peraity of law that | have personally examined, and am familar with, the slalements and information sabmitied in this
certification document and all Bs afachments. Based on my Inguing of those individuats with peimany msgonsiily for aodaining ha idsnmasien, | canify thal the

statement; provide | saements and iderensiion ane o fe sl ol my knowliedge and belisd tus, scourals, sed complele. | am swees Fo fees e sigrifican| penalies
name, title, awner for submitiing false stabements and infamaltion or omitting reguired statements and information, induding the possiad ity of Sne or mprisonment.
cOMpany name,

phone, and e-mall Hame Christian Kiernan Title Director, Environmental Services, Power Genaration
sd?‘ma: sign, and and Alr Sectar
ate.

Cwiner Compeny Mama  Flosida Power & Light Company

Phone 561-681-2781 E-miall address: christianklernan@ipl.com

e ([ — e A15)18

DEP Feem Ma, 82-290,900(1)(a) - Forn

Effective: 1/16/4 4
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