                                                                                       August 27, 2004

Mr. Alex Lane DeBogory




Vice President

U.S. Foundry & Manufacturing, Inc.



8351 NW 93 Street



Miami, Fl  33166

Re:
Title V Air Operation Permit Renewal 


PROPOSED Permit Project No.: 0250022-006-AV 


U.S. Foundry & Manufacturing Inc.

Dear Mr. DeBogory:


One copy of the “PROPOSED Determination” for the renewal of a Title V Air Operation Permit for the US Foundry & Manufacturing , Inc. facility located at 8351 NW 93 Street in Miami, Miami Dade County, is enclosed.  This letter is only a courtesy to inform you that the DRAFT permit has become a PROPOSED permit.

An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is:

http://www.dep.state.fl.us/air/permitting/airpermits/AirSearch_ltd.asp
Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED permit is made by the USEPA within 45 days, the PROPOSED permit will become a FINAL permit no later than 55 days after the date on which the PROPOSED permit was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED permit, the FINAL permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn. 

If you should have any questions, please contact Claire Jordahl at (305) 372-6925.


Sincerely,


________________________________________

                                                                              
H. Patrick Wong, Chief

      
Date

                                                                               
Air Quality Management Division
HPW/cmj

Enclosures

copy furnished to:

Stephanie Brooks, P.E., Brooks & Associates, Inc. (INTERNET E-mail)

Al Linero, Bureau of Air Regulation (INTERNET E-mail Memorandum)

Tom Tittle, Southeast District Office (INTERNET E-mail Memorandum) 

USEPA, Region 4 (INTERNET E-mail Memorandum)

PROPOSED PERMIT DETERMINATION


Title V Air Operation Permit Renewal

PROPOSED Permit Project No.: 0250022-006-AV 

Page 1 of 4
Public Notice.
An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” to Mr. Alex Lane DeBogory, Vice President, U.S. Foundry & Manufacturing, Inc. facility located at 8351 NW 93 Street, Miami, Miami-Dade County was clerked June 16, 2004.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” was published in the Miami Daily Business Review on June 30, 2004.  The DRAFT Permit was available for public inspection at the DERM, Air Facilities Section in Miami.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” was received on July 7, 2004.

II.  Public Comment(s).
Comments were received and the DRAFT permit was changed.  The comments were not considered significant enough to reissue the DRAFT Permit and require another Public Notice.  Comments were received from two respondents during the 30 (thirty) day public comment period.  Listed below is each comment letter in the chronological order of receipt and a resonse to each comment in the order that the comment was received.  The comments will not be restated.  Where duplicative comments exist, the original response is referenced.

A.  Electronic message from Jonathan Holtom, Florida Department of Environmental Protection, dated June 29, 2004.  

1. Response: As a result of this comment, Appendix CAM is hereby changed for clarification, and to ensure consistency with the CAM Plan format in other State of Florida permits, as follows:

1.1 Compliance Plan for Emissions Unit 003 is changed as follows: 

1.1.a  Sections I, II, and III are removed.

1.1.b  The Monitoring Table is changed 

From: 

	
	Indicator 1
	Indicator 2
	Indicator 3

	I. Indicator


	Triboflow


	Fan CFM
	Reference Method Testing

	Measurement Approach
	Intrinsic charge of dust particle hitting probe related to dust loading
	Data Logger
	 Emissions testing using EPA Methods 1-4 and 5

	II. Indicator Range
	10 times baseline of 0.005 gr/dscf
	CFM
	Particulate Matter ≤ Process Weight Table

	III. Performance Criteria
	
	
	

	a. Data Representativeness
	Relative dust concentration
	Flow is measured by Kurtz flowmeter
	Test Sampling done at the exhaust of the baghouse

	b. Verification of Operational Status
	NA
	NA
	NA

	c. QA/QC Practices and Criteria
	
	Fans checked during daily inspection.
	Use reference method protocols

	d. Monitoring Frequency
	Triboflow monitors continuously
	Flow is measured continuously
	Annually

	Data Collection Procedures
	Alarms are logged
	A data logger records the cfm continuously
	As required by EPA Methods 1-4 and 5

	Averaging Period
	None
	None
	NA


To:

Monitoring Approach for Cupola Baghouse 

(Wheelabrator baghouse with 6 sections, 140 bags per section)

	
	Indicator 1
	Indicator 2

	I. Indicator


	Triboflow Bag Leak Detection System


	Baghouse Stack Visible Emissions

	Measurement Approach
	Intrinsic charge of dust particle hitting probe related to dust loading; probe located in exit stack.
	Baghouse stack visible emissions are monitored using EPA Reference Method 22 like procedures

	II. Indicator Range
	An excursion is defined as an alarm, excluding periods of startup, shutdown or malfunction, that indicates a relative change in particulate concentration.  An excursion triggers an immediate inspection, isolation of compartment and repair/replacement when compartment is safe to enter.
	An excursion is defined as any visible emissions, excluding water vapor and excluding periods of startup, shutdown, or malfunction. An excursion triggers an immediate inspection, isolation of the compartment and replacement/repair when the compartment is safe to enter.

	III. Performance Criteria
	
	

	a. Data Representative ness
	Relative dust concentration
	Visible emissions are made at the baghouse outlet stack using EPA Reference Method 22 like procedures

	b. Verification of Operational Status
	NA
	NA

	c. QA/QC Practices and Criteria
	Annually: Dump known quantity of talc (100 gm/minute) in system until alarm triggers to verify alarm status.
	The visible emissions observer is familiar with EPA Reference Method 22 and will follow EPA Reference Method 22 like procedures.

	d. Monitoring Frequency
	Continuous
	A 6-minute EPA Reference Method 22 like observation will be conducted as required once per shift.

	e. Data Collection Procedures
	Alarms are logged
	The EPA Reference Method 22 like observation is documented by the observer.

	f. Averaging Period
	NA
	Not Applicable


1.2 Compliance Plan for Emissions Unit 004 is changed as follows: 

1.2.a  Sections I, II, and III are removed.

1.2.b  The Monitoring Table is changed 

From: 

	
	Indicator 1
	Indicator 2
	Indicator 3

	I. Indicator


	Pressure Drop


	Fan CFM
	Reference Method Testing

	Measurement Approach
	Data logger
	Alarm
	 Emissions testing using EPA Methods 1-4 and 5

	II. Indicator Range
	
	Off if alarm sounds
	Particulate Matter ≤ Process Weight Table

	III. Performance Criteria
	
	
	

	a. Data Representativeness
	Measures pressure drop 0-10 in H2O
	Measures that fan is running
	Test Sampling done at the exhaust of the baghouse

	b. Verification of Operational Status
	NA
	NA
	NA

	c. QA/QC Practices and Criteria
	
	
	Use reference method protocols

	d. Monitoring Frequency
	Pressure drop monitored continuously
	
	Once every five years

	Data Collection Procedures
	
	
	As required by EPA Methods 1-4 and 5

	Averaging Period
	None
	None
	NA


To: 

Monitoring Approach for Sand Handling/Loop 4 Baghouse 

(Dustex baghouse with 2 sections, 672 bags each, total of 1344 bags)

	
	Indicator 1
	Indicator 2

	I. Indicator
	Baghouse Pressure Drop
	Baghouse Stack Visible Emissions

	Measurement Approach
	Baghouse pressure drop is monitored with a Photohelic diaphragm-based pressure gauge (or equivalent).
	Baghouse stack visible emissions are monitored using EPA Reference Method 22 like procedures.

	II. Indicator Range
	An excursion is defined as a pressure drop reading of less than 4.0 inches water column (in. W.C.) or greater than 18.0 in. W.C., excluding startup, shutdown or malfunction. An excursion triggers an immediate inspection of the baghouse and repair/replacement when compartment is safe to enter.
	An excursion is defined as any visible emissions, excluding water vapor and excluding periods of startup, shutdown, or malfunction. An excursion triggers an immediate inspection and repair/ replacement when compartment is safe to enter.

	III. Performance Criteria
	
	

	a. Data Representative ness
	The pressure drop sensors (pressure line taps) are located at the baghouse inlet and outlet. Accuracy of the pressure gauge is 2.0% of full scale.
	Visible emissions are made at the baghouse outlet stack using EPA Reference Method 22 like procedures.

	b. Verification of Operational Status
	NA
	NA

	c. QA/QC Practices and Criteria
	Pressure lines are inspected when there is an excursion. Slack tube manometer or a digital manometer verifies pressure gauge annually.
	The visible emissions observer is familiar with EPA Reference Method 22 and will follow EPA Reference Method 22 like procedures.

	d. Monitoring Frequency
	Pressure drop is monitored once every shift change or once every eight hours, whichever is more frequent.
	A 6-minute EPA Reference Method 22 like observation will be conducted as required once every shift change or once every eight hours, whichever is more frequent.



	e. Data Collection Procedures
	Pressure drop is manually recorded until data logger is installed and operation verified.
	The EPA Reference Method 22 like observation is documented by the observer.

	f. Averaging Period
	Not Applicable
	Not Applicable


B.  Miami Dade County Department of Environmental Resources Management, Air Facilities Section staff  review. 

1. 
Response: As a result of this comment, The Risk Manangement Plan Reporting Center address in Facility-wide Condition Number 4 is updated as follows:

From: 
 RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

To:

RMP Reporting Center


 
 Post Office Box 1515



Lanham-Seabrook, Maryland 20703-1515



 Telephone:  301/429-5018

III.  Conclusion.
The permitting authority hereby issues the PROPOSED Permit, with any changes noted above.

