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PROPOSED Permit No.:  0250232-009-AV

Mr. Paul K. Glasser



Facility ID No.:  0250232

Director of Construction Svcs.


SIC No.:  8062
Jackson Memorial Hospital


Project: Title V Air Operation Permit Revision

1611 NW 12th Avenue, PPW L-309



Miami, FL 33136






This permit revision is being issued for the purpose of incorporating the terms and conditions of the air construction permit, No. 0250232-008-AC, for addition of seventeen (17) emergency generators.  This facility is located at 1611 NW 12th Avenue, PPW L-309, Miami, Miami-Dade County; UTM Coordinates:  Zone 17, 578.03 km East and 2852.74 km North; Latitude:  25( 47’ 32” North and Longitude:  80( 12’ 50 ” West.

This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
APPENDIX I-1, List of Insignificant Emissions Units and/or Activities

APPENDIX SS-1, STACK SAMPLING FACILITIES version dated 10/07/96

APPENDIX TV-4, TITLE V CONDITIONS version dated 02/12/02





Effective Date:  October 05, 2000


Revision Effective Date:
PROPOSED

Renewal Application Due Date:  April 05, 2005


Expiration Date:  October 04, 2005


PROPOSED

______________________________________________

Thomas Tittle



Date

District Air Program Administrator

Southeast District

TT/LT/bf

Section I.  Facility Information.

Subsection A.  Facility Description.
This facility operates one 500 TE Incinerator, two 600 HP Boilers, 17 emergency generators, and an 1800 ton Gas Engine Chiller.

Also included in this permit are miscellaneous insignificant emission units and activities.

Based on the initial Title V permit application received June 11, 1996, and the Title V application update received May 01, 2000[Month day, year], this facility is [select the appropriate one] a major source of hazardous air pollutants (HAPs). 

Subsection B.  Summary of Emission Units ID Nos. and Brief Descriptions.

E.U.  ID No.
Brief Description

-006
Joy Ecolaire 500 TE Incinerator

-008xxx
600 HP (25.11 mmBTU/hr) Kewanee Scotch Marine Boiler

-009xxx
600 HP (25.11 mmBTU/hr) Kewanee Scotch Marine Boiler

-011xxx
Caterpillar Engine (Model G3516) for York International Chiller (Model YGTSDBJ4) 

-012
Seventeen (17) emergency generators

1. KATO generator Energy center #1

2. KATO generator Energy center #2

3. KATO generator Energy center #3

4. KATO generator Energy center #4

5. CAT generator Utility center #1

6. CAT generator Utility center #2
7. CAT generator Utility center #3

8. KATO generator Utility center #1

9. KATO generator Utility center #2

10. ONAN generator Highlands

11. PERKING generator Children center

12. EM generator J Medical center

13. DETROIT ALLISION generator

14. ONAN/WAKISHA generator UCC

15. CUMMINS generator  North Wing

16. CUMMINS generator P Plaza West

17. CUMMINS generator P Plaza East

Please reference the Permit No., Facility ID No., and appropriate Emissions Units ID Nos. on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Statement of Basis

Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1: Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1: Permit History

These documents are on file with the permitting authority:

Initial Title V Air Operation Permit issued
October 05, 2000 [Month day, year]

Application for a Title V Air Operation Permit Revision received
September 18, 2001

Draft Permit Issued
July 29, 2002

Intent to Issue Published
July 31, 2002

Proof of publication was received 
August 29, 2002

Subsection D.  Miscellaneous.

The use of ‘Permitting Notes’ throughout this permit are for informational purposes only and are not permit conditions.

Section II.  Facility-wide Conditions.

1.  APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

2.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).

a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

and,


b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

5.  Insignificant Emissions Units and/or Activities.  Appendix I-1: List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

6.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds Emissions or Organic Solvents Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. 

[Rule 62-296.320(1)(a), F.A.C.]

7.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include: vehicular movement; transportation of materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling.

[Rule 62-296.320(4)(c) 2., F.A.C.]

{Permitting note:  This condition implements the requirements of Rules 62-296.320(4)(c)1., 3., & 4., F.A.C. (see Condition 57. of APPENDIX TV-4, TITLE V CONDITIONS.}

8.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the initial Title V Permit, which defines day one.

[Rule 62-213.440, F.A.C.]
9.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of APPENDIX TV-4, TITLE V CONDITIONS.}

10.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Southeast District and Miami-Dade County Department of Environmental Resources Management [name of Local Program] office.

Department of Environmental Protection

Southeast District Office

PO Box 15425, West Palm Beach, FL  33416

(Street address:  400 North Congress Avenue

West Palm Beach, Florida, 33401)

Telephone:  561-681-6600; Fax: 561-681-6790

Miami-Dade County Department of Environmental Resources Management

Air Section

33 Southwest 2nd Avenue, Suite # 9-223

Miami, FL  33130

Telephone: 305-372-6925; Fax: 305-372-695

11.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303-8960

Telephone:  404/562-9155; Fax:  404/562-9163

12.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]
13.  Excess Emission: Excess emission resulting from startup, shutdown or malfunction of any emission unit shall be permitted providing best operational practices to minimize emission are adhered to, and the duration of excess emission shall be minimized but in no case exceeds two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  Excess emission which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

[Rule 62-210.700, F.A.C.]

14.  Test Notification:  Unless otherwise specified in this permit, the Department of Environmental Protection, Southeast District Office, Air Program shall be notified in writing of expected compliance test dates at least fifteen (15) days prior to compliance testing.  The notification shall include the following information: the date, time, and location of each test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner.  

[Rule 62-297.340(1), F.A.C.]

15.  Testing at Capacity:  Compliance testing shall be conducted with the emission units operating at the permitted capacity (90 to 100% of the maximum permitted operation rate of the emission units).  If an emission unit is not tested at permitted capacity, the emission unit shall not be operated above 110% of the test load until a new test showing compliance is conducted.  Operation of the emission units above 110% of the test load is allowed for no more than 15 days for the purpose of conducting additional compliance testing to regain the authority to operate at the permitted capacity.

[Rule 62-297.310(2), F.A.C]

16.  Special Compliance Tests:  When the Department, after investigation, has good reason (such as complaints, increased visible emission or questionable maintenance of control equipment) to believe that any applicable emission standard in Rules 62-204 through 62-297 or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emission units to conduct compliance tests which identify the nature and quantity of pollutant emission from the emission units and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

17.  Report Excess Emission:  In case of excess emission resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C. (see condition 9 in APPENDIX TV-4, TITLE V CONDITIONS).  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(6), F.A.C.]

18.  Required Number of Test Runs: For mass emission limitations, a compliance test shall consist of three complete and separate determinations of the total air pollutant emission rate through the test section of the stack or duct and three complete and separate determinations of any applicable process variables corresponding to the three distinct time periods during which the stack emission rate was measured; provided, however, that three complete and separate determinations shall not be required if the process variables are not subject to variation during a compliance test, or if three determinations are not necessary in order to calculate the unit's emission rate. The three required test runs shall be completed within one consecutive five-day period. In the event that a sample is lost or one of the three runs must be discontinued because of circumstances beyond the control of the owner or operator, and a valid third run cannot be obtained within the five-day period allowed for the test, the Secretary or his or her designee may accept the results of two complete runs as proof of compliance, provided that the arithmetic mean of the two complete runs is at least 20% below the allowable emission limiting standard.

[Rule 62-297.310(1), F.A.C.]

19.  The permittee shall comply with the requirements contained in APPENDIX SS-1, Stack Sampling Facilities, attached to this permit.
[Rule 62-297.310(6), F.A.C.]

20.
Reports.  All reports shall be accompanied by a certification by a responsible official, pursuant to Rule 62-213.420(4), F.A.C.

[Rule 62-213.440(1)(b) 3.c, F.A.C.]

21.  Annual Report Required:  On or before March 1 of each calendar year, a completed DEP Form 62-210.900(5), Annual Operating Report (AOR) Form for Air Pollutant Emitting Facility, shall be submitted to the Department of Environmental Protection, Southeast District Office, Air Program.  Included with this report shall be additional reports, if any, required by this permit in Part III -- Emission Unit Specific Conditions.  

[Rule 62-210.370(3), F.A.C.]

Section III.  Emissions Units and Conditions.

{Repeat the subsection below as appropriate for the emissions unit(s)}
Subsection A.  This section addresses the following emission unit.

E.U.  ID No.
Brief Description

006xxx
Joy Ecolaire 500 TE Incinerator

This emission unit is an Ecolaire Combustion Products Model 500 PE /SR12H with Serial Number 50PE8820 natural gas fired incinerator burning 400 lb/hour of waste, with no air pollution control devices.  Commercial operation began on July 31, 1988.  The Incinerator Unit has been shutdown since June 11, 1997, and the facility informed the Department that the unit is presently in storage. 

{ The operation permit for an emissions unit which has been shut down for five years or more prior to the expiration date of the current operation permit shall be renewed for a maximum period not to exceed ten years from the date of shutdown}  [Rule 62-210.300(2)(a) 3.c]

The following specific conditions apply to the emission unit listed above:

Essential Potential to Emit (PTE) Parameters

A.1.  Permitted Capacity:  The charging rate shall be limited to no more than 400 pounds of waste per hour.

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C.]

 (only if applicable)A.2.  Methods of Operation: 


a.  Only waste, which is radioactive, shall be incinerated.


b.  Only those wastes permitted to be incinerated under the provisions of Department of Health Radioactive materials License Number 76-13 shall be incinerated.


c.  No PVC plastics shall be incinerated.


d.  The only fuel authorized to be burned is natural gas.

[Rule 62-213.410, F.A.C., and AC 13-148143]

A.3.  Hours of Operation.
This emissions unit is allowed to operate continuously, 8,760 hours/year.

 [Rule 62-210(PTE), F.A.C.; and AC 13-148143]


Emission Limitations and Standards

{Permitting note:  PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 
A.4.  Particulate Matter (PM) emission standard:  PM emission shall not exceed 0.100 grains per dry standard cubic foot of flue gas, corrected to 7% oxygen.

[Rule 62-296.401(4)(a)1,  F.A.C.]

A.5.  Hydrochloric Acid (HCl) emission standard:  HCl emission shall not exceed 4.0 pounds per hour.

[Rule 62-296.401(4)(a)2,  F.A.C.]

A.6.  Visible emission (VE) standard: No visible emission (5 percent opacity) except that visible emission not exceeding 20 percent opacity are allowed for up to three minutes in any one hour period.

[Rule 62-296.401(1)(a), F.A.C.]

A.7.  Carbon Monoxide (CO) emission standard: CO emission shall not exceed 100 parts per million by volume, dry basis, corrected to 7% oxygen on an hourly average basis.

[Rule 62-296.401(4)(d) 3, F.A.C.]

Test Methods and Procedures

{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

A.8.  The owner or operator shall demonstrate compliance with the visible emission standard upon initial compliance and during each federal fiscal year (October 1 – September 30).

[Rules 62-296.401(4)(f)1.a, and 62-297.310(7)(a), F.A.C.]

A.9.  The owner or operator shall demonstrate compliance with particulate matter standard, hydrochloric acid standard and carbon monoxide standard upon initial compliance and prior to renewing operating permit.

[Rule 62-296.401(4)(f)1.b, F.A.C]

A.10.  The test method for visible emission shall be EPA Method 9, and the required minimum period of observation for the test shall be sixty (60) minutes.

[Rule 62-296.401(4)(e)1, F.A.C.] 

A.11.  The test method for carbon monoxide shall be EPA Method 10.

[Rule 62-296.401(4)(e)2, F.A.C.] 

A.12.  The test method for oxygen shall be EPA method 3 or 3A.

[Rule 62-296.401(4)(e)3, F.A.C.] 

A.13.  The test method for particulate matter emission shall be EPA Method 5 or 26A.  The minimum sample volume shall be 30 dry standard cubic feet.

[Rule 62-296.401(4)(e)4, F.A.C.] 

A.14.  The test method for hydrochloric acid shall be EPA Method 26 or 26A.

[Rule 62-296.401(4)(e)4, F.A.C.]

Monitoring of Operations

A.15.  The owner or operator shall operate with a combustion zone design temperature of no less than 1800 degrees Fahrenheit for at least a 1.0 second gas residence time in the secondary (or last) combustion chamber.  Primary chamber and stack shall not be utilized in calculating this residence time.

[Rule 62-296.401(4)(d)1, F.A.C.]

A.16.  The incinerator shall incorporate an air lock system to prevent opening the incinerator to the room environment.  The volume of the loading system shall be designed to prevent overcharging thereby assuring complete combustion of the waste.

[Rule 62-296.401(4)(d) 2, F.A.C.]

A.17.  Incineration or ignition of waste shall not begin until the secondary (or last) combustion chamber temperature (1800 degree Fahrenheit) requirement is attained.  The secondary (or last) combustion chamber temperature requirement shall be maintained until the wastes are completely combusted.

[Rule 62-296.401(4)(d) 4, F.A.C.]

Continuous Monitoring Requirements

A.18.  The owner or operator shall install, operate, and maintain in accordance with the manufacturer’s instructions continuous emission monitoring equipment.  A complete file of all measurements, including continuous emission monitoring system, monitoring device, and performance testing measurements; all continuous emission monitoring system or monitoring device calibration checks; adjustments and maintenance performed on these systems or devices; and all other information required, shall be recorded in a permanent legible form available for inspection.  The file shall be retained for at least five (5) years following the date of such measurements, maintenance, reports and records.

[Rules 62-296.401(4)(g), and 62-213.440(1)(b) 2.b., F.A.C.]

A.19.  The monitors shall record the secondary (or last) combustion chamber exit temperature.

[Rule 62-296.401(4)(g), F.A.C.]

Training Requirements

A.20.  Any operator of the incinerator subject to Rule 62-296.401(4), F.A.C., shall be trained by the equipment manufacturer's representative or an equivalent organization using a state-approved training program.

[Rule 62-296.401(4)(d) 7, F.A.C.]

A.21.  A copy of the training certificate for each operator having satisfactorily completed the Department‑approved training program must be submitted to the Department within 15 days of training.  If the incinerator is modified to the extent that a Department construction permit is required, the operators shall be retrained to operate the modified incinerator.  Owners of new and modified incinerators shall submit copies of the operator training certificates within 15 days after completion of the initial compliance test.  

[Rule 62-296.401(4)(d) 7.b, F.A.C.]

A.22.  An operator's certificate must be kept on file at the facility for the duration of the operator's employment and for an additional two years after termination of employment.    The owner shall not allow the incinerator to be operated unless it is operated by an operator who has satisfactorily completed the required training program.

[Rule 62-296.401(4)(d) 7.c, F.A.C.]

Recordkeeping and Reporting Requirements

A.23.  The permittee shall immediately notify DEP of any violations noted by HRS of the provisions of HRS Radioactive Materials License Number 76-13 regarding the operation of this incinerator.  Any violation of the provisions of HRS Radioactive Materials License Number 76-13, which is confirmed by HRS regarding the waste segregation for and the operation of this incinerator shall be sufficient cause for the Department taking action to revoke this permit.  Any violation of the provisions of this permit shall be sufficient cause for the Department’s taking action to revoke this permit.

[Rule 62-4.070(3), F.A.C.]

A.24.  The continuous temperature chart documentation shall include at a minimum the following:


a.
date markings,


b.
time markings,


c.
temperature scale markings,


d.
operator name, and


e.
operator indication of when the primary chamber was charged and when combustion of waste in primary chamber ceased.

[Rule 62-4.070(3), F.A.C.]

A.25.  A daily operation and maintenance log shall be kept by the operators showing the following:


a.
date,


b.
name of operator,


c.
type of material incinerated,


d.
weight (as weighed on scale) of materials placed in the primary chamber,


e.
time chamber was charged and number of hours taken for incineration,


f.
minimum temperature of the secondary chamber during periods when incinerator is in operation, and any maintenance performed; indicate when, what, why, and by whom it was performed.

[Rule 62-4.070(3), F.A.C.]

A.26.  The above records shall be retained for five (5) years period and made available upon request.

[Rule 62-213.440(1)(b) 2.b, F.A.C.]

A.27.  Hours of Operation:  The owner or operator shall record and maintain records of the hours of operation of the referenced emission unit on a OR  monthly basis.

[Rule 62-4.070(3), F.A.C.]
A.28.  The Department shall be notified 14 days prior to the reactivation of the incinerator.

Subsection B.  This section addresses the following emissions units.

E.U. ID No.
Brief Description

-008
600 HP (25.11 mmBTU/hr) Kewanee Scotch Marine Boiler

-009
600 HP (25.11 mmBTU/hr) Kewanee Scotch Marine Boiler

These units can burn natural gas and fuel oil, and have no air pollution control devices.  Commercial operation of these units began in 1998.

The following specific conditions apply to the emission units listed above:

{Permitting note:  (IMPORTANT REGULATORY CLASSIFICATION) - - 40 CFR 60, Subpart Dc, “Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units”, adopted and incorporated by reference in Rule 62-204.800(7), F.A.C.}

{Conditions in this subsection should be generally in the order shown}

Essential Potential to Emit (PTE) Parameters

B.1.  Methods of Operation - (i.e., Fuels).  Fuel used shall be limited to natural gas except when natural gas is unavailable, during which times # 2 distillate fuel oil with maximum sulfur content of no greater than 0.5% may be burned.  These units shall not burn oil that contains greater than 0.5% (by weight) sulfur, and shall not burn oil other than #2 distillate fuel oil.

[Rules 62-213.410, 62-204.800, F.A.C., Request of Permittee, 40 CFR 60.42c(d), and AC13-271176A]

B.2.  Hours of Operation. (only if applicable) This emission unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2), and 62-210.200(PTE), F.A.C.]

B.3.  The fuel oil sulfur limits apply at all times, including periods of startup, shutdown, and malfunction.

[40 CFR 60.42c(i), Rule 62-204.800 F.A.C., and AC13-271176A] 

Emission Limitations and Standards

{Permitting note:  PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

B.4.  Visible emission shall not exceed 20 percent opacity except for one 6-minute period per hour during which opacity shall not exceed 27 percent.

[Rules 62-296.406, 62-204.800, F.A.C., and 40 CFR 60.40c-48c]

Test Methods and Procedures

{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
B.5.  VE Test Required:  The owner or operator shall test, while burning fuel oil, for  visible emission by EPA Method 9.  VE tests shall be sixty minutes in duration.

[Rules 62-4.070(3), 62-297.310, F.A.C., and AC13-271176A]

B.6  Test Frequency:  The owner or operator shall conduct such compliance tests during each federal fiscal year (October 1-September 30).

[Rule 62-297.310, F.A.C., and AC13-271176A]

B.7.  The requirement to conduct compliance test may be waived by the Department of Environmental Protection, Southeast District Office, Air Program upon request by the permittee, if neither boiler burned fuel oil during the previous federal fiscal year.

[AC 13-271176A]

B.8.  The permittee shall demonstrate compliance with the fuel oil sulfur limits based on a certification from the fuel supplier, as described under 40 CFR 60.48c(f)(1).

[40 CFR 60.42c(h), Rule 62-204.800 F.A.C., and AC13-271176A]

Recordkeeping and Reporting Requirements

B.9.  The permittee shall record and maintain records of the amount of fuel oil burned during each day, maintain records of each fuel delivery, and submit quarterly reports to the Department.  The initial quarterly report shall be postmarked by the 30th day of the third month following the first fuel delivery.  Each subsequent quarterly report shall be postmarked by the 30th day following the end of the reporting period.  The reports shall contain the following information:

a. Calendar dates covered in the reporting period;

b. Amount of fuel oil received and burned during the reporting period; and

c. Records of fuel supplier certification as described under 40 CFR 60.48c(f)(1), and a certified statement signed by the permittee that the records of fuel supplier certifications submitted represent all of the fuel oil burned during the quarter.

[40 CFR 60.48c, and Rule 62-2-4.800 F.A.C., and AC13-271176A]

B.10.  The fuel supplier shall include the name of the oil supplier and a statement from the oil supplier that the oil complies with the specifications under the following definition of distillate oil:

Distillate oil means fuel oil that complies with the specifications for fuel oil numbers 1 or 2, as defined by the American Society for Testing and Materials in ASTM D396-78, “Standard Specification for Fuel Oils”.

[AC13-271176A]

B.11.The fuel supplier certification shall show that the fuel oil received complies with the maximum percent sulfur limitation.

[AC13-271176A]

B.12. AOR Supplemental Information: Annual operating reports required in Part II of this permit shall include the following supplemental information that was recorded in the previous calendar year: EXAMPLES:
· The highest percent sulfur content (by weight) of diesel fuel received.

 [Rule 62-210.370(3), F.A.C.]

B.13. Hours of Operation:  The owner or operator shall record and maintain records of the hours of operation of the referenced emission unit on a OR  monthly basis.

[Rule 62-4.070(3), F.A.C.]

Subsection C.  This section addresses the following emissions unit.

E.U. ID No.
Brief Description

011
Caterpillar Engine (Model G3516) for York International Chiller (Model YGTSDBJ4) 

This emission unit has no pollution control devices.  It has a maximum heat input of 11 MMBtu/hr, and burns only natural gas.  Commercial operation began on May 20, 1999.

The following specific conditions apply to the emission unit listed above:

Essential Potential to Emit (PTE) Parameters

C.1.  (only if applicable)Methods of Operation - (i.e., Fuels):  The fuel burned shall be limited to   CHOOSE WHATEVER IS APPROPRIATE natural gas.

[Rule 62-213.410, F.A.C., and 0250232-007-AC]

C.2.  Fuel Consumption Limit:  The fuel consumption shall not exceed 99.4 million cubic feet of natural gas in any consecutive 12-month period.

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C., and 0250232-007-AC]

C.3.  Hours of Operation: The referenced emission unit may operate continuously (8760 hours per year). (only if applicable) 

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C., and 0250232-007-AC]

Emission Limitations and Standards

{Permitting note:  PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

C.4.  Visible emission shall not be equal to or greater than 20% opacity at any time.

[Rule 62-296.320(4)(b)1, F.A.C., and 0250232-007-AC]

Test Methods and Procedures

{Permitting note: Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
C.5.  Visible Emission (VE) Test Required:  The owner or operator shall test for  visible emission by EPA Method 9.  VE tests shall be thirty minutes in duration.

[Rules 62-4.070(3), 62-297, F.A.C., and 0250232-007-AC]

C.6.  Test Frequency:  The owner or operator shall conduct such compliance tests required in this part annually on or before March 1.  

[Rule 62-4.070(3), F.A.C., and 0250232-007-AC]

C.7.  Fuel Consumption:  The owner or operator shall monitor fuel consumption by INCLUDE IF APPLICABLE OR CHANGE AS NEEDED:  metering the fuel. 

[0250232-007-AC]

Monitoring of Operations

C.8.  Fuel Consumption Limits:  The owner or operator shall record and maintain records of the fuel consumption on a   OR  monthly basis.  Monthly records for the preceding month shall be completed by the 10th of the following month. A rolling consecutive 12-month total fuel consumption shall be calculated from the monthly totals for the previous twelve calendar months.

[Rule 62-4.070(3), F.A.C., and 0250232-007-AC]

C.9.  Hours of Operation:  The owner or operator shall record and maintain records of the hours of operation of the referenced emission unit on a OR  monthly basis.

[Rule 62-4.070(3), F.A.C.]

Subsection D.  This section addresses the following emissions units.

E.U. ID No.
Brief Description

012
Seventeen (17) emergency generators

1. KATO generator Energy center #1

2. KATO generator Energy center #2

3. KATO generator Energy center #3

4. KATO generator Energy center #4

5. CAT generator Utility center #1

6. CAT generator Utility center #2

7. CAT generator Utility center #3

8. KATO generator Utility center #1

9. KATO generator Utility center #2

10. ONAN generator Highlands

11. PERKING generator Children center

12. EM generator J Medical center

13. DETROIT ALLISION generator

14. ONAN/WAKISHA generator UCC

15. CUMMINS generator  North Wing

16. CUMMINS generator P Plaza West

17. CUMMINS generator P Plaza East



There are no emission control devices; however, emissions are controlled by limiting the sulfur content of the fuel to 0.05% by weight.

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
D.1. Methods of Operation - (i.e., Fuels).  Fuel burned shall be limited to   CHOOSE WHATEVER IS APPROPRIATE  number 2 fuel oil with a maximum sulfur content of 0.05% by weight.

 [Rule 62-213.410, F.A.C.; and, 0250232-008-AC]

Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
D.2. Fuel Consumption Limits: IDENTIFY ALL FUELS AND LIMITS FOR EACH  Fuel consumption shall not exceed more than 100,000 gallons of fuel oil, in any calendar year.

[Rule 62-213.410, F.A.C.; and, 0250232-008-AC]

Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
D.3. Sulfur Content:  Sulfur content shall be determined by ASTM methods ASTM D4057-88 and ASTM D129-91, ASTM D2622-94 or ASTM D4294-90, adopted and incorporated by reference in Rule 62-297.440(1), F.A.C. [0250232-008-AC]

Recordkeeping and Reporting Requirements

D.4. AOR Supplemental Information:  Annual operating reports required in Part II of this permit shall include the following supplemental information that was recorded in the previous calendar year: EXAMPLES:
(
The highest percent sulfur content (by weight) of diesel fuel received.

 [Rule 62-210.370(3), F.A.C. and 0250232-008-AC]

D.5. Hours of Operation:  The owner or operator shall record and maintain records of the hours of operation of the referenced emission unit on a OR  monthly basis.

[Rule 62-4.070(3), F.A.C. and 0250232-008-AC]

D.6. Fuel Consumption:  The owner or operator shall record and maintain records of the fuel consumption on a monthly basis.  Monthly records for the preceding month shall be completed by the 10th of the following month.

[Rule 62-4.070(3), F.A.C.]

D.7. The owner or operator shall maintain records to demonstrate that each shipment of diesel fuel has 0.05 percent or less (by weight) of sulfur.  Certifications from the fuel supplier in accordance with the above requirement shall be satisfactory records.  

[Rule 62-4.070(3), F.A.C. and 0250232-008-AC]
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