

[Date]

Mr. Rafael A. Terrero, P.E., BCEE, M. ASCE
Responsible Official
Miami-Dade Water and Sewer Department
PO Box 330316
Miami, FL  33233-0316


Re:	Title V Air Operation Permit Renewal
PROPOSED Permit Project No.: 0250281-013-AV
	Hialeah Preston Water Treatment Plant

Dear Mr. Terrero:

	One copy of the “PROPOSED Determination” for the renewal of a Title V Air Operation Permit for the Hialeah Preston Water Treatment Plant located at 1100 West 2nd Avenue, Hialeah, Miami-Dade County is enclosed.  This letter is only a courtesy to inform you that the DRAFT Permit has become a PROPOSED Permit.

	An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is:

	“http://www.dep.state.fl.us/air/eproducts/ards/default.asp”

	Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED Permit is made by the USEPA within 45 days, the PROPOSED Permit will become a FINAL Permit no later than 55 days after the date on which the PROPOSED Permit was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED Permit, the FINAL Permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn.

	If you should have any questions, please contact Manuel P. Delosantos at 561-681-6628.

Sincerely,

Jack Signature
_______________________     ____________
Jack Long	   Date
District Director
Southeast District

JL/LA/md

Enclosures

copy furnished to:

Mr. Richard O’Rourke, P.E.: rorou01@miamidade.gov
Ms. Barbara Friday, BAR (for posting with Region 4, U.S. EPA): barbara.friday@dep.state.fl.us
	Mr. H. Patrick Wong, Chief, Miami-Dade DERM: wongp@miamidade.gov
Ms. Katy Forney, U.S. EPA Region 4: forney.kathleen@epamail.epa.gov
	
Jack Long, Director
Southeast District Office
	Florida Department of
Environmental Protection
Southeast District Office
400 N. Congress Avenue, Suite 200
West Palm Beach, FL 33401 
(561) 681-6600
	Charlie Crist
Governor

Jeff Kottkamp
Lt. Governor

Mimi A. Drew
Secretary
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I.  Public Notice.

An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” to Miami-Dade Water and Sewer Department for the Hialeah Preston Water Treatment Plant located at 1100 West 2nd Avenue, Hialeah, Miami-Dade County was clerked on September 16, 2010.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” was published in the Miami Daily Business Review on September 23, 2010.  The DRAFT Permit was available for public inspection at the Department of Environmental Protection Southeast District Office in West Palm Beach.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” was received on October 12, 2010.

II. Public Comment.

Comments were received from one respondent during the 30 (thirty) day public comment period and the DRAFT Permit was changed.  The comments were not considered significant enough to reissue the DRAFT Permit and require another Public Notice.  Listed below are the comments.

A. Electronic correspondence from Mr. John Pardillo dated October 22, 2010, and received on October 22, 2010.

I have a comment on the below draft permits. It is on the order of a minor or corrective issue.

DRAFT Permit Project No. 0250281-013-AV
DRAFT Permit Project No. 0250314-017-AV

In both of those draft permits, the maximum permitted sulfur content for diesel-fueled engines is 0.0005% (500 ppm) or low sulfur diesel fuel, as below.

DRAFT Permit Project No. 0250281-013-AV, condition C.2.
DRAFT Permit Project No. 0250314-017-AV, condition B.2 and C.2.

Presently, what is generally available from bulk suppliers is 0.000015% (15 ppm) or ultra low sulfur diesel fuel. The issue I raise is that, while the permitted sulfur content as referenced above is a maximum and the use of a lower sulfur content fuel presents no problem, the required alternate method of verifying sulfur content by fuel supplier records as referenced below makes no allowance for ultra low sulfur and requires that only low sulfur (500 ppm) fuel be received:

I suggest that the wording in the above sections be changed to clarify that fuel records indicating ultra low sulfur fuel (15 ppm), in addition to low sulfur (500 ppm), meets the conditions for verifying compliance with fuel sulfur limits in the permit.

Response: 

As a result of these comments, Specific Conditions No. C.2 and C.8 are hereby changed:

From:

C.2. Methods of Operation - (i.e., Fuels).  Each emissions unit shall be fired with diesel fuel with a maximum sulfur content of 0.05 percent by weight.  Fuel consumption of all emissions units combined shall not exceed 1,300,000 gallons of diesel fuel in any consecutive 12-month period.

To:

C.2. Methods of Operation - (i.e., Fuels).  Each emissions unit shall be fired with diesel fuel with a maximum sulfur content of 0.05 percent by weight or dyed ultra low sulfur diesel fuel with 0.0015 % or 15 ppm sulfur content. 
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Fuel consumption of all emissions units combined shall not exceed 1,300,000 gallons of diesel fuel in any consecutive 12-month period.

From: 

C.8. Fuel Sulfur Content Tests: The owner or operator shall determine the sulfur content of each delivery of diesel fuel received for these emissions units using ASTM D 4057-88, Standard Practice for Manual Sampling of Petroleum and Petroleum Products and one of the following test methods for sulfur in petroleum products: ASTM D 129-91, ASTM D 2622-94, or ASTM D 4294-90.  These methods are adopted by Rule 62-297.440, F.A.C.  The owner or operator may comply with this requirement by receiving records from the fuel supplier that indicate the fuel delivered is Low Sulfur No. 2 diesel fuel oil.
[Rules 62-4.070(3) and 62-297.440, F.A.C.; PSD-FL-248, and PSD-FL-248A]

To: 

C.8. Fuel Sulfur Content Tests: The owner or operator shall determine the sulfur content of each delivery of diesel fuel received for these emissions units using ASTM D 4057-88, Standard Practice for Manual Sampling of Petroleum and Petroleum Products and one of the following test methods for sulfur in petroleum products: ASTM D 129-91, ASTM D 2622-94, or ASTM D 4294-90, or ASTM 975-98b, or current version.  These methods are adopted by Rule 62-297.440, F.A.C.  The owner or operator may comply with this requirement by receiving records from the fuel supplier that indicate the fuel delivered is No. 2 diesel fuel oil with a sulfur content of 0.05 % by weight or dyed ultra low sulfur diesel fuel with 0.0015 % or 15 ppm sulfur content. 
[Rules 62-4.070(3) and 62-297.440, F.A.C.; PSD-FL-248, and PSD-FL-248A, & requested by applicant]

B. Document on file with the permitting authority:

Electronic correspondence received October 22, 2010 from Mr. John Pardillo Engineer 2, Miami-Dade Water and Sewer Department.

III. Conclusion.

The permitting authority hereby issues the PROPOSED Permit, with any changes noted above.
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