STATEMENT OF BASIS





Nailite International, Inc.


Facility ID No.:  0250407


Miami-Dade County





Initial Title V Air Operation Permit


Proposed Permit No.: 0250407-001-AV 





This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





Nailite International, Inc. operations consists of the manufacture and coating of polypropylene siding used for architectural and construction applications. The plastic siding is manufactured, coated, and packaged at the facility for shipping offsite. The coating operations consist of spray painting the plastic siding in three continuous conveyor coating booths and drying the product in an electric fired curing oven. The coatings used are solvent-based color coatings. 





Emissions Unit 001:  This emission unit consists of three (3) paint spray booths, an electrical drying oven, a solvent recovery still and spray touch-up painting. The three paint spray booths dimensions are as follows: 


Manufacturer: Binks


Dimensions of each booth:  Length x Width x Height = (14 x 8 x 5.5)ft


Filter Area of each booth: 33.3 sq.ft


Emissions associated with the three (3) paint spray booths are individually vented through separate individual stacks. Each stack is twenty nine (29) feet in high with a two (2) foot diameter. Twenty four (24) inch diameter fans exhaust emissions at a maximum rate of 6000 ACFM. 





The solvent recovery still is used to recover and reuse solvent. The electric curing oven is used to dry the shingles during the last leg of the painting process.


	  


Emissions Unit 002: This emission unit consist of eight (8) hydraulic oil tanks that provide operational fluid to eight (8) injection molding machines, lube oil for the paint booth bearings and chains, and general facility maintenance painting.   





Emissions unit 003: This emission unit consists of four polypropylene silos. Polypropylene pellets are blown into the top of the silo from the delivering railcars. Vacuum pumps are used to transfer the material from the silo to molding machines. Each vacuum pump has a filter to capture particulate matter. The pumps are electrically operated.





