APPENDIX-TABLE





TABLE 1  SUMMARY OF EMISSION LIMITS





�PRIVATE ��Emission point


�
Existing source


�
New source


�
�
Finishing Operations





(a)	Achieve a weighted average VHAP content across all coatings (maximum kg VHAP/kg solids [lb VHAP/lb solids], as applied);


�






1.0a


�






0.8a


�
�
(b)	Use compliant finishing materials (maximum kg VHAP/kg solids [lb VHAP/lb solids], as applied);


�
�
�
�
	- stains


	- washcoats


	- sealers


	- topcoats


	- basecoats


	- enamels


	- thinners (maximum % VHAP allowable); or


�
1.0a


1.0a b


1.0a


1.0a


1.0a b


1.0a b


10.0


�
1.0a


0.8a b


0.8a


0.8a


0.8a b


0.8a b


10.0


�
�
(c)	As an alternative, use control device; or


�
1.0c


�
0.8c


�
�
(d)	Use any combination of (a),(b), and (c)


�
1.0


�
0.8


�
�
Cleaning Operations





	Strippable spray booth material (maximum VOC content, kg VOC/kg solids [lb VOC/lb solids])


�






0.8


�






0.8


�
�
Contact Adhesives


�
�
�
�
	(a)	Use compliant contact adhesives (maximum kg VHAP/kg solids [lb VHAP/lb solids], as applied) based on following criteria


�
�
�
�
		 i.	For aerosol adhesives, and for contact adhesives applied to nonporous substrates


�
NAd


�
NAd


�
�
		 ii.	For foam adhesives used in products that meet flammability requirements


�
1.8


�
0.2


�
�
		 iii.	For all other contact adhesives (including foam adhesives used in products that do not meet flammability requirements); or


�
1.0


�
0.2


�
�
	(b)	Use a control device


�
1.0e


�
0.2e


�
�



aThe limits refer to the VHAP content of the coating, as applied.


bWashcoats, basecoats, and enamels must comply with the limits presented in this table if they are purchased premade, that is, if they are not formulated onsite by thinning other finishing materials.  If they are formulated onsite, they must be formulated using compliant finishing materials, i.e., those that meet the limits specified in this table, and thinners containing no more than 3.0 percent VHAP by weight.


cThe control device must operate at an efficiency that is equivalent to no greater than 1.0 kilogram (or 0.8 kilogram) of VHAP being emitted from the affected emission source per kilogram of solids used.


dThere is no limit on the VHAP content of these adhesives.


eThe control device must operate at an efficiency that is equivalent to no greater than 1.0 kilogram (or 0.2 kilogram) of VHAP being emitted from the affected emission source per kilogram of solids used.
































































































































TABLE 2  WORK PRACTICE STANDARDS FOR THE WOOD 


FURNITURE NESHAP �tc "TABLE 3-1.  WORK PRACTICE STANDARDS FOR THE WOOD 


FURNITURE NESHAP " \f E �a


Emission source �
Work practice�
�
			Finishing operations�
�
�
Equipment leaks�
Develop a written inspection and maintenance plan to address and prevent leaks.  Inspections must be made once per month.�
�
Storage containers, including mixing equipment�
Keep containers used for storing or mixing HAP, or materials containing HAP, covered when not in use.�
�
Application equipment�
Discontinue use of conventional air spray guns.b�
�
			Cleaning and washoff operations�
�
�
Gun/line cleaning�
-     Collect solvent into a closed container.


-      Cover all containers associated with cleaning when not in use.�
�
Spray booth cleaning�
Use solvents for cleaning spray booths only under certain conditions.c�
�
Washoff/general cleaning�
-     Keep washoff tank covered when not in use.


-     Minimize dripping by tilting and/or rotating the part to drain as much solvent as possible.  Allow sufficient dry time for the part.


-     Maintain a log of the number of parts washed off and the reason for the washoff. 


-      Maintain a log of the quantity and type of solvent used for washoff and cleaning, as well as the quantity of solvent reused for other operations at the facility and the quantity of solvent sent offsite for disposal.





�
�
	         		Miscellaneous


�
�
Operator training�
All operators shall be given annual training on proper application methods, cleaning procedures, and equipment use.�
�
Implementation plan�
Develop a plan to implement these work practice standards and maintain onsite.�
�






aThe work practice standards apply to both existing and new major sources.


bConventional air spray guns will be allowed only in any of the following instances:


- when they are used to apply finishing materials that emit less than 1.0 lb VOC/lb solids;


- touchup and repair under limited conditions;


- when spray is automated;


- when add-on controls are employed;


- if the cumulative application is no more than 5.0 percent of the total gallons of finishing material applied; or


- if the permitting agency determines that it is economically or technologically infeasible to use other application technologies.


cSolvents can be used for cleaning conveyors and their enclosures and metal filters.  Limited quantities, no more than 1.0 gallon, can also be used for spot cleaning when the spray booth coating is being replaced.


























































































































TABLE 3  RECORDKEEPING REQUIREMENTS FOR THE NESHAP


Compliance option�
Recordkeeping requirements�
�
Finishing operations�
�
�
Compliant coatings�
Certified product data sheets for each coating and thinner subject to the emission limits presented in Table  1; and


The VHAP content, in lb VHAP/lb solids, as applied, for each coating subject to the emission limits presented in Table 1.�
�
Compliant coatings with continuous coaters�
Option 1


•	Same as requirements for compliant coatings.  Records must demonstrate that the VHAP content does not exceed the applicable emission limit.


Option 2


1.	Certified product data sheet for each coating and thinner;


2.	Record of all solvent and coating additions to the reservoir; and


3.	All viscosity measurements.�
�
Averaging�
1.	Certified product data sheets for each coating participating in averaging;


2.	Records of the amount of coating and thinner used each month;


3.	Copies of the averaging calculation.


�
�
Add-on control device�
1.	Certified product data sheets for each coating;


2.	Copies of calculations demonstrating equivalency of using a control system;


3.	Records of the daily average value of each continuously monitored parameter; and


4.	For facilities using a fluidized bed catalytic incinerator, records of the pressure drop across the catalyst bed.�
�
Compliant coatings and control device or averaging and control device�
Maintain all records required by each individual option.�
�
Gluing Operations�
�
�
Compliant contact adhesives�
1.	Certified product data sheet for each contact adhesive subject to the emission limits presented in Table 1;


2.	If adhesives are thinned, data sheets showing contact adhesive and thinner usage and calculation of the as applied VHAP content; and


3.	Records documenting the process in which the contact adhesive was used.�
�
Add-on control device�
1.	Certified product data sheet for each contact adhesive subject to the emission limits presented in Table 1;


2.	Copies of calculations demonstrating the equivalency of using a control system;


3.	Records of the daily average value of each continuously monitored parameter; and


4.	For facilities using a fluidized bed catalytic incinerator, records of the pressure drop across the catalyst bed.�
�
TABLE 4 RECORDKEEPING REQUIREMENTS FOR THE NESHAP WORK


PRACTICE STANDARDS


Work practice standard �
Recordkeeping requirements�
�
Operator training program�
1.	Copy of program, including:


-	a list of personnel required to be trained;


-	an outline of the subjects to be covered; 


-	lesson plans for training courses;


2.	Records documenting successful completion of the training program for each individual; and


3.	Date each individual was trained.�
�
Inspection and maintenance plan �
1.	Copies of checklists documenting visual monthly inspection of equipment; and 


2.	Records demonstrating timeframe for making repairs.�
�
Cleaning and washoff solvent accounting system �
1.	Record of the quantity and type of organic solvent used each month for washoff and cleaning;


2.	Record of the number of pieces washed off and the reason why; and


3.	Record of the quantity of  spent solvent generated each month by operation and whether it is recycled onsite or disposed offsite.�
�
Spray booth cleaning �
VOC content of material used for cleaning spray booths.�
�
Application equipment requirements�
Documentation that conventional air spray guns are only being used as allowed, including: 





•	if used for applying low VOC coatings, records showing that the VOC content is no greater than 1.0 lb VOC/lb solids;


•	if used for applying small quantities of finishing materials, other than for touchup and repair, records of total finishing materials usage and quantity applied with air spray gun. �
�
Formulation assessment plan for finishing operations�
1.	Maintain MSDS for coatings containing VHAP of potential concern; and 


2.	Maintain usage records for coatings containing VHAP of potential concern.�
�
Limitation on chemical composition of cleaning/washoff solvents �
Maintain MSDS for all solvents used for cleaning and/or washoff.�
�



�
TABLE 5.  INFORMATION TO BE INCLUDED IN INITIAL COMPLIANCE


REPORT FOR THE NESHAP


Compliance method�
Information to be included in report�
�
Compliant coatings/contact adhesives �
Statement that the facility is using compliant coatings, thinners, and/or contact adhesives.�
�
Compliant coatings with continuous coaters�
1.	Statement that the facility is using compliant coatings, as determined by the VHAP content of the coating in the reservoir and the VHAP content as calculated from records, and compliant thinners; or


2.	Statement that the facility is using compliant coatings, as determined by the VHAP content of the coating in the reservoir, and compliant thinners and that they are monitoring the viscosity of the coating in the reservoir; and


3.	Data demonstrating relationship between the viscosity of the coating in the reservoir and the VHAP content of the coating.�
�
Averaging (coatings only)�
Results of averaging calculation for the first month, starting the first day of the month following the compliance date.�
�
Add-on control device�
1.	Monitoring plan that identifies each operating parameter to be monitored for the capture device; and


2.	Results from initial performance test.�
�
Compliance with work practice standards�
Statement that the facility has developed a work practice implementation plan and has established procedures for implementing the provisions of the plan.�
�



�
TABLE 6.  INFORMATION TO BE INCLUDED IN THE SEMIANNUAL


COMPLIANCE STATUS REPORT FOR THE NESHAP


Compliance with emission limits for coatings/contact adhesives�
Information to be included in report�
�
Compliant coatings and/or contact adhesives�
Statement that the facility has used compliant coatings, thinners, and/or contact adhesives each day during the reporting period.  If noncompliant coatings, thinners, or contact adhesives have been used during the reporting period, the facility should identify when the coatings/thinners/adhesives were used and the reasons why.�
�
Compliant coatings with continuous coaters�
1.	Statement that the facility has used compliant coatings, as determined by the VHAP content of the coating in the reservoir and the VHAP content of the coating as calculated from records, and compliant thinners each day during the reporting period; or


2.	Statement that the facility has used compliant coatings, as determined by the VHAP content of the coating in the reservoir, and compliant thinners each day in the reporting period and that the viscosity of the coating in the reservoir has not been less than the viscosity of the initial coating.  





�
�
Averaging (coatings only)�
Results of the averaging equation for each month within that semiannual period.�
�
Add-on control device�
Statement that the facility has not operated the capture or control device at a daily average value greater than or less than (as appropriate) each operating parameter value.�
�
Compliance with work practice standards�
Statement that the work practice implementation plan is being followed, or, if any provisions of the plan have not been followed during the reporting period, a description of the violation and the time period during which it occurred.�
�
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