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Permittee:
 



PROPOSED Permit No.: 0251015-002-AV

Mr. Elio E. Grillo, Owner


Facility ID No.: 0251015
Angler Boat Corporation


SIC Nos.: 37, 3732

7400 NW 37th Avenue



Project:  Title V Air Operation Permit 

Miami,  Fl  33142









This permit is for the operation of the air pollution sources at Angler Boat Corporation.  The facility is located at 7400 NW 37th Avenue, Miami, Miami-Dade County;  Latitude: 25( 50’ 30” North and Longitude: 80( 15’ 28” West.
Statement of Basis: This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:

Appendix I-1, List of Insignificant Emissions Units and/or Activities
APPENDIX TV-3, TITLE V CONDITIONS (version dated 04/30/99)





Effective Date:  [Month day, year]




Renewal Application Due Date: [Month day, year]






Expiration Date:  [Month day, year]

                                                            (Effective/Expiration dates will be filled 

                                                            in at final permit)





___________________________






H. Patrick Wong, Chief









Miami-Dade County









Department Of Environmental







Resources Management                                 






Air Quality Management Division
HPW/fe










Section I.  Facility Information.
Subsection A.  Facility Description.
Angler Boat Corporation is a fiberglass boat manufacturing facility. The boat manufacturing process begins with construction of a mold. The mold is constructed of wood and is coated with gelcoat. This mold is used repeatedly in the boat manufacturing process, and a mold may have a lifespan of several years. A separate mold is required for different body shapes and lengths for boats.  Because a mold is expensive to construct, boat manufacturers will have a finite number of model lengths or shapes. A boat consists of two pieces: the hull, which is the outer part of the boat and the deck, which is the part, on which the occupants of the boat stand. A mold is required for both the hull and the deck.

When a boat is constructed, the appropriate mold is coated with release agent (wax) such that, when the gelcoat/fiberglass layup process is completed, the hull (or deck) can be pulled out of the mold. Following application of the release agent, gelcoat is applied to the mold by spray gun. When the gelcoat has cured, fiberglass layup begins. In the case of Angler Boat, only fiberglass mat is applied.  The fiberglass resin is applied by hand (roller). The combination of the fiberglass mat and cured resin produces the lightweight, but structurally sound fiberglass resin hull and deck which is so favorable to the watercraft industry.

When the deck and hull are cured, they are pulled from their respective molds. Wood stringers and other structural components are placed in the hull, gasoline tanks and wiring is placed in the hull and a foam is blown into the hull to provide buoyancy for the boat.  The hull and the deck are assembled together.  Other components, such as the center console, hatches, and other fiberglass resin parts are manufactured in the same manner as the deck and hull. These parts are then assembled to the boat.  With the exception of placing labels on the boat and other cosmetic enhancements the boat is basically completed.

Based on the Title V permit application received May 21, 2001 this facility is a major source of hazardous air pollutants (HAPs).

This facility was previously located at  4450 NW 128th Street, Opa Locka, Miami-Dade County, Florida 33054.
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U.  ID No.
	Brief Description

	-001
	Fiberglass Boat Manufacturing Facility –  

· Gelcoat  application with associated spraybooth.

· Fiberglass/polyester resin hand lay-up.

· Mold care, related assembly, cleanup activities and resin storage tanks.




Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.








Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix C, Monthly VOC, HAP Emissions Log
These documents are on file with DERM:
Title V Permit Application received May 21, 2001
Air Construction Permit 0251015-001-AC issued  March 24, 2000

Permits associated with Angler Boat Corporation facility, previously located at 4450 NW 128th Street, Opa-Locka, Florida 33054:

Air Construction Permit 0250800-002-AC, issued June 4, 1998

Title V Operating Permit 0250800-001-AV, issued June 4, 1998






Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.

2.  Not federally enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[F.A.C. Rule 62-296.320(2)]
3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[F.A.C. Rules 62-296.320(4)(b)1. & 4.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).  If required by 40 CFR 68, the permittee shall submit to the implementing agency:

     a.  a risk management plan (RMP) when, and if, such requirement becomes applicable; and

     b.  certification forms and/or RMPs according to the promulgated rule schedule.

[40 CFR 68]
5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit. 

[F.A.C. Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b)]




6.  Not federally enforceable.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. 
Such controls include the following:  ^DELETE ALL THAT DO NOT APPLY
(
Tightly cover or close all VOC containers when they are not in use.

(
Tightly cover all open tanks which contain VOCs when they are not in use.

(
Maintain all pipes, valves, fittings, etc., which handle VOCs in good operating condition.

(
Confine rags used with VOCs to tightly-closed, fire-proof containers when not in use.

(
Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.

[F.A.C. Rule 62-296.320(1)(a)]



7.  Not federally enforceable.  No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.  [Angler Boat Corporation conducting all wood working indoors. All roads at the facility are paved.]
[F.A.C. Rule 62-296.320(4)(c)2]

8.  Circumvention:  No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.  

[F.A.C. Rule 62-210.650]

9.  Excess Emissions:  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing best operational practices to minimize emissions are adhered to, and the duration of excess emissions shall be minimized but in no case exceeds two hours in any 24 hour period unless specifically authorized by the DERM for longer duration.

Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

[F.A.C. Rule 62-210.700]

10. Applicable Regulations: Issuance of this permit does not relieve the facility owner or operator from compliance with any other applicable federal, state or local permitting requirements or other regulations. This facility is subject to regulation of:
· Chapter 24, Code of Miami-Dade County
· Rules 62-4, and 62-204 through 62-297, Florida Administrative Code (F.A.C.).


11. Annual Operating Report: A DEP Form No. 62-210.900(5), “ Annual Operating Report for Air Pollutant Emitting Facility” including the Emissions Report, shall be completed for each calendar year on or before March 1 of the following year and submitted to the air compliance section of this office.

[F.A.C. Rule 62-210.370(3)]

12.  The permittee shall submit all compliance related notifications and reports required of this permit to the

Miami-Dade County

Department Of Environmental Resources Management (DERM)

Air Quality Management Division, 

33 S.W. 2nd Avenue, Suite 900


Miami, Florida 33130-1540




13  .  Any report, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:                                         

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxic Management Division

Operation Permits Section

61 Forsyth Street

Atlanta, Georgia 30303

Telephone: 404/562-9099

Fax: 404/562-9095

Section III.  Emissions Unit(s) and Conditions.
Subsection A.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	-001
	Fiberglass Boat Manufacturing Facility:–  

1. Gelcoat applications and associated spraybooth
Spraybooth specifications:

Make: Binks 

Dimensions: 25’ long, 40’ wide, 12’ high

Motors: 2 motors, 7.5 HP each 

Air flow:  24,500 CFM 

Exhaust vents: Two (2)

Filter area: 360 square feet

2. Fiberglass/polyester resin hand lay-up operations area, 

exhaust stacks and  wall fans.

3. Mold care, related assembly, cleanup activities, and resin storage tanks.


	
	



The following operations are conducted inside the spraybooth: gun-spray application of gelcoat to wooden boat molds which are coated with mold release substance to allow the hulls to be pulled from the molds. Outside the spraybooth the fiberglass is laid up and polyester resin applied with rollers to reinforce hull and deck. Foam is injected to provide buoyancy, and then appurtenances and components are placed to complete assembly of the boat. Mold repair is also performed in this building.  Filters in the inlet of the wall fans will prevent the discharge of any particulates. The exhaust fans will continue to run for at least two hours after the major resin/gelcoating operations have ceased, and doors and windows will be closed whenever feasible to ensure that VOC/HAPs emissions are captured and exhausted through the exhaust system with adequate dispersion.

Note. When MACT standard(s) for the fiberglass boat manufacturing industry are promulgated, this facility shall comply with all the applicable requirements.

 [F.A.C. Rule 62-213.440(1)]

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[F.A.C. Rules 62-4.160(2) and 62-210.200(PTE)]

Emission Limitations and Standards
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

A.2.  Visible Emissions: Visible emissions shall not exceed 20% opacity at any time.   

[F.A.C Rule 62-296.320(4)(b)] 

Compliance Monitoring and Testing Requirements  EACH 1.0 ITEM MUST HAVE A CORRESPONDING 2.0 AND/OR 3.0 REQUIREMENT THAT IS PRACTICALLY ENFORCEABLE
Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only. This table does not supersede any of the terms or conditions of this permit.
A.3.  VOC Content: The owner or operator shall determine the VOC content of all materials, solvents, and shall monitor the usage of such materials at the referenced emission unit(s). 

[F.A.C. Rule 62-4.070(3)]
A.4.  HAP Content: The owner or operator shall determine the total and individual HAP contents of all materials, solvents, and shall monitor the usage of such materials at the referenced emission unit(s).  

[F.A.C. Rule 62-4.070(3)]
A.5.  Special Compliance Tests: When the DERM, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard in Rules 62-204 through 62-297 or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the DERM.
[F.A.C. Rule 62-297.310(7)(b)]


Record keeping and Reporting Requirements
A.6. 
VOC Emissions: The permittee shall record and maintain the following information:  


SUBSTITUTE DAILY AND 365-DAY TOTAL IF APPROPRIATE
a.
The VOC content for each material containing or emitting VOCs.

b.
The material utilization rate on a monthly basis, for all materials containing or emitting VOCs used at the referenced emission unit(s).

c.
The total monthly VOC emission rates for each material, calculated from the monthly material utilization rates and the VOC content, calculated for the preceding month no later than 10 days after the end of that month.

d.
A rolling consecutive 12-month total emission rate for VOCs, calculated from the monthly totals for the previous twelve calendar months.

[F.A.C. Rule 62-4.070(3)]
A.7.
Individual & Total HAP Emissions: The permittee shall record and maintain the following information:  

a.
The individual and total HAP contents for each material containing or emitting HAPs.

b.
The material utilization rate on a monthly basis, for all materials containing or emitting HAPs used at the referenced emission unit(s).

c.
The individual and total monthly HAP emission rates for each material, calculated from the monthly material utilization rates and the individual and total HAP content, calculated for the preceding month no later than 10 days after the end of that month.

d. A rolling consecutive 12-month total emission rate for individual and total HAPs, calculated from the monthly totals for the previous twelve calendar months.

[F.A.C. Rule 62-4.070(3)]  SUBSTITUTE DAILY AND 365-DAY TOTAL IF APPROPRIATE




A.8.  Supporting documentation, such as Material Safety Data Sheets, purchase orders, etc., shall be kept, which includes sufficient information, to determine compliance. The log and documents shall be kept at the facility for at least 5 years and made available to the Department Of Environmental Resources Management (DERM). Monthly logs shall be completed within 10 calendar days after completion of the preceding month.
[F.A.C. Rules 62-4.070(3) and 62-213.440(1)(b)2.b.]



A.9.  Report Excess Emissions: In case of excess emissions resulting from malfunctions, each owner or operator shall notify the DERM in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the DERM.  [F.A.C. Rule 62-210.700(6)] 
A.10.  Compliance Test Reports: Compliance test reports (when required) shall be submitted to the DERM, Air Facilities Section, as soon as practical, but no later than 45 days after the last sampling run of each test is completed. Test reports shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the DERM to determine if the test was properly conducted and the test results properly computed.  Test reports, other than for an EPA Method 9 test, shall include the information necessary to make a complete report pursuant to F.A.C. Rule 297.310(8)(c).

A.11.  Annual Statement of Compliance: The permittee shall submit a Statement of Compliance Form (DEP Form No. 62-213.900(7)) to the DERM, Air Facilities Section, within 60 days after the end of the calendar year.  This Statement of Compliance shall be submitted on an annual basis and certify the current compliance status with respect to the conditions of this permit.  The responsible official shall certify each statement to be true, accurate, and complete based on the information submitted and belief formed after the reasonable inquiry.

[F.A.C. Rule 62-213.440(3) and 62-213.420(4)]


	
	

	
	

	
	




A.12.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[F.A.C. Rule 62-213.440]
