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E.U.  ID No.
Brief Description

-001
Citrus Peel Dryer

-004
750 HP Boiler #1

-005
750 HP Boiler #2

-006
750 HP Boiler #3

The below compliance plan applies to the above emission units.  This Revision to the Title V Permit No. 0270003-005-AV (DEP Project No. -009) is being processed simultaneously with the Air Construction Permit, 0270003-010-AC, which was issued final on September 24, 2001. In order for these emission units to be in compliance with the operating requirements of this Title V Permit Revision, the permittee shall meet the requirements of this compliance plan of this Title V Permit Revision.

Peel Dryer and Boiler Nos. 1, 2, 3

[1] The permittee shall be in compliance with all the requirements of this compliance plan no later than March 2, 2003.

[Rule 62-213.440(2)(b), F.A.C.]

[2] Status Reports.  The permitee shall submit a written report to the Department every six (6) months, to include the status of construction, start-up schedule if known, status of achieving compliance, requirements met or not met, corrective measures adopted and an explanation of any measures not met by the completion date for the milestone.  All reports shall be accompanied by a certification, signed by a responsible official in accordance with Rule 62-213.420(4)., F.A.C.  These status reports shall be submitted within 30 days after the completion of the six (6) month period.  The first reporting period shall begin on the effective date of this Revision to the Title V Permit.  [Rule 62-213.440(2)(a), F.A.C.]

[3] Initial Start-up Notification. The permittee shall notify the Air Compliance Section of this office in writing within 10 days of initial startup, but no later than March 2, 2003, of the initial startup date of each burner as well as identify the corresponding emissions unit.

[Rule 62-4.070(3), F.A.C.]

[4] Compliance Test Notification.  The permittee shall notify in writing the Air Compliance Section of this office, at least 15 days prior to the date on which each compliance test, that is required by the Air Construction Permit, 0270003-010-AC and this compliance plan, is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.  [Rule 62-297.310(7)(a)9, F.A.C.]

[5] Compliance Test Report. The report containing the compliance test results shall be submitted to the Air Compliance Section of the Department as soon as practical but no later than 45 days of testing.  The test report shall contain sufficient detail of the emissions unit tested and the test methods used.  This test report shall include the information as required in Rule 62-297.310(8)(c), F.A.C.  [Rule 62-297.310(8), F.A.C.]

[6] Example Recordkeeping. The permittee shall submit to the Air Permitting Section of this office, within 60 days of initial startup of the natural gas burners, a copy of the records that are required in Conditions 22, 23, 28, 29 of the Air Construction Permit 0270003-010-AC that show the operation with the natural gas burners for a period of one month.   

[Rule 62-4.070(3), F.A.C.]

Peel Dryer
[7] The peel dryer waste heat evaporator (WHE) exhaust shall be tested for particulate matter (PM) and visible emissions (VE), within 60 days of start up of operation with the new natural gas burners, but no later than March 2, 2003. However, if start of operation of the new natural gas burners is within 120 days prior to the annual compliance test date as indicated in the Title V permit Condition A.7 (February 15th), the natural gas burners start up compliance test may be performed during this annual compliance test.  Emission testing shall be conducted while operating the dryer within 90 - 100% of the maximum process input rate of 32.5 tons/hr., when practical.  If it is not practical to test at the maximum process input rate, then the source may be tested at a lower rate. A compliance test submitted at a rate less than 90% of the maximum permitted rate shown above will automatically constitute an amended permit at 110% of the test rate.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity**.  The test results shall be submitted to the Air Compliance Section of this office within 45 days of testing.  Acceptance of the test by this office will automatically constitute an amended permit at the higher tested rate plus 10%, but in no case shall the maximum permitted rate shown above be exceeded.  Failure to submit the following records with the test report may invalidate the test and fail to provide reasonable assurance of compliance:

   -
The pressed wet peel input rate to the dryer during the test.

   -
The natural gas usage rate to the dryer during the test.

   -
The WHE's scrubber water feed pump operating pressure shall be recorded during the emission compliance test. At least one reading shall be taken and recorded during each run of the particulate emission compliance test and the readings shall be included with any peel dryer test report.

[Rules 62-297.310(2) and 62-4.070(3), F.A.C.; Title V Permit 0270003-005-AV; Air Construction Permit 0270003-010-AC] 

** Clarification:  When a unit is limited to an operating rate at 110% of the tested rate, the permittee may provide notice of an additional test.  That notice may specify a 15 day period when the unit will be allowed to operate at higher capacities for the purpose of additional testing.  For example, the first five days of the 15 day period may be used to bring the unit up to a higher production level; the next five days may be used for the tests themselves.  After the final test, the unit must be returned to the capacity which existed prior to the most recent test.  Upon written approval by the Department of the most recent test results, the unit may then operate at 110% of the most recent test load, not to exceed the maximum permitted rate.

[8] Compliance testing shall be conducted using EPA Methods 1, 2, 3, 4, 5, and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.  When conducting EPA Method 5, the minimum sample volume shall be 32 dry standard cubic feet. 

[Chapter 62-297 and Rule 62-296.320(4)(a)3.a.(i), F.AC.]

Boiler Nos. 1, 2, 3
[9]  Each of the boiler exhaust stacks shall be tested for visible emissions (VE) within 60 days of start up of operation with the new natural gas burners, but no later than March 2, 2003. However, if start of operation of the new natural gas burners is within 120 days prior to the annual compliance test date as indicated in the Title V permit, Condition C.6 (February 15th), the natural gas burners start up compliance test may be performed during this annual compliance test. The permittee shall submit a statement of the fuel heat input rate and a description of the fuel burned during the compliance test as a part of the compliance test report.

[Rules 62-297.310(7)(a)4 and 62-4.070(3), F.A.C.; Title V Permit 0270003-005-AV; Air Construction Permit 0270003-010-AC]

[10] Compliance with the VE limitation shall be determined using DEP Method 9 contained in Chapter 62-297, F.A.C. Testing of emissions must be conducted when the emission unit being tested is in operation and the test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A.  

[Chapter 62-297, F.A.C.]
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