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DRAFT Permit No.:  0310045-011-AV

Northside Generating Station

                       Facility ID No.:  0310045
Appendix CP-1, Compliance Plan
Two new circulating fluidized bed boilers, Nos. 1 and 2, and the associated materials handling facilities were recently constructed at the Northside Generating Station.  Not all of the initial compliance tests have been completed.  Therefore, this Compliance Plan has been developed to accommodate these tests.
· The Regulatory & Environmental Services Department (RESD), Air & Water Quality Division (AWQD) of Jacksonville, will be notified of the actual date of initial compliance testing within 15 days of such date, if the emissions unit activity is not subject to a NSPS, or within 30 days of such date, if the emissions unit activity is subject to a NSPS, unless some other timeframe has been established between the permittee and the RESD.
· All compliance tests shall be conducted per the requirements of air construction permits, Nos. 0310045-003-AC/PSD-FL-265 and 0310045-007-AC/PSD-FL-265A.

· Performance test results shall be submitted to the RESD-AWQD of Jacksonville, no later than 45 days after the last test run.

· The following emissions unit activity(ies) and pollutant(s) are subject to an initial compliance test using the EPA Methods cited in the parentheses (to use any other test method, other than the ones cited here or in the permit, must be approved in writing from the RESD-AWQD of Jacksonville and the Department’s Bureau of Air Regulation):

1.  Limestone Dryer/Mills (EU-033) – Particulate Matter (EPA Method 5)

2.  Limestone Dryer/Mills (EU-033) – Visible Emissions while firing fuel oil (EPA



Method 9); this test will be performed within 60 days of the first day that fuel oil



 is fired in the limestone dryer/mills

3.  Limestone Reclaim Hoppers (EU-028p) – Visible Emissions (EPA Method 9)


4.  Plant Transfer Building (EU-028o) – Visible Emissions (EPA Method 9)


5.  Limestone Dryer/Mills Building (EU-033) -  Visible Emissions (EPA Method 22)

6.  Limestone Storage Silos (EU-035) – Particulate Matter (EPA Method 5)


7.  Limestone Prep Dust Collectors (EU-034) – Particulate Matter (EPA Method 5)

