STATEMENT OF BASIS

JEA

NGS/SJRPP/STI
Facility ID No.:  0310045

Duval County

Title V Air Operation Permit Revision

DRAFT Permit No.:  0310045-016-AV

The operations of the Northside Generating Station (NGS), the contiguous St. Johns River Power Park (SJRPP), and the adjoining Separation Technologies, Inc. (STI) are considered to be a single air emissions source for Title V air permitting purposes.

This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213 and 62-214.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of the permit.

The subject of the Title V Air Operation Permit Revision is to:
(1)
Incorporate the terms and conditions of air construction permit, No. 0310001-002-AC, for the Separation Technologies LLC’s Separation Technologies, Inc. (STI) fly ash beneficiation processing operation, which is located adjacent/contiguous to the JEA’s SJRPP and receives the fly ash from the JEA’s SJRPP operation.

See Subsection J for the terms and conditions.
STI’s Facility:  STI has constructed, owns and operates a new fly ash processing system on a portion of leased property at the JEA’s SJRPP facility in Duval County, Florida.  The purpose of the equipment is to remove the residual carbon and ammonia from the JEA’s SJRPP fly ash leaving a saleable product.  As a result, environmental benefits will include a 255,000 ton reduction in the fly ash currently sent to landfill by SJRPP each year and an overall reduction in the ammonia releases with the recovery and subsequent recycle of ammonia removed from the fly ash.  The new fly ash processing system will include the addition of two fly ash receiving bins, a carbon separation unit, a clean-up vacuum, a fly ash surge bin, a mineral additive storage bin, and a gas-fired dryer.  The particulate emissions generated from handling of the fly ash are collected from each source using pulse jet fabric filters.  STI’s triboelectric carbon separation technology partitions fly ash into mineral-rich and carbon-rich fractions.  The mineral-rich fly ash can then be sold as a usable product.  The carbon-rich fly ash is returned to the JEA’s SJRPP fly ash storage silos for eventual disposal at the onsite landfill.  The two-step beneficiation process consists of (1) removal of the residual carbon from the fly ash using STI’s patented electrostatic separation technology, and (2) removal of residual ammonia from the fly ash using STI’s new ammonia removal technology (patent pending).  In addition to residual carbon, the fly ash at the JEA’s SJRPP also contains trace amounts of ammonia that makes it unsuitable as a cement replacement.  To solve this problem, STI installed an ammonia removal process.  The recovered ammonia is subsequently returned to the JEA’s SJRPP for recycle.

The emissions units are permitted under Rule 212.400, F.A.C., Prevention of Significant Deterioration [PSD; 0310001-002-AC/PSD-FL-010(D)]; Rule 62-297.711, F.A.C., Reasonable Available Control Technology - Materials Handling, Sizing, Screening, Crushing and Grinding Operations; and, Rule 62-296.712, F.A.C., Reasonable Available Control Technology –Miscellaneous Manufacturing Process Operations.
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(2)
Incorporate the terms and conditions of air construction permit, No. 0310045-014-AC/PSD-FL-010E, which allowed the JEA’s SJRPP Units 1 and 2 to fire up to 30% petroleum coke:


See specific conditions D.3.a., D.66. and D.67., as they were changed as follows:
FROM:

D.3.  Methods of Operation.

a.  The only fuels allowed to be fired are coal, a coal blend with a maximum of 20 percent petroleum coke (by weight), new No. 2 distillate fuel oil, and “on-specification” used oil.

[Rule 62-213.410, F.A.C.; PSD-FL-010; PA 81-13; PSD-FL-010(A & B); 40 CFR 761.20(e); and, requested by the applicant in the initial Title V permit application received June 14, 1996]
D.66.  Reporting and Recordkeeping.  Documentation verifying that the coal and petroleum coke fuel blends combusted in Boilers Nos. 1 and 2 have not exceeded the 20 percent maximum petroleum coke by weight limit shall be maintained and made available upon request by the Department or RESD.

[Rule 62-213.440, F.A.C.; and, Part V, Rule 2.501, JEPB]

D.67.  Reporting and Recordkeeping.  Stack monitoring, fuel usage and fuel analysis data shall be reported to the RESD on a quarterly basis in accordance with 40 CFR 60.7.

[PA 81-13]

TO:

D.3.  Methods of Operation.

a.  The only fuels allowed to be fired are coal, a coal blend with a maximum of 30 percent petroleum coke (by weight), new No. 2 distillate fuel oil, and “on-specification” used oil.  See specific conditions D.17., D.64., D.65., D.66. and D.67.
[Rule 62-213.410, F.A.C.; PSD-FL-010; 0310045-014-AC/PSD-FL-010F; PA 81-13L; PSD-FL-010(A & B); 40 CFR 761.20(e); and, requested by the applicant in the initial Title V permit application received June 14, 1996]
D.66.  Reporting and Recordkeeping.

a.  Documentation verifying that the coal and petroleum coke fuel blends combusted in Boilers Nos. 1 and 2 have not exceeded the 30 percent maximum petroleum coke by weight limit shall be maintained and made available upon request by the Department or the ERMD-EQD.  See specific conditions D.3., D.65. and D.67.
[Rule 62-213.440, F.A.C.; Part V, Rule 2.501, JEPB; 0310045-014-AC/PSD-FL-010F; and, PA 81-13L]

b.  The permittee shall maintain and submit to the Department and ERMD-EQD on an annual basis for a period of five years from the date the emissions unit is co-fired with petroleum coke above 30%, by weight, information demonstrating in accordance with 40 CFR 52.21(b)(21)(v) and 40 CFR 52.21(b)(33) that the operational changes did not result in emissions increases of nitrogen oxides, carbon monoxide, sulfur dioxide, sulfuric acid mist, volatile organic compounds, and particulate matter.  See specific conditions D.3., D.65. and D.67.
[0310045-014-AC/PSD-FL-010F; and, PA 81-13L]
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D.67.  Reporting and Recordkeeping.

a.  Stack monitoring, fuel usage and fuel analysis data shall be reported to the ERMD-EQD on a quarterly basis in accordance with 40 CFR 60.7.

[PA 81-13]

(3)
Incorporate the terms and conditions of air construction permit, No. 0310001-015-AC/PSD-FL-010G, which amended Table 6 – Part B, SJRPP: Materials Handling and Storage Operations, and associated text in the Title V permit, No. 0310045-011-AV, pursuant to PSD-FL-010.  Specifically,

(a)
Allow a change to the Rail Car Unloading – Rotary Dumper operation (EU 023a) within the Rotary Railcar Dumper Building (RRDB) at the JEA’s SJRPP [specifically, allowed the removal of a baghouse associated with the four transfer points within the RRDB and continued the current practice of using wet suppression to control fugitive emissions of particulate matter when handling, loading and unloading materials; in addition, the RRDB is domed and mostly enclosed; and, the emissions units/points will be combined and designated as the “Rotary Railcar Dumper Building – Unloading and Transfer Points” (EU -023a)];

(b)
Remove the PM/PM10 limitations contained in Table 6 – Part B [PSD-FL-010C/PA-81-13, clerked on 07/29/99, which replaced Revised Tables 2 and 6, PSD-FL-010/PA-81-13, amended 10/28/1986], and assign a visible emissions limit of “5% opacity” to all operations controlled by a baghouse/fabric filter system;

(c)
Establish that the “visible emissions limit” will now be used for “compliance purposes”; and,


(d)
Establish the visible emissions performance testing frequency for the emissions units/points contained in Table 6 – Part B [PSD-FL-010(C)/PA-81-13, clerked on 07/29/99, which replaced Revised Tables 2 and 6, PSD-FL-010/PA-81-13, amended 10/28/1986]}:


Therefore, the following has been changed:

FROM:

Table 6 – Part B: SJRPP (PSD Permit: PSD-FL-010C).
TO:

Revised Table 6 – Part B.  SJRPP: Materials Handling and Storage Operations.

Also, changes are being made to some specific conditions due to: 1)  the merger of the tables [Revised Tables 2 and 6 (effective October 28, 1986)] in the amended PSD permit, No. PSD-FL-010C, clerked on July 29, 1999; and, 2) the request that the visible emission standards reflected in Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations, be used for compliance purposes, which included dropping the PM/PM10 limits for all emission units/points and changing the opacity standard from 10% to 5% for all emission units controlled by a baghouse control system.  Therefore, the following changes are made: 
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FROM:

1.  SC E.1. of 0310045-011-AV.

E.1.  Revised Tables 2 and 6, PSD-FL-010, amended October 28, 1986, are incorporated by reference (attached) for emissions units 1 thru 16 and 4 thru 17, respectively.

[PSD-FL-010, amended October 28, 1986]

2.  SC E.3. of 0310045-011-AV.

E.3.  Controls.  The permittee shall maintain and continue to use the control systems and control techniques established to minimize particulate matter emissions from emissions units 4 thru 17 in Revised Table 2, PSD-FL-010, amended October 28, 1986.

[Rules 62-4.070 and 62-212.400(6), F.A.C.; Part IV, Rule 2.401, JEPB; PSD-FL-010; and, PSD-FL-010, amended October 28, 1986]
3.  SC E.4. of 0310045-011-AV.

E.4.  Visible Emissions.  An owner or operator shall not cause to be discharged into the atmosphere from any coal processing and conveying equipment, coal storage system, or coal transfer and loading system processing coal, visible emissions greater than 10 percent opacity, as established in Revised Table 6, PSD-FL-010, amended October 28, 1986.

[PSD-FL-010 and BACT; PA 81-13; and, PSD-FL-010, amended October 28, 1986]
4.  SC E.5. of 0310045-011-AV.

E.5.  Particulate Matter.  Particulate matter emissions shall not exceed the limits established in Revised Table 6, PSD-FL-010, amended October 28, 1986.

[Rules 62-4.070 and 62-212.400(6), F.A.C.; Part IV, Rule 2.401, JEPB; and, PSD-FL-010, amended October 28, 1986]

5.  SC E.9. of 0310045-011-AV.

E.9.  Visible Emissions.  EPA Method 9 and the procedures in 40 CFR 60.11 shall be used to determine opacity compliance pursuant to Chapter 62-297, F.A.C., and 40 CFR 60, Appendix A.  If the opacity limits are not met for those emissions units that exhaust through a stack, permit compliance shall be determined on the basis of mass emission rate tests.  See specific condition E.10.

[40 CFR 60.252(c); and, PSD-FL-010 and PA 81-13]
6.  SC E.10. of 0310045-011-AV.

E.10.  Particulate Matter.  In accordance with Chapter 62-297, F.A.C., EPA Method 5 shall be used to determine compliance with the particulate matter emission limitations established in Revised Table 6, PSD-FL-010, for emissions units 4 thru 17 that exhaust through a stack.  If the opacity limits are not met for those emissions units that exhaust through a stack, permit compliance shall be determined on the basis of mass emission rate tests.  See specific condition E.9.

[Rules 62-4.070 and 62-213.440, F.A.C.; Part V, Rule 2.501, JEPB; and, PSD-FL-010, amended October 28, 1986]
7.  SC F.1. of 0310045-011-AV.
F.1.  Revised Tables 2 and 6, PSD-FL-010, amended October 28, 1986, are incorporated by reference (attached) for emissions unit 18 (Table 2) and emissions unit 19 (Table 6).

[PSD-FL-010; PSD-FL-010, amended 10/28/1986; and, 0310045-012-AC/PSD-FL-010E]
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8.  SC F.3. of 0310045-011-AV.
F.3.  Controls.  The permittee shall maintain and continue to use the control systems and control techniques established to minimize particulate matter emissions from emissions unit 18 in Revised Table 2, PSD-FL-010, amended October 28, 1986.

[Rules 62-4.070 and 62-212.400(6), F.A.C.; Part IV, Rule 2.401, JEPB; PSD-FL-010; PSD-FL-010, amended 10/28/1986; and, 0310045-012-AC/PSD-FL-010E]

9.  SC F.4. of 0310045-011-AV.
F.4.  Visible Emissions.  Visible emissions shall not exceed the following:

a.  Limestone and flyash handling systems
10% opacity

b.  Limestone transfer points

10% opacity

c.  Limestone silo



10% opacity

d.  Reserved.
e.  Flyash silos



10% opacity

[PSD-FL-010 and PA 81-13; and, 0310045-012-AC/PSD-FL-010E]

10.  SC F.5. of 0310045-011-AV.
F.5.  Particulate Matter.  Particulate matter emissions shall not exceed the following:

a.  Limestone silo



0.05 lb/hr

b.  Limestone hopper/transfer conveyors
0.65 lb/hr

c.  Limestone transfer points

0.4 lb/hr

d.  Reserved.
e.  Flyash handling system


0.2 lb/hr

[Rule 62-212.400(6), F.A.C.; Part IV, Rule 2.401, JEPB; PSD-FL-010 and PA 81-13; and, 0310045-012-AC/PSD-FL-010E]

11.  SC F.9. of 0310045-011-AV.
F.9.  Visible Emissions.  EPA Method 9 shall be used to determine opacity compliance pursuant to Chapter 62-297, F.A.C., and 40 CFR 60, Appendix A.

[Rule 62-213.440, F.A.C.; Part V, Rule 2.501, JEPB; and, PSD-FL-010 and PA 81-13]
12.  SC F.10. of 0310045-011-AV.
F.10.  Particulate Matter.  In accordance with Chapter 62-297, F.A.C., EPA Method 5 shall be used to determine compliance with the particulate matter emission limitations established in Revised Table 6, PSD-FL-010, amended October 28, 1986, for emissions unit 19 that exhaust through a stack.  If the opacity limits are not met for those emissions units that exhaust through a stack, permit compliance shall be determined on the basis of mass emission rate tests.

[Rules 62-4.070 and 62-213.440, F.A.C.; Part V, Rule 2.501, JEPB; PSD-FL-010; PSD-FL-010, amended October 28, 1986; and, 0310045-012-AC/PSD-FL-010E]
TO:

1.  SC E.1. of 0310045-011-AV.

E.1.  Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations, is incorporated by reference (attached).

[PSD-FL-010; BACT; PA 81-13; PSD-FL-010, amended 10/28/1986; PSD-FL-010C, clerked July 29, 1999; 0310045-012-AC/PSD-FL-010E; and, 0310045-015-AC/PSD-FL-010G]
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2.  SC E.3. of 0310045-011-AV.

E.3.  Air Quality Control Systems (AQCS).  The permittee shall maintain and continue to use the AQCS established in Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations, to minimize particulate matter emissions.

[Rules 62-4.070(3) and 62-212.400(6), F.A.C.; Part IV, Rule 2.401, JEPB; PSD-FL-010; BACT; PA 81-13; PSD-FL-010, amended October 28, 1986; PSD-FL-010C, clerked July 29, 1999; 0310045-012-AC/PSD-FL-010E; and, 0310045-015-AC/PSD-FL-010G]

3.  SC E.4. of 0310045-011-AV.

E.4.  Visible Emissions.  Visible emissions shall be used for compliance purposes and not exceed the opacity limits established in Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations.

[PSD-FL-010; BACT; PA 81-13; PSD-FL-010, amended October 28, 1986; PSD-FL-010C, clerked July 29, 1999; 0310045-012-AC/PSD-FL-010E; and, 0310045-015-AC/PSD-FL-010G]
4.  SC E.5. of 0310045-011-AV.

E.5.   Reserved.

[0310045-015-AC/PSD-FL-010G]

5.  SC E.9. of 0310045-011-AV.

E.9.  Visible Emissions.  Visible emissions tests shall be performed for the affected emissions points in Revised Table 6 - Part B, SJRPP: Materials Handling and Storage Operations for compliance purposes, in accordance with the testing frequency established in the table, and while using EPA Method 9, 40 CFR 60 , Appendix A, and Chapter 62-297, F.A.C.

[PSD-FL-010; PA 81-13; Part V, Rule 2.501, JEPB; and, 0310045-015-AC/PSD-FL-010G]
6.  SC E.10. of 0310045-011-AV.

E.10.  Reserved.

[0310045-015-AC/PSD-FL-010G]  
7.  SC F.1. of 0310045-011-AV.
F.1.  Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations, is incorporated by reference (attached).

[PSD-FL-010; BACT; PA 81-13; PSD-FL-010, amended October 28, 1986; PSD-FL-010C, clerked July 29, 1999; 0310045-012-AC/PSD-FL-010E; and, 0310045-015-AC/PSD-FL-010G]
8.  SC F.3. of 0310045-011-AV.
F.3.  Air Quality Control Systems (AQCS).  The permittee shall maintain and continue to use the AQCS established in Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations, to minimize particulate matter emissions.

[Rules 62-4.070(3) and 62-212.400(6), F.A.C.; Part IV, Rule 2.401, JEPB; PSD-FL-010; BACT; PA 81-13; PSD-FL-010, amended October 28, 1986; PSD-FL-010C, clerked July 29, 1999; 0310045-012-AC/PSD-FL-010E; and, 0310045-015-AC/PSD-FL-010G]
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9.  SC F.4. of 0310045-011-AV.
F.4.  Visible Emissions.  Visible emissions shall be used for compliance purposes and not exceed the opacity limits established in Revised Table 6 – Part B, SJRPP: Materials Handling and Storage Operations.

[PSD-FL-010; BACT; PA 81-13; PSD-FL-010, amended October 28, 1986; PSD-FL-010C, clerked July 29, 1999; 0310045-012-AC/PSD-FL-010E; and, 0310045-015-AC/PSD-FL-010G]

10.  SC F.5. of 0310045-011-AV.
F.5.  Reserved.

[0310045-015-AC/PSD-FL-010G]

11.  SC F.9. of 0310045-011-AV.

F.9.  Visible Emissions.  Visible emissions tests shall be performed for the affected emissions points in Revised Table 6 - Part B, SJRPP: Materials Handling and Storage Operations for compliance purposes, in accordance with the testing frequency established in the table, and while using EPA Method 9, 40 CFR 60, Appendix A, and Chapter 62-297, F.A.C.

[PSD-FL-010; PA 81-13; Part V, Rule 2.501, JEPB; and, 0310045-015-AC/PSD-FL-010G]
12.  SC F.10. of 0310045-011-AV.
F.10.  Reserved.

[0310045-015-AC/PSD-FL-010G]
(4)
Revise the excess emissions terms and conditions related to startups, shutdowns, and malfunctions of the JEA’s NGS CFB Units 1 and 2 established in the AC permit No. 0310045-003-AC/PSD-FL-265 {see condition No. 26 [affects specific conditions (SCs) H.19. and H.21., 0310045-011-AV]}:


Therefore, the following are changed:

FROM:

H.19.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

H.21.  Authorized Emissions.  Notwithstanding other emission limits and standards established by this permit, excess emissions resulting from startup, shutdown, or malfunction shall be permitted provided that best operational practices are adhered to and the duration of excess emissions shall be minimized but in no case exceed twelve (12) hours in any 24-hour period for a startup on CFB Boilers Nos. 1 and 2 (which shall not be started up at the same time) or two (2) hours in any 24-hour period for other reasons unless specifically authorized by DEP or RESD for longer duration.  The permittee shall submit a written procedure summarizing the current best operational practices to be followed and the anticipated emissions for startup and shutdown conditions within one year after initial startup of CFB Boiler No. 2, and shall update this document every 5 years (at operating permit renewal).  The twelve (12) hours duration of excess emissions may be reduced through a permit revision based on the operating experience on CFB Boilers Nos. 1 and 2.

[Rule 62-210.700, F.A.C.; and, 0310045-003-AC/PSD-FL-265]
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TO:

H.19.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed the limitations established in Specific Condition H.21.
[Rule 62-210.700(1), F.A.C.; and, 0310045-015-AC/PSD-FL-265C]
H.21.  Authorized Emissions.  Notwithstanding other emission limits and standards established by this permit, excess emissions resulting from startup, shutdown, or malfunction shall be permitted provided (1) 
that best operational practices are adhered to and (2) the duration of excess emissions shall be minimized but not exceed sixty (60) hours in any calendar month per emissions unit (CFBs Units Nos. 1 and 2).  The 
permittee shall keep operational records necessary to demonstrate compliance with this restriction.  Emissions data collected during periods of startup, shutdown, and malfunction shall be included when determining compliance with annual emission limits.  The CFB Units shall not be started up at the same time.  The permittee shall update the written procedure summarizing the current best operational practices to be followed every 5 years (at operating permit renewal).


Pursuant to Rule 62-210.200, F.A.C., Definitions, the following are defined:


a.  Startup:  The commencement of operation of any emissions unit which has shut down or ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution control device imbalances, which result in excess emissions.


b.  Shutdown:  The cessation of the operation of an emissions unit for any purpose.


c.  Malfunction:  Any unavoidable mechanical and/or electrical failure of air pollution control equipment or process equipment or of a process resulting in operation in an abnormal or unusual manner.

{Permitting Note:  See Specific Conditions H.49. and  H.51. for reporting of excess emissions.} 
[Rules 62-210.200, 62-210.700(1) & (5), F.A.C.; and, 0310045-015-AC/PSD-FL-265C]

(5)
Change the specific conditions related to compliance demonstration for SO2 and NOx for the JEA’s NGS Units Nos. 1 and 2, specifically remove the use of missing data substitution, which is acceptable for purposes for Acid Rain allowances, to avoid the conflict when determining the compliance average with the emission limit and the associated timeframe that was established in AC permit, No. 0310045-003-AC/PSD-FL-265 [see SCs Nos. 31.(a) and 32(a), respectively (affects SCs H.28.a. and H.29.a., respectively, 0310045-011-AV)]:


Therefore, the following are changed:

FROM:

H.28.  Sulfur Dioxide.  

a.  Compliance with sulfur dioxide (SO2) emissions limits in Specific Condition H.10.a. shall be demonstrated with Continuous Emissions Monitoring Systems (CEMS’s) installed, certified, operated and maintained in accordance with 40 CFR Part 75, based on 24-hour block and 30-day rolling averages, as 
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applicable, and excluding periods of startup, shutdown, and malfunction.  When monitoring data are not available, substitution for missing data shall be handled as required by the federal Acid Rain Program.  
Emissions recorded in parts per million shall be converted to lb/MMBtu using an appropriate F-factor for purposes of determining compliance with the emission limits in Specific Condition H.10.a.

{Permitting Note:  At least three (3) hours of data are required to establish a 24-hour average for CEMS data.}

[0310045-003-AC/PSD-FL-265]

H.29.  Oxides of Nitrogen. 

a.  Compliance with the oxides of nitrogen (NOx) emissions limit in Specific Condition H.11.a. shall be demonstrated with a CEMS’s installed, certified, operated and maintained in accordance with 40 CFR Part 75, based on a 30-day rolling average and excluding periods of startup, shutdown and malfunction.  When monitoring data are not available, substitution for missing data shall be handled as required by the federal Acid Rain Program to calculate the 30-day rolling average.
[0310045-003-AC/PSD-FL-265]

TO:

H.28.  Sulfur Dioxide.  

a.  Compliance with sulfur dioxide (SO2) emissions limits in Specific Condition H.10.a. shall be demonstrated with Continuous Emissions Monitoring Systems (CEMS’s) installed, certified, operated and maintained in accordance with 40 CFR Part 75, based on 24-hour block and 30-day rolling averages, as applicable, and excluding periods of startup, shutdown, and malfunction.  Emissions recorded in parts per 
million shall be converted to lb/MMBtu using an appropriate F-factor for purposes of determining compliance with the emission limits in Specific Condition H.10.a.

{Permitting Note: At least three (3) hours of data are required to establish a 24-hour average for CEMS data.}

[Applicant’s request; 0310045-012-AC/PSD-FL-265B; and, 0310045-015-AC/PSD-FL-265C]

H.29.  Oxides of Nitrogen. 

a.  Compliance with the oxides of nitrogen (NOx) emissions limit in Specific Condition H.11.a. shall be demonstrated with a CEMS’s installed, certified, operated and maintained in accordance with 40 CFR Part 75, based on a 30-day rolling average and excluding periods of startup, shutdown and malfunction.  The 30-day rolling averages will be determined based on hourly values calculated in accordance with Appendix F of 40 CFR Part 75.

[Applicant’s request; and, 0310045-015-AC/PSD-FL-265C]

(6)
In Appendix I-1, List of Insignificant Emissions Units and/or Activities: removed the qualifier “Not Federally Enforceable” from the listing of “VII. SJRPP Emergency Diesel Fire Pump”, which was placed in the appendix through the PROPOSED Determination and PROPOSED Title V Permit Renewal, No. 0310045-011-AV; added the “NGS By-Product Reclamation” operation; at JEA’s NGS, added an “emergency” generator; in addition and for JEA’s NGS, added two (2) black start diesel-fired 2,307 hp emergency generators (existing emissions units being removed and brought from the JEA’s Kennedy Generating Station).
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(7)  In Appendix U-1, List of Unregulated Emissions Units and/or Activities: added a 3,000 gallon diesel storage tank (an existing emissions unit being removed and brought from the JEA’s Kennedy Generating Station).

(8)  Added the NGS’s CFB Boilers [EUs -026 and -027 (EPA’s ID: Nos. 2A and 1A, respectively)] to the Acid Rain Permit.
(9)  Specific Condition I.40. will become “Reserved” since the emissions unit -035 has been compliance tested (Unit 1 on 09/04/03 and Unit 2 on 09/16/03) and the Compliance Plan, Appendix CP-1, is no longer needed.  
Also, included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

A Compliance Assurance Monitoring (CAM) Plan has been included for the JEA’s SJRPP Boilers Nos. 1 and 2 and the JEA’s NGS CFB Boilers Nos. 1 and 2.

Based on the initial Title V permit application received June 20, 2003, this facility is a major source of hazardous air pollutants (HAPs).

