APPENDIX 40 CFR 60 SUBPART Y

STANDARDS OF PERFORMANCE FOR COAL PREPARATION PLANTS
(version dated 4/18/2008)

E.U.ID | Brief Description
No.
-023 SJRPP: Fuel and Limestone Handling and Stdbggeations
-029 NGS: Crusher House Building Baghouse Exhaust
-031 NGS: Fuel Silos Dust Collectors

Federal Regulations Adopted by Reference

In accordance with Rule 62-204.800, F.A.C., théofeing federal regulation in Title 40 of the CodeFederal Regulations
(CFR) was adopted by reference. The original faldete numbering has been retained.
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§60.250 Applicability and designation of affected facility.

(&) The provisions of this subpart are applicablarty of the following affected facilities in cqaleparation plants which
process more than 181 Mg (200 tons) per day: Thettmgars, pneumatic coal-cleaning equipment (ditets), coal
processing and conveying equipment (including beesaknd crushers), coal storage systems, andraoafdér and
loading systems.

(b) Any facility under paragraph (a) of this sentihat commences construction or modification afietober 24, 1974, is
subject to the requirements of this subpart.

[42 FR 37938, July 25, 1977; 42 FR 44812, Sept977, as amended at 65 FR 61757, Oct. 17, 2000]
§60.251 Definitions.
As used in this subpart, all terms not defined indnave the meaning given them in the Act and lipsuit A of this part.

(a) Coal preparation plant means any facility (excluding underground mining@i@tions) which prepares coal by one or
more of the following processes: breaking, crushiegeening, wet or dry cleaning, and thermal dyyin

(b) Bituminous coal means solid fossil fuel classified as bituminoualdry ASTM Designation D388-77, 90, 91, 95, or 98a
(incorporated by reference—see 8§60.17).

(c) Coal means all solid fossil fuels classified as anthieadiituminous, subbituminous, or lignite by ASTMdignation
D388-77, 90, 91, 95, or 98a (incorporated by refeze—see §60.17).

(d) Cyclonic flow means a spiraling movement of exhaust gases wvathinct or stack.

(e) Thermal dryer means any facility in which the moisture contenbidfiminous coal is reduced by contact with a tetate
gas stream which is exhausted to the atmosphere.

() Pneumatic coal-cleaning equipment means any facility which classifies bituminous dowlsize or separates bituminous
coal from refuse by application of air stream(s).
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(g) Coal processing and conveying equipment means any machinery used to reduce the size obcdalseparate coal from
refuse, and the equipment used to convey coal ternove coal and refuse from the machinery. Thokigtes, but is not
limited to, breakers, crushers, screens, and camJsslits.

(h) Coal storage system means any facility used to store coal except f@anogtorage piles.

(i) Transfer and loading system means any facility used to transfer and load cmashipment.

[41 FR 2234, Jan. 15, 1976, as amended at 48 F& 328. 27, 1983; 65 FR 61757, Oct. 17, 2000]
§60.252 Standardsfor particulate matter.

(&) On and after the date on which the performaeserequired to be conducted by 860.8 is completeadwner or
operator subject to the provisions of this subphatl not cause to be discharged into the atmosgham any thermal
dryer gases which:

(1) Contain particulate matter in excess of 0.0/d&gn (0.031 gr/dscf).
(2) Exhibit 20 percent opacity or greater.

(b) On and after the date on which the performdeserequired to be conducted by §60.8 is compjeteadwner or
operator subject to the provisions of this subphall not cause to be discharged into the atmosgdhem any
pneumatic coal cleaning equipment, gases which:

(1) Contain particulate matter in excess of 0.043gn (0.017 gr/dscf).
(2) Exhibit 10 percent opacity or greater.

(c) On and after the date on which the performaeserequired to be conducted by 860.8 is completedwner or
operator subject to the provisions of this subphall not cause to be discharged into the atmosgfhem any coal
processing and conveying equipment, coal storagiesy or coal transfer and loading system procgssial, gases
which exhibit 20 percent opacity or greater.

[41 FR 2234, Jan. 15, 1976, as amended at 65 FR7/6Ott. 17, 2000]

§60.253 Monitoring of operations.

(&) The owner or operator of any thermal dryerlghatall, calibrate, maintain, and continuousheogte monitoring
devices as follows:

(1) A monitoring device for the measurement oftdmperature of the gas stream at the exit of teethl dryer on a
continuous basis. The monitoring device is to béfeed by the manufacturer to be accurate within°C (£3 °F).

(2) For affected facilities that use venturi screbbmission control equipment:

(i) A monitoring device for the continuous measueaiof the pressure loss through the venturi cimtistn of the
control equipment. The monitoring device is to bdified by the manufacturer to be accurate wittirinch
water gauge.

(i) A monitoring device for the continuous measuent of the water supply pressure to the controlmgent.
The monitoring device is to be certified by the mif@cturer to be accurate within £5 percent of desigter
supply pressure. The pressure sensor or tap mustdied close to the water discharge point. The
Administrator may be consulted for approval of miggive locations.

(b) All monitoring devices under paragraph (a)lo$ tsection are to be recalibrated annually in etamce with procedures
under §60.13(b).

[41 FR 2234, Jan. 15, 1976, as amended at 54 FR 6&D. 14, 1989; 65 FR 61757, Oct. 17, 2000]
§60.254 Test methodsand procedures.

(&) In conducting the performance tests requiregbi.8, the owner or operator shall use as referevethods and
procedures the test methods in appendix A of this@r other methods and procedures as specifigdsrsection,
except as provided in 860.8(b).
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(b) The owner or operator shall determine compkanith the particular matter standards in §60.25fHows:

(1) Method 5 shall be used to determine the pdaieumatter concentration. The sampling time amdpsa volume for
each run shall be at least 60 minutes and 0.85 (3@mdscf). Sampling shall begin no less than 30uheis after
startup and shall terminate before shutdown praesdoegin.

(2) Method 9 and the procedures in §60.11 shalidesl to determine opacity.
[54 FR 6671, Feb. 14, 1989]
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