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Compliance Assurance Monitoring Requirements

Pursuant to Rule 62-213.440(1)(b)1.a., F.A.C., the CAM plans that are iddhutlds appendix contain
the monitoring requirements necessary to satisfy 40 CFR 64. tlomsdl. — 17. are generic conditions
applicable to all emissions units that are subject to thiel @quirements. Specific requirements related
to each emissions unit are contained in the attached tabklesbmitted by the applicant and approved by
the Department.

40 CFR 64.6 Approval of Monitoring.

1. The attached CAM plan(s), as submitted by the applicanteislipproved for the purposes of
satisfying the requirements of 40 CFR 64.3.
[40 CFR 64.6(a)]

2. The attached CAM plan(s) include the following information:
() The indicator(s) to be monitored (such as temperaturesyreerop, emissions, or similar
parameter);
(i) The means or device to be used to measure the ing&p{such as temperature measurement
device, visual observation, or CEMS); and
(iif) The performance requirements established to satisfy 40 CFR $ar3@), as applicable.
[40 CFR 64.6(c)(1)]

3. The attached CAM plan(s) describe the means by which the ocsvneperator will define an
exceedance of the permitted limits or an excursion from thedstadicator ranges and averaging
periods for purposes of responding to (82eV Conditions 5. - 14.)and reporting exceedances or
excursions (se€EAM Conditions 15. — 16).

[40 CFR 64.6(c)(2)]

4. The permittee is required to conduct the monitoring specifi¢beirmattached CAM plan(s) and shall
fulfill the obligations specified in the conditions below (€M Conditions 5. - 16.).
[40 CFR 64.6(c)(3)]

40 CFR 64.7 Operation of Approved Monitoring.

5. Commencement of operatiofthe owner or operator shall conduct the monitoring required under this
appendix upon the effective date of this Title V permit.
[40 CFR 64.7(a)]

6. Proper maintenanceAt all times, the owner or operator shall maintain the monigiincluding but
not limited to, maintaining necessary parts for routine repairs of déimitaning equipment.
[40 CFR 64.7(b)]

7. Continued operation.Except for, as applicable, monitoring malfunctions, associadpdirs, and
required quality assurance or control activities (includingapglicable, calibration checks and
required zero and span adjustments), the owner or operator shall condumtigdking in continuous
operation (or shall collect data at all required intervatsplhtimes that the pollutant-specific
emissions unit is operating. Data recorded during monitoringunlbns, associated repairs, and
required quality assurance or control activities shall naidssl for purposes of this part, including
data averages and calculations, or fulfilling a minimum degdlability requirement, if applicable.
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The owner or operator shall use all the data collected durlngtter periods in assessing the
operation of the control device and associated control sys#&nmonitoring malfunction is any
sudden, infrequent, not reasonably preventable failure of the mpgitty provide valid data.
Monitoring failures that are caused in part by poor maintenancear@less operation are not
malfunctions.

[40 CFR 64.7(c)]

8. Response to excursions or exceedances.

a. Upon detecting an excursion or exceedance, the owner or opshmnatbrestore operation of the
pollutant-specific emissions unit (including the control device assbciated capture system) to
its normal or usual manner of operation as expeditiously as @aleticy accordance with good
air pollution control practices for minimizing emissions. Tasponse shall include minimizing
the period of any startup, shutdown or malfunction and taking anysaegerrective actions to
restore normal operation and prevent the likely recurrence otdhse of an excursion or
exceedance (other than those caused by excused startup or shutdowonsprifliillowed by
this permit). Such actions may include initial inspection antuatian, recording that operations
returned to normal without operator action (such as througbomes by a computerized
distribution control system), or any necessary follow-up actionsttwrr operation to within the
indicator range, designated condition, or below the applicablesiemibmitation or standard, as
applicable.

b. Determination of whether the owner or operator has usedtablEeprocedures in response to an
excursion or exceedance will be based on information availabiehwnay include but is not
limited to, monitoring results, review of operation and mainteeagrocedures and records, and
inspection of the control device, associated capture system, and the process

[40 CFR 64.7(d)(1) & (2)]

9. Documentation of need for improved monitorindf. the owner or operator identifies a failure to
achieve compliance with an emission limitation or standard forhmtie approved monitoring did not
provide an indication of an excursion or exceedance while providing dalia, or the results of
compliance or performance testing document a need to modify igtmgxndicator ranges or designated
conditions, the owner or operator shall promptly notify the permitindority and, if necessary, submit
a proposed modification to the Title V permit to address the regessonitoring changes. Such a
modification may include, but is not limited to, reestablishimdjdator ranges or designated conditions,
modifying the frequency of conducting monitoring and collecting datéheomonitoring of additional
parameters.

[40 CFR 64.7(e)]

40 CFR 64.8 Quality Improvement Plan (QIP) Requirements.

10. Based on the results of a determination made u@déd Condition 8.b., above, the permitting
authority may require the owner or operator to develop and implean®IP. Consistent witGAM
Condition 4., an accumulation of exceedances or excursions exceeding 5 percatitndof a
pollutant-specific emissions unit's operating time for a reportpggiod, may require the
implementation of a QIP. The threshold may be set at a hoghewer percent or may rely on other
criteria for purposes of indicating whether a pollutant-speeificssions unit is being maintained and
operated in a manner consistent with good air pollution control practices.

[40 CFR 64.8(a)]

11. Elements of a QIP
a. The owner or operator shall maintain a written QIPreifuired, and have it available for
inspection.
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b. The plan initially shall include procedures for evaluathregcontrol performance problems and,
based on the results of the evaluation procedures, the owner adioogba modify the plan to
include procedures for conducting one or more of the following actions, as apf#opri
(i) Improved preventive maintenance practices.

(i) Process operation changes.
(iif) Appropriate improvements to control methods.
(iv) Other steps appropriate to correct control performance.
(v) More frequent or improved monitoring (only in conjunction with @nemore steps under
CAM Condition 11.b(i) through(iv), above).
[40 CFR 64.8(b)]

12. If a QIP is required, the owner or operator shall develop apteiment a QIP as expeditiously as
practicable and shall notify the permitting authority if fiexiod for completing the improvements
contained in the QIP exceeds 180 days from the date on which the riegdetment the QIP was
determined.

[40 CFR 64.8(c)]

13. Following implementation of a QIP, upon any subsequent determination purs@a&it€ondition
8.b., the permitting authority may require that an owner or operaéidte reasonable changes to the
QIP if the QIP is found to have:

a. Failed to address the cause of the control device performance aliem

b. Failed to provide adequate procedures for correcting cahgnate performance problems as
expeditiously as practicable in accordance with good air pollutiontrol practices for
minimizing emissions.

[40 CFR 64.8(d)]

14. Implementation of a QIP shall not excuse the owner or operator of@doun compliance with any
existing emission limitation or standard, or any existing manier testing, reporting or
recordkeeping requirement that may apply under federal, stdtgabiaw, or any other applicable
requirements under the Act.

[40 CFR 64.8(e)]

40 CFR 64.9 Reporting And Recordkeeping Requirements.

15. General reporting requirements.

a. Commencing from the effective date of this permit, the oworeoperator shall submit
monitoring reports semi-annually to the permitting authority isoedance with Rule 62-
213.440(1)(b)3.a., F.A.C.

b. A report for monitoring under this part shall include, at @aimum, the information required
under Rule 62-213.440(1)(b)3.a., F.A.C., and the following information, as applicable:

(i) Summary information on the number, duration and causeudimg unknown cause, if
applicable) of excursions or exceedances, as applicable, and the cometitns taken;

(i) Summary information on the number, duration and causdudiimg unknown cause, if
applicable) for monitor downtime incidents (other than downt@ssociated with zero and
span or other daily calibration checks, if applicable); and

(iif) A description of the actions taken to implement a QIP during thetieg@eriod as specified
in CAM Conditions 10.throughl4. Upon completion of a QIP, the owner or operator shall
include in the next summary report documentation that the impletneentt the plan has
been completed and reduced the likelihood of similar leveksxoifirsions or exceedances
occurring.

[40 CFR 64.9(a)]
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16. General recordkeeping requirements.

a. The owner or operator shall comply with the recordkeemggirements specified in Rule 62-
213.440(1)(b)2., F.A.C. The owner or operator shall maintain records ofcamogitdata,
monitor performance data, corrective actions taken, any writeality improvement plan
required pursuant t€CAM Conditions 10. through 14. and any activities undertaken to
implement a quality improvement plan, and other supporting infaymatequired to be
maintained under this part (such as data used to document the@defoenitoring, or records
of monitoring maintenance or corrective actions).

b. Instead of paper records, the owner or operator may maintairdsesoralternative media, such
as microfilm, computer files, magnetic tape disks, or michefiqrovided that the use of such
alternative media allows for expeditious inspection and wevéad does not conflict with other
applicable recordkeeping requirements.

[40 CFR 64.9(b)]

40 CFR 64.10 Savings Provisions.

17. It should be noted that nothing in this appendix shall:

a. Excuse the owner or operator of a source from complialticeamy existing emission limitation
or standard, or any existing monitoring, testing, reporting or reeegiikg requirement that may
apply under federal, state, or local law, or any other applicablgérements under the Act. The
requirements of this appendix shall not be used to justify the approval of maplasinstringent
than the monitoring which is required under separate legal aytteord are not intended to
establish minimum requirements for the purpose of determihi@gnonitoring to be imposed
under separate authority under the Act, including monitoring in peissued pursuant to title |
of the Act. The purpose of this part is to require, as part assnance of a permit under Title V
of the Act, improved or new monitoring at those emissions unitsentenitoring requirements
do not exist or are inadequate to meet the requirements of this part.

b. Restrict or abrogate the authority of the Administratorher germitting authority to impose
additional or more stringent monitoring, recordkeeping, testinggporting requirements on any
owner or operator of a source under any provision of the Act, including but not limgedttons
114(a)(1) and 504(b), or state law, as applicable.

c. Restrict or abrogate the authority of the Administraiorpermitting authority to take any
enforcement action under the Act for any violation of an appécamuirement or of any person
to take action under section 304 of the Act.

[40 CFR 64.10]
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