APPENDIX TR

FACILITY-WIDE TESTING REQUIREMENTS
(version dated 9/12/2008)

Unless otherwise specified in the permit, the following testing reopgints apply to each emissions unit for
which testing is required. The terms “stack” and “duct” are used nargeably in this appendix.

TR1.

TR2.

TR3.

TRA4.

Required Number of Test Runfor mass emission limitations, a compliance test shall carfisraee
complete and separate determinations of the total air pollutargiemiate through the test section of the
stack or duct and three complete and separate determinations of kegtdgprocess variables
corresponding to the three distinct time periods during which the staskiemrate was measured,
provided, however, that three complete and separate determinations shalteguired if the process
variables are not subject to variation during a compliance teéfthoee determinations are not necessary
in order to calculate the unit's emission rate. The three requirednesthall be completed within one
consecutive five-day period. In the event that a sample is lost or onetlofébeuns must be
discontinued because of circumstances beyond the control of the owner or ppadhtovalid third run
cannot be obtained within the five-day period allowed for the test, thet&gave his or her designee

may accept the results of two complete runs as proof of compliancejgutdiaat the arithmetic mean of
the two complete runs is at least 20% below the allowable emissitindirstandard. [Rule 62-
297.310(1), F.A.C]

Operating Rate During Testing esting of emissions shall be conducted with the emissions unit
operating at permitted capacity. If it is impractical to test ahjieyd capacity, an emissions unit may be
tested at less than the maximum permitted capacity; in thisaassequent emissions unit operation is
limited to 110 percent of the test rate until a new test is conducteck tanit is so limited, operation
at higher capacities is allowed for no more than 15 consecutive days furguse of additional
compliance testing to regain the authority to operate at the permattadity. Permitted capacity is
defined as 90 to 100 percent of the maximum operation rate allowed by the gRutet62-297.310(2),
F.A.C]

Calculation of Emission Rate-or each emissions performance test, the indicated emissgan rat
concentration shall be the arithmetic average of the emission reweaantration determined by each of
the three separate test runs unless otherwise specified in a patéstifaethod or applicable rule.

[Rule 62-297.310(3), F.A.C.]

Applicable Test Procedures

Required Sampling Time.

(1) Unless otherwise specified in the applicable rule, the rebsam@pling time for each test run shall be
no less than one hour and no greater than four hours, and the sampling time at plact) gaimt
shall be of equal intervals of at least two minutes.

(2) Opacity Compliance Tests. When either EPA Method 9 or DEP Meth@p8adsied as the
applicable opacity test method, the required minimum period of observationdor@iance test
shall be sixty (60) minutes for emissions units which emit or have tkatg@itto emit 100 tons per
year or more of particulate matter, and thirty (30) minutes for @nssinits which have potential
emissions less than 100 tons per year of particulate matter and arejecit teuéd multiple-valued
opacity standard. The opacity test observation period shall include tbd gering which the
highest opacity emissions can reasonably be expected to occur. Excepi@se t@quirements are
as follows:

(&) For batch, cyclical processes, or other operations whicloamally completed within less than
the minimum observation period and do not recur within that time, the period ofatseshall
be equal to the duration of the batch cycle or operation completion time.

(b) The observation period for special opacity tests that are conducted tbepilata to establish a
surrogate standard pursuant to Rule 62-297.310(5)(k), F.A.C., Waiver of Comlesice
Requirements, shall be established as necessary to properly eskesieslationship between a
proposed surrogate standard and an existing mass emission limiting standard.
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(c) The minimum observation period for opacity tests conducted by employagsris of the
Department to verify the day-to-day continuing compliance of a unit afitgatiith an
applicable opacity standard shall be twelve minutes.

b. Minimum Sample Volume. Unless otherwise specified in the applicable rule or test methoahjrtiraum
sample volume per run shall be 25 dry standard cubic feet.
c. Required Flow Rate Range. For EPA Method 5 particulate sampling, acid mist/sulfur dioxide, and
fluoride sampling which uses Greenburg Smith type impingers, the sampling aodzéampling time
shall be selected such that the average sampling rate will be beédvBesnd 1.0 actual cubic feet per
minute, and the required minimum sampling volume will be obtained.
d. Calibration of Sampling Equipment. Calibration of the sampling train equipment shall be conducted in
accordance with the schedule shown in Table 297.310-1, F.A.C.

TABLE 297.310-1 CALIBRATION SCHEDULE

when damaged

MINIMUM
ITEM CALIBRATION| REFERENCEINSTRUMENT TOLERANCE
FREQUENCY

Liquid in glass | Annually ASTM Hg in glass ref. +/-2%
thermometer thermometer or equivalent or

thermometric points
Bimetallic Quarterly Calib. lig. in glass 5°F
thermometer
Thermocouple Annually ASTM Hg in glass ref. 5°F

thermometer, NBS calibrated

reference and potentiometer
Barometer Monthly Hg barometer or NOAA station +/-1% scale
Pitot Tube When required of By construction or measurement$ See EPA Method 2, Fig.

in wind tunnel D greater than 16"
and standard pitot tube

2-2 & 2-3

Probe Nozzles

Before each test
or when nicked,
dented, or
corroded

Micrometer

+/- 0.001” mean of at

least three readings; May.
deviation between
readings, 0.004"

Dry Gas Meter
and Oirifice
Meter

1. Full Scale:
When received,
when 5% change
observed,
annually

Spirometer or calibrated wet test
dry gas test meter

or

2%

2. One Point:
Semiannually

3. Check after
each test series

Comparison check

5%

e. Allowed Modification to EPA Method 5. When EPA Method 5 is required, the following modification is
allowed: the heated filter may be separated from the impingers ¥itddlaibe.
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(version dated 9/12/2008)

[Rule 62-297.310(4), F.A.C.]

TRS.

a.

Determination of Process Variahles

Required Equipment. The owner or operator of an emissions unit for which compliance testscaired
shall install, operate, and maintain equipment or instruments necassatgitmine process variables,
such as process weight input or heat input, when such data are needed inioanjtticemissions data
to determine the compliance of the emissions unit with applicableiemlisgiting standards.

Accuracy of Equipment. Equipment or instruments used to directly or indirectly determine process
variables, including devices such as belt scales, weight hoppers, flovs,nagie tank scales, shall be
calibrated and adjusted to indicate the true value of the parametenieasgred with sufficient
accuracy to allow the applicable process variable to be determined ®W of its true value.

[Rule 62-297.310(5), F.A.C.]

TR6.

Sampling Facilities Permittees that are required to sample mass emissions fransqaices shall

install stack sampling ports and provide sampling facilities that meeetuirements of this condition.

Sampling facilities include sampling ports, work platforms, access tio platforms, electrical power,

and sampling equipment support. All stack sampling facilities must alsoceritplall applicable

Occupational Safety and Health Administration (OSHA) Safety and Healthl&tds described in 29

CFR Part 1910, Subparts D and E.

Permanent Test Facilities. The owner or operator of an emissions unit for which a complian¢etiest

than a visible emissions test, is required on at least an annual bdkiastibhand maintain permanent

stack sampling facilities.

Temporary Test Facilities. The owner or operator of an emissions unit that is not required to cenduct

compliance test on at least an annual basis may use permanent or tentpckesgrapling facilities. If

the owner chooses to use temporary sampling facilities on an emissions unit, aagahenBnt elects to
test the unit, such temporary facilities shall be installed on th&s@ms unit within 5 days of a request
by the Department and remain on the emissions unit until the test is cainplete

Sampling Ports.

(1) All sampling ports shall have a minimum inside diameter of 3 inches.

(2) The ports shall be capable of being sealed when not in use.

(3) The sampling ports shall be located in the stack at least 2 stackelisumreequivalent diameters
downstream and at least 0.5 stack diameter or equivalent diametermgdstmeeany fan, bend,
constriction or other flow disturbance.

(4) For emissions units for which a complete application to construct has tezbprfidr to December 1,
1980, at least two sampling ports, 90 degrees apart, shall be installed samgting location on all
circular stacks that have an outside diameter of 15 feet or lesstaéks with a larger diameter, four
sampling ports, each 90 degrees apart, shall be installed. For emissiofer wiiish a complete
application to construct is filed on or after December 1, 1980, at least twpdirsg ports, 90 degrees
apart, shall be installed at each sampling location on all circulassfankhave an outside diameter
of 10 feet or less. For stacks with larger diameters, four samplirgy pach 90 degrees apart, shall
be installed. On horizontal circular ducts, the ports shall be locatedtshé probe can enter the
stack vertically, horizontally or at a 45 degree angle.

(5) On rectangular ducts, the cross sectional area shall be divided into the n@iedpeal areas in
accordance with EPA Method 1. Sampling ports shall be provided whichadt®gs to each
sampling point. The ports shall be located so that the probe can bedms¥gendicular to the gas
flow.

Work Platforms.

(1) Minimum size of the working platform shall be 24 square feet in arefoiPia shall be at least 3
feet wide.

(2) On circular stacks with 2 sampling ports, the platform shall exteledstt110 degrees around the
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stack.

(3) On circular stacks with more than two sampling ports, the work platforiesttahd 360 degrees
around the stack.

(4) All platforms shall be equipped with an adequate safety rail (ropes taaegeptable), toe board, and
hinged floor-opening cover if ladder access is used to reach themlatfbe safety rail directly in
line with the sampling ports shall be removable so that no obstruction exastarea 14 inches
below each sample port and 6 inches on either side of the sampling port.

e. Accessto Work Platform.

(1) Ladders to the work platform exceeding 15 feet in length shall have sajety @afall arresters with
a minimum of 3 compatible safety belts available for use by samplingrmsis

(2) Walkways over free-fall areas shall be equipped with safetyaaildoe boards.

f. Electrical Power.

(1) A minimum of two 120-volt AC, 20-amp outlets shall be provided at the samplitigrptawithin 20
feet of each sampling port.

(2) If extension cords are used to provide the electrical power, they shalptoenkéine plant’'s property
and be available immediately upon request by sampling personnel.

g. Sampling Equipment Support.

(1) A three-quarter inch eyebolt and an angle bracket shall be attachetty dibmve each port on
vertical stacks and above each row of sampling ports on the sideszohtairducts.

(a) The bracket shall be a standard 3 inch x 3 inch x one-quarter inch equbtdeget which is 1
and one-half inches wide. A hole that is one-half inch in diameter shall leel dnilough the
exact center of the horizontal portion of the bracket. The horizontal poftibe bracket shall
be located 14 inches above the centerline of the sampling port.

(b) A three-eighth inch bolt which protrudes 2 inches from the stack may betsigostor the
required bracket. The bolt shall be located 15 and one-half inches aboeatiwine of the
sampling port.

(c) The three-quarter inch eyebolt shall be capable of supporting a 500 poundgnNodd. For
stacks that are less than 12 feet in diameter, the eyebolt shall teellé8danches above the
horizontal portion of the angle bracket. For stacks that areegttéain or equal to 12 feet in
diameter, the eyebolt shall be located 60 inches above the horizontal potheraafjle bracket.
If the eyebolt is more than 120 inches above the platform, a length of chiaipeshtiached to it
to bring the free end of the chain to within safe reach from the platform.

(2) A complete monorail or dual rail arrangement may be substituted for thdteymdbdracket.

(3) When the sample ports are located in the top of a horizontal duct, a frdhigivavided above the
port to allow the sample probe to be secured during the test.

[Rule 62-297.310(6), F.A.C.]

TR7. Frequency of Compliance Test§he following provisions apply only to those emissions units that are
subject to an emissions limiting standard for which compliance testieguired.
a. General Compliance Testing.

(1) The owner or operator of a new or modified emissions unit that ecétdjan emission limiting
standard shall conduct a compliance test that demonstrates compliimthe applicable emission
limiting standard prior to obtaining an operation permit for such emisaitihs

(2) For excess emission limitations for particulate mattenfsgpga Rule 62-210.700, F.A.C., a
compliance test shall be conducted annually while the emissions apériating under soot blowing
conditions in each federal fiscal year during which soot blowing is partrofati@missions unit
operation, except that such test shall not be required in any fedesahlygsir in which a fossil fuel
steam generator does not burn liquid and/or solid fuel for more than 400 hourthatheuring
startup.
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(3) The owner or operator of an emissions unit that is subject to asgi@mlimiting standard shall
conduct a compliance test that demonstrates compliance with theajgkmission limiting
standard prior to obtaining a renewed operation permit. Emissionsghatitae required to conduct
an annual compliance test may submit the most recent annual complianceatisty the
requirements of this provision. In renewing an air operation permit pursusimb-subparagraph 62-
210.300(2)(a)3.b., c., or d., F.A.C., the Department shall not require submissionsibemis
compliance test results for any emissions unit that, during the yeatgrenewal:

(a) Did not operate; or

(b) In the case of a fuel burning emissions unit, burned liquid andigfieel for a total of no more
than 400 hours.

(4) During each federal fiscal year (October 1 — SeptembeuB@ss otherwise specified by rule, order,
or permit, the owner or operator of each emissions unit shall have d éanmgliance test conducted
for:

(a) Visible emissions, if there is an applicable standard;

(b) Each of the following pollutants, if there is an applicatd@dard, and if the emissions unit emits
or has the potential to emit: 5 tons per year or more of lead océeagbunds measured as
elemental lead; 30 tons per year or more of acrylonitrile; or 100 torygaeor more of any
other regulated air pollutant; and

(c) Each NESHAP pollutant, if there is an applicable emission standar

(5) An annual compliance test for particulate matter emissiofisisthée required for any fuel burning
emissions unit that, in a federal fiscal year, does not burn liquid anditbfuss, other than during
startup, for a total of more than 400 hours.

(6) For fossil fuel steam generators on a semi-annual particultter emission compliance testing
schedule, a compliance test shall not be required for any six-month pewbith liquid and/or solid
fuel is not burned for more than 200 hours other than during startup.

(7) For emissions units electing to conduct particulate mattesimisompliance testing quarterly
pursuant to paragraph 62-296.405(2)(a), F.A.C., a compliance test shall natiledrisy any
guarter in which liquid and/or solid fuel is not burned for more than 100 hourstiodimeduring
startup.

(8) Any combustion turbine that does not operate for more than 400 hours pehnaleaonduct a visible
emissions compliance test once per each five-year period, coincidmtheiterm of its air operation
permit.

(9) The owner or operator shall notify the Department, at least 15 daysophe date on which each
formal compliance test is to begin, of the date, time, and place of ezdctest) and the test contact
person who will be responsible for coordinating and having such test conthrdtesl owner or
operator.

(10)  An annual compliance test conducted for visible emissions shak mequired for units
exempted from air permitting pursuant to subsection 62-210.300(3), F.A.C.; unitsideteto be
insignificant pursuant to subparagraph 62-213.300(2)(a)1., A.C., or paragraph 62-21@330(6)
F.A.C.; or units permitted under the General Permit provisions in ggaia$2-210.300(4)(a) or Rule
62-213.300, F.A.C., unless the general permit specifically requires suclg.testi

b. Special Compliance Tests. When the Department, after investigation, has good reason (such as
complaints, increased visible emissions or questionable maintenara@rol equipment) to believe that
any applicable emission standard contained Department rule or im# issued pursuant to those rules
is being violated, it shall require the owner or operator of the emissidrn® aonduct compliance tests

which identify the nature and quantity of pollutant emissions from thes@ns unit and to provide a

report on the results of said tests to the Department.

c. Waiver of Compliance Test Requirements. If the owner or operator of an emissions unit that is subject to

a compliance test requirement demonstrates to the Department,nptostiee procedure established in

JEA Permit No. 0310045-020-AV
NGS/SIJRPP/STI Title V Air Operation Permit Renewal
Page TR-5 of 7



APPENDIX TR
FACILITY-WIDE TESTING REQUIREMENTS
(version dated 9/12/2008)

Rule 62-297.620, F.A.C., that the compliance the emissions unit with an applicaiiié emission
limiting standard can be adequately determined by means other than gmatestest procedure, such
as specifying a surrogate standard of no visible emissions for peteicoatter sources equipped with a
bag house or specifying a fuel analysis for sulfur dioxide emissions, tretbent shall waive the
compliance test requirements for such emissions units and order tha¢thatalmeans of determining
compliance be used, provided, however, the provisions of paragraph 62-297.310(7)(),dhall
apply.

[Rule 62-297.310(7), F.A.C.]

TR8. Test Reports
a. The owner or operator of an emissions unit for which a compliarniae tequired shall file a report with

the Department on the results of each such test.

b. The required test report shall be filed with the Department as s@oadiical but no later than 45 days
after the last sampling run of each test is completed.

c. The test report shall provide sufficient detail on the emissioiisested and the test procedures used to
allow the Department to determine if the test was properly conducted argtthesults properly
computed. As a minimum, the test report, other than for an EPA or DEP Methodsbaégprovide the
following information.

(1) The type, location, and designation of the emissions unit tested.

(2) The facility at which the emissions unit is located.

(3) The owner or operator of the emissions unit.

(4) The normal type and amount of fuels used and materials processed, tgpdgtand amounts of
fuels used and material processed during each test run.

(5) The means, raw data and computations used to determine the amoustusédedind materials
processed, if necessary to determine compliance with an applicable eniisging standard.

(6) The type of air pollution control devices installed on the emissinit, their general condition, their
normal operating parameters (pressure drops, total operating currentretBber water), and
their operating parameters during each test run.

(7) A sketch of the duct within 8 stack diameters upstream and 2 stacheatmdwvnstream of the
sampling ports, including the distance to any upstream and downstream bends towther f
disturbances.

(8) The date, starting time and duration of each sampling run.

(9) The test procedures used, including any alternative procedtinesized pursuant to Rule 62-
297.620, F.A.C. Where optional procedures are authorized in this chapter, indicdte@ption was
used.

(10) The number of points sampled and configuration and location of the sapiptieg

(11) For each sampling point for each run, the dry gas meter readmgtywbBead, pressure drop across
the stack, temperatures, average meter temperatures and saragiertpoint.

(12) The type, manufacturer and configuration of the sampling equipment used.

(13) Data related to the required calibration of the test equipment

(14) Data on the identification, processing and weights of alldilised.

(15) Data on the types and amounts of any chemical solutions used.

(16) Data on the amount of pollutant collected from each sampling probiiettse &nd the impingers,
are reported separately for the compliance test.

(17) The names of individuals who furnished the process variable dataioted the test, analyzed the
samples and prepared the report.

(18) All measured and calculated data required to be determined by ebchbégpest procedure for each
run.

(19) The detailed calculations for one run that relate the tedletata to the calculated emission rate.

(20) The applicable emission standard and the resulting maximonrable emission rate for the
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emissions unit plus the test result in the same form and unit olilmeas
(21) A certification that, to the knowledge of the owner or his autbdragent, all data submitted are true
and correct. When a compliance test is conducted for the Departmentgenitstie person who
conducts the test shall provide the certification with respect tesh@itocedures used. The owner or
his authorized agent shall certify that all data required and provided petson conducting the test
are true and correct to his knowledge.
[Rule 62-297.310(8), F.A.C.]
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