Jackson-;ille Electric Authoritv

Operation and Maintenance Plan

Operation and Maintenance
Following is a list of activities to be accomplished for the control of particulate

emissions from units in or impacting the Duval County maintenance areas. These schedules

apply to each on-line unit.

Daily:

1. Check and clean burners (renew tips as necessary) daily.

. p Conduct one complete soot-blowing cycle (or as needed).

3. Maintain optimum fuel oil temperature and pressure at all times.
Weekly:

1. Clean low pressure fuel oil strainers (more frequently if required).

2. Clean other fuel oil strainers as needed by monitoring the pressure drop.
Annually:

1, Clean the boiler and inspect baffles.

2. Inspect the: (a) wind box;

(b) registers;

(c) diffusers;
(d) refractory throat;

) (e) scanners;
® ignitors.
3. Adjust the air registers for optimum flame pattern with assistance from

Engineering Services.

4. Replace burner tips (more frequently if required).
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As Needed:

1. Wash furnace and air heaters.

Major Outages:

1. - Overhaulthe: (2)  turbine/generator
(b) boiler and auxiliary equipment.
2. Calibrate the: (a) " flow meters including sensing line checks;
(b) pneumatic controls;
- ©) | temperature gauges.

Performance Parameters

The following operational parameters are to be recorded on a bi-hourly basis.

1, Steam flow.

2. Burner oil pressure.

3, Burner oil temperature.
Fuel Type: Number 6 residual oil unless otherwise stated.
Records

Records of all operating data and maintenance procedures listed herein shall be retained
at the Generating Station for review, upon request, for a period of five (5) years.
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