STATEMENT OF BASIS

JEA

Kennedy Generating Station

Facility ID No.:  0310047

Duval County

Title V Air Operation Permit Revision

FINAL Title V Air Operation Permit Revision No.:  0310047-008-AV

The initial Title V air operation permit went final on December 31, 1997, and effective on January 1, 1998.  This Title V air operation permit with revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee (changed from Jacksonville Electric Authority to JEA) is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of the permit revision is to incorporate the Combustion Turbine #7’s operating rate required during stack testing established in Air Construction Permit, No. 0310047-007-AC, issued on April 27, 2001.  Therefore, Specific Condition D.24. is changed as follows:

FROM:


Testing Procedures.  Testing of emissions shall be conducted with the CT operating at permitted capacity.  Permitted capacity is defined as 95-100 percent of the maximum heat input rate allowed by the permit, corrected for the average turbine inlet temperature during the test (with 100 percent represented by a curve depicting heat input vs. ambient temperature).  If it is impracticable to test at permitted capacity, the source may be tested at less than permitted capacity.  In this case, subsequent operation is limited by adjusting the entire heat input vs. turbine inlet temperature curve downward by an increment equal to the difference between the maximum permitted heat input (corrected for ambient temperature) and 105 percent of the value reached during the test until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the permitted capacity.  Test procedures shall meet all applicable requirements (i.e., testing time frequency, minimum compliance duration, etc.) of Rule 62-204.800, F.A.C.

{Permitting note: Attached (GE Heat Input Curves) are the manufacturer’s heat input curves that are nominal values to be used to aid in defining “full load” for stack testing purposes and do not constitute a limit on heat input.}

[0310047-006-AV]



TO:



Testing Procedures.  Compliance testing of emissions shall be conducted with the CT operating at permitted capacity.  Permitted capacity is defined as 90-100 percent of the manufacturer’s rated heat input achievable for the average compressor inlet conditions during the test.  If it is impracticable to test at permitted capacity, then combustion turbines may be tested at less than permitted capacity.  In such cases, the entire curve or table shall be adjusted downwards by the increment which reflects the reduced rate of operation at which compliance was demonstrated.  This increment is equal to the difference between the manufacturer’s heat input or fuel usage value and 110 percent of the value reached during the test.  In this case, the data and calculations necessary to demonstrate the heat input or fuel usage rate correction shall be submitted to the Department with the compliance test report.  Test procedures shall meet all applicable requirements (i.e., testing time frequency, minimum compliance duration, etc.) of Rule 62-204.800, F.A.C.



{Permitting note: Attached (GE Heat Input Curves) are the manufacturer’s heat input curves that are nominal values to be used to aid in defining “full load” for stack testing purposes and do not constitute a limit on heat input.}



[0310047-007-AC]

Based on the initial Title V permit application received June 14, 1996, this facility is a major source of hazardous air pollutants (HAPs).

