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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

The Kennedy Generating Station is an electric power plant consisting of two primary electrical generating units.
Combustion Turbine (CT) No. 7 is a simple cycle unit with a nominal generating capacity of 170 megawatts
(MW). CT No. 8 is a simple cycle unit with a nominal generating capacity of 172 MW. Both CTs operate in
simple-cycle peaking and intermittent-duty modes and are authorized to fire natural gas and distillate oil. To
reduce emissions of nitrogen oxides (NOx), the CTs are equipped with dry low-NOx (DLN) combustors when
firing natural gas and a water injection system when firing oil. Each CT is equipped with a continuous emissions
monitoring system (CEMS) to continuously monitor NOx emissions.

Subsection B. Summary of Emissions Units.

EU No. | Brief Description

Regulated Emissions Units
015 CT No.7
016 CT No. 8

The terms “gas turbine” and “combustion turbine” are interchangeable. The simple-cycle combustion turbines
(SCCT) are referred to as “gas turbines” pursuant to New Source Performance Standards (NSPS) Subpart GG and
“combustion turbines” pursuant to NSPS Subpart KKKK.

Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List
of Insignificant Emissions Units and/or Activities).

Subsection C. Applicable Requlations.

Based on the Title V air operation permit renewal application received April 25, 2017, this facility not a major
source of hazardous air pollutants (HAP). The existing facility is a prevention of significant deterioration (PSD)
major source of air pollutants in accordance with Rule 62-212.400, F.A.C. A summary of applicable regulations
is shown in the following table.

Regulation EU No(s).
Federal Rule Citations

40 CFR 60, Subpart A, NSPS General Provisions 015, 016
40 CFR 60, Subpart GG, Standards of Performance for Stationary Gas Turbines 015

40 CFR 60, Subpart KKKK, Standards of Performance for Stationary Combustion Turbines 016

40 CFR 75, Acid Rain Monitoring Provisions 015, 016

State Rule Citations

Rule 62-204.800, F.A.C., Federal Regulations Adopted by Reference 015, 016
Rule 62-210.300, F.A.C., Permits Required 015, 016
Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD) 015, 016
Chapter 62-213, F.A.C., Operation Permits for Major Sources of Air Pollution 015, 016
Chapter 62-214, F.A.C., Sources Subject to the Federal Acid Rain Program 015, 016
Rule 62-296.320, F.A.C., General Pollutant Emissions Limiting Standards 015, 016
Rule 62-297.310, F.A.C., General Emissions Test Requirements 015, 016
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SECTION Il. FACILITY-WIDE CONDITIONS.

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section VI, Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.
[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow or
permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An “objectionable
odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors,
is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the
comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62-296.320(2) and 62-
210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions. The
permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or
installation, volatile organic compounds or organic solvents without applying known and existing vapor
emission control devices or systems deemed-necessary and ordered by the Department. [Rule 62-296.320(1),
F.A.C]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FW4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged into the
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity. This
regulation does not impose a specific testing requirement. [Rule 62-296.320(4)(b), F.A.C.]

FWS5. Unconfined Particulate Matter. No person shall cause, let, permit, suffer or allow the emissions of
unconfined particulate matter from any activity, including vehicular movement; transportation of materials;
construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading,
storing or handling; without taking reasonable precautions to prevent such emissions. Reasonable precautions
to prevent emissions of unconfined particulate matter at this facility include:

a. Paving and maintenance of roads, parking areas and yards.

b. Application of water or chemicals to control emissions from such activities as demolition of buildings,

grading roads, construction, and land clearing.

c. Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open

stock piles, and similar activities.

d. Removal of particulate matter from roads and other paved areas under control of the owner or operator of
the facility to prevent re-entrainment, and from buildings or work areas to prevent particulate matter to
become airborne.

Landscaping or planting of vegetation.

Use of hoods, fans, filters, and similar equipment to contain, capture, and/or vent particulate matter.

Confining abrasive blasting where possible.

Enclosure or covering of conveyor systems.

i. Posting and enforcing a speed vehicle for vehicles traveling on roadways on site.

[Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in Title \V air operation permit renewal

application received April 25, 2017.]

- oSQ —ho

Reports and Fees

See Appendix RR, Facility-wide Reporting Requirements, for additional details and requirements.

FW6. Electronic Annual Operating Report and Title VV Annual Emissions Fees. The information required by the
Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous

JEA Permit No. 0310047-024-AV
Kennedy Generating Station Title VV Air Operation Permit Renewal
Page 3 of 26



SECTION Il. FACILITY-WIDE CONDITIONS.

calendar year, to the Department of Environmental Protection’s Division of Air Resource Management. Each
Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report
(EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form
No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.
Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C. Each
Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount
determined as set forth in subsection 62-213.205(1), F.A.C. The annual fee shall only apply to those
regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric
emission-limiting standard is specified in the source’s most recent construction permit or operation permit.
Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source
showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee
that is due. The submission of the annual Title VV emissions fee payment is also due (postmarked) by April 1%
of each year. A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated
total fee shall be submitted to: Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070,
Tallahassee, Florida 32315-3070. Additional information is available by accessing the Title V Annual
Emissions Fee On-line Information Center at the following Internet web site:
http://www.dep.state.fl.us/air/emission/tvfee.htm. [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.;
and, §403.0872(11), Florida Statutes (2013)]

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR (EAOR)
website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need assistance after
reviewing the information posted on the EAOR website, please contact the Department by phone at (850)
717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each

year.}

FW?7. Annual Statement of Compliance. The permittee shall submit an annual statement of compliance to the
compliance authority at the address shown on the cover of this permit and to the US. EPA at the address
shown below within 60 days after the end of each calendar year during which the Title V air operation permit
was effective. (See also Appendix RR, Conditions RR1 and RR7.) [Rules 62-213.440(3)(a)2. & 3. and (b),
F.AC]

U.S. Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia 30303
Attn: Air Enforcement Branch

FW8. Prevention of Accidental Releases (Section 112(r) of CAA). If, and when, the facility becomes subject to

112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original submittals, revisions or
updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the
following address: https://cdx.epa.gov. Information on electronically submitting risk management plans
using the Central Data Exchange system is available at: http://wwwz2.epa.gov/rmp. The RMP Reporting
Center can be contacted at: RMP Reporting Center, Post Office Box 10162, Fairfax, VA 22038,
Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.

[40 CFR 68]
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SECTION Il. FACILITY-WIDE CONDITIONS.

FW9. Semi-Annual Monitoring Reports. The permittee shall monitor compliance with the terms and conditions
of this permit and shall submit reports of any deviations from the requirements of these conditions at least
every six (6) months. All instances of deviations from permit requirements must be clearly identified in such
reports, including reference to the specific requirement and the duration of such deviation. All reports shall
be accompanied by a certification by a responsible official, pursuant to subsection 62-213.420(4), F.A.C.
(See also Conditions RR2. — RR4. of Appendix RR, Facility-wide Reporting Requirements, for additional
reporting requirements related to deviations.) [Rule 62-213.440(1)(b)3.a., F.A.C.]

{Permitting Note: EPA has clarified that, pursuant to 40 CFR 70.6(a)(3), the word “monitoring” is used in a
broad sense and means monitoring (i.e., paying attention to) the compliance of the source with all emissions
limitations, standards, and work practices specified in the permit.}
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Unit 015

The specific conditions in this section apply to the following emissions unit:
EU No. | Brief Description
015 |CT No.7

This emission unit is a General Electric (GE) Model PG 7241 FA SCCT coupled to an electrical generator rated at
a nominal 170 MW. This unit can operate in simple-cycle and intermittent-duty modes. To control NOx
emissions, this unit is equipped with DLN combustor technology for firing natural gas and water injection for
firing distillate oil. A CEMS is used to continuously monitor and record NOx emissions for determining
compliance with NOx standards. The unit began commercial operation on April 30, 2000.

The design heat input rating of this unit is 1,623 million British thermal units per hour (MMBtu/hour) when firing
natural gas and 1,822 MMBtu/hour when firing distillate oil based on a compressor inlet air temperature of 59
degrees Fahrenheit (°F), 60% relative humidity, a pressure of 14.7 pounds per square inch (psi), 100% load, and
the lower heating value (LHV) of each fuel (983 MMBtu/million cubic feet of natural gas and 140 MMBtu/1,000
gallons of distillate oil). Actual heat input rate will vary depending upon gas turbine characteristics, ambient
conditions, and evaporative cooling. Exhaust gas exits a stack that is 24 feet in diameter and 90 feet tall with a
volumetric flow rate of approximately 2,378,000 actual cubic feet per minute (acfm) at a temperature of 1,116°F.

{Permitting Note: This emissions unit is regulated under: 40 CFR 60, Subpart A, General Provisions, and Subpart
GG, Standards of Performance for Stationary Gas Turbines, adopted by reference in Rule 62-204.800(8)(b)41,
F.A.C.; Rule 62-212.400, F.A.C., PSD avoidance limits for NOx, carbon monoxide (CO), particulate matter (PM),
volatile organic compounds (VOC), sulfur dioxide (SO.) and visible emissions (VE); and Chapter 62-214, F.A.C.,
the Phase Il Acid Rain Program as specified in Section IV of this Permit.}

Essential Potential to Emit (PTE) Parameters

A.l. Permitted Capacity. The maximum allowable heat input rate is as follows:

Unit No. MMBtu/hr Heat Input Fuel Type
(015) 1,623 Natural Gas
1,822 Distillate Oil

These maximum heat input rates will vary depending on CT inlet conditions and characteristics.
Manufacturer’s curves corrected for site conditions or equations for correction to other ambient conditions
shall be provided to the Department upon request. [Rules 62-4.160(2), 62-210.200(PTE); and, Permit No.
0310047-002-AC]

A.2.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(3), F.A.C.]

A.3.  Operating Rate During Testing. Compliance testing shall be conducted with CT No. 7 operating at
permitted capacity. Permitted capacity is defined as 90-100% of the manufacturer’s rated heat input
achievable for the average compressor inlet conditions during the test. If it is impracticable to test at
permitted capacity, then the CT may be tested at less than permitted capacity. In such cases, the entire curve
or table shall be adjusted downwards by the increment which reflects the reduced rate of operation at which
compliance was demonstrated. This increment is equal to the difference between the manufacturer’s heat
input or fuel usage value and 110% of the value reached during the test. In this case, the data and calculations
necessary to demonstrate the heat input or fuel usage rate correction shall be submitted to the Department
with the compliance test report. Test procedures shall meet all applicable requirements (i.e., testing time
frequency, minimum compliance duration, etc.) of Rule 62-204.800(8)(b)41, F.A.C. {Permitting Note: The
GE Heat Input Curves provided by the manufacturer are the nominal values to be used to aid in defining “full
load™ for stack testing purposes and do not constitute a limit on heat input.} [Rule 62-297.310(3), F.A.C. and
Permit No. 0310047-007-AC]
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Unit 015

A.4.  Methods of Operation.
a. Fuels. The fuels that are allowed to be burned in this unit are:

(1) Natural Gas.
() Pipeline natural gas, primary fuel.
(b) The sulfur content of the natural gas fired by this unit shall not exceed 2 grains per 100 standard

cubic feet (2 gr/100 scf).

(2) No. 2 fuel oil or superior grade of distillate fuel oil with a maximum sulfur content of 0.05% by
weight.

b. Operating Procedures. Operating procedures shall include good operating practices and proper training
of all operators and supervisors. The good operating practices shall meet the guidelines and procedures as
established by the equipment manufacturers. All operators (including supervisors) of air pollution control
devices shall be properly trained in plant specific equipment.

[Rule 62-213.410, F.A.C.; Applicant’s request in Title \VV permit renewal application received April 24, 2017,

and Permit No. 0310047-002-AC]

A.5.  Hours of Operation. The maximum allowable hours of operation in any 12-month period (MAXHROP)
for CT No. 7 are 4,050 hours on natural gas and 1,260 hours on distillate oil or the hours calculated pursuant
to the following formula:

MAXHROP = 4050 - (3.215 x ACTHROPFO)

Where: ACTHROPFO = actual hours of operation on fuel oil.
[Rules 62-4.160(2) & 62-210.200(PTE), F.A.C.; and Permit No. 0310047-002-AC]

Control Technology

A.6. DryLow NOx (DLN) Combustion. DLN combustors were installed on CT No. 7 to control NOx
emissions. The DLN combustion system systems shall each be tuned to optimize emissions reductions and
shall be maintained to minimize NOx emissions and CO emissions. [Permit No. 0310047-002-AC]

A.7.  Water Injection System, Oil Firing. A water injection system was installed for use when firing No. 2 or
superior grade distillate fuel oil for control of NOx emissions. [Permit No. 0310047-002-AC]

A.8. Circumvention. The owner or operator shall not circumvent or operate the air pollution control
equipment in such a manner which would violate allowable emission rates established for these units.
[Rule 62-210.650, F.A.C.]

Emission Limitations and Standards

Unless otherwise specified, the averaging times for Specific Conditions A.9-A.13 are based on the specified
averaging time of the applicable test method.

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

A.9.  Visible Emissions. As determined by stack tests, VE shall not exceed 10% opacity when firing natural
gas or distillate oil. [Rules 62-4.070 and 62-210.200(PTE), F.A.C.; and Permit No. 0310047-002-AC]

A.10. NOx Emissions. As determined by CEMS and stack test, NOx emissions shall not exceed the following
emissions standards:
a. Natural Gas.
(1) 15 parts per million by volume, dry at 15% oxygen (ppmvd at 15% O), based on a 24-hour block
average (CEMS, maintained in accordance with 40 CFR 75).
(2) 15 ppmvd at 15% O, calculated as nitrogen dioxide (NO.) (Stack Test).
(3) 99 Ib/hour, calculated as NO, (Stack Test).
b. Distillate Oil.
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Unit 015

(1) 42 ppmvd at 15% O, based on a 24-hour block average (CEMS, maintained in accordance with 40
CFR 75).
(2) 42 ppmvd at 15% Oy, calculated as NO- (Stack Test).
(3) 318 Ibs/hr, calculated as NO (Stack Test).
c. Natural Gas and Distillate Oil.
(1) Total annual NOx emissions shall not exceed 200 tons on a 12-month rolling total basis while firing
natural gas, fuel oil or a combination of permitted fuels.
(2) NOx emissions shall meet the applicable requirements of 60.332(a), (b) and (). {Permitting Note:
Initial testing requirements only for 40 CFR 60, Subpart GG.}
{Permitting Note: The permittee conducted initial tests in accordance with the Ib/hour emissions standards,
EPA Method 20 was to demonstrate compliance with Subpart GG in 40 CFR 60.} [Rules 62-4.070, 62-
204.800(8)(b)41 and 62-212.400(Avoid PSD), F.A.C.; 60.332(a), (b) and (f); 40 CFR 75; and Permit No.
0310047-013-AC]

A.11l. CO Emissions. As determined by stack test, CO emissions shall not exceed the following emissions
standards:
a. Natural Gas.
(1) 15 ppmvd.
(2) 48 Ibs/hr.
b. Distillate Oil.
(1) 20 ppmvd
(2) 97 Ibs/hr
[Rules 62-4.070 and 62-210.200(PTE), F.A.C.; and Permit No. 0310047-013-AC, Specific Condition 19

A.12. VOC Emissions. As determined by stack test, VOC emissions shall not exceed the following emissions

standards:
a. Natural Gas.

(1) 1.4 ppmvd

(2) 2.9 Ibs/hr
b. Distillate Oil.

(1) 3.5 ppmvd

(2) 19 Ibs/hr
{Permitting Note: Initial testing was performed in accordance with EPA Method 25A; thereafter, CO
emission limit will be used as a surrogate and no annual testing is required.} [Rules 62-4.070 and 62-
210.200(PTE), F.A.C.; and Permit Nos. 0310047-002-AC and 0310047-013-AC]

A.13. SO2 Emissions. As determined by fuel specifications, SO, emissions shall not exceed the following
emissions standards:
a. Natural Gas.
(1) 9.7 Ib/hour
(2) maximum fuel sulfur content of 2 gr/100 scf
b. Distillate Oil.
(1) 98 Ib/hour
(2) maximum fuel sulfur content of 0.05% by weight
c. Natural Gas and Distillate Oil.
(1) 62 tons/year
(2) 0.015% by volume at 15% O, dry or 0.8% sulfur content by weight. (NSPS)
(Permitting Note: Initial test was performed for 9.7 Ib/hour when firing natural gas and 98 Ib/hour when
firing distillate oil.} [Rules 62-4.070, 62-210.200(PTE) and 62-204.800(8)(b)41, F.A.C.; 40 CFR 60.333; and
Permit No. 0310047-013-AC]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Unit 015

A.14. PM/PMio Emissions. As determined by fuel specifications, PM emissions are minimized by complying
with the fuel sulfur limits. {Permitting Note: The 10% opacity limit will be used as a surrogate for PM
emissions.} [Rules 62-4.070 and 62-210.200(PTE), F.A.C.; and Permit No. 0310047-002-AC]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

A.15. Definitions. Startup, shutdown, and malfunction are defined as follows:

a. Startup. The commencement of operation of any emissions unit which has shut down or ceased operation
for a period of time sufficient to cause, temperature, pressure, chemical or pollution control device
imbalances, which result in excess emissions.

b. Shutdown. The cessation of the operation of an emissions unit for any purpose.

c. Malfunction. Any unavoidable mechanical and/or electrical failure of air pollution control equipment or
process equipment or of a process resulting in operation in an abnormal or unusual manner.

[Rule 62-210.200, F.A.C.]

A.16. Excess Emissions Allowed. Excess emissions resulting from startup, shutdown or malfunction of any
emissions unit shall be permitted provided (1) best operational practices to minimize emissions are adhered to
and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour
period unless specifically authorized by the Department for longer duration. [Rule 62-210.700(1), F.A.C.]

A.17. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure that may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(4), F.A.C.]

A.18. Excess Emissions from Malfunctions. In case of excess emissions resulting from malfunctions, each
owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C. A full written report
on the malfunctions shall be submitted in a quarterly report if requested by the Department. [Rule 62-
210.700(5), F.A.C.]

Monitoring of Operations

A.19. Natural Gas Monitoring Schedule. The following custom monitoring schedule for natural gas is approved
in lieu of the daily sampling requirements of 40 CFR 60.334(h)(1) (see Appendix NSPS, Subpart GG):

a. The permittee is committed to using a primary fuel of pipeline supplied natural gas (sulfur content less
than 20 gr/100 scf pursuant to 40 CFR 75.11(d)(2)).

b. This unit shall be monitored for SO, emissions using methods consistent with the requirements of 40 CFR
75.11 and certified by the EPA. This custom fuel monitoring schedule will only be valid when pipeline
natural gas is used as a primary fuel. If the primary fuel for this unit is changed to a higher sulfur fuel,
SO2 emissions must be accounted for as required pursuant to 40 CFR 75.11(d).

[Rule 62-204.800(8)(b)41, F.A.C.; 40 CFR 60.334 and 60.335; 40 CFR 75.11; and Permit No. 0310047-002-

AC]

A.20. Fuel Oil Monitoring Schedule.

a. The following monitoring schedule for No. 2 or superior grade fuel oil shall be followed: For all bulk
shipments of No. 2 or superior grade fuel oil received at Kennedy Generating Station, an analysis which
reports the sulfur content of the fuel, shall be provided by the fuel vendor. The analysis shall also specify
the methods by which the analyses were conducted and shall comply with the requirements of 40 CFR
60.335(b).

b. For the purposes of demonstrating compliance with the SO, standard in Specific Condition A.13, 40 CFR
60.333 and the limits on the fuel sulfur content, the following sampling and analytical methods shall be
used: ASTM D2880-71, 78 or 96, or D4294-98 (or equivalent) for the sulfur content of liquid fuels; and
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D1072-80 or 90 (Reapproved 1994), D3031-81, D4084-82 or D3246-81 or 94, or D3246-81, 92 or 96 (or
equivalent) for the sulfur content of gaseous fuel. The owner or operator is responsible for ensuring that
the procedures above are used for determination of fuel sulfur content.

Analysis may be performed by the owner or operator, a service contractor retained by the owner or
operator, the fuel vendor, or any other qualified agency pursuant to 40 CFR 60.335(b)(11). For each
shipment, the permittee shall retain records of the fuel sulfur analysis.

[Rule 62-204.800(8)(b)41, F.A.C.; 40 CFR 60.334 and 60.335; and Permit Nos. 0310047-002-AC and
0310047-013-AC]

Continuous Emissions Monitoring Requirements

A2l

NOx and O2 CEMS. The permittee shall calibrate, maintain, and operate a CEMS in the stack to measure

and record the NOx emissions and the O, content from this unit. Periods when NOx emissions (ppmvd at
15% O,) are above the standards in Specific Condition A.10, taking into account the applicable averaging
periods, shall be provided to the Department’s Bureau of Air Monitoring and Northeast District (NED)
pursuant to 40 CFR 75 and 40 CFR 60 Subpart GG.

a.

b.

CEMS Requirement. The NOx and O, CEMS shall comply with the certification and quality assurance,
and any other applicable requirements of 40 CFR 60.13, including certification of each device in
accordance with 40 CFR 60, Appendix B, Performance Specifications and 40 CFR 60.7(a)(5) or 40 CFR
75. Quality assurance procedures must conform to all applicable sections of 40 CFR 60, Appendix F, or
40 CFR 75. Data on CEMS equipment specifications, manufacturer, type, calibration and maintenance
needs shall be kept on file for future reference and use. As required by 40 CFR 60.334 for purposes of
identifying excess emissions, the missing data methodology of 40 CFR 75 is not required and missing
CEMS data should be reported as monitor downtime in the excess emissions and monitoring performance
report required in 40 CFR 60.7(c).

Averaging Time. Continuous compliance with the NOx emission limits shall be demonstrated with the
CEMS based on the applicable averaging time of the 24-hour block average. Based on CEMS data, a
separate compliance determination is conducted at the end of each operating day and a new average
emission rate is calculated from the arithmetic average of all valid hourly emission rates from the
previous operating day. At JEA’s election, valid hourly emission rates shall not include periods of
startup, shutdown, or malfunction unless prohibited by Rule 62-210.700, F.A.C. A valid hourly emission
rate shall be calculated for each hour in which at least two NOx concentrations are obtained at least 15
minutes apart.

In Lieu of Water-to-Fuel Ratio. The NOx CEMS shall be used in lieu of the water-to-fuel ratio
monitoring system for reporting excess emissions in accordance with 40 CFR 60.334(b), Subpart GG.
The calibration of the water-to-fuel ratio monitoring device required in 40 CFR 60.334(b) will be replaced
by the 40 CFR 75 certification tests of the NOx CEMS. Upon request from the Departments NED the
CEMS emission rates for NOx shall be corrected to International Organization for Standardization (1SO)
conditions to demonstrate compliance with the NOx standard in 40 CFR 60.332.

CEMS Data Exclusion — DLN Tuning. NOx emissions data recorded via CEMS that is collected during
initial or other major DLN tuning sessions may be excluded from demonstrations of compliance with the
concentration-based and Ib/hour-based PSD avoidance NOx limits, provided the tuning session is
performed in accordance with the manufacturer’s specifications or industry standards. NOx emissions
data recorded during DLN combustor tuning shall not be excluded from annual emissions reports and
demonstrations of compliance with any tons/year-based PSD avoidance NOx limit and/or NSPS
provisions. A “major DLN tuning session” occurs after one or more of the following circumstances:

(1) Combustor change-outs.

(2) Major repairs or maintenance to a combustor.

(3) Other similar circumstances.

CEMS Data Exclusion — Full Speed No Load Testing. As a periodic maintenance practice, the permittee
may perform full speed no load tests with the CT generator in accordance with the manufacturer’s

JEA
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
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recommendations (or industry standards). NOx emissions data gathered during periods of full speed, no
load (FSNL) testing may be excluded from demonstrations of compliance with the concentration-based
and Ib/hour-based PSD avoidance NOx limits. NOx emissions data recorded during FSNL testing shall
not be excluded from annual emissions reports and demonstrations of compliance with any tons/year-
based PSD avoidance NOx limit and/or NSPS provisions.
[Rules 62-4.070, 62-204.800(8)(b)41 and 62-210.700, F.A.C.; 40 CFR 60.334; 40 CFR 75; and Permit Nos.
0310047-002-AC and 0310047-023-AC]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

A.22. Test Methods. When required, tests shall be performed in accordance with the following reference
methods:

Method Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content
7E Determination of NOx Emissions from Stationary Sources
9 Visual Determination of the Opacity of Emissions from Stationary Sources
10 Determination of CO Emissions from Stationary Sources
{Note: The method shall be based on a continuous sampling train.}
19 Determination of SO, Removal Efficiency and Particulate Matter, SO, and NOx

Emission Rates (Optional F-factor method may be used to determine flow rate and gas
analysis to calculate mass emissions in lieu of Methods 1-4.)

20 Determination of NOx, SO, and Diluent Emissions from Stationary Gas Turbines

18, 25, or 25A | Method for Determining Gaseous Organic Concentrations (Flame lonization)

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [Rule
62-204.800, F.A.C., and Permit Nos. 0310047-002-AC and 0310047-013-AC]

A.23. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

A.24. Annual Compliance Tests Required. During each calendar year (January 1% to December 31%), this
emission unit shall be tested to demonstrate compliance with the emissions standards for CO and VE. The
NOx certified CEMS and annual RATA test data shall satisfy the annual compliance requirements. The
annual compliance tests will be used in lieu of the compliance test prior to renewal. If this emission unit
operates for 400 hours or less (including during startup and shutdown) during the calendar year, annual
testing is not required. If this emission unit does not operate for more than 400 hours/year, a VE test shall be
conducted once every 5-year period, coinciding with the term of its air operation permit. [Rules 62-
297.310(8), F.A.C.]

A.25. CO Emissions Compliance Requirements. Annual compliance testing for CO may be conducted at less
than capacity when compliance testing is conducted concurrent with the annual NOx RATA testing which is
performed pursuant to 40 CFR 75. [Rule 62-297.310(7), F.A.C.; 40 CFR 60 & 40 CFR 75; and Permit No.
0310047-002-AC]
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A.26. SO2 Emissions Compliance Requirements. Compliance with Specific Condition A.13 in conjunction with
implementation of the Custom Fuel Monitoring Schedules in Specific Conditions A.19 and A.20 will
demonstrate compliance with the applicable NSPS SO, emissions limitations. Confirmation by the Custom
Fuel Monitoring Schedule that the actual sulfur content is less than 2 gr/100 scf (gas) and 0.05 %, by weight,
sulfur content (fuel oil) will demonstrate compliance with the permit limits for SO,. [Rule 62-212.400(12)(b),
F.A.C.; and Permit Nos. 0310047-013-AC]

A.27. PM Emissions Compliance Requirements. No annual compliance testing is required. The permittee
elected to comply with an opacity limit of 10% in lieu of the PM limit and testing requirement. [Rules 62-
4.070, 62-210.200(PTE) and 62-297.310(8), F.A.C.; Permit No. 0310047-002-AC]

A.28. Special Compliance Tests. The Department may request a special test pursuant to Rule 62-297.310(8),
F.A.C., when and after investigation (such as complaints, increased VE, or questionable maintenance of
control equipment), there is reason to believe that any applicable emission standard is being violated.
[Rule 62-297.310(8), F.A.C.; and Permit No. 0310047-002-AC]

Recordkeeping and Reporting Requirements

A.29. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Distillate Oil Consumption Upon request A.32
Excess Emissions Reports Quarterly A.33,A.34

[Rule 62-213.440(1)(b), F.A.C]

A.30. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

A.31. Records. All measurements, records, and other data required to be maintained by the permittee shall be
recorded in a permanent form and retained for at least five years following the date on which such measurements,
records, or data are recorded. These records shall be made available to Department upon request.

[Rule 62-213.440, F.A.C. and Permit No. 0310047-002-AC]

A.32. Distillate Oil Consumption. Records of the distillate oil consumption shall be maintained and made available
to the Department upon request. [Rule 62-213.440, F.A.C.]

A.33. Quarterly Excess Emissions Reports, Subpart GG. With regard to the emissions standards in Subpart GG of
40 CFR 60, quarterly excess emission reports shall be submitted to the Compliance Authority in accordance with
40 CFR 60.7(c). This unit shall comply with the CEMS frequency data report as specified in 40 CFR 60.7(c).
Excess emissions shall be reported for all periods of unit operation, including startup, shutdown and malfunction.
Quarterly reports are due within 30 days following each calendar quarter.

a. Each report shall include the ambient conditions (temperature, pressure, and humidity) at the time of the
excess emission period. Ambient conditions do not have to be reported if the worst case ISO correction
factor (as specified in 40 CFR 60.334(b)(3)(ii)) is used, or if the ISO correction equation under the provisions
of 40 CFR 60.355(b)(1) is not used.

b. If the NOx CEMS meets the requirements of 40 CFR 75 and is continuing to meet the ongoing requirements
of 40 CFR 75, then missing CEMS data are to be reported as monitor downtime in the excess emissions and
monitoring performance report required in 40 CFR 60.7(c), instead of using the missing data substitution
methodology provided for at 40 CFR 75, Subpart D.

[Rule 62-204.800(8)(b)41, F.A.C.; 40 CFR 60.7(c) and 60.334; and Permit No. 0310047-002-AC]

A.34. Quarterly Excess Emissions Reports. Periods of startup, shutdown, malfunction and fuel switching shall be
monitored, recorded, and reported as excess emissions when emission levels exceed the permitted standards listed
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in this subsection. Following the same format in 40 CFR 60.7, quarterly excess emission reports shall be
submitted to the Compliance Authority. Quarterly reports are due within 30 days following each calendar
quarter. [Rule 62-204.800(8)(b)41, F.A.C.; 40 CFR 60; 40 CFR 75; and, Permit Nos. 0310047-002-AC and
0310047-013-AC]

A.35. DLN Tuning and FSNL Testing Notification. Prior to performing any major tuning session or FSNL test,
pursuant to Specific Conditions A.21.d and e, respectively, the permittee shall provide the Compliance Authority
with an advance notice of at least one business day that details the activity and proposed tuning or testing
schedule. The notice may be by telephone, facsimile transmittal, or electronic mail. [Rule 62-4.070(3), F.A.C.;
and Permit No. 0310045-023-AC]

A.36. CEMS Records. Data on CEMS equipment specifications, manufacturer, type, calibration and maintenance
needs shall be kept on file for future reference and use. [Permit No. 0310047-002-AC]

Other Requirements

A.37. New Source Performance Standards (NSPS). CT No. 7 shall be in compliance with the applicable
provisions of Subparts A and GG in 40 CFR 60 adopted by reference in Rule 62-204.800, F.A.C. The
Subpart GG requirement to correct test data to ISO conditions applies. However, such correction is not
required to demonstrate compliance with non-NSPS permit standards. [Rules 62-204.800(8)(b)41 and (8)(d),
F.A.C.; 40 CFR 60, Subparts A and GG; and Permit No. 0310047-002-AC]
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Subsection B. Emissions Unit 016

The specific conditions in this section apply to the following emissions unit:
EU No. | Brief Description

016 CT No. 8

This emission unit is a GE Model PG 7241 FA SCCT coupled to an electrical generator rated at a nominal 172
MW. This unit can operate in simple-cycle and intermittent-duty modes. To control NOx emissions, this unit is
equipped with DLN combustor technology for firing natural gas and water injection for firing distillate oil. A
CEMS is used to continuously monitor and record NOx emissions for determining compliance with NOx
standards. This unit began commercial operation on April 16, 2009.

The design heat input rating of this unit is 1,804 MMBtu/hr when firing natural gas and 1,989 MMBtu/hr when
firing distillate oil based on a compressor inlet temperature of 59°F, the higher heating value (HHV) of each fuel
(1,089 MMBtu/million cubic feet of natural gas and 140 MMBtu/1,000 gallons of distillate oil), and 100% load.
The actual heat input rate will vary depending upon gas turbine characteristics, ambient conditions, and
evaporative cooling. Exhaust gas exits a stack that is 18.0 feet in diameter and is 115 feet tall. The volumetric
flow rate of the exhaust gas is 2,399,000 acfm and the exit temperature is 1,110°F.

{Permitting Note: This emissions unit is regulated under: 40 CFR 60, Subpart A, General Provisions, and
Subpart KKKK, Standards of Performance for Stationary Combustion Turbines, adopted by reference in Rule 62-
204.800(8)(b)82, F.A.C.; Rule 62-212.400, F.A.C., Best Available Control Technology (BACT) limit for VE and
PSD avoidance limits for CO, NOx and SO;; and Chapter 62-214, F.A.C., the Phase Il Acid Rain Program as
specified in Section 1V of this Permit.}

Essential Potential to Emit (PTE) Parameters

B.1. Permitted Capacity. The maximum allowable heat input rate is as follows:

Unit No. MMBtu/hr Heat Input  Fuel Type
(016) 1,804 Natural Gas
1,989 Distillate Oil

Adjustment for Inlet Conditions.

a. The nominal heat input rates when firing natural gas and distillate oil are based on a compressor inlet air
temperature of 59° F, the HHV of each fuel, and 100% load. Heat input rates will vary depending upon
CT characteristics, ambient conditions, and alternate methods of operation. The permittee has provided
manufacturer’s performance curves (or equations) that correct for site conditions to the Permitting and
Compliance Authorities. Operating data may be adjusted for the appropriate site conditions in accordance
with the performance curves and/or equations on file with the Department.

b. The mass emission rate standards in Specific Conditions B.9 and B.10 are based on a CT inlet condition
of 59°F and the HHV of each fuel. Mass emission rates may be adjusted for actual test conditions in
accordance with the performance curves and/or equations on file with the Department.

[Rules 62-4.070(3), 62-4.160(2), 62-210.200(PTE), 62-212.400, F.A.C.; and Permit Nos. 0310047-015-

AC/PSD-FL-386 and 0310047-019-AC/PSD-FL-386B]

B.2.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(3), F.A.C.]

B.3.  Methods of Operation.
a. Fuels. The fuels that are allowed to be burned in this unit/these units are:
(1) Natural gas.
(a) Natural gas shall be fired as a primary fuel.
(b) The sulfur content of the natural gas fired by this unit shall not exceed 2 gr/100 scf.
(2) Distillate oil.
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(a) Distillate oil shall be fired as a restricted alternate fuel.
(b) The sulfur content of the distillate oil fired by this unit shall not exceed 0.05% by weight.

b. Simple Cycle, Intermittent Operation. The CT shall operate only in simple cycle mode not to exceed the
permitted hours of operation allowed by this permit. This restriction is based on the permittee’s request,
which formed the basis of the PSD applicability and BACT determinations and resulted in the emission
standards specified in this permit. For any request to convert this unit to combined cycle operation by
installing/connecting to heat recovery steam generators, including changes to the fuel quality or quantity
related to combined cycle conversion which may cause an increase in short or long-term emissions, the
permittee may be required to submit a full PSD permit application complete with a new proposal of the
BACT as if the unit had never been built.

c. Operating Procedures. The BACT determinations established by this permit rely on “good operating
practices” to reduce emissions. Therefore, all operators and supervisors shall be properly trained to
operate and ensure maintenance of the CT, and pollution control systems in accordance with the
guidelines and procedures established by each manufacturer. The training shall include good operating
practices as well as methods for minimizing excess emissions.

[Rules 62-4.070(3), 62-212.400, and 62-213.410, F.A.C.; and Permit No. 0310047-015-AC/PSD-FL-386]

B.4.  Hours of Operation. This emissions unit shall not operate more than 3,500 hours during any consecutive
12 months. Of this amount, the unit shall not fire distillate oil for more than 500 hours during any
consecutive 12 months. [Rule 62-210.200(PTE), F.A.C.; and Permit No. 0310047-015-AC/PSD-FL-386]

Control Technology

B.5. DLN Combustion. The permittee shall operate and maintain the General Electric DLN 2.6 combustion
system (or better) to control NOx emissions from the CT when firing natural gas. The system shall be
maintained and tuned in accordance with the manufacturer’s recommendations, industry standards or
determined best practices. [Permit Nos. 0310047-015-AC/PSD-FL-386 and 0310047-019-AC/PSD-FL-
386B]

B.6.  Water Injection Technology. The permittee shall operate and maintain a water injection system to reduce
NOx emissions when firing distillate oil. The system shall be maintained and tuned in accordance with the
manufacturer’s recommendations or industry standards. [Permit No. 0310047-015-AC/PSD-FL-386]

B.7.  Combustion Design and Fuel Specifications. The fuel sulfur specifications (see Specific Conditions B.3.a
and B.12) combined with the efficient combustion design and operation of the CT represents BACT for
PM/PM3o emissions. {Permitting Note: Maximum expected PM/PMi, emissions are approximately 19 Ib/hr
on natural gas and 45.0 Ib/hr on oil.}. [Rules 62-4.070(3) and 62-212.400 (BACT), F.A.C.; and Permit No.
0310047-019-AC/PSD-FL-386B]

B.8.  Circumvention. The owner or operator shall not circumvent or operate the air pollution control
equipment in such a manner which would violate allowable emission rates established for these units.
[Rule 62-210.650, F.A.C.]

Emission Limitations and Standards

{Permitting Note: The attached Table 1, Summary of Air Pollutant Standards, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

Unless otherwise specified, the averaging times for Specific Conditions B.9 - B.11 are based on the specified
averaging time of the applicable test method.

B.9. CO Emissions. As determined by stack test, CO emissions shall not exceed the following emissions
standards:
a. Natural Gas.
(1) 9.0 ppmvd at 15% O-.
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(2) 32.0 Ib/hour.
b. Distillate Oil.
(1) 20.0 ppmvd at 15% O,.
(2) 66.0 Ib/hour.
[Rules 62-4.070(3), F.A.C. & 62-212.400(12), F.A.C.; and Permit No. 0310047-019-AC/PSD-FL-386B]

B.10. NOx Emissions. As determined by CEMS, NOx emissions shall not exceed the following emissions
standards:

a. Natural Gas.

(1) 15.0 ppmvd at 15% O or 54 nanograms per Joule (ng/J) of useful output (0.43 Ib/MW:-hr) based on a
4-hour rolling average (NSPS).

(2) 108.3 Ib/hr based on a 3-hr average. {Permitting Note: Initial tests or Department request.
Compliance be demonstrated for any 3-hour averaging period by converting CEMS data rather than
through regular stack testing.} (Avoid PSD)

b. Distillate Oil.

(1) 42 ppmvd at 15% O or 160 ng/J of useful output (0.43 Ib/MW-hr) based on a 4-hr rolling average
(NSPS).

(2) 335.0 Ib/hour based on a 3-hr average. {Permitting Note: Initial tests or Department request.
Compliance be demonstrated for any 3-hour averaging period by converting CEMS data rather than
through regular stack testing.} (Avoid PSD)

c. Low Load Operation. 96 ppmvd at 15% O, or 590 ng/J of useful output (4.7 Io/MW-hr) when this CT
operates at less than 75% of peak load (NSPS).

d. Multiple Fuels. If the total heat input is greater than or equal to 50% natural gas, the corresponding limit
for a natural gas-fired turbine must be met when that fuel is being burned. Similarly, when the total heat
input is greater than 50% distillate oil and fuels other than natural gas, the corresponding limit for
distillate oil and fuels other than natural gas must be met for the duration of the time that the particular
fuel is burned (NSPS).

[Rules 62-4.070(3), F.A.C. and 62-212.400(12), F.A.C.; 40 CFR 60.4320(a) and 60.4325; and Permit No.

0310047-019-AC/PSD-FL-386B]

B.11. Visible Emissions. As determined by stack tests, VE shall not exceed the following standards when firing
natural gas or distillate oil:
a. 10% opacity.
b. 20% opacity during startup based on a 6-minute averaging period.
[Rules 62-4.070(3), F.A.C., 62-210.700(4), F.A.C. & 62-212.400, F.A.C. (BACT); and Permit Nos. 0310047-
015-AC/PSD-FL-386 and 0310047-019-AC/PSD-FL-386B]

B.12. SO2 Emissions. As determined by fuel specifications, SO, emissions shall not exceed the following:
a. 110 ng/J (0.90 Ib/MW:-hr)) gross output;
b. 26 ng/J (0.060 Ib/MMBLtu) heat input.
c. Fuel with a maximum sulfur content in excess of the following:
(1) Natural gas. 2 gr/100 scf.
(2) Distillate oil. 0.05%, by weight.
[Rule 62-204.800(b)82, F.A.C.; 40 CFR 60.4330; and Permit No. 0310047-019-AC/PSD-FL-386B]

B.13. PM/PMuo Emissions. As determined by fuel specifications, PM emissions are minimized by complying
with the fuel sulfur limits. {Permitting Note: No annual compliance testing is required. Compliance with the
CO and VE standards shall serve as indicators of good combustion.} [Rules 62-4.070(3), 62-
212.400(BACT), F.A.C.; and Permit No. 0310047-019-AC/PSD-FL-386B]
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Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

B.14. Definitions. Startup, shutdown, and malfunction are defined as follows:

a. Startup is defined as the commencement of operation of any emissions unit which has shut down or
ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution
control device imbalances, which result in excess emissions.

b. Shutdown is the cessation of the operation of an emissions unit for any purpose.

c. Malfunction is defined as any unavoidable mechanical and/or electrical failure of air pollution control
equipment or process equipment or of a process resulting in operation in an abnormal or unusual manner.

[Rule 62-210.200(Definitions), F.A.C. and Permit No. 0310047-015-AC/PSD-FL-386]

B.15. Excess Emissions Allowed. Excess emissions resulting from startup, shutdown or malfunction of any
emissions unit shall be permitted provided (1) best practices to minimize emissions are adhered to and (2) the
duration of excess emissions shall be minimized but in no case exceed two hours in any 24-hour period unless
specifically authorized by the Department for longer duration. [Rule 62-210.700(1), F.A.C]

B.16. Excess Emissions Prohibited. Excess emissions caused entirely or in part by poor maintenance, poor
operation or any other equipment or process failure that may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. All such preventable emissions shall be included in any
compliance determinations based on CEMS data. [Rule 62-210.700(1), F.A.C. and Permit No. 0310047-015-
AC/PSD-FL-386]

Continuous Emissions Monitoring Requirements

B.17. CEM Systems. The permittee shall calibrate, maintain, and operate CEMS to measure and record the
emissions of NOx from the CT in a manner sufficient to demonstrate continuous compliance with the CEMS
emission standards of this section.

a. NOx Compliance: Continuous compliance with the NOx emissions standard (ppmvd @ 15% O_) shall be
demonstrated with data collected from the required CEMS. Compliance with the Ib/hr NOx emissions
limits is only required to be demonstrated with initial compliance tests or upon special request (see
Specific Condition B.23) by the Department. Compliance with the applicable Ib/hr NOx limit can be
demonstrated for any 3-hour averaging period by converting CEMS data rather than through regular stack
testing.

b. NOx Monitor: Each NOx monitor shall be certified pursuant to the specifications of 40 CFR 75 and
comply with the applicable requirements of 40 CFR 60 Subpart KKKK. Quality assurance procedures
shall conform to the requirements of 40 CFR 75. The RATA tests required for the NOx monitor shall be
performed using EPA Method 20 or 7E in Appendix A of 40 CFR 60.

c. Diluent Monitor: The oxygen (O2) or carbon dioxide (CO2) content of the flue gas shall be monitored at
the location where NOx is monitored to correct the measured emissions rates to 15% O.. If a CO-
monitor is installed, the O, content of the flue gas shall be calculated using F-factors that are appropriate
for the fuel fired. Each monitor shall comply with the performance and quality assurance requirements of
40 CFR 75. For any hour in which the hourly average O, concentration exceeds 19.0 % O (or the hourly
average CO; concentration is less than 1.0 percent COy), a diluent cap value of 19.0% O, or 1.0% CO- (as
applicable) may be used in the emission calculations.

d. Missing or Excluded CEMS Data: For purposes of determining compliance with the CEMS emissions
standards of the permit, missing or excluded data shall not be substituted and bias corrected data shall not
be used.

e. CEMS Data Exclusion — DLN Tuning. NOx emissions data recorded via CEMS that is collected during
initial or other major DLN tuning sessions may be excluded from demonstrations of compliance with the
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concentration-based and Ib/hr-based PSD avoidance NOx limits, provided the tuning session is performed
in accordance with the manufacturer’s specifications or industry standards. NOx emissions data recorded
during DLN combustor tuning shall not be excluded from annual emissions reports and demonstrations of
compliance with any tons/year-based PSD avoidance NOx limit and/or NSPS provisions. A “major DLN
tuning session” occurs after one or more of the following circumstances:

(1) Combustor change-outs.

(2) Major repairs or maintenance to a combustor.

(3) Other similar circumstances.

f. CEMS Data Exclusion — Full Speed No Load Testing. As a periodic maintenance practice, the permittee
may perform full speed no load tests with the CT generator in accordance with the manufacturer’s
recommendations (or industry standards). NOx emissions data gathered during periods of full speed, no
load (FSNL) testing may be excluded from demonstrations of compliance with the concentration-based
and Ib/hr-based PSD avoidance NOx limits. NOx emissions data recorded during FSNL testing shall not
be excluded from annual emissions reports and demonstrations of compliance with any tons/year-based
PSD avoidance NOx limit and/or NSPS provisions.

[Rules 62-4.070(3), 62-204.800(8)(b)82 and 62-212.400(BACT), F.A.C.; 40 CFR 60.4350; and, Permit Nos.

0310047-018-AC/PSD-FL-386A, 0310047-19-AC/PSD-FL-386B and 0310047-023-AC]

Test Methods and Procedures

{Permitting Note: The attached Table 2, Summary of Compliance Requirements, summarizes information for
convenience purposes only. This table does not supersede any of the terms or conditions of this permit.}

B.18. Test Methods. When required, tests shall be performed in accordance with the following reference
methods:

Method | Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content
7E Determination of NOx Emissions from Stationary Sources

9 Visual Determination of the Opacity of Emissions from Stationary Sources

10 Determination of CO Emissions from Stationary Sources

{Note: The method shall be based on a continuous sampling train.}

19 Determination of SO, Removal Efficiency and PM, SO,, and NOx Emission Rates
(Optional F-factor method may be used to determine flow rate and gas analysis to calculate
mass emissions in lieu of Methods 1-4.)

20 Determination of NOx, SO, and Diluent Emissions from Stationary Gas Turbines

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [Rule
62-204.800, F.A.C.; and 0310047-015-AC/PSD-FL-386]

B.19. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

B.20. Annual Compliance Tests Required. During each calendar year (January 1 to December 31%), each EU
shall be tested to demonstrate compliance with the emissions standards for VE. For each VE test, emissions
of NOx recorded by the CEMS shall also be reported. If the unit does not operate for more than 400 hours in
a calendar year, then an annual VE test is not required, and a VE compliance test shall be conducted prior to
obtaining a renewed Title V air operating permit. If the unit operates for more than 400 hours in a calendar
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year, a VE test shall be conducted after its annual operation exceeds 400 hours, or by the end of the year,
whichever is later. [Rule 62-297.310(8), F.A.C.; and Permit No. 0310047-019-AC/PSD-FL-386B]

B.21. Compliance Tests Prior To Renewal. Except as provided in subparagraph 62-297.310(8)(b)3., F.A.C.
(see condition TR7.b.(3) in Appendix TR — Facility-wide Testing Requirements), in addition to the annual
compliance tests specified above, compliance tests shall also be performed for CO prior to obtaining a
renewed Title V air operation permit to demonstrate compliance with the emission limits in Specific
Condition B.9. Compliance testing for CO may be conducted concurrently with the annual NOx RATA
testing and when so conducted, future operations are not limited to 110% of the test rate. [Rules 62-
210.300(2)(a) and 62-297.310(8)(b), F.A.C.; and 0310047-019-AC/PSD-FL-386B]

B.22. Testing Requirements. Unless otherwise specified, all compliance tests shall be conducted between 90%
and 100% of permitted capacity in accordance with the requirements of Rule 62-297.310(3), F.A.C. [Rules
62-297.310(8)(a) and (c), F.A.C.; 40 CFR 60.8; and Permit No. 0310047-015-AC/PSD-FL-386]

B.23. Special Compliance Tests. When the Department, after investigation, has good reason (such as
complaints, increased VE or questionable maintenance of control equipment) to believe that any applicable
emission standard contained in a Department rule or in a permit issued pursuant to those rules is being
violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which
identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the
results of said tests to the Department. The Department may require the permittee to conduct additional tests
after major replacement or major repair of any air pollution control equipment, such as the DLN combustors,
etc. [Rule 62-297.310(8)(c), F.A.C.; and Permit No. 0310047-015-AC/PSD-FL-386]

Recordkeeping and Reporting Requirements

B.24. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Monitoring of Capacity Daily B.26
Monthly Operations Summary Monthly B.27
Fuel Sulfur Records Daily B.28
CEMS RATA Reports As required B.29

Semiannually and within 1 working
day of a malfunction occurrence
Excess NOx Emissions Reporting As required B.31

[Rule 62-213.440(1)(b), F.A.C]

B.25. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

B.26. Monitoring of Capacity. The permittee shall monitor and record the operating rate of the CT on a daily
average basis, considering the number of hours of operation during each day (including the times of startup,
shutdown, and malfunction). This shall be achieved through monitoring daily rates of consumption and heat
content of each allowable fuel in accordance with the provisions of 40 CFR 75 Appendix D, and recording the
data using a monitoring component of the CEMS system required above. [Rules 62-4.070(3) and 62-
212.400(PSD), F.A.C.; and Permit No. 0310047-015-AC/PSD-FL-386].

B.27. Monthly Operations Summary. By the 15" calendar day of each month, the permittee shall record the
following for each fuel in a written or electronic log for the CT for the previous month of operation: hours of
operation for the month and for the rolling 12-month total. Information recorded and stored as an electronic file
shall be available for inspection and printing within at least three days of a request by the Department. The fuel
consumption shall be monitored in accordance with the provisions of 40 CFR 75 Appendix D. [Rules 62-

Emissions Reports B.30
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4.070(3) & 62-212.400(PSD), F.A.C.; and Permit Nos. 0310047-015-AC/PSD-FL-386 and 0310047-018-
AC/PSD-FL-386A]

B.28.  Fuel Sulfur Records. The permittee shall monitor fuel sulfur in accordance with 40 CFR 60.4415 as
summarized in Appendix KKKK of this permit.

a. The permittee may not monitor the total sulfur content of the fuel combusted in the CT, if the fuel is
demonstrated not to exceed potential sulfur emissions of 26 ng SO2/J (0.060 Ib SO,/MMBtu) heat input. One
of the following sources of information must be used to make the required demonstration:

(1) The fuel quality characteristics in a current, valid purchase contract, tariff sheet or transportation contract
for the fuel, specifying that the maximum total sulfur content for oil use in continental areas is 0.05
weight percent (500 ppmw) or less, the total sulfur content for natural gas use in continental areas is 20
grains of sulfur or less per 100 scf, has potential sulfur emissions of less than less than 26 ng SO>/J (0.060
Ib SO,/MMBLu) heat input for continental areas; or

(2) Representative fuel sampling data which show that the sulfur content of the fuel does not exceed 26 ng
S0O2/J (0.060 Ib SO,/MMBLu) heat input for continental areas. At a minimum, the amount of fuel
sampling data specified in section 2.3.1.4 or 2.3.2.4 of Appendix D to Part 75 of this chapter is required.

[40 CFR 60.4365 & 60.4415; and Permit No. 0310047-015-AC/PSD-FL-386]

B.29. CEMS RATA Reports. At least 15 days prior to conducting any Relative Accuracy Test Audits (RATA) on
a CEMS, the permittee shall provide written notification to the Compliance Authority of the schedule (by letter,
email, or fax). A summary of the RATA reports shall be provided upon written request of the Compliance
Authority and in the SIP Excess Emissions Report as specified in Specific Condition B.31. [Rules 62-4.070(3)
and 62-212.400(BACT), F.A.C.; and Permit No. 0310047-015-AC/PSD-FL-386]

B.30. Emissions Reports.

a. NSPS Emissions Report: Within thirty (30) days following each calendar semiannual period, the
permittee shall submit a report including any applicable periods of excess emissions and monitoring
systems performance as defined in 40 CFR 60, Subpart KKKK (Standards of Performance for Stationary
CTs) that occurred during the previous semiannual period to the Compliance Authority.

b. Malfunction Notification: For each malfunction resulting in excess emissions that exceed two hours in
any 24 hour period, the permittee shall notify the Compliance Authority within one working day of: the
nature, extent, and duration of the excess emissions; the cause of the excess emissions; and the actions
taken to correct the problem. In addition, the Compliance Authority may request a written summary
report of the incident.

[Rules 62-4.070(3), 62-4.130, 62-204.800, 62-210.700(5) and 62-212.400(BACT), F.A.C.; 40 CFR 60.7 and

60.4395; and Permit Nos. 0310047-015-AC/PSD-FL-386 and 0310047-018-AC/PSD-FL-386A]

B.31. Excess NOx Emissions Reporting. If the CEMS data indicates that the 4-hour rolling average is in excess
of the emission limit (see Specific Condition B.10), excess emission reports must be filed. [Rules 62-
4.070(3), F.A.C., 62-212.400(12), F.A.C. (Source Obligation); and Permit No. 0310047-019-AC/PSD-FL-
386B]

B.32. DLN Tuning and FSNL Testing Notification. Prior to performing any major DLN tuning session or FSNL
test, pursuant to Specific Conditions B.16.e and f, respectively, the permittee shall provide the Compliance
Authority with an advance notice of at least one business day that details the activity and proposed tuning or
testing schedule. The notice may be by telephone, facsimile transmittal, or electronic mail. [Rule 62-4.070(3),
F.A.C.; and Permit No. 0310047-023-AC]

Other Requirements

B.33. NSPS Requirements. This unit shall comply with the applicable NSPS in 40 CFR 60, including: Subpart A
(General Provisions) and Subpart KKKK (Standards of Performance for Stationary Combustion Turbines). See
Appendix NSPS, Subparts A for the NSPS Subpart A provisions and Appendix NSPS, Subpart KKKK for the
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NSPS Subpart KKKK provisions. Separate reporting and monitoring may be required by the individual subparts.
[Rules 62-204.800(8)(b)82 and (8)(d), F.A.C.; 40 CFR 60; and Permit No. 0310047-015-AC/PSD-FL-386]
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SECTION IV. ACID RAIN PART.
Federal Acid Rain Provisions

Operated by: JEA
ORIS Code: 0666

The emissions units listed below are regulated under Acid Rain, Phase II.

E.U.

ID No. Brief Description
-015 Combustion Turbine #7
-016 Combustion Turbine #8

A.l.  ThePhase Il Acid Rain Part application submitted for this facility, as approved by the Department, is a part
of this permit. The owners and operators of these Phase Il acid rain units must comply with the standard
requirements and special provisions set forth in the application(s) listed below:

a. DEP Form No. 62-210.900(1)(a), dated 06/07/17, received 06/08/17.
[Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

A2. SO, Emission Allowances. SO, emissions from sources subject to the Federal Acid Rain Program (Title
IV) shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain Program.
Allowances shall not be used to demonstrate compliance with a non-Title IV applicable requirement of the Act.
a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision
pursuant to Rule 62-213.400(3), F.A.C.

b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain
Program.

c. Allowances shall be accounted for under the Federal Acid Rain Program.

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C]

A.3.  Comments, Notes, and Justifications: None.
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Federal Acid Rain Provisions

Acid Rain Part Application

Far more information, see instructions and refar to 40 CFR 72 30, 72,31, and 74; and Chapter 62-214, F.A.C

This submission (s: [ new O revised El Renewal
STEP1
elurity thocsauns State  FL ORISFlant Code GEG
by plant name, Plar name  JO Kennedy
state, and ORIS
or plant code.
@
STEP 2 » i = d
Enter the unit 1D#
for avary Acid Rain unil ID# &0 Opl-n Unit will How ar S0y Sptin Mo or S0 Opt-in
unit at the Azid Rain Unit? hald Uiries Units
source in column allowances _
LR (Yes orMg) | In accordance Coammence hanitor
with 40 GFR Crperation Date Cedification
72, 1 Dieadline

If unit a SO; Opt-in Hellh)
unit, enter “yes™ in
column “b”. CT7 Mo Yes June 2000
For new units or CTa No Yeo May 2009
50; Opt-in units,
enter the requested ‘fes
IﬂfDI'I‘I‘Ia.ﬂbI'I“IH aa
columns “d” and
‘e Yas

Yeas

Yes

e

Yes

Yes

Yes

Yes

DEF Form Mo. 62-210,90001){a) - Form
Effective: 11608 1
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Pleat Name fham 5TER 1) 10 Kennedy

Acid Rain Parl Requirements,
STEP 3
(1) Tre cesignated representaive of esch Acd Rain soume and sach Acid Rain uail & T scurce shal;
Read the (i} Submit a complete Acd Rain Farl applicatan (inchucing a compliance plan] under 40 CFA Part T2 and Rules G2:214.320 and 330,
F.AC., A aondaios with the dsadbnes apaciied in Rule 62-214.320. FAG.. and
standard fii] Sabemil in 8 limely mannes any suppkeeelsl infemalion that ihe DEP delomireg is necessary v onder i raview ga Aol Rein Per
reguirements. appication and issue or deny an Aod Rain Part;

{2 The camers and cpemiomn of smch Acid Fain saurcs and sach Acd Rain unil &1 1he sirce ssal
(i} Operats he unit in comphance wilh & complele Acd Ren Pan spplicalion o 8 suparaading Acid Rain Pan isseed by the DEP; and
(i) Herww an Acid Rain Per

Monitoring Fa

{11 The owners and cperalomn and, o the sderd applcable, desigrated represaniaive of each Asid Ran source a0d each Asd Ran unil at the
BoLUS ghell comply Wil tha nmrurqumqumu H’Wﬂﬂln 40 CFR Pairt 75 and Ruks 82-214.420, F.A.C.

2 Theemn e, ks and rap with 40 CFR Pt 75 ghall B paad o deteerming complance by Sa unit
with the Acid Rais emissions imtations and emissons mdmnmqumfm:uﬁ.rdmﬂemu nirogen oaides under the Acic Rain
Program

(¥ The requiremanss of 40 CFR Pat 75 shall not affect the resporsibility of the owsers and operatons Io monilor emissions of other poliutants o
clher amissions charoensics al the unil unger oher applcalig requirements of the Act and alher provisions of T operating penmil T the
sowTE.

(4 For applications inchuding & 50 Optin unit, a manioing plan for sach S0y Optin unit must be submilied with this applcation pursuant io 40
CFR T4.14(a) For nenewal appheatons for S0y Opl-in unils melide a0 updaled mosianng plan 7 apiizabbs under 40 CFR 75 55,

Sulfur Diozide Requirements.

(1) The owness and operaiors of each sousce and each Acid Rain unit al the source shall:
i) Hold alicemnces, &5 of the allowance ransker deadline, in fhe unif's compliance sutaccound (afler deduchons under 40 CFR 73, 3&cy), ar
in the complmncs sibscount of aroder Acd Rain wnil &) e safe sduits e e exlesl peoedid in 40 CFR 73, 35[0 Y], red hina $an the
total arrusl eissioen of sulfur docde b the prévious eslendss year from the: ueil, and
i}y Comply with the applicable Acd Rain emissions Imitabions for sufur diceeids.
(2 Each hoi of sidlur daeads amimsd in secass of T Aol FRedn smessons imiatons for sufur dosos shall cOnGiigg A sepanate dolasion of
tha Act
(3 An Acd Rain unit shall be gubjesc 30 $e naquissnants under paengranh (1) of the sulfur dioeids equinaments as folies
() Szarting January 1, 2000, an Acid Ran unit under 40 CFR TZ.6(a)Z), or
i} Stertiveg on the later of January 1, 2000, or e deading B menilor cesication undar 40 CFR Part 75, &n Acid Rain enil undar 40 CFR
TLEAKE).
[} Abpsvances shall ba hald in, ceducted from, of ransfned amang Aliowanoe Tracking SySieer accounts in acoondanca with the Aod Rain

{5} An alvwancs shall not be dechucied in onder o comply with ihe reguirements under pamgraph (1) of the sulfur doode eguiemments pior o
e calendar year for wihich the alreance was aliocabed.

{8} Ani sl Bocalad by the A4 tradar urader the Arsd Rain Prograir (s & limiled authodzation i smik solfur dicedce in aceordancos with
s Acid Rain Program. Mo prosision of the Acid Rain Program, the Acd Rain Part applicabon, the Acid Rain Part, or an exemption under 40
CFR 727 & T22 and no provision of lew shal be consiusd bo Bmil the sidharity of T Unitsd Staies o eminale of mi such autharizatisn.
{71 An alloawarcs by i A, ursder e Acd Roin Program doas not consbbute & proparty right

HNitrogen Quddes Requiremenis. The swners and aperaiars of thi source and eacn Ackd Rain Unit af fie scuce shal comshy with the
spplcatie Acid Rsin emasions [milaEen fof niFogen cdites.

Excess Emissions Requirements.

(1] The designaied representaivwe of an Aod Ran unt thal has excess emissions in any calendar year shall submit a proposed offset plan, as
esied under 40 CFR Pan 77,
(2] The owners and operators of an Acid Rain unit that has excess emissions in any calendar year shall

{01 Py wethoul damcind the panslty reguingd, and pay upon demand tha nienesl on hal peealy, e equiced by 0 CFR Fan 77, and

iny Comphy with §5 (e of an approvad offssl plan as requined By 40 CFR Pan 77

Fe ing and Reporting Requirements.

1) Urless atherse poaded. fe camens and opssalon of the sourcs and sach Acsd Raen wevl 1 e sounces shall keap an wbe at e sowos
aach of tha iellowing documents Tor a penad of § years om e date the documend is created. This period may be exdended for cavse, a any
tirme prior to the end of § yeans, in wiitng by the EPA of tha DEP.
(i) The cerificale of representation for the desgnated repressmisave for the souce and each Aod Bain und at the source and all dociments
that deenansirabe the kulh of the stabamants in the carificats of represaniation, in accmdance with Rule 62-714.350, F.A G providad that
m:mumnummnlmmmmsmunmmmmuﬁmmummmmm
because of fhe submission of a new certificale of represeniaion changing the designated repressntatie;
[n Al mOnECring indc Han, in accordance with 40 CFR Far] 75, mﬂmﬂﬂwﬁmﬂﬂmmEHFﬂ?spﬂwmha
Jeyemar perind Tor reconikesping, the J=yrar peviod sfall apply;
(i} Copies of all reports, complance cerdfications, and ofer submessicns and 3l reconds made or peguined unds: e Acd Rain Program,
and,
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Plart Name (o 5TER 11 WD Kennedy

STEP 3 keeping and Reporti i rit
P
Continued. (I} Coples of all docurmants used 1o completa an Acid Bain Part appicaban and any other submission under the Acid Fain Progran o to
dernonstrate compliance with e requirements of the Acid Reln Program.
[#) The desigraled reprasemative of an Acid Rain source and aach Acid Roin unit at the sourcs shall submit tha mparts and complancs
amifications requined under the Acd Rain Program, including Shose under 40 CFR Part T2, Subpart 1 and 40 CFR Fan 75
ighili
1) Ay persan wha knowingly violates any requinement or prohibiticn of the Acid Rain Program, a complete Acid Fain Part appicaton, an Acd
Rain Fart, or an axamption under 40 CFR 72 7 or T28, including any requirement Tor tha payment of any penalty awed o ihe Uniled Steles. shall
be subject in enfonoement pumsuant ko secion 113(c]) of 1he At .
(2] Any person wha kneringly makes a falsa, malerial stajament in Bny raoord, submission, or repor under the ACid Rain Pragram shall be
suBject to criminal anfarcameant pursuant fo section 11234c) of the Acl and 18 LLE.C 1001,
1) Mo parmit resision shall excusa any violaion of the requinamants: af the Acid Rain Program that ocours prior i the dale that the revision
takas affech
4] Each Acid Rain scurcs and each Acid Rain unit shall meat the requiraments of tha Acid Rain Program. )
5] Any provision of the Acid Rain Program that applies 1o an Acid Rain source (nclding a provision applicable to the desgnated represantative
of an Ackd Rain saurca) shall alss apply to the ownars and cparalors of such sowre and of e Acd Ran units al 1he source. .
16) Any provigion of the Acid Ran Program thal applies 1o 8n Acid Fain unit {including 2 provision appFcatile o iha designated mpresentative of
& Beid Raim urif) shall aksa apply 1o the ownans and aparators of such unil. Excapt as provided under 40 CFR 7.2.44 (Phasa Il repowening
acansion plans) and 40 CFR 76,11 (NOx sweraging plans), end except with regand ta the requirements appiicebie to urits with a comman stack
under 40 CFR Part 75 (including 40 CFR 75.16, 75,17, and 75.18), the cwners and operators and the designated represantalive of one Acid Rain
unil sl not be liable for any vicketian by any ofhar Acld Rain unit of which Sey are nol 0wners o Speraions or the designated reprasentalive and
that is locaied al a source ol which they are nal cwrens o aperaiors o the designataed repnesentathve.
[T} Eachviclaion of a provision of 40 CFR Parts 72, 72, 74, 75, 76, 77, and 78 by an Acid Rain source ar Ackd Rain unit, or by an owner or
apanstor o designated representative of such source of unil, shall ber a separade vialabon of the Act
Effect an Other Authorities.
No provision of the Acid Rain Program, an Ackl Rain Par applications, n Acid Rein Part, or an exemption under 41 CFR 72 7o 72.8 shall be
conabrued s
(1) Excepl as exprasshy provided in 8 [V of tha Act exempling or excluding the ownens and opsratons and, io the axtent applicable, the
desgnated representative of &0 Acd Rain source or Acid Rain unil Treom complianca with ary ather proision of e A, Including the proveEons
of fifia | o the Act relating 1o applicable Mational Amblent i Cuality Standards or Stale Implemantation Plans.
{2) Limifing the numbser of alowances & uni can hold; providad, that the numbsr of alicwances hakd by the unit shall not affect the souce's
phiigatian ta comply with any other prosisions af the Act,
{3) Foquiting a change of any kind in ary state lew regulating electric ulility rafes and charges, atfecting any state law regarding such stale
faguisfon, of limiting such stabe reguiasion, incduding any prsence eniew nequinements undar such state law;
{#) Madifying the Feceml Power At or affecting the aulbarily of the Federal Energy Risquiatory Commission under the Faderal Power Act. ar.
(5) Inbariaring with or impairng any progrem for competiive bidding for power supply in @ state in which such program is established.
STEF 4 —_— -
For SO; Opt-n f g mot required for
units E:W.m renewal application)
In column *f* enter Mumber of hipurs it
the unit ID# for aperated in the six
every 50; Opt-in Linit D% Deseription of the combuslion unit monthe preceding inifial
unit identified in application
column “a” of
STEP 2.
For column “g"
describe the
combustion unit
and attach
information and

diagrams on the
combustion unit’s
configuration.

In column “h™
enter the hours.

DEP Form Mo, 62-210.900(1}a) - Form
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JO Kennedy
Plant Hame [from STEFP 1]
STEP 5
i i K m n
For §0z Dpt-in
units only.
for Current o Currant
] Actisal 50 Allowable 1985 Allcwable S0z ‘romulgated
applications.) ) Baseling or Altemative | Emissions Rgle | 80, Emissions | Emissions Rate | S0z Emissions
Uhnit 1D Baseling under under Rate under under Fate under
in column “I" anter 40 CFR74.20 40CFR7422 | 4O0CFR74.23 | 40CFAT42¢ | 40CFR7T42S
the unit ID# for
avery 50z Opt-in (mmBtu) (lbesferarm Bt ) {ibsAmmsiu) {lbasmem i) (bsfmmBiu)
unit identified in
eolumn *a™ [and In
column “I).
Fer columns “j"
through *n,” entar
the infarmation
required under 40
CFR 74.20-T4.25
and attach all
supparting
documantation
required by 40 CFR
74.20-T4.25.
STEP 6 A If the combustion scurce seeks in qualify for a ransfer of allowances from the replacernent of thermal enorgy, o
mﬂmwﬁnnumﬂmlnﬂﬁﬂ?ﬂ?hmﬁﬂmmmﬁhm
B, /A statement whethar the combustion unit was previousty an affected unit under 40 GFR T4,
For 50 Opt-in [+ ﬂwmhmﬂmumhmmmMIMMGFR?!.EMHMMMH
units only. exgmplion under 40 CFR T2.7, T2.8, or 7214,
D. Atach a complete compliance plan for 50, under 40 CFR T2.40,
Attach additional E. The represenigtive of the comibustion anit shall submit a monitaring plan in accordance with 40
FanLE CFR T4.81. For renawal applica mmmummmﬂmmmmmm:.
mdllﬁm F. mmmmﬂﬂuww designated repraseniative or atemats designated representative of
the combustion source: ﬂmwmmmmmummmmqumm
operstions of the combuston source and has not been adusted in 2ny way.*
Signatura Date
STEP7 Certification (for designated representative or alternate designated represantative only)
Read the |.-n-,.nu-unmmmaw&nmnmmﬂhmm:wuwmmmummmm
is made. | curify under panalty of law Bl | have peecnally axamined, and am femilar with, the statemesits and information submitied in
certi docuvenl and all Bs allachmants. Bassd o my inquiny of these Individusls with primary responsibiity for obinining the information, rmﬁ'hth
statamaent; provide wumuumwﬁwhmmwh:mumw&lmmmn-unwm
gm.mleﬁ OWREM | fer cubmiting talee or mquined chalesnants and irformation, including the poasibiity of fina or nprisonmen
O
ress; an
. Mame Michael Brost Tige VP/GM Electric Systems

Owner Company Name JEA

E-mall address

Phone___ (904) B65-7547 BROSMJEJEA.COM

. rwx_.ﬂr(s Eav?'q?

DEF Farm No. 62-210.800(1)a} - Form

Effeclive: 31608
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