SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
G.  EU 028 – Mineral Application System and EU 029 – Bulk Granule Handling System
PERMITTEE
	Owens Corning Roofing and Asphalt, LLC
1035 Talleyrand Avenue
Jacksonville, Florida 32206
Authorized Representative:
Ms. Tara Waresvka, Site Leader
	Air Permit No. 0310050-029-AC
Permit Expires:  Date
Minor Air Construction Permit
Jacksonville Plant
PSD Major Source Avoidance Limits


Project
This is the final air construction permit, which authorizes the facility to adopt PSD major source avoidance limits to lower the facility Potential To Emit (PTE) emissions of PM/PM10/PM2.5 to below the PSD major source threshold of 250 TPY.  The proposed work will be conducted at the existing Jacksonville Plant, which is a manufacturer of asphalt and roofing products, including asphalt shingles categorized under Standard Industrial Classification No. 2952.  The existing facility is located in Duval County at 1035 Talleyrand Avenue in Jacksonville, Florida.  The UTM coordinates are Zone 17, 439.5 km East and 3356.2 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  
STATEMENT OF BASIS
(1) 
(1) 
[image: ]
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.


Executed in Jacksonville, Florida.
[bookmark: _GoBack]
STATE OF FLORIDA DEPARTMENT OF ENVIRONMENTAL QUALITY


(DRAFT)
____________________________
Thomas G. Kallemeyn 
Permitting Program Administrator



CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Tara Waresvka, Site Leader, Owens Corning Roofing and Asphalt, LLC, tara.waresvka@owenscorning.com 
Karen Lyons, EHS Leader, Owens Corning Roofing and Asphalt, LLC, karen.lyons@owenscorning.com 
Lisa-Marie Clarke, Consultant, Trinity Consultants, lclarke@trinityconsultants.com  
Brad James, Professional Engineer, Trinity Consultants, bjames@trinityconsultants.com


FILING AND ACKNOWLEDGMENT
FILED, on this date, pursuant to Section 120.52, F. S., with the designated Department Clerk, receipt of which is hereby acknowledged.
 
                                ___________
Clerk                              Date
DRAFT PERMIT

Owens Corning Roofing & Asphalt, LLC	Project No. 0310050-029-AC
Jacksonville Plant	PSD Major Source Avoidance Limits
Page 18 of 18
FACILITY DESCRIPTION
The applicant operates the existing Jacksonville Plant, which is located in Duval County at 1035 Talleyrand Avenue, Jacksonville, Florida.
The Jacksonville Plant manufactures asphalt and roofing products, including asphalt shingles.  The plant manufactures several types of asphalts with various characteristics.  Regulated emission units include material handling operations, a mineral application area (surfacing area), an asphalt coater system, asphalt convertors (blowing stills), asphalt and asphalt products storage tanks, and asphalt loading equipment.  Some of the facility emissions units are subject to NSPS and NESHAP standards.  Potential to Emit (PTE) facility-wide emissions are less than 250 TPY by criteria pollutant, less than 10 TPY for each Hazardous Air Pollutant (HAP) and less than 25 TPY for total HAPs.  The facility is a PSD minor source with issuance of this permit and is an area source of HAPs.  The facility uses add-on control devices that include a fume incinerator, a fiber fed filter(s), and dust collectors.
This facility also includes miscellaneous unregulated/insignificant emissions units and/or activities.
The existing facility consists of the following regulated emissions units (EU).
	EU No.
	Emission Unit Description

	001
	Bulk Limestone Storage Silo No. 1

	002
	Limestone Transfer System (Upper Surge Hopper)

	003
	Limestone Filler Heater

	004
	Bulk Limestone Storage Silo No. 2

	012
	Asphalt Blowing Still Nos. 1 and 2

	015
	Asphalt Storage Tank Nos. 15 and 47

	018
	Asphalt Storage Tank Nos. 48 and 49

	019
	Tank Truck Loading Rack Nos. 1 and 2

	021
	Adhesive Tank

	028
	Mineral Application System (Surfacing Area)

	029
	Bulk Granule Handling System

	030
	Shingle Laminator System

	031
	Adhesive Tank (MLA)

	034
	Asphalt Coater System No. 2

	037
	Steam Generator

	038
	Coating Tank No. 1

	039
	Asphalt Storage Tank No. 42

	040
	Storage Tank No. 46

	043
	Sealant Storage Tank Nos. 44 and 45

	045
	Sand System

	046
	Spray Application System

	047
	Emergency Stationary RICE

	049
	Asphalt Storage Tank Nos. 9 and 10





PROPOSED PROJECT
The facility proposed PSD major source avoidance limits for particulate emissions.  The PSD avoidance emission limits adopted are (a) 0.02 grains per dry standard cubic foot (gr/dscfm) from process dust collectors, and (b) twice the controlled emission factor for the convertor compared with the initial Title V permit renewal application.  The process dust collectors are located at limestone storage, transfer and filler emission units (EUs) 001-004, at mineral and bulk handling EUs 028-029, and at the sand system EU 045.  The convertors are at EU 012.  PSD avoidance requirements were added to unregulated emissions units with control devices - EU 017 (the controlled asphalt tank emission units now called EU 049) and EUs 018 (Asphalt Storage Tank Nos. 48 and 49) and 019 (Tank Truck Loading Rack Nos. 1 and 2), and this changed these unregulated emission units to regulated units.  
This project will modify the following emissions units.
	EU No.
	Emission Unit Description

	001
	Bulk Limestone Storage Silo No. 1

	002
	Limestone Transfer System (Upper Surge Hopper)

	003
	Limestone Filler Heater

	004
	Bulk Limestone Storage Silo No. 2

	012
	Asphalt Blowing Still Nos. 1 and 2

	018
	Asphalt Storage Tank Nos. 48 and 49

	019
	Tank Truck Loading Rack Nos. 1 and 2

	028
	Mineral Application System (Surfacing Area)

	029
	Bulk Granule Handling System

	045
	Sand System

	049
	Asphalt Storage Tank Nos. 9 and 10


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source (upon issuance of this final permit) in accordance with Rule 62-212.400(PSD), F.A.C.
· The facility does operate units subject to the New Source Performance Standards (NSPS) of Title 40 Part 60 of the Code of Federal Regulations (40 CFR 60).  
· The facility does operate units subject to the National Emissions Standards of Hazardous Air Pollutants (NESHAP) of 40 CFR 63. 


SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Northeast District Office of the Department of Environmental Protection (Department).  The Northeast District Office mailing address is 8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.  
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northeast District Office at:  8800 Baymeadows Way West, Suite 100, Jacksonville, Florida 32256.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements); Appendix LRI (Local Rule Index, Jacksonville Environmental Protection Board, Rule 2, Air Pollution Control); Appendix OMP (Operation and Maintenance Plan); Appendix NESHAP, Subpart A (General Provisions); Appendix NESHAP, Subpart AAAAAAA (National Emissions Standards for Hazardous Air Pollutants for Area Sources: Asphalt Processing and Asphalt Roofing Manufacturing); Appendix NSPS, Subpart A (General Provisions); and Appendix NSPS, Subpart UU (Standards of Performance for Asphalt Processing and Asphalt Roofing Manufacture).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

Subsection A.  This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	001
	Bulk Limestone Storage Silo No. 1

	004
	Bulk Limestone Storage Silo No. 2


Crushed bulk limestone is pneumatically conveyed from tanker trucks and/or railcars to the two storage silos.  EU 001 – Bulk Limestone Storage Silo No. 1 particulate matter (PM) emissions are controlled by a Free Flow dust collector Model Number (MN) PJ-300.  EU 004 – Bulk Limestone Storage Silo No. 2 PM emissions are controlled by a Carter Day dust collector Model Number (MN) 12LRJ60.  
{Permitting Note:  These emission units are regulated under 40 CFR 60, Subpart UU, Standards of Performance for Asphalt Processing and Asphalt Roofing Manufacture and 40 CFR 60, Subpart A, General Provisions.}
Equipment
A.1. Relation to Other Permits:  The conditions of this permit supplements all other previously issued air construction permits for these emissions units.  These conditions are in addition to all other applicable permit conditions and regulatory requirements, except as noted.  The Permittee shall continue to comply with the conditions of those permits, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, recordkeeping, reporting, and the like.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301 JEPB] 
EMISSIONS STANDARDS
A.2. [bookmark: _Ref521671521]Emissions Standards:  This permit subsection alters the particulate emission standards for EUs 001 and 004
PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.02 gr/dscf from each emissions unit.   
a. For EU 001 this is equivalent to 0.09 pounds per hour (lb/hr) and 0.38 tons per year (tpy).  
b. For EU 004 this is equivalent to 0.08 lb/hr and 0.35 tpy.  
[Application No. 0310050-029-AC (PSD Major Source Avoidance Limit)]
TESTING REQUIREMENTS
A.3. Test Methods:  When required, tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method 5 - Particulate Matter


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C., and Rule 2.201, JEPB]
A.4. Compliance Tests prior to Title V renewal:  This section supplements previous PM compliance testing requirements.
Compliance tests shall be performed for PM for each EU prior to obtaining a renewed operation permit to demonstrate compliance with the emission limits in Specific Condition No. A.2.  The Permittee shall record the process rate during the performance test.  [Rules 62-210.300(2)(a) and 62-297.310(8)(b), F.A.C., and Rules 2.1201 and 2.301, JEPB]  
MONITORING REQUIREMENTS
A.5. [bookmark: _Ref522084239]Operation and Maintenance Plan:  Appendix OMP contains the operations and maintenance plan for the particulate control device of each EU.  The plan shall include a schedule for the maintenance and inspection of each control device and collection system and a schedule for recording performance parameters of the control devices, collection systems and auxiliary equipment.  [Rule 62-4.070, F.A.C. and Rule 2.1401, JEPB]
RECORDS AND REPORTS
A.6. [bookmark: _Ref521668501]Test Reports:  The Permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.; and Rule 2.1201, JEPB]
A.7. Records:  The Permittee shall keep records for five years of the maintenance and inspection of each control device and the performance parameters recorded a part of Specific Condition Nos. A.5. and the stack test reports of Specific Condition No. A.6.  [Rule 62-213.440(1)(b), F.A.C. and Rule 2.501, JEPB]

(1) 
(1) 
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  EU 001 – Bulk Limestone Storage Silo No. 1 and EU 004 – Bulk Limestone Storage Silo No. 2

Subsection B.  This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	002
	Limestone Transfer System (Upper Surge Hopper)

	045
	Sand System


Bulk limestone is transferred from the storage silos (EUs 001 and 004) to the filler heater (EU 003) by way of EU 002, which is a transfer system and upper surge hopper.  EU 002 – Limestone Transfer System (Upper Surge Hopper) PM emissions are controlled by a CAMCORP Model N8PRT37 Pulse-Jet Baghouse Dust Collector with a maximum air exhaust flow rate of 2,370 actual cubic feet per minute (acfm) and a stack height of 78 feet. The sand system PM emissions are controlled by a Donaldson Company (Torit) dust collector Model CPV4 with 2,680 acfm of exhaust.
{Permitting Note:  Each Emissions Unit is regulated under Reasonably Available Control Technology (RACT) requirements including Specific RACT Emission Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), F.A.C., and Rule 2.1101, JEPB]; Maximum Allowable Emission Rates [Rule 62-296.700(4), F.A.C., and Rule 2.1101, JEPB]; Circumvention [Rule 62-296.700(5), F.A.C., and Rule 2.1101, JEPB], and Operation and Maintenance Plan [Rule 62-296.700(6), F.A.C., and Rule 2.1101, JEPB] and for EU 045 also Rule 62-296.711, F.A.C., Materials Handling, Sizing, Screening, Crushing and Grinding Operations.} 
Equipment
B.1. Relation to Other Permits:  The conditions of this permit supplements all other previously issued air construction permits for these emissions units, except as noted.  These conditions are in addition to all other applicable permit conditions and regulatory requirements, except as noted.  The Permittee shall continue to comply with the conditions of those permits, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, recordkeeping, reporting, and the like.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301 JEPB] 
EMISSIONS STANDARDS
B.2. [bookmark: _Ref521671885]Emissions Standards:  This permit subsection alters the particulate emission standards for EUs 002 and 045
PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.02 gr/dscf from each emissions unit.   
a. For EU 002 this is equivalent to 0.41 pounds per hour (lb/hr) and 1.78 tons per year (tpy).  
b. For EU 045 this is equivalent to 0.46 lb/hr and 2.01 tpy.  
[Application No. 0310050-029-AC (PSD Major Source Avoidance Limits)]
TESTING REQUIREMENTS
B.3. Test Methods:  When required, tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method 5 - Particulate Matter


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C., and Rule 2.201, JEPB]
B.4. Compliance Tests prior to Title V renewal:  This section supplements previous PM compliance testing requirements.
Compliance tests shall be performed for PM for each EU prior to obtaining a renewed operation permit to demonstrate compliance with the emission limits in Specific Condition No. B.2.  The Permittee shall record the process rate and the operating temperature at the control device during the performance test.  [Rules 62-210.300(2)(a) and 62-297.310(8)(b), F.A.C., and Rules 2.1201 and 2.301, JEPB]  
RECORDS AND REPORTS
B.5. [bookmark: _Ref521668891]Test Reports:  The Permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.; and Rule 2.1201, JEPB]
B.6. Test Records:  The Permittee shall keep records of the stack test reports of Specific Condition No. B.5. for at least five years.  [Rule 62-213.440(1)(b), F.A.C. and Rule 2.501, JEPB]
(1) 
(1) 
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
B.  EU 002 – Limestone Transfer System (Upper Surge Hopper) and EU 045 – Sand System

Subsection C.  The specific conditions in this section apply to the following emissions units:
	

EU No.
	Brief Description

	003
	Limestone Filler Heater


Crushed limestone is heated prior to being conveyed to the lower surge hopper and asphalt filler mixer.  The Limestone Filler Heater is equipped with a Donaldson Company (Torit MN 64FTD) 8,530 acfm Dust Collector for the control of particulate matter emissions 
{Permitting Note:  This Emissions Unit is regulated under Reasonably Available Control Technology (RACT) requirements including Specific RACT Emission Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), F.A.C., and Rule 2.1101, JEPB]; Maximum Allowable Emission Rates [Rule 62-296.700(4), F.A.C., and Rule 2.1101, JEPB]; Circumvention [Rule 62-296.700(5), F.A.C., and Rule 2.1101, JEPB], and Operation and Maintenance Plan Rule 62-296.700(6), F.A.C., and Rule 2.1101, JEPB and Rule 62-296.711, F.A.C. Materials Handling, Sizing, Screening, Crushing and Grinding Operations } 
Equipment
C.1. Relation to Other Permits:  The conditions of this permit supplements all other previously issued air construction permits for this emissions unit, except as noted.  These conditions are in addition to all other applicable permit conditions and regulatory requirements, except as noted.  The Permittee shall continue to comply with the conditions of those permits, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, recordkeeping, reporting, and the like.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301 JEPB] 
EMISSIONS STANDARDS
C.2. [bookmark: _Ref521672113]Emissions Standards:  This permit subsection alters the particulate emission standards for EU 003
PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.02 gr/dscf from the emissions unit.   For EU 003 this is equivalent to 1.46 pounds per hour (lb/hr) and 6.40 tons per year (tpy).  [Application No. 0310050-029-AC (PSD Major Source Avoidance Limits)]
TESTING REQUIREMENTS
C.3. Test Methods:  When required, tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method 5 - Particulate Matter


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C., and Rule 2.201, JEPB]
C.4. Compliance Tests prior to Title V renewal:  This section supersedes previous PM compliance testing requirements.
Compliance tests shall be performed for PM prior to obtaining a renewed operation permit to demonstrate compliance with the emission limits in Specific Condition No. C.2.    The Permittee shall record the process rate during the performance test. [Rules 62-210.300(2)(a) and 62-297.310(8)(b), F.A.C., and Rules 2.1201 and 2.301, JEPB]  
RECORDS AND REPORTS
C.5. [bookmark: _Ref521672253]Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.; and Rule 2.1201, JEPB]
C.6. Test Records:  The Permittee shall keep records of the stack test reports of Specific Condition No. C.5. for at least five years.  [Rule 62-213.440(1)(b), F.A.C. and Rule 2.501, JEPB]

SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
C.  EU 003 – Limestone Filler Heater

Subsection D.  The specific conditions in this section apply to the following emissions units:
	

EU No.
	Brief Description

	012
	Asphalt Blowing Still Nos. 1 and 2


Asphalt is processed through the addition of air and chemical additives.  Air pollutant emissions are controlled through the use of the fume incinerator, which also functions as an asphalt preheater. 
{Permitting Note:  This Emissions Unit is regulated under 40 CFR 60, Subpart UU, Standards of Performance for Asphalt Processing and Asphalt Roofing Manufacture and 40 CFR 60, Subpart A, General Provisions shall apply to this emission unit; 40 CFR 63, Subpart AAAAAAA, National Emission Standards for Hazardous Air Pollutants for Area Sources: Asphalt Processing and Asphalt Roofing Manufacturing and the General Provision (40 CFR Part 63, Subpart A) as specified in Table 5 of 40 CFR 63, Subpart AAAAAAA.}
Equipment
D.1. Relation to Other Permits:  The conditions of this permit supplements all other previously issued air construction permits for these emissions units, except as noted.  These conditions are in addition to all other applicable permit conditions and regulatory requirements, except as noted.  The Permittee shall continue to comply with the conditions of those permits, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, recordkeeping, reporting, and the like.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301 JEPB] 
EMISSIONS STANDARDS
D.2. [bookmark: _Ref524329560]Emissions Standards:  This permit subsection alters the particulate emission standards for EU 012
[bookmark: _Ref507423518]PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.44 lb/ton (10.33 lb/hr and 45.26 tpy) of asphalt charged (non-catalyst mode).  [40 CFR 60.472(b)(1), 40 CFR 63.11561(a), Rule 62-204.800, F.A.C., and Rule 2.201, JEPB and Application No. 0310050-029-AC (PSD Major Source Avoidance Limit)]
{Permitting Note:  The NSPS (40 CFR 60.472(b)(1)) and NESHAP (40 CFR 63.11561) PM limits in lb/ton are less restrictive.}
D.3. Method of Operation.  Permit subsection D.3.a. updates the control efficiency requirements of EU 012 with the lowering of the particulate emissions limit.  Permit subsection D.3.b. is a carry over and has not changed.
a. The control efficiency of the new Preheater Fume Incinerator (CD012) shall be such that particulate matter (PM) emissions meet the requirements in Specific Condition No. D.2, and visible emissions (VE) meet its standard.  [Rule 62-210.200(PTE), F.A.C., and Rule 2.301, JEPB, and Air Construction Permit No. 0310050-026-AC and Application No. 0310050-031-AC]
b. The Permittee shall operate and maintain the preheater fume incinerator in accordance with the manufacturer’s instructions and requirements.  The preheater fume incinerator shall be online, functioning properly, and in operation in accordance with the manufacturer’s recommendations whenever EUs 012, 015, 018, 038, 039, 040 and 043 are in operation.  [Rule 62-4.070(3), F.A.C.; Rule 2.1401, JEPB, and Air Construction Permit No. 0310050-026-AC]


SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
D.  EU 012 – Asphalt Blowing Still Nos. 1 and 2

Subsection E.  The specific conditions in this section apply to the following emissions units:
	

EU No.
	Brief Description

	018
	Asphalt Storage Tank Nos. 48 and 49


Blown asphalt and other asphalt products are stored in Asphalt Storage Tank Nos. 048 and 049. 
Equipment
E.1. Relation to Other Permits:  The conditions of this permit supersedes all other previously issued air construction permits for this emissions unit.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301 JEPB]
PERFORMANCE RESTRICTIONS
E.2. Hours of Operation:  This emissions unit may operate continuously (8,760 hours/year).  [Rule 62-210.200(PTE), F.A.C., and Rule 2.301, JEPB]
E.3. Method of Operation:
a. Emissions from this emissions unit are vented to a fume incinerator or CECO fiber bed filter.  The Permittee shall operate the fume incinerator a minimum of 6,100 hours per year to avoid becoming a major source for PSD of Air Quality.  [Rules 62-4.070, 62-210.200(PTE) and 62-212.300, F.A.C., and Rules 2.1401, 2.301 and 2.401, JEPB; Air Construction Permit No. 0310050-015-AC]
b. The Permittee shall operate and maintain the preheater fume incinerator in accordance with the manufacturer’s instructions and requirements.  The preheater fume incinerator shall be online, functioning properly, and in operation in accordance with the manufacturer’s recommendations whenever EUs 012, 015, 018, 038, 039, 040 and 043 are in operation.  [Rule 62-4.070(3), F.A.C.; Rule 2.1401, JEPB, and Air Construction Permit No. 0310050-026-AC]
RECORDS AND REPORTS
E.4. Fume Incinerator Records:  Records of fume incinerator operating hours shall be maintained on both a monthly and a 12-month rolling total basis and made available to the Permitting Authority upon request.  [Air Construction Permit No. 0310050-015-AC]

SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
E.  EU 018 – Asphalt Storage Tank Nos. 48 and 49
	
Subsection F.  The specific conditions in this section apply to the following emissions units:
	

EU No.
	Brief Description

	019
	Tank Truck Loading Rack Nos. 1 and 2

	049
	Asphalt Storage Tank Nos. 9 and 10


EU 019 is the Tank Truck Loading Rack Nos. 1 and 2.  This EU was formerly an unregulated EU.  PM emissions are controlled by a fiber bed filter acid mist eliminator.  
EU 049 is Asphalt Storage Tank Nos. 9 and 10.  This EU was formerly part of unregulated EU 017.  PM emissions are controlled by a fiber bed filter acid mist eliminator.  
{Permitting Note:  Each Emissions Unit has monitoring and recordkeeping requirements for the purpose of providing PTE enforceability as a practical matter of the 95% particulate matter control efficiency used for the acid mist eliminators used in the PTE PM emissions rate.}
Equipment
F.1. 	Relation to Other Permits:  The conditions of this permit supersedes all other previously issued air construction permits for these emissions units.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301, JEPB] 
PERFORMANCE RESTRICTIONS
F.2. [bookmark: _Ref524001353][bookmark: _Hlk524090205]	Permitted Capacity:  The Tank Truck Loading Rack (Nos. 1 and 2) maximum permitted loading rate is 100,000 tons of paving asphalt and 206,826 tons of oxidized asphalt per rolling 12-month period.  [Application No. 0310050-029-AC]
F.3. 	Hours of Operation:  Each emissions unit may operate continuously (8,760 hours/year).  [Rule 62-210.200(PTE), F.A.C., and Rule 2.301, JEPB]
[bookmark: _Hlk524090243]EMISSIONS STANDARDS
F.4. [bookmark: _Ref523996944]	VE:  Visible emissions (VE) shall not exceed twenty (20) percent opacity from each emissions unit.  [Application No. 0310050-029-AC]
TESTING REQUIREMENTS
F.5. [bookmark: _Hlk524090708]	Test Methods:  When required, tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C., and Rule 2.201, JEPB]
F.6. 	Common Testing Requirements:  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix D, Common Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C., and Rule 2.1201, JEPB]
F.7. [bookmark: _Ref523997654]	Annual Compliance Tests Required:  During each calendar year (January 1st to December 31st), each EU shall be tested while operating to demonstrate compliance with the emissions standard for VE listed in Specific Condition No. F.4.  VE testing shall be conducted for a minimum period of 30 minutes.  
Except that an annual emissions test shall not be required for any emissions unit that operated for 400 hours or less (including during startup and shutdown) during the calendar year.  If an emission unit operates for more than 400 hours during the calendar year, an emissions test shall be completed no later than 60 days after the emissions unit’s annual operation exceeds 400 hours, or by the end of the calendar year, whichever is later.  [Application No. 0310050-029-AC, Rule 62-297.310(5)(b) and (8), F.A.C., and Rule 2.1201, JEPB]   
MONITORING REQUIREMENTS
F.8. [bookmark: _Ref522096148][bookmark: _Hlk524090872]	Control Device:  The pressure drop across each control device shall be measured each day of operation.  
a. If the pressure drop equals or exceeds 3.5 inches of water, the Permittee shall investigate the cause.  The control device shall be inspected including the filters for damage or for loose or missing filters.  Each investigating event shall be logged including any corrective actions taken.
b. If the pressure drop equals or exceeds 15 inches of water, the Permittee shall promptly investigate the cause, document the problem, and develop and implement an action plan that returns the system within 24-hours to a normal pressure drop operating range.
[Application No. 0310050-029-AC]
RECORDS AND REPORTS
F.9. [bookmark: _Ref524003803]	Tank Truck Loading Rack, Loading Records:  The Permittee shall keep records of the material loaded using the Tank Truck Loading Rack Nos. 1 and 2 (EU 019) for at least five years.  The Permittee shall maintain running 12-month rolling totals of each material (paving asphalt and oxidized asphalt) loaded for demonstrating compliance with Specific Condition No. F.2.  [Rules 62-4.070 and 62-213.440(1)(b), F.A.C. and Rules 2.1401 and 2.501, JEPB]
F.10. [bookmark: _Ref524003831]Tank Truck Loading Rack, Operating Hour Records:  The Permittee shall maintain records of the hours of operation of the Tank Truck Loading Rack Nos. 1 and 2 (EU 019) for each year it chooses to demonstrate the unit exemption from the Annual Compliance Test of Specific Condition No. F.8.  [Application No. 0310050-029-AC, Rule 62-4.070, F.A.C. and Rule 2.1401, JEPB]
F.11. Monitoring Records:  The Permittee shall keep records of the VE compliance test results of Specific Condition No. F.8., the control device monitoring records of Specific Condition No. F.9., the Tank Truck Loading Rack loading records of Specific Condition No. F.10., and the Tank Truck Loading Rack operating hour records of Specific Condition No. F.11. (used to demonstrate the unit exemption from the annual compliance test) for at least five years.  [Rule 62-213.440(1)(b), F.A.C. and Rule 2.501, JEPB]


	
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
F.  EUs 019 & 049 – Tank Truck Loading Rack Nos. 1 and 2 & Asphalt Storage Tank Nos. 9 and 10DRAFT

	
Subsection G.  The specific conditions in this section apply to the following emissions units:
	

EU No.
	Brief Description

	028
	Mineral Application System (Surfacing Area)

	029
	Bulk Granule Handling System


EU 028 surfacing minerals are added to the roofing product after application of the coated asphalt.  This EU was formerly part of EU 006.  PM emissions are controlled by an Industrial Accessories Company dust collector (MN 96TB-BHT-338:S6).  
EU 029 is a bulk granule unloading and conveying system.  This EU was formerly part of EU 006.  PM emissions are controlled by a Flex-Kleen dust collector MN 20-PRBH-128M96 (IIIG).  
{Permitting Note:  Each Emissions Unit is regulated under Rule 62-296.700(4), F.A.C., and Reasonably Available Control Technology (RACT) requirements including Specific RACT Emission Limiting Standards for Stationary Emission Units [Rule 62-296.700(3), F.A.C., and Rule 2.1101, JEPB]; Maximum Allowable Emission Rates [Rule 62-296.700(4), F.A.C., and Rule 2.1101, JEPB]; Circumvention [Rule 62-296.700(5), F.A.C., and Rule 2.1101, JEPB], and Operation and Maintenance Plan [Rule 62-296.700(6), F.A.C., and Rule 2.1101, JEPB]}
Equipment
G.1. Relation to Other Permits:  The conditions of this permit supplements all other previously issued air construction permits for these emissions units, except as noted.  These conditions are in addition to all other applicable permit conditions and regulatory requirements, except as noted.  The Permittee shall continue to comply with the conditions of those permits, which include restrictions and standards regarding capacities, production, operation, fuels, emissions, monitoring, recordkeeping, reporting, and the like.  [Rules 62-4.210; 62-4.030; 62-210.300(1)(b), F.A.C. and Rules 2.1401 and 2.301 JEPB] 
EMISSIONS STANDARDS
G.2. [bookmark: _Ref521672442]Emissions Standards:  This permit subsection alters the particulate emission standards for EUs 028 and 029
PM Emissions.  Particulate matter (PM) emissions shall not exceed 0.02 gr/dscf from each emissions unit.   
a. For EU 028 this is equivalent to 5.14 pounds per hour (lb/hr) and 22.53 tons per year (tpy).  
b. For EU 029 this is equivalent to 1.71 lb/hr and 7.51 tpy.  
[Application No. 0310050-029-AC (PSD Major Source Avoidance Limit)]
TESTING REQUIREMENTS
G.3. Test Methods:  When required, tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method 5 - Particulate Matter


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C., and Rule 2.201, JEPB]
G.4. Compliance Tests prior to Title V renewal:  This permit subsection supersedes all prior compliance test requirements for PM.
Compliance tests shall be performed for PM prior to obtaining a renewed operation permit to demonstrate compliance with the emission limits in Specific Condition No. G.2.  [Rules 62-210.300(2)(a) and 62-297.310(8)(b), F.A.C., and Rules 2.1201 and 2.301, JEPB]  
RECORDS AND REPORTS
G.5. [bookmark: _Ref522097540]Test Reports:  The Permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.; and Rule 2.1201, JEPB]
G.6. Test Records:  The Permittee shall keep records of the stack test reports of Specific Condition No. G.5. for at least five years.  [Rule 62-213.440(1)(b), F.A.C. and Rule 2.501, JEPB]
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