STATEMENT OF BASIS

Metal Container Corporation
Jacksonville Can Plant
Facility 1D No.: 0310097

Duval County

Title VV Air Operation Permit Revision
PROPOSED Permit Project No.: 0310097-006-AV
Revision of Title V Air Operation Permit No.: 0310097-004-AV

The Title V Air Operation Permit Renewal, No. 0310097-004-AV, was issued/effective on October 22, 2003. This
Title V' Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (FS), and
Florida Administrative Code (FAC) Chapters 62-4, 62-210 and 62-213. The above named permittee is hereby
authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents,
attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is to change Specific Condition(s) established in Title V Air Operation Permit,
No. 0310097-004-AV, and based on an AC permitting action, No. 0310097-005-AC.

The following Specific Condition(s) are changed as follows:

a. Section Il. Facility-wide Conditions.

Added: 16. Maximum facility wide emissions shall be limited to less than 10.0 tons per year
for any single Hazardous Air Pollutant (HAP) and 25.0 tons per year for total HAP
in order to maintain emissions below the major source HAP threshold. All tons per
year limits are based on a 12-month rolling total.

17. Quarterly reports shall be submitted to the Department describing the usage of
solvents, coatings, and VOC/HAP contents and emissions. The quarterly reports
shall be submitted by the 30th day of the following month after the end of each
quarter (January - March, April - June, July - September, and October -
December). The final report, which is due by the 30th of January for the quarter of
October - December, shall include a synopsis of the preceding year.

b. Section Ill. Emissions Unit(s) and Conditions, Emissions Unit No. 008 - Lime Storage Silo,
Specific Contition 1.

From: The maximum hourly silo input rate of lime shall not exceed 26 tons.

To:  The maximum silo input rate of lime shall not exceed 35 tons per hour.
This facility consists of four (4) two piece aluminum beverage can coating lines including the application of
basecoat, ink, over varnish, bottom varnish, inside spray, and drying and curing ovens. The facility is equipped with

three (3) natural gas fired boilers to generate hot water for plant operations, and a lime storage silo for process
waste water treatment.
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E.U.

ID No. Brief Description

008 Lime Storage Silo - The operation of a lime storage silo where lime is used for treating process
waste water. Particulate matter (PM) control device: MAC Dust Collector
Model 54AV525. Compliance Assurance Monitoring (CAM) does not
apply.

012 (3) Boilers - The operation of three (3) natural gas fired boilers (5.7 x 10° Btu per hour
each) with propane as a backup fuel. The boilers shall be used to generate
hot water for plant operations. CAM does not apply.

013 Can Coating Lines Nos. 2, 3, 4,and 5 - The operation of a two-piece (12 and 16 ounce) aluminum

can coating operation consisting of four (4) lines. Lines
Nos. 2, 3, and 4 includes basecoaters, basecoater ovens,
printers, printer ovens, inside spray machines, and inside
bake ovens. Line No. 5 includes two (2) printers, two (2)
printer ovens, (8) inside spray machines, and an inside
bake oven. Volatile Organic Compound (VOC) control
device: Regenerative Thermal Oxidizer. CAM does not
apply pursuant to 40 CFR 64.2(a)(2), the regenerative
thermal oxidizer is not used to achieve compliance with
the emission limitations of 40 CFR 60.492.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

Based on the Title V Air Operation Permit Revision application received January 17, 2006, this facility is not a
major source of hazardous air pollutants (HAPS).
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