STATEMENT OF BASIS
City of Jacksonville

JEA

Buckman Street Waste Water Treatment Plant

Facility ID No.:  0310166

Duval County

Initial Title V Air Operation Permit

FINAL Permit No.:  0310166-001-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (FS), and Florida Administrative Code (FAC), Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The facility is a municipal wastewater treatment plant with a maximum wastewater treatment capacity of 52.5 million gallons per day. Raw wastewater from the sanitary sewer collection system is junctioned to an influent pump station, from which it enters the wastewater treatment train consisting of the following major process units; Aerated Grit Chamber, Preaeration Basin, Primary Clarifiers, Aeration Basins, Secondary Clarifiers, and the Chlorination and Sulfur Dioxide Contact Chambers.  Treated effluent is discharged to the St. Johns River. Odorous gases from the Aerated Grit Chamber and the Preaeration Basin are collected and treated in the Odor Control System No. 3. Odorous gases from the influent junction box, wet well and pump station prior to the Aerated Grit Chamber are collected and treated in Odor Control System No. 1. Odorous gases from the sludge tanks are collected and treated in Odor Control System No. 2.

Sludge from the primary and secondary clarifiers is sent to the holding tanks where it is blended with sludges that are imported from other wastewater treatment plants. A polymer is added to the sludge before it is dewatered in centrifuges. The dewatered sludge is then loaded via conveyor into one of two sludge incinerators, where the organics in the sludge are combusted. Natural gas or No. 2 low sulfur fuel oil may be used to fire the incinerator. Particulate Matter emissions from each sludge incinerator are treated by a venturi scrubber followed in series by an impingement plate scrubber. Residual ash from the combustion process is stored on-site until it is trucked to a landfill for final disposal.
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Regulated emission units are as follows:

E.U. 

ID No.

Brief Description    


Emissions Control Device
001

Sludge Incinerator No. 1

Venturi and impingement scrubber

003

Odor Control System No. 1

Biofilter and humidifier

004

Odor Control System No. 2

Biofilter and humidifier

005

Sludge Incinerator No. 2

Venturi and impingement scrubber

006

Odor Control System No. 3

Biofilter and humidifier

Also, included in this permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 14, 1996, this facility is not a major source of hazardous air pollutants (HAPs).
0310166b.doc
2

