Appendix PS-1

Summary of Title V Permit Shield Requests

International Paper Company, Pensacola Mill
Title V Air Operation Permit Revision

General Information


Information provided on the following pages identifies applicable requirements and Title V permit shield requests for non-applicable regulations on an emissions unit basis.  Information has been collected from the mill’s revised Title V permit and Title V application.  Applicable requirements and Title V permit shield requests for non-applicable regulations are included based upon review of state and federal air quality regulations.

Federal New Source Performance Standards (NSPS) required by 40 CFR Part 60 have been divided into generally applicable requirements (e.g., definitions, identification of references) and emissions unit specific requirements (e.g., monitoring requirements).  

Applicable requirements and Title V permit shield requests for non-applicable regulations are represented by citation section

Emissions unit permit shield requests for non-applicable regulations are identified on a citation section and subsection basis in cases where portions of the citation are applicable, and on a complete citation basis in cases where the entire citation is not applicable.  The justification of the non-applicability provided should be carefully reviewed by the mill for accuracy.

Emissions Unit ID:

030 (#1 Recovery Boiler)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 280(b) (September 24, 1976), and has not been modified or reconstructed after the effective date of the subpart.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.
	Emissions unit is subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter [62-296.404(1)(a) and 62-296.404(2)(a)]


Emissions Unit ID:

029 (#2 Recovery Boiler)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.
	Emissions unit is subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

[62-296.404(1)(a) and 62-296.404(2)(a)]


Emissions Unit ID:

033 (Power Boiler #3)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.7(e), Sec. 60.7(f), Sec. 60.8(e), Sec. 60.8(f), Sec. 60.11(a), Sec. 60.11(b), Sec. 60.11(c), Sec. 60.11(d), Sec. 60.11(e)(2), Sec. 60.11(e)(3), Sec. 60.13(a) and (b), Sec. 60.13(d)(1), Sec. 60.13(e)(2), Sec. 60.13(f), Sec. 60.13(h), Sec. 60.13(i)(1), 60.13(i)(8)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (3), Sec. 60.7(a)(4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.14, Sec. 60.15, Sec. 60.16 Sec 60.17, Sec. 60.19
Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.  
	Scrubber pressure drop is continuously monitored as a surrogate to COMS, as approved by the administrator according to Sec 60.13(i)(1).  Therefore, the emissions unit is not subject to Sec. 60.13(c). 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date. 
	Requirement has already been satisfied. 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	A COMS is not installed on EU-033. 

	Sec. 60.8(a) Within 60 days after achieving the maximum production rate at which the affected facility will be operated, but not later than 180 days after initial startup of such facility and at such other times as may be required by the Administrator under section 114 of the Act, the owner or operator of such facility shall conduct performance test(s) and furnish the Administrator a written report of the results of such performance test(s).
	Requirement has already been satisfied.

	Sec. 60.8(b) Performance tests shall be conducted and data reduced in accordance with the test methods and procedures contained in each applicable subpart unless the Administrator (1) specifies or approves, in specific cases…
	Requirement has already been satisfied.

	Sec. 60.8(c) Performance tests shall be conducted under such conditions as the Administrator shall specify to the plant operator based on representative performance of the affected facility. The owner or operator shall make available to the Administrator such records as may be necessary to determine the conditions of the performance tests. Operations during periods of startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test nor shall emissions in excess of the level of the applicable emission limit during periods of startup, shutdown, and malfunction be considered a violation of the applicable emission limit unless otherwise specified in the applicable standard.  
	Requirement has already been satisfied.

	Sec. 60.8(d) The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any performance test, except as specified under other subparts, to afford the Administrator the opportunity to have an observer present.  
	Requirement has already been satisfied.

	Sec. 60.11(e)(1) 

For the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently with the initial performance test required in Sec. 60.8 unless one of the following conditions apply. If no performance test under Sec. 60.8 is required, then opacity observations shall be conducted within 60 days after achieving the maximum production rate at which the affected facility will be operated but no later than 180 days after initial startup of the facility. If visibility or other conditions prevent the opacity observations from being conducted concurrently with the initial performance test required under Sec. 60.8, the source owner or operator shall reschedule the opacity observations as soon after the initial performance test as possible, but not later than 30 days thereafter, and shall advise the Administrator of the rescheduled date. In these cases, the 30-day prior notification to the Administrator required in Sec. 60.7(a)(6) shall be waived. The rescheduled opacity observations shall be conducted (to the extent possible) under the same operating conditions that existed during the initial performance test conducted under Sec. 60.8. The visible emissions observer shall determine whether visibility or other conditions prevent the opacity observations from being made concurrently with the initial performance test in accordance with procedures contained in Reference Method 9 of appendix B of this part. Opacity readings of portions of plumes which contain condensed, uncombined water vapor shall not be used for purposes of determining compliance with opacity standards. The owner or operator of an affected facility shall make available, upon request by the Administrator, such records as may be necessary to determine the conditions under which the visual observations were made and shall provide evidence indicating proof of current visible observer emission certification. Except as provided in paragraph (e)(5) of this section, the results of continuous monitoring by transmissometer which indicate that the opacity at the time visual observations were made was not in excess of the standard are probative but not conclusive evidence of the actual opacity of an emission, provided that the source shall meet the burden of proving that the instrument used meets (at the time of the alleged violation) Performance Specification 1 in appendix B of this part, has been properly maintained and (at the time of the alleged violation) that the resulting data have not been altered in any way.
	Requirement has already been satisfied.

	Sec. 60.11(e)(4) 

An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall record the monitoring data produced during the initial performance test required by Sec. 60.8 and shall furnish the Administrator a written report of the monitoring results along with Method 9 and Sec. 60.8 performance test results.
	A COMS is not installed on EU-033, therefore, the emissions unit is not subject to Sec. 60.11(e)(4).

	Sec. 60.11(e)(5) 

An owner or operator of an affected facility subject to an opacity standard may submit, for compliance purposes, continuous opacity monitoring system (COMS) data results produced during any performance test required under Sec. 60.8 in lieu of Method 9 observation data. If an owner or operator elects to submit COMS data for compliance with the opacity standard, he shall notify the Administrator of that decision, in writing, at least 30 days before any performance test required under Sec. 60.8 is conducted. Once the owner or operator of an affected facility has notified the Administrator to that effect, the COMS data results will be used to determine opacity compliance during subsequent tests required under Sec. 60.8 until the owner or operator notifies the Administrator, in writing, to the contrary. For the purpose of determining compliance with the opacity standard during a performance test required under Sec. 60.8 using COMS data, the minimum total time of COMS data collection shall be averages of all 6-minute continuous periods within the duration of the mass emission performance test. Results of the COMS opacity determinations shall be submitted along with the results of the performance test required under Sec. 60.8. The owner or operator of an affected facility using a COMS for compliance purposes is responsible for demonstrating that the COMS meets the requirements specified in Sec. 60.13(c) of this part, that the COMS has been properly maintained and operated, and that the resulting data have not been altered in any way. If COMS data results are submitted for compliance with the opacity standard for a period of time during which Method 9 data indicates noncompliance, the Method 9 data will be used to determine opacity compliance.
	A COMS is not installed on EU-033, therefore, §60.11(e)(5) is not applicable.

	Sec. 60.11(e)(6) 

Upon receipt from an owner or operator of the written reports of the results of the performance tests required by Sec. 60.8, the opacity observation results and observer certification required by Sec. 60.11(e)(1), and the COMS results, if applicable, the Administrator will make a finding concerning compliance with opacity and other applicable standards. If COMS data results are used to comply with an opacity standard, only those results are required to be submitted along with the performance test results required by Sec. 60.8. If the Administrator finds that an affected facility is in compliance with all applicable standards for which performance tests are conducted in accordance with Sec. 60.8 of this part but during the time such performance tests are being conducted fails to meet any applicable opacity standard, he shall notify the owner or operator and advise him that he may petition the Administrator within 10 days of receipt of notification to make appropriate adjustment to the opacity standard for the affected facility.
	Requirement has already been satisfied. COMS results are not applicable.

	Sec. 60.11(e)(7) 

The Administrator will grant such a petition upon a demonstration by the owner or operator that the affected facility and associated air pollution control equipment was operated and maintained in a manner to minimize the opacity of emissions during the performance tests; that the performance tests were performed under the conditions established by the Administrator; and that the affected facility and associated air pollution control equipment were incapable of being adjusted or operated to meet the applicable opacity standard.
	No petition requested.

	Sec. 60.11(e)(8) The Administrator will establish an opacity standard for the affected facility meeting the above requirements at a level at which the source will be able, as indicated by the performance and opacity tests, to meet the opacity standard at all times during which the source is meeting the mass or concentration emission standard. The Administrator will promulgate the new opacity standard in the Federal Register.
	No petition requested.

	Sec.60.13(c) If the owner or operator of an affected facility elects to submit continous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall…
	A COMS is not installed on EU-033, therefore, the emissions unit is not subject to §60.13(c). 

	Sec.60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions…
	A COMS is not installed on EU-033.

	Sec.60.13(e)(1) All continuous monitoring systems referenced by paragraph (c) of this section for measuring opacity of emissions shall complete a minimum of one cycle of sampling and analyzing for each successive 10-second period and one cycle of data recording for each successive 6-minute period.
	A COMS is not installed on EU-033.

	Sec. 60.13(g) When the effluents from a single affected facility or two or more affected facilities subject to the same emission standards are combined before being released to the atmosphere, the owner or operator may install applicable continuous monitoring systems on each effluent or on the combined effluent. When the affected facilities are not subject to the same emission standards, separate continuous monitoring systems shall be installed on each effluent. When the effluent from one affected facility is released to the atmosphere through more than one point, the owner or operator shall install an applicable continuous monitoring system on each separate effluent unless the installation of fewer systems is approved by the Administrator. When more than one continuous monitoring system is used to measure the emissions from one affected facility (e.g., multiple breechings, multiple outlets), the owner or operator shall report the results as required from each continuous monitoring system.
	The emissions unit is equipped with a single stack.

	Sec. 60.13(i)(2) Alternative monitoring requirements when the affected facility is infrequently operated.
	The emissions unit is operated frequently.

	Sec. 60.13(i)(3) Alternative monitoring requirements to accommodate continuous monitoring systems that require additional measurements to correct for stack moisture conditions.
	Stack moisture is not corrected.

	Sec. 60.13(i)(4) Alternative locations for installing continuous monitoring systems or monitoring devices when the owner or operator can demonstrate that installation at alternate locations will enable accurate and representative measurements.
	Emission unit continuous monitoring systems or monitoring devices are not installed at alternative locations.

	Sec. 60.13(i)(5) Alternative methods of converting pollutant concentration measurements to units of the standards.
	Alternative methods of converting pollutant concentration measurements to units of the standards are not applied.

	Sec. 60.13(i)(6) Alternative procedures for performing daily checks of zero and span drift that do not involve use of span gases or test cells.
	Alternative procedures for performing daily checks of zero and span drift are not applied.

	Sec. 60.13(i)(7) Alternatives to the A.S.T.M. test methods or sampling procedures specified by any subpart.
	Alternatives to the A.S.T.M. test methods or sampling procedures are not applied.

	Sec. 60.13(i)(9) Alternative monitoring requirements when the effluent from a single affected facility or the combined effluent from two or more affected facilities are released to the atmosphere through more than one point.
	The emissions unit is equipped with a single stack.

	Sec. 60.13(j) An alternative to the relative accuracy test specified in Performance Specification 2 of appendix B may be requested as follows:
	An alternative to the RATA specified in Performance Specification 2 of Appendix B has not been requested. 

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart D (Sec 60.40 to 46)

Citation Description:
 Standards of Performance for Fossil-Fuel-Fired Steam Generators for Which Construction is Commenced After August 17, 1971
Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.40(a)(1) and (2), Sec. 60.40(c), Sec. 60.42(a), Sec. 60.43(a)(1), Sec. 60.43(a)(2), Sec 60.43(b), Sec. 60.43(c), Sec. 60.44(a)(1), Sec. 60.44(a)(2), Sec. 60.44(a)(3), Sec. 60.44(b), Sec. 60.45(a), Sec. 60.45(c), Sec. 60.45(e), Sec. 60.45(f), Sec. 60.45(g)(2), Sec. 60.45(g)(3), Sec. 60.46

Generally Applicable Requirements: Sec. 60.41

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.40(b) Any change to an existing fossil-fuel-fired steam generating unit to accommodate the use of combustible materials, other than fossil fuels as defined in this subpart, shall not bring that unit under the applicability of this subpart.
	A change has not been made to the emissions unit to accommodate the use of combustible materials, other than fossil fuels as defined in this subpart.

	Sec. 60.40(d) The requirements of Secs. 60.44 (a)(4), (a)(5), (b) and (d), and 60.45(f)(4)(vi) are applicable to lignite-fired steam generating units that commenced construction or modification after December 22, 1976.
	The emissions unit is not a to lignite-fired steam generating unit. 

	Sec. 60.40(e) Any facility covered under subpart Da is not covered under this subpart.
	The emissions unit is not covered under subpart Da.

	Sec. 60.42(b)

(Specific requirements for (1) Southwestern Public Service Company's Harrington Station, and (2) Interstate Power Company
	Specific requirements that are unrelated to the Champion Pensacola mill.

	Sec. 60.43 (d) Reserved
	No requirement provided

	Sec. 60.43 (e) Units 1 and 2 (as defined in appendix G) at the Newton Power 

Station owned or operated by the Central Illinois Public Service Company 

will be in compliance with…
	Specific requirements that are unrelated to the Champion Pensacola mill.

	Sec. 60.44 (a)(4) 260 nanograms per joule heat input (0.60 lb per million Btu) derived from lignite or lignite and wood residue…
	Emissions unit does not burn lignite or lignite and wood residue fuels.

	Sec. 60.44 (a)(5) 340 nanograms per joule heat input (0.80 lb per million Btu) derived from lignite which is mined in North Dakota, South Dakota, or Montana and which is burned in a cyclone-fired unit.
	Emissions unit does not burn lignite which is mined in North Dakota, South Dakota, or Montana.

	Sec. 60.44 (c) When a fossil fuel containing at least 25 percent, by weight, of 

coal refuse is burned in combination with gaseous, liquid, or other solid fossil fuel or wood residue, the standard for nitrogen oxides does not apply.
	Emissions unit does not burn fossil fuel containing at least 25 percent, by weight, of 

coal refuse in combination with gaseous, liquid, or other solid fossil fuel or wood residue

	Sec. 60.44 (d) Cyclone-fired units which burn fuels containing at least 25 percent of lignite that is mined in North Dakota, South Dakota, or Montana
	Emissions unit is not a cyclone-fired unit which burns fuels containing at least 25 percent of lignite that is mined in North Dakota, South Dakota, or Montana.

	Sec. 60.45(b) Certain of the continuous monitoring system requirements under paragraph (a) of this section do not apply to owners or operators under the following conditions…
	Listed exemptions from CEMS requirements are not applicable to EU-033.

	Sec. 60.45 (d) [Reserved]
	No requirement provided

	Sec. 60.45(g) Excess emission and monitoring system performance reports shall be submitted to the Administrator for every calendar quarter. All quarterly reports shall be postmarked by the 30th day following the end of each calendar quarter. Each excess emission and MSP report shall include the information required in Sec. 60.7(c). Periods of excess emissions and monitoring systems (MS) downtime that shall be reported are defined as follows:

    (1) Opacity. Excess emissions are defined as any six-minute period during which the average opacity of emissions exceeds 20 percent opacity, except that one six-minute average per hour of up to 27 percent opacity need not be reported.
	Emissions unit is not required to be equipped with a COM, reporting requirements for the alternative monitoring system are specified in permit No. 10PEN17004233.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a)2 

Process weight table


	According to Sec. 62-296.320(4)(a)1, the emissions unit is not subject to the respective requirements because it is fuel burning equipment to produce heat or power by indirect heating where products of combustion do not come in contact with the process materials.


Regulatory Citation:

62-296.410, F.A.C.

Citation Description:
Carbonaceous Fuel Burning Equipment.
Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.410 Carbonaceous Fuel Burning Equipment.

(1) Emissions units for which a valid Department operation or construction

permit was issued prior to July 1, 1974.

(a) Burners with a capacity less than 30 million Btu per hour heat input –Visible emissions with a density of Number 1 on the Ringelmann Chart (20 percent opacity) except that emissions with a density of Number 2 (40 percent opacity) are permissible for not more than two minutes in any one hour.

(b) Burners with a capacity equal to or greater than 30 million Btu per hour heat input.

1. Visible emissions - Visible emissions with a density of Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.


	In accordance with 62-296.100, F.A.C, to standards for any "new" facility or emissions unit shall be the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7), F.A.C., unless a different and more stringent standard is established in Rules 62-296.401 through 62- 296.417, F.A.C.  The standard established in Rule 62-296-410, F.A.C. is not more stringent or different than the federal standard of performance for new stationary sources adopted by reference at Rule 62- 204.800(7)(b)(1), F.A.C..  Therefore, New Source Performance Standards at 40 CFR Part 60 Subpart D are applicable to the emitting unit, adopted by reference at Rule 62- 204.800(7)(b)(1), F.A.C., and supercede the requirements of 62-296.410, F.A.C.  

	(continued)

2. Particulate Matter - 0.3 pounds per million Btu of heat input of

carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

(2) New Emissions Units.

(a) Burners of capacity less than 30 million Btu per hour total heat input -Ringelmann

Number 1 (20 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

(b) Burners of capacity equal to or greater than 30 million Btu per hour total

heat input.

1. Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent

opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

2. Particulate Matter - 0.2 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

(3) Test Methods and Procedures. All emissions tests performed pursuant to…
	


Emissions Unit ID:

037 (Power Boiler #4)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.7(e), Sec. 60.7(f), Sec. 60.8(e), Sec. 60.8(f), Sec. 60.11(a), Sec. 60.11(b), Sec. 60.11(c), Sec. 60.11(d), Sec. 60.11(e)(2), Sec. 60.11(e)(3), Sec. 60.13(a) and (b), Sec. 60.13(d)(1), Sec. 60.13(e)(2), Sec. 60.13(f), Sec. 60.13(h), Sec. 60.13(i)(1), Sec. 60.13(i)(8)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (3), Sec. 60.7(a)(4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.14, Sec. 60.15, Sec. 60.16 Sec 60.17, Sec. 60.19
Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.  
	Scrubber pressure drop is continuously monitored as a surrogate to COMS, as approved by the administrator according to Sec 60.13(i)(1).  Therefore, the emissions unit is not subject to Sec. 60.13(c). 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date. 
	Requirement has already been satisfied.

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	A COMS is not installed on EU-037, therefore, the emissions unit is not subject to §60.7(a)(7).

	Sec. 60.8(a) Within 60 days after achieving the maximum production rate at which the affected facility will be operated, but not later than 180 days after initial startup of such facility and at such other times as may be required by the Administrator under section 114 of the Act, the owner or operator of such facility shall conduct performance test(s) and furnish the Administrator a written report of the results of such performance test(s).
	Requirement has already been satisfied.

	Sec. 60.8(b) Performance tests shall be conducted and data reduced in accordance with the test methods and procedures contained in each applicable subpart unless the Administrator (1) specifies or approves, in specific cases…
	Requirement has already been satisfied.

	Sec. 60.8(c) Performance tests shall be conducted under such conditions as the Administrator shall specify to the plant operator based on representative performance of the affected facility. The owner or operator shall make available to the Administrator such records as may be necessary to determine the conditions of the performance tests. Operations during periods of startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test nor shall emissions in excess of the level of the applicable emission limit during periods of startup, shutdown, and malfunction be considered a violation of the applicable emission limit unless otherwise specified in the applicable standard.  
	Requirement has already been satisfied.

	Sec. 60.8(d) The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any performance test, except as specified under other subparts, to afford the Administrator the opportunity to have an observer present.  
	Requirement has already been satisfied.

	Sec. 60.11(e)(1) 

For the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently with the initial performance test required in Sec. 60.8 unless one of the following conditions apply. If no performance test under Sec. 60.8 is required, then opacity observations shall be conducted within 60 days after achieving the maximum production rate at which the affected facility will be operated but no later than 180 days after initial startup of the facility. If visibility or other conditions prevent the opacity observations from being conducted concurrently with the initial performance test required under Sec. 60.8, the source owner or operator shall reschedule the opacity observations as soon after the initial performance test as possible, but not later than 30 days thereafter, and shall advise the Administrator of the rescheduled date. In these cases, the 30-day prior notification to the Administrator required in Sec. 60.7(a)(6) shall be waived. The rescheduled opacity observations shall be conducted (to the extent possible) under the same operating conditions that existed during the initial performance test conducted under Sec. 60.8. The visible emissions observer shall determine whether visibility or other conditions prevent the opacity observations from being made concurrently with the initial performance test in accordance with procedures contained in Reference Method 9 of appendix B of this part. Opacity readings of portions of plumes which contain condensed, uncombined water vapor shall not be used for purposes of determing compliance with opacity standards. The owner or operator of an affected facility shall make available, upon request by the Administrator, such records as may be necessary to determine the conditions under which the visual observations were made and shall provide evidence indicating proof of current visible observer emission certification. Except as provided in paragraph (e)(5) of this section, the results of continuous monitoring by transmissometer which indicate that the opacity at the time visual observations were made was not in excess of the standard are probative but not conclusive evidence of the actual opacity of an emission, provided that the source shall meet the burden of proving that the instrument used meets (at the time of the alleged violation) Performance Specification 1 in appendix B of this part, has been properly maintained and (at the time of the alleged violation) that the resulting data have not been altered in any way.
	Requirement has already been satisfied.

	Sec. 60.11(e)(4) 

An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall record the monitoring data produced during the initial performance test required by Sec. 60.8 and shall furnish the Administrator a written report of the monitoring results along with Method 9 and Sec. 60.8 performance test results.
	A COMS is not installed on EU-037, therefore, the emissions unit is not subject to Sec. 60.11(e)(4).

	Sec. 60.11(e)(5) 

An owner or operator of an affected facility subject to an opacity standard may submit, for compliance purposes, continuous opacity monitoring system (COMS) data results produced during any performance test required under Sec. 60.8 in lieu of Method 9 observation data. If an owner or operator elects to submit COMS data for compliance with the opacity standard, he shall notify the Administrator of that decision, in writing, at least 30 days before any performance test required under Sec. 60.8 is conducted. Once the owner or operator of an affected facility has notified the Administrator to that effect, the COMS data results will be used to determine opacity compliance during subsequent tests required under Sec. 60.8 until the owner or operator notifies the Administrator, in writing, to the contrary. For the purpose of determining compliance with the opacity standard during a performance test required under Sec. 60.8 using COMS data, the minimum total time of COMS data collection shall be averages of all 6-minute continuous periods within the duration of the mass emission performance test. Results of the COMS opacity determinations shall be submitted along with the results of the performance test required under Sec. 60.8. The owner or operator of an affected facility using a COMS for compliance purposes is responsible for demonstrating that the COMS meets the requirements specified in Sec. 60.13(c) of this part, that the COMS has been properly maintained and operated, and that the resulting data have not been altered in any way. If COMS data results are submitted for compliance with the opacity standard for a period of time during which Method 9 data indicates noncompliance, the Method 9 data will be used to determine opacity compliance.
	A COMS is not installed on EU-037, therefore, §60.11(e)(5) is not applicable.

	Sec. 60.11(e)(6) 

Upon receipt from an owner or operator of the written reports of the results of the performance tests required by Sec. 60.8, the opacity observation results and observer certification required by Sec. 60.11(e)(1), and the COMS results, if applicable, the Administrator will make a finding concerning compliance with opacity and other applicable standards. If COMS data results are used to comply with an opacity standard, only those results are required to be submitted along with the performance test results required by Sec. 60.8. If the Administrator finds that an affected facility is in compliance with all applicable standards for which performance tests are conducted in accordance with Sec. 60.8 of this part but during the time such performance tests are being conducted fails to meet any applicable opacity standard, he shall notify the owner or operator and advise him that he may petition the Administrator within 10 days of receipt of notification to make appropriate adjustment to the opacity standard for the affected facility.
	Requirement has already been satisfied.  COMS results are not applicable.

	Sec. 60.11(e)(7) 

The Administrator will grant such a petition upon a demonstration by the owner or operator that the affected facility and associated air pollution control equipment was operated and maintained in a manner to minimize the opacity of emissions during the performance tests; that the performance tests were performed under the conditions established by the Administrator; and that the affected facility and associated air pollution control equipment were incapable of being adjusted or operated to meet the applicable opacity standard.
	No petition requested.

	Sec. 60.11(e)(8) The Administrator will establish an opacity standard for the affected facility meeting the above requirements at a level at which the source will be able, as indicated by the performance and opacity tests, to meet the opacity standard at all times during which the source is meeting the mass or concentration emission standard. The Administrator will promulgate the new opacity standard in the Federal Register.
	No petition requested.

	Sec.60.13(c) If the owner or operator of an affected facility elects to submit continous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall…
	A COMS is not installed on EU-037, therefore, the emissions unit is not subject to §60.13(c).

	Sec.60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions…
	A COMS is not installed on EU-037.

	Sec.60.13(e)(1) All continuous monitoring systems referenced by paragraph (c) of this section for measuring opacity of emissions shall complete a minimum of one cycle of sampling and analyzing for each successive 10-second period and one cycle of data recording for each successive 6-minute period.
	A COMS is not installed on EU-037.

	Sec. 60.13(g) When the effluents from a single affected facility or two or more affected facilities subject to the same emission standards are combined before being released to the atmosphere, the owner or operator may install applicable continuous monitoring systems on each effluent or on the combined effluent. When the affected facilities are not subject to the same emission standards, separate continuous monitoring systems shall be installed on each effluent. When the effluent from one affected facility is released to the atmosphere through more than one point, the owner or operator shall install an applicable continuous monitoring system on each separate effluent unless the installation of fewer systems is approved by the Administrator. When more than one continuous monitoring system is used to measure the emissions from one affected facility (e.g., multiple breechings, multiple outlets), the owner or operator shall report the results as required from each continuous monitoring system.
	The emissions unit is equipped with a single stack.

	Sec. 60.13(i)(2) Alternative monitoring requirements when the affected facility is infrequently operated.
	The emissions unit is operated frequently.

	Sec. 60.13(i)(3) Alternative monitoring requirements to accommodate continuous monitoring systems that require additional measurements to correct for stack moisture conditions.
	Stack moisture is not corrected.

	Sec. 60.13(i)(4) Alternative locations for installing continuous monitoring systems or monitoring devices when the owner or operator can demonstrate that installation at alternate locations will enable accurate and representative measurements.
	Emission unit continuous monitoring systems or monitoring devices are not installed at alternative locations.

	Sec. 60.13(i)(5) Alternative methods of converting pollutant concentration measurements to units of the standards.
	Alternative methods of converting pollutant concentration measurements to units of the standards are not applied.

	Sec. 60.13(i)(6) Alternative procedures for performing daily checks of zero and span drift that do not involve use of span gases or test cells.
	Alternative procedures for performing daily checks of zero and span drift are not applied.

	Sec. 60.13(i)(7) Alternatives to the A.S.T.M. test methods or sampling procedures specified by any subpart.
	Alternatives to the A.S.T.M. test methods or sampling procedures are not applied.

	Sec. 60.13(i)(9) Alternative monitoring requirements when the effluent from a single affected facility or the combined effluent from two or more affected facilities are released to the atmosphere through more than one point.
	The emissions unit is equipped with a single stack.

	Sec. 60.13(j) An alternative to the relative accuracy test specified in Performance Specification 2 of appendix B may be requested as follows:
	An alternative to the RATA specified in Performance Specification 2 of Appendix B has not been requested.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart D (Sec 60.40 to 46)

Citation Description:
 Standards of Performance for Fossil-Fuel-Fired Steam 




Generators for Which Construction is Commenced After 




August 17, 1971
Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.40(a)(1) and (2), Sec. 60.40(c), Sec. 60.42(a), Sec. 60.43(a)(1), Sec. 60.43(a)(2), Sec 60.43(b), Sec. 60.43(c), Sec. 60.44(a)(1), Sec. 60.44(a)(2), Sec. 60.44(a)(3), Sec. 60.44(b), Sec. 60.45(a), Sec. 60.45(c), Sec. 60.45(e), Sec. 60.45(f), Sec. 60.45(g)(2), Sec. 60.45(g)(3), Sec. 60.46

Generally Applicable Requirements: Sec. 60.41

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.40(b) Any change to an existing fossil-fuel-fired steam generating unit to accommodate the use of combustible materials, other than fossil fuels as defined in this subpart, shall not bring that unit under the applicability of this subpart.
	A change has not been made to the emissions unit to accommodate the use of combustible materials, other than fossil fuels as defined in this subpart.

	Sec. 60.40(d) The requirements of Secs. 60.44 (a)(4), (a)(5), (b) and (d), and 60.45(f)(4)(vi) are applicable to lignite-fired steam generating units that commenced construction or modification after December 22, 1976.
	The emissions unit is not a to lignite-fired steam generating unit. 

	Sec. 60.40(e) Any facility covered under subpart Da is not covered under this subpart.
	The emissions unit is not covered under subpart Da.

	Sec. 60.42(b)

(Specific requirements for (1) Southwestern Public Service Company's Harrington Station, and (2) Interstate Power Company
	Specific requirements that are unrelated to the Champion Pensacola mill.

	Sec. 60.43 (d) Reserved
	No requirement provided

	Sec. 60.43 (e) Units 1 and 2 (as defined in appendix G) at the Newton Power Station owned or operated by the Central Illinois Public Service Company will be in compliance with…
	Specific requirements that are unrelated to the Champion Pensacola mill.

	Sec. 60.44 (a)(4) 260 nanograms per joule heat input (0.60 lb per million Btu) derived from lignite or lignite and wood residue…
	Emissions unit does not burn lignite or lignite and wood residue fuels.

	Sec. 60.44 (a)(5) 340 nanograms per joule heat input (0.80 lb per million Btu) derived from lignite which is mined in North Dakota, South Dakota, or Montana and which is burned in a cyclone-fired unit.
	Emissions unit does not burn lignite which is mined in North Dakota, South Dakota, or Montana.

	Sec. 60.44 (c) When a fossil fuel containing at least 25 percent, by weight, of 

coal refuse is burned in combination with gaseous, liquid, or other solid fossil fuel or wood residue, the standard for nitrogen oxides does not apply.
	Emissions unit does not burn fossil fuel containing at least 25 percent, by weight, of 

coal refuse in combination with gaseous, liquid, or other solid fossil fuel or wood residue

	Sec. 60.44 (d) Cyclone-fired units which burn fuels containing at least 25 percent of lignite that is mined in North Dakota, South Dakota, or Montana
	Emissions unit is not a cyclone-fired unit which burns fuels containing at least 25 percent of lignite that is mined in North Dakota, South Dakota, or Montana.

	Sec. 60.45  Emission and fuel monitoring.

(b) Certain of the continuous monitoring system requirements under paragraph (a) of this section do not apply to owners or operators under the following conditions…
	Listed exemptions from CEMS requirements are not applicable to EU-037.

	Sec. 60.45 (d) [Reserved]
	No requirement provided

	Sec. 60.45(g) Excess emission and monitoring system performance reports shall be submitted to the Administrator for every calendar quarter. All quarterly reports shall be postmarked by the 30th day following the end of each calendar quarter. Each excess emission and MSP report shall include the information required in Sec. 60.7(c). Periods of excess emissions and monitoring systems (MS) downtime that shall be reported are defined as follows:

    (1) Opacity. Excess emissions are defined as any six-minute period during which the average opacity of emissions exceeds 20 percent opacity, except that one six-minute average per hour of up to 27 percent opacity need not be reported.
	Emissions unit is not required to be equipped with a COM, reporting requirements for the alternative monitoring system are specified in permit No. 10PEN17004237.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a)2 

Process weight table


	According to Sec. 62-296.320(4)(a)1, the emissions unit is not subject to the respective requirements because it is fuel burning equipment to produce heat or power by indirect heating where products of combustion do not come in contact with the process materials.


Regulatory Citation:

62-296.410, F.A.C.

Citation Description:
Carbonaceous Fuel Burning Equipment.
Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.410 Carbonaceous Fuel Burning Equipment.

(1) Emissions units for which a valid Department operation or construction permit was issued prior to July 1, 1974.

(a) Burners with a capacity less than 30 million Btu per hour heat input –Visible emissions with a density of Number 1 on the Ringelmann Chart (20 percent opacity) except that emissions with a density of Number 2 (40 percent opacity) are permissible for not more than two minutes in any one hour.

(b) Burners with a capacity equal to or greater than 30 million Btu per hour heat input.

1. Visible emissions - Visible emissions with a density of Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.
	In accordance with 62-296.100, F.A.C, standards for any "new" facility or emissions unit shall be the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7), F.A.C., unless a different and more stringent standard is established in Rules 62-296.401 through 62- 296.417, F.A.C.  The standard established in Rule 62-296.410, F.A.C. is no more stringent or different than the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7)(b)(1), F.A.C.  Therefore, New Source Performance Standards at 40 CFR Part 60 Subpart D are applicable to the emitting unit and adopted by reference at Rule 62- 204.800(7)(b)(1), F.A.C., and supercede the requirements of 62-296.410, F.A.C.  

	(continued)

2. Particulate Matter - 0.3 pounds per million Btu of heat input of

carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

(2) New Emissions Units.

(a) Burners of capacity less than 30 million Btu per hour total heat input -Ringelmann

Number 1 (20 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

(b) Burners of capacity equal to or greater than 30 million Btu per hour total

heat input.

1. Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent

opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

2. Particulate Matter - 0.2 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

(3) Test Methods and Procedures. All emissions tests performed pursuant to…
	


Emissions Unit ID:

002 (Power Boiler #5)

Regulatory Citation:

40 CFR Part 60 Subpart Db (Sec 60.40b to 49b)

Citation Description:
Standards of Performance for Industrial-Commercial-





Institutional Steam Generating Units
Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec 60.40b to 49b

Sec. 60.40b  Applicability and delegation of authority.

    (a) The affected facility to which this subpart applies is each steam generating unit that commences construction, modification, or reconstruction after June 19, 1984, and that has a heat input capacity from fuels combusted in the steam generating unit of greater than 29 MW (100 million Btu/hour).
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart Db provided under Sec. 60.40b (June 19, 1984), has not been reconstructed or modified after the effective date of the subpart.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a)2 

Process weight table


	According to Sec. 62-296.320(4)(a)1, the emissions unit is not subject to the respective requirements because it is fuel burning equipment to produce heat or power by indirect heating where products of combustion do not come in contact with the process materials.


Emissions Unit ID:

003 (Power Boiler #6)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.7(e), Sec. 60.7(f), Sec. 60.8(e), Sec. 60.11(a), Sec. 60.11(d), Sec. 60.13(a) and (b), Sec. 60.13(d)(1), Sec. 60.13(e)(2), Sec. 60.13(f), Sec. 60.13(c)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (3), Sec. 60.7(a)(4), Sec. 60.7(g), Sec. 60.7(h), Sec. 60.8(f), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.13(i) and (j), Sec. 60.14, Sec. 60.15, Sec. 60.16 Sec 60.17, Sec. 60.19
Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.  
	Requirement has already been satisfied. 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date. 
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60 and is not required to be equipped with a COM. The emission unit is not subject to Sec. 60.11(e)(1). 



	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM.  The emissions unit is not subject to Sec. 60.11(e)(5).

	Sec. 60.8(a) Within 60 days after achieving the maximum production rate at which the affected facility will be operated, but not later than 180 days after initial startup of such facility and at such other times as may be required by the Administrator under section 114 of the Act, the owner or operator of such facility shall conduct performance test(s) and furnish the Administrator a written report of the results of such performance test(s).
	Requirement has already been satisfied.

	Sec. 60.8(b) Performance tests shall be conducted and data reduced in accordance with the test methods and procedures contained in each applicable subpart unless the Administrator (1) specifies or approves, in specific cases…
	Requirement has already been satisfied.

	Sec. 60.8(c) Performance tests shall be conducted under such conditions as the Administrator shall specify to the plant operator based on representative performance of the affected facility. The owner or operator shall make available to the Administrator such records as may be necessary to determine the conditions of the performance tests. Operations during periods of startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test nor shall emissions in excess of the level of the applicable emission limit during periods of startup, shutdown, and malfunction be considered a violation of the applicable emission limit unless otherwise specified in the applicable standard.  
	Requirement has already been satisfied.

	Sec. 60.8(d) The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any performance test, except as specified under other subparts, to afford the Administrator the opportunity to have an observer present.  
	Requirement has already been satisfied.

	Sec. 60.11(b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).
	The emissions unit is not subject to an opacity limit 40 CFR Part 60.

	Sec. 60.11(c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60.

	Sec. 60.11(e)(1) 

For the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently with the initial performance test required in Sec. 60.8 unless one of the following conditions apply. If no performance test under Sec. 60.8 is required, then opacity observations shall be conducted within 60 days after achieving the maximum production rate at which the affected facility will be operated but no later than 180 days after initial startup of the facility. If visibility or other conditions prevent the opacity observations from being conducted concurrently with the initial performance test required under Sec. 60.8, the source owner or operator shall reschedule the opacity observations as soon after the initial performance test as possible, but not later than 30 days thereafter, and shall advise the Administrator of the rescheduled date. In these cases, the 30-day prior notification to the Administrator required in Sec. 60.7(a)(6) shall be waived. The rescheduled opacity observations shall be conducted (to the extent possible) under the same operating conditions that existed during the initial performance test conducted under Sec. 60.8. The visible emissions observer shall determine whether visibility or other conditions prevent the opacity observations from being made concurrently with the initial performance test in accordance with procedures contained in Reference Method 9 of appendix B of this part. Opacity readings of portions of plumes which contain condensed, uncombined water vapor shall not be used for purposes of determing compliance with opacity standards. The owner or operator of an affected facility shall make available, upon request by the Administrator, such records as may be necessary to determine the conditions under which the visual observations were made and shall provide evidence indicating proof of current visible observer emission certification. Except as provided in paragraph (e)(5) of this section, the results of continuous monitoring by transmissometer which indicate that the opacity at the time visual observations were made was not in excess of the standard are probative but not conclusive evidence of the actual opacity of an emission, provided that the source shall meet the burden of proving that the instrument used meets (at the time of the alleged violation) Performance Specification 1 in appendix B of this part, has been properly maintained and (at the time of the alleged violation) that the resulting data have not been altered in any way.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM.  

	Sec. 60.11(e)(2) Except as provided in paragraph (e)(3) of this section, the owner or operator of an affected facility to which an opacity standard in this part applies shall…
	The emissions unit is not subject to an opacity limit 40 CFR Part 60.

	Sec. 60.11(e)(3) The owner or operator of an affected facility to which an opacity standard in this part applies may request…
	The emissions unit is not subject to an opacity limit 40 CFR Part 60.

	Sec. 60.11(e)(4) 

An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall record the monitoring data produced during the initial performance test required by Sec. 60.8 and shall furnish the Administrator a written report of the monitoring results along with Method 9 and Sec. 60.8 performance test results.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM..

	Sec. 60.11(e)(5) 

An owner or operator of an affected facility subject to an opacity standard may submit, for compliance purposes, continuous opacity monitoring system (COMS) data results produced during any performance test required under Sec. 60.8 in lieu of Method 9 observation data. If an owner or operator elects to submit COMS data for compliance with the opacity standard, he shall notify the Administrator of that decision, in writing, at least 30 days before any performance test required under Sec. 60.8 is conducted. Once the owner or operator of an affected facility has notified the Administrator to that effect, the COMS data results will be used to determine opacity compliance during subsequent tests required under Sec. 60.8 until the owner or operator notifies the Administrator, in writing, to the contrary. For the purpose of determining compliance with the opacity standard during a performance test required under Sec. 60.8 using COMS data, the minimum total time of COMS data collection shall be averages of all 6-minute continuous periods within the duration of the mass emission performance test. Results of the COMS opacity determinations shall be submitted along with the results of the performance test required under Sec. 60.8. The owner or operator of an affected facility using a COMS for compliance purposes is responsible for demonstrating that the COMS meets the requirements specified in Sec. 60.13(c) of this part, that the COMS has been properly maintained and operated, and that the resulting data have not been altered in any way. If COMS data results are submitted for compliance with the opacity standard for a period of time during which Method 9 data indicates noncompliance, the Method 9 data will be used to determine opacity compliance.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM.  

	Sec. 60.11(e)(6) 

Upon receipt from an owner or operator of the written reports of the results of the performance tests required by Sec. 60.8, the opacity observation results and observer certification required by Sec. 60.11(e)(1), and the COMS results, if applicable, the Administrator will make a finding concerning compliance with opacity and other applicable standards. If COMS data results are used to comply with an opacity standard, only those results are required to be submitted along with the performance test results required by Sec. 60.8. If the Administrator finds that an affected facility is in compliance with all applicable standards for which performance tests are conducted in accordance with Sec. 60.8 of this part but during the time such performance tests are being conducted fails to meet any applicable opacity standard, he shall notify the owner or operator and advise him that he may petition the Administrator within 10 days of receipt of notification to make appropriate adjustment to the opacity standard for the affected facility.
	The requirement has been satisfied and permit No AC-17-223343 has been issued. 


	Sec. 60.11(e)(7) 

The Administrator will grant such a petition upon a demonstration by the owner or operator that the affected facility and associated air pollution control equipment was operated and maintained in a manner to minimize the opacity of emissions during the performance tests; that the performance tests were performed under the conditions established by the Administrator; and that the affected facility and associated air pollution control equipment were incapable of being adjusted or operated to meet the applicable opacity standard.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60.

	Sec. 60.11(e)(8) The Administrator will establish an opacity standard for the affected facility meeting the above requirements at a level at which the source will be able, as indicated by the performance and opacity tests, to meet the opacity standard at all times during which the source is meeting the mass or concentration emission standard. The Administrator will promulgate the new opacity standard in the Federal Register.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60.

	Sec.60.13(c)(1) The owner or operator of an affected facility using a COMS to determine opacity compliance during any performance test required under Sec. 60.8 and as described in Sec. 60.11(e)(5) shall furnish the Administrator two or, upon request, more copies of a written report of the results of the COMS performance evaluation described in paragraph (c) of this section at least 10 days before the performance test required under Sec. 60.8 is conducted.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM.  

	Sec.60.13(c)(2) Except as provided in paragraph (c)(1) of this section, the owner or operator of an affected facility shall furnish the Administrator within 60 days of completion two or, upon request, more copies of a written report of the results of the performance evaluation.
	Requirement has already been satisfied.

	Sec.60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions…
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM.  

	Sec.60.13(e)(1) All continuous monitoring systems referenced by paragraph (c) of this section for measuring opacity of emissions shall complete a minimum of one cycle of sampling and analyzing for each successive 10-second period and one cycle of data recording for each successive 6-minute period.
	The emissions unit is not subject to an opacity limit 40 CFR Part 60 and is not required to be equipped with a COM.  

	Sec. 60.13(g) When the effluents from a single affected facility or two or more affected facilities subject to the same emission standards are combined before being released to the atmosphere, the owner or operator may install applicable continuous monitoring systems on each effluent or on the combined effluent. When the affected facilities are not subject to the same emission standards, separate continuous monitoring systems shall be installed on each effluent. When the effluent from one affected facility is released to the atmosphere through more than one point, the owner or operator shall install an applicable continuous monitoring system on each separate effluent unless the installation of fewer systems is approved by the Administrator. When more than one continuous monitoring system is used to measure the emissions from one affected facility (e.g., multiple breechings, multiple outlets), the owner or operator shall report the results as required from each continuous monitoring system.
	The emissions unit is equipped with a single stack.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart Db (Sec 60.40b to 49b)

Citation Description:
Standards of Performance for Industrial-Commercial-





Institutional Steam Generating Units
Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.40b(a), Sec. 44b(a)(1)(i), Sec. 44b(h), Sec. 44b(i), Sec. 60.46b(a), Sec. 60.46b(c), Sec. 60.46b(e)(1), Sec. 60.46b(e)(3), Sec. 60.46b(e)(4), Sec. 60.48b(b), 60.48b(c), 60.48b(d), Sec. 60.48b(e)(2), Sec. 60.48b(f), Sec. 60.49b(a), Sec. 60.49b(b), Sec. 60.49b(g), Sec. 60.49b(h)(2), 60.49b(h)(4), 60.49b(i), 60.49b(o)

Generally Applicable Requirements: Sec. 60.40b(f) and (g), and Sec. 60.41b 

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.40b(b) Any affected facility meeting the applicability requirements under paragraph (a) of this section and commencing construction, modification, or reconstruction after June 19, 1984, but on or before June 19, 1986, is subject to the following standards:
	The emissions unit was not constructed modified, or reconstructed before June 19, 1986.

	Sec. 60.40b(c) Affected facilities which also meet the applicability requirements under subpart J (Standards of performance for petroleum refineries; Sec. 60.104) are subject…
	The emissions unit does not meet the applicability requirements under subpart J (Standards of performance for petroleum refineries.

	Sec. 60.40b(d) Affected facilities which also meet the applicability requirements under subpart E (Standards of performance for incinerators; Sec. 60.50) are subject…
	The emissions unit does not meet the applicability requirements under subpart E (Standards of performance for incinerators.

	Sec. 60.40b(e) Steam generating units meeting the applicability requirements under subpart Da (Standards of performance for electric utility steam generating units; Sec. 60.40a) are not subject…
	The emissions unit does not meet the applicability requirements under subpart Da (Standards of performance for electric utility steam generating units).

	Sec. 60.42b Standard for sulfur dioxide. (a)… no owner or operator of an affected facility that combusts coal or oil shall … 
	Emissions unit does not combust coal or oil.

	Sec. 60.43b Standard for particulate matter.

(a)…no owner or operator of an affected facility which combusts coal or combusts mixtures of coal with other fuels, shall 
	Emissions unit does not combust coal or combusts mixtures of coal with other fuels.

	Sec. 44b(a)(1)(ii)

(a) Except as provided under …no owner or operator of an affected facility that is subject to the provisions of this section and that combusts only coal, oil, or natural gas shall cause to be discharged into the atmosphere from that affected facility any gases that contain nitrogen oxides (expressed as NO<INF>2</INF>) in excess of the following emission limits:

(1) Natural gas and distillate oil, except (4):

  (ii) High heat release rate – 0.2 lb/MMBtu
	Emissions unit is subject to low heat release rate limit identified under Sec. 60.44b(a)(1)(i)

	Sec. 60.44b(a) Standard for nitrogen oxides (for the following:

(2) Residual oil:

(3) Coal

(4) Duct burner used in a combined cycle system)
	Emissions unit does not combust residual oil or coal, and does not consist of a duct burner used in a combined cycle system.

	Sec. 60.44b(b)  …no owner or operator of an affected facility that simultaneously combusts mixtures of coal, oil, or natural gas shall cause…
	Emissions unit does not combust mixtures of coal, oil, or natural gas.

	Sec. 60.44b(c) … no owner or operator of an affected facility that simultaneously combusts coal or oil, or a mixture of these fuels with natural gas, and wood, municipal-type solid waste, or any other fuel shall cause…
	Emissions unit does not simultaneously combusts coal or oil, or a mixture of these fuels with natural gas, and wood, municipal-type solid waste, or any other fuel.

	Sec. 60.44b(d)…no owner or operator of an affected facility that simultaneously combusts natural gas with wood, municipal-type solid waste, or other solid fuel, except coal, shall cause…
	Emissions unit does not simultaneously combust natural gas with wood, municipal-type solid waste, or other solid fuel.

	Sec. 60.44b(e)…no owner or operator of an affected facility that simultaneously combusts coal, oil, or natural gas with byproduct/waste shall cause…
	Emissions unit does not simultaneously combust coal, oil, or natural gas with byproduct/waste.

	Sec. 60.44b(f) Any owner or operator of an affected facility that combusts byproduct/waste with either natural gas or oil may petition…
	Emissions unit does not simultaneously combust byproduct/waste with either natural gas or oil.

	Sec. 60.44b(g) Any owner or operator of an affected facility that combusts hazardous waste (as defined by 40 CFR part 261 or 40 CFR part 761) with natural gas or oil may petition
	Emissions unit does not combust hazardous waste (as defined by 40 CFR part 261 or 40 CFR part 761) with natural gas or oil.

	Sec. 60.44b(j) Compliance with the emission limits under this section is determined on a 24-hour average basis for the initial performance test and on a 3-hour average basis for subsequent performance tests for any affected facilities that:

(1) Combust, alone or in combination, only natural gas, distillate oil, or residual oil with a nitrogen content of 0.30 weight percent or less;

(2) Have a combined annual capacity factor of 10 percent or less for natural gas, distillate oil, and residual oil with a nitrogen content of 0.30 weight percent or less; and

(3) Are subject to a Federally enforceable requirement limiting operation of the affected facility to the firing of natural gas, distillate oil, and/or residual oil with a nitrogen content of 0.30 weight percent or less and limiting operation of the affected facility to a combined annual capacity factor of 10 percent or less for natural gas, distillate oil, and residual oil and a nitrogen content of 0.30 weight percent or less.
	Emissions unit does not:

(1) Combust, alone or in combination, only natural gas, distillate oil, or residual oil 

(2) Have a combined annual capacity factor of 10 percent or less for natural gas, distillate oil, and residual oil 

(3) and is not subject to a Federally enforceable requirement limiting 

operation of the affected facility to the firing of natural gas, distillate oil, and/or residual oil.

	Sec. 60.44b(k) Affected facilities that meet the criteria described in paragraphs (j) (1), (2), and (3) of this section, and that have a heat input capacity of 73 MW (250 million Btu/hour) or less, are not subject to the nitrogen oxides emission limits under this section.
	Emissions unit is not an affected facility that meets the criteria described in Sec. 60.44b(j)(1), (2), and (3) of this section.

	Sec. 60.45b Compliance and performance test methods and procedures for sulfur dioxide.
	The emissions unit is not subject to the sulfur dioxide standards provided under Sec. 60.42b.

	Sec. 60.46b(b) Compliance with the particulate matter emission standards under Sec. 60.43b shall be determined through performance testing as described in paragraph (d) of this section.
	The emissions unit is not subject to Sec. 60.43b.

	Sec. 60.46b(d) To determine compliance with the particulate matter emission limits and opacity limits under Sec. 60.43b, the owner or operator of an affected facility shall conduct an initial performance test as required under Sec. 60.8 using the following procedures and reference methods:
	The emissions unit is not subject to Sec. 60.43b.

	Sec. 60.46b(e)(2)…owner or operator of an affected facility which combusts coal or which combusts residual oil having a nitrogen content greater than 0.30 weight percent shall …
	Emissions unit does not combust coal or residual oil.

	Sec. 60.46b(e)(5) If the owner or operator of an affected facility which combusts residual oil does not sample and analyze the residual oil for nitrogen content, as specified in Sec. 60.49b(e), the requirements of paragraph (iii) of this section apply and the provisions of paragraph (iv) of this section are inapplicable.
	Emissions unit does not combust residual oil.

	Sec. 60.46b(f) To determine compliance with the emission limit for nitrogen oxides required by Sec. 60.44b(a)(4) for duct burners used in combined cycle systems, the owner or operator of an affected facility shall…
	Emissions unit is not subject to Sec. 60.44b(a)(4).

	Sec. 60.46b(g) The owner or operator of an affected facility described in Sec. 60.44b(j) or Sec. 60.44b(k) shall demonstrate the maximum heat input capacity of the steam generating unit by operating the facility at maximum capacity for 24 hours…
	Emissions unit is not described in Sec. 60.44b(j) or Sec. 60.44b(k).

	Sec. 60.46b(h) The owner or operator of an affected facility described in Sec. 60.44b(j) that has a heat input capacity greater than 73 MW (250 million Btu/hour) shall…
	Emissions unit is not described in Sec. 60.44b(j).

	Sec. 60.47b  Emission monitoring for sulfur dioxide.
	The emissions unit is not subject to the sulfur dioxide standards provided under Sec. 60.42b.

	Sec. 60.48b(a) The owner or operator of an affected facility subject to the opacity standard under Sec. 60.43b shall install, calibrate, maintain, and operate a continuous monitoring system for measuring the opacity of emissions discharged to the atmosphere and record the output of the system.
	The emissions unit is not subject to Sec. 60.43b.

	Sec. 60.48b(e)(1)

For affected facilities combusting coal, wood or municipal-type solid waste, the span value for a continuous monitoring system for measuring opacity shall be between 60 and 80 percent.
	The emissions unit does not combust coal, wood or municipal-type solid waste.

	Sec. 60.48b(g) The owner or operator of an affected facility that has a heat input capacity of 73 MW (250 million Btu/hour) or less, and which has an annual capacity factor for residual oil having a nitrogen content of 0.30 weight percent or less, natural gas, distillate oil, or any mixture of these fuels, greater than 10 percent (0.10) shall…
	The emissions unit has heat input capacity greater than 73 MW (250 million Btu/hour) and does not combust residual oil.

	Sec. 60.48b(h) The owner or operator of an affected facility which is subject to the nitrogen oxides standards of Sec. 60.44b(a)(4) is not required to install or operate a continuous monitoring system to measure nitrogen oxides emissions.
	The emissions unit is not subject to Sec. 60.44b(a)(4).

	Sec. 60.48b(i) The owner or operator of an affected facility described in Sec. 60.44b(j) or Sec. 60.44b(k) is not required to install or operate a continuous monitoring system for measuring nitrogen oxides emissions.
	The emissions unit is not described in Sec. 60.44b(j) or Sec. 60.44b(k).

	Sec. 60.49b(c) The owner or operator of each affected facility subject to the nitrogen oxides standard of Sec. 60.44b who seeks to demonstrate compliance with those standards through the monitoring of steam generating unit operating conditions under the provisions of Sec. 60.48b(g)(2) shall submit to the Administrator for approval a plan that identifies the operating conditions to be monitored under Sec. 60.48b(g)(2) and the records to be maintained under Sec. 60.49b(j). This plan shall be submitted to the Administrator for approval within 360 days of the initial startup of the affected facility. The plan shall:
	Compliance with to the nitrogen oxides standard of Sec. 60.44b is satisfied by the use of a CEMS not monitoring of steam generating unit operating conditions.

	Sec. 60.49b(d) The owner or operator of an affected facility shall record and maintain records of the amounts of each fuel combusted during each day and calculate the annual capacity factor individually for coal, distillate oil, residual oil, natural gas, wood, and municipal-type solid waste for each calendar quarter. The annual capacity factor is determined on a 12-month rolling average basis with a new annual capacity factor calculated at the end of each calendar month.
	The emissions unit combusts only natural gas and landfill gas.  Gas usage is monitored and recorded.  Calculation of the annual capacity factor is not required for determining applicable requirements.

	Sec. 60.49b(e) For an affected facility that combusts residual oil and meets the criteria under Secs. 60.46b(e)(4), 60.44b(j), or (k), the owner or operator shall maintain records of the nitrogen content of the residual oil combusted in the affected facility and calculate the average fuel nitrogen content on a per calendar quarter basis. The nitrogen content shall be determined using ASTM Method D3431-80, Test Method for Trace Nitrogen in Liquid Petroleum Hydrocarbons (IBR-see Sec. 60.17), or fuel suppliers. If residual oil blends are being combusted, fuel nitrogen specifications may be prorated based on the ratio of residual oils of different nitrogen content in the fuel blend.
	The emissions unit does not combust residual oil.

	Sec. 60.49b(f) For facilities subject to the opacity standard under Sec. 60.43b, the owner or operator shall maintain records of opacity.
	The emissions unit is not subject to Sec. 60.43b.

	Sec. 60.49b(h)

    (1) Any affected facility subject to the opacity standards under Sec. 60.43b(e) or to the operating parameter monitoring requirements under Sec. 60.13(i)(1)
	The emissions unit is not subject to Sec. 60.43b or the operating parameter monitoring requirements under 60.13(i)(1).

	Sec. 60.49b(h)

     (3) For the purpose of Sec. 60.43b, excess emissions are defined as all 6-minute periods during which the average opacity exceeds the opacity standards under Sec. 60.43b(f).
	The emissions unit is not subject to Sec. 60.43b.

	Sec. 60.49b(j) The owner or operator of any affected facility subject to the sulfur dioxide standards under Sec. 60.42b shall submit written reports to the Administrator for every calendar quarter. All quarterly reports shall be postmarked by the 30th day following the end of each calendar quarter.
	The emissions unit is not subject to the sulfur dioxide standards under Sec. 60.42b.

	Sec. 60.49b(k) For each affected facility subject to the compliance and performance testing requirements of Sec. 60.45b and the reporting requirement in paragraph (j) of this section, the following information shall be reported to the Administrator:
	The emissions unit is not subject to Sec. 60.45b.

	Sec. 60.49b(l) For each affected facility subject to the compliance and performance testing requirements of Sec. 60.45b(d) and the reporting requirements of paragraph (j) of this section, the following information shall be reported to the Administrator:
	The emissions unit is not subject to Sec. 60.45b(d) or Sec. 60.49b(j)

	Sec. 60.49b(m) For each affected facility subject to the sulfur dioxide standards under Sec. 60.42b for which the minimum amount of data required under Sec. 60.47b(f) were not obtained during a calendar quarter, the following information is reported to the Administrator in addition to that required under paragraph (k) of this section:
	The emissions unit is not subject to the sulfur dioxide standards under Sec. 60.42b.

	Sec. 60.49b(n) If a percent removal efficiency by fuel pretreatment (i.e., % R<INF>f</INF>) is used to determine the overall percent reduction (i.e., % R<INF>o</INF>) under Sec. 60.45b, the owner or operator of the affected facility shall submit a signed statement with the quarterly report:
	The emissions unit is not subject to Sec. 60.45b.

	Sec. 60.49b(p) The owner or operator of an affected facility described in Sec. 60.44b(j) or (k) shall maintain records of the following information for each steam generating unit operating day:
	The emissions unit is not described in Sec. 60.44b(j) or (k).

	Sec. 60.49b(q) The owner or operator of an affected facility described in Sec. 60.44b(j) or Sec. 60.44b(k) shall submit to the Administrator on a quarterly basis
	The emissions unit is not described in Sec. 60.44b(j) or (k).

	Sec. 60.49b(r) The owner or operator of an affected facility who elects to demonstrate that the affected facility combusts only very low sulfur oil under Sec. 60.42b(j)(2) shall obtain…
	The emissions unit does not combust fuel oil.

	Sec. 60.49b(s) Facility specific nitrogen oxides standard for Cytec Industries Fortier Plant's C.AOG incinerator located in Westwego, Louisiana:
	Specific requirements that are unrelated to the Champion Pensacola mill.

	Sec. 60.49b(t) Facility-specific nitrogen oxides standard for Rohm and Haas Kentucky Incorporated's Boiler No. 100 located in Louisville, Kentucky:
	Specific requirements that are unrelated to the Champion Pensacola mill.

	Sec. 60.49b(u) Site-specific standard for Merck <SUP>& Co., Inc.'s Stonewall Plant in Elkton, Virginia
	Specific requirements that are unrelated to the Champion Pensacola mill.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a)(2)

Process Weight Table.


	According to Sec. 62-296.320(4)(a)1, the emissions unit is not subject to the respective requirements because it is fuel burning equipment to produce heat or power by indirect heating where products of combustion do not come in contact with the process materials.


Emissions Unit ID:

032 (Smelt Dissolving Tank #1)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 60.280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.


Emissions Unit ID:

038 (Smelt Dissolving Tank #2)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 60.280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.


Emissions Unit ID:

028 (Lime Kiln, Mud Dryer System)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 280(b) (September 24, 1976), and has not been reconstructed or modified, as defined by §60.15 and §60.14, after the effective date of the subpart.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.


	Emissions unit is subject to a particulate emission limit that is more stringent under permit No. AC-17-223343.


Regulatory Citation:

62-296.709, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.709 

(1) Applicability. The emission limitations set forth in Rule 62-296.709, F.A.C., shall apply to all lime kilns associated with a kraft pulp mill…
	Emissions unit is subject to a particulate emission limit that is more stringent under permit No. AC-17-223343.


Emissions Unit ID:

001 (Tall Oil Processing)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 60.280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.


	Emissions unit is not a source of particulate matter or opacity.




Emissions Unit ID:

004 (21,880 Gallon Methanol Storage Tank)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), 60.7(f), Sec. 60.11(d)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), 60.11(g), Sec. 60.12, Sec. 60.13, Sec. 60.14, Sec. 60.15, Sec. 60.16 Sec 60.17, Sec. 60.19
Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:
	Requirement has already been satisfied.

	Sec. 60.7

   (c) Each owner or operator required to install a continuous monitoring system (CMS) or monitoring device shall submit an excess emissions and monitoring systems performance report (excess emissions are defined in applicable subparts) and/or a summary report form (see paragraph (d) of this section) to the Administrator semiannually…
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60 and is not required to be equipped with a CMS.

	Sec. 60.7

   (d) The summary report form shall contain the information and be in the format shown in figure 1 unless otherwise specified by the Administrator. One summary report form shall be submitted for each pollutant monitored at each affected facility.
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60, is not required to be equipped with a CMS, and is not required to submit summary reports.

	Sec. 60.7

   (e)(1) Notwithstanding the frequency of reporting requirements specified in paragraph (c) of this section, an owner or operator who is required by an applicable subpart to submit excess emissions and monitoring systems performance reports (and summary reports)…
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60, is not required to be equipped with a CMS, and is not required to submit summary reports.

	Sec. 60.7

   (e)(2) The frequency of reporting of excess emissions and monitoring systems performance (and summary) reports may…
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60, is not required to be equipped with a CMS, and is not required to submit summary reports.

	Sec. 60.7

   (e)(3) As soon as monitoring data indicate that the affected facility is not in compliance with any emission limitation or operating parameter specified in the applicable standard, the frequency of reporting shall revert
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60, and is not required to be equipped with a CMS.

	Sec. 60.7

   (g) If notification substantially similar to that in paragraph (a) of this section is required by any other State or local agency, sending the Administrator a copy of that notification will satisfy the requirements of paragraph (a) of this section.
	Requirement of paragraph (a) has already been satisfied.

	Sec 60.8

   Performance tests.
	The emission unit is not subject to an emissions limit under 40 CFR Part 60 and is not subject to performance testing provisions.

	Sec 60.11

 (a) Compliance with standards in this part, other than opacity standards, shall be determined in accordance with performance tests established by Sec. 60.8, unless otherwise specified in the applicable standard.


	The emission unit is not subject to an emissions limit under 40 CFR Part 60 and is not subject to performance testing provisions.

	Sec. 60.11

   (b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60.

	Sec. 60.11

   (c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard.


	The emissions unit is not subject to an opacity limit under 40 CFR Part 60.

	Sec. 60.11

   (e)(1) For the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently with the initial performance test required in Sec. 60.8…
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60 and is not subject opacity observation requirements.

	Sec. 60.11

   (e)(2) Except as provided in paragraph (e)(3) of this section, the owner or operator of an affected facility to which an opacity standard in this part applies shall…
	The emissions unit is not subject to an opacity standard under 40 CFR Part 60.

	Sec. 60.11

   (e)(3) The owner or operator of an affected facility to which an opacity standard in this part applies may
	The emissions unit is not subject to an opacity standard under 40 CFR Part 60.

	Sec. 60.11

   (e)(4) An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall…
	The emissions unit is not subject to an opacity limit under 40 CFR Part 60, and is not required to be equipped with a COM.

	Sec. 60.11

   (e)(5) An owner or operator of an affected facility subject to an opacity standard may…
	The emissions unit is not subject to an opacity standard under 40 CFR Part 60.

	Sec. 60.11

   (e)(6) Upon receipt from an owner or operator of the written reports of the results of the performance tests required by Sec. 60.8, the opacity observation results and observer certification required by Sec. 60.11(e)(1), and the COMS results, if applicable, the Administrator will make a finding concerning compliance with opacity and other applicable standards. If COMS data results are used to comply with an opacity standard, only those results are required to be submitted along with the performance test results required by Sec. 60.8. If the Administrator finds that an affected facility is in compliance with all applicable standards for which performance tests are conducted in accordance with Sec. 60.8 of this part but during the time such performance tests are being conducted fails to meet any applicable opacity standard, he shall notify the owner or operator and advise him that he may petition the Administrator within 10 days of receipt of notification to make appropriate adjustment to the opacity standard for the affected facility.
	The emissions unit is not subject to an opacity standard under 40 CFR Part 60, performance test under Sec. 60.8, or required to perform opacity observations under 40 CFR Part 60.

	Sec. 60.11

   (e)(7) The Administrator will grant such a petition [see Sec. 60.11(e)(6)] upon a demonstration by the owner or operator that the affected facility and associated air pollution control equipment was operated and maintained in a manner to minimize the opacity of emissions during the performance tests; that the performance tests were performed under the conditions established by the Administrator; and that the affected facility and associated air pollution control equipment were incapable of being adjusted or operated to meet the applicable opacity standard.
	The emissions unit is not subject to an opacity standard under 40 CFR Part 60, performance test under Sec. 60.8, or required to perform opacity observations under 40 CFR Part 60.

	Sec. 60.11

   (e)(8) The Administrator will establish an opacity standard for the affected facility meeting the above requirements at a level at which the source will be able, as indicated by the performance and opacity tests, to meet the opacity standard at all times during which the source is meeting the mass or concentration emission standard. The Administrator will promulgate the new opacity standard in the Federal Register.
	The emissions unit is not subject to an opacity standard under 40 CFR Part 60, performance test under Sec. 60.8, or required to perform opacity observations under 40 CFR Part 60.

	Sec 60.18

General control device requirements.
	The emissions unit is not required under 40 CFR Part 60 to be equipped with a control device.


Regulatory Citation:

40 CFR Part 60 Subpart Kb (Sec. 60.110b to 60.117b)

Citation Description:
Standards of Performance for Volatile Organic Liquid 




Storage Vessels (Including Petroleum Liquid Storage 




Vessels) for Which Construction, Reconstruction, or 




Modification Commenced After July 23, 1984

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.110b(a), Sec. 60.110b(b), Sec. 60.110b(c), Sec. 60.116b(a), Sec. 60.116b(b)

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 60.110b

    (d) This subpart does not apply to the following:

    (1) Vessels at coke oven by-product plants.

    (2) Pressure vessels designed to operate in excess of 204.9 kPa and without emissions to the atmosphere.

    (3) Vessels permanently attached to mobile vehicles such as trucks, railcars, barges, or ships.

    (4) Vessels with a design capacity less than or equal to 1,589.874 cubic meters used for petroleum or condensate stored, processed, or treated prior to custody transfer.

    (5) Vessels located at bulk gasoline plants.

    (6) Storage vessels located at gasoline service stations.

    (7) Vessels used to store beverage alcohol.
	The emission unit is not a:

    (1) Vessel at a coke oven by-product plants.

    (2) Pressure vessel designed to operate in excess of 204.9 kPa and 

without emissions to the atmosphere.

    (3) Vessel permanently attached to mobile vehicles such as trucks, railcars, barges, or ships.

    (4) Vessel with a design capacity less than or equal to 1,589.874 cubic meters used for petroleum or condensate stored, processed, or treated prior to custody transfer.

    (5) Vessel located at bulk gasoline plants.

    (6) Storage vessel located at gasoline service stations.

    (7) Vessel used to store beverage alcohol.

	Sec. 60.111b Definitions


	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.112b  Standard for volatile organic compounds (VOC).

((a) The owner or operator of each storage vessel either with a design capacity greater than or equal to 151 m\3\…)
	The capacity of the emissions unit is less than 151 cubic meters.

	Sec. 60.113b  Testing and procedures.

    The owner or operator of each storage vessel as specified in Sec. 60.112b(a) shall…
	The emissions unit is not specified in Sec. 60.112b(a).

	Sec. 60.114b  Alternative means of emission limitation.

((a) If, in the Administrator's judgment, an alternative means of emission limitation will achieve a reduction in emissions at least equivalent to the reduction in emissions achieved by any requirement in Sec. 60.112b…
	The emissions unit is not subject to Sec. 60.112b.

	Sec. 60.115b  Reporting and recordkeeping requirements.

(The owner or operator of each storage vessel as specified in Sec. 60.112b(a) shall…
	The emissions unit is not specified in Sec. 60.112b(a).

	Sec. 60.116b (c) …the owner or operator of each storage vessel either with a design capacity greater than or equal to 151 m\3\…
	The capacity of the emissions unit is less than 151 cubic meters.

	Sec. 60.116b (d) …the owner 

or operator of each storage vessel either with a design capacity greater than or equal to 151 m\3\…
	The capacity of the emissions unit is less than 151 cubic meters.

	Sec. 60.116b (e) Available data on the storage temperature may be used to determine the maximum true vapor pressure as determined below…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.116b (f) The owner or operator of each vessel storing a waste mixture of indeterminate or variable composition shall…
	The emissions unit is not a vessel storing a waste mixture of indeterminate or variable composition.

	Sec. 60.116b (g) The owner or operator of each vessel equipped with a closed vent system and control device meeting the specifications of Sec. 60.112b is exempt from the requirements of paragraphs (c) and (d) of this section.
	Vessels not equipped with a closed vent system and control device.

	60.117b Delegation of authority.
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.


Emissions Unit ID:

064 (No. 1 Multiple Effect Evaporator Set)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 60.280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.


	Emissions unit is not a source of particulate matter or opacity.  Gases are collected and controlled by the LVHC NCG system.


Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec 62-296.404(3)(a)1 

Sec 62-296.404(3)(a)3 

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404(3)(a) 2 

Total Reduced Sulfur (TRS)

5 ppm by volume on a dry basis at standard conditions corrected to the actual oxygen content of the untreated flue gas stream as a 12-hour average if a means other than incineration in a combustion device pursuant to Rule 62-296.404(3)(a)1., F.A.C., is used to control gaseous emissions of total reduced sulfur.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner that meet the requirements of Rule 62-296.404(3)(e), F.A.C..

	62-296.404(3)(a) 4 

Total Reduced Sulfur (TRS)

Emissions units subject to this rule shall also comply with Rule 62-2.960(1), F.A.C. (Compliance Schedules). Digester systems and multiple effect evaporator systems shall also comply with applicable continuous emissions monitoring requirements of Rule 62-296.404(5), F.A.C., if a technology other than incineration is used.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner.




Emissions Unit ID:

065 (No. 2 Multiple Effect Evaporator Set)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.11(a), Sec. 60.11(d)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g),, Sec. 60.12, Sec. 60.13(i), Sec. 60.14, Sec. 60.15, Sec. 60.16, Sec 60.17, Sec. 60.19

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to Sec. 60.13(c).

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements including Sec. 60.11(e)(1). 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements. 

	Sec. 60.7(e) (reducing the frequency of reporting) 
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.7(f) Any owner or operator subject to the provisions of this part shall maintain a file of all measurements, including continuous monitoring system, monitoring device, and performance testing measurements; all continuous monitoring system performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments and maintenance performed on these systems or devices; and all other information required by this part recorded in a permanent form suitable for inspection. The file shall be retained for at least two years following the date of such measurements, maintenance, reports, and records.
	The emissions unit is not required to conduct any measurements, including continuous monitoring system, monitoring device, and performance testing measurements; continuous monitoring system performance evaluations; continuous monitoring system or monitoring device calibration checks; adjustments or maintenance performed on these systems or devices; and all other information required by this part.  Periods of emissions bypass from the lime kiln or calciner are recorded.

	Sec. 60.7(g)

    (g) If notification substantially similar to that in paragraph (a) of this section is required by any other State or local agency, sending the Administrator a copy of that notification will satisfy the requirements of paragraph (a) of this section.
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.8  Performance tests.
	The emissions unit is not subject to 40 CFR Part 60 performance test requirements.  The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).



	Sec. 60.11  Compliance with standards and maintenance requirements.

    (b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).
	The emissions unit is not subject to any opacity standards required by 40 CFR 60.

	Sec. 60.11(c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard.
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.11  Compliance with standards and maintenance requirements.

(e)(1) to (8) Requirements related to compliance with opacity standards
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13(a) For the purposes of this section, all continuous monitoring systems required under applicable subparts shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(b) All continuous monitoring systems and monitoring devices shall be installed and operational prior to conducting performance tests under Sec. 60.8.
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(c) If the owner or operator of an affected facility elects to submit continous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall conduct a performance evaluation of the COMS as specified in Performance Specification 1, appendix B, of this part before the performance test required under Sec. 60.8 is conducted. Otherwise, the owner or operator of an affected facility shall conduct a performance evaluation of the COMS or continuous emission monitoring system (CEMS) during any performance test required…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(d)(1) Owners and operators of all continuous emission monitoring systems installed in accordance with the provisions of this part shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions. 
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(e) Except for system breakdowns, repairs, calibration checks, and zero and span adjustments required under paragraph (d) of this section, all continuous monitoring systems shall be in continuous operation and shall meet minimum frequency of operation requirements as follows…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13  Monitoring requirements.

(h) Owners or operators of all continuous monitoring systems for measurement of opacity shall…
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13  Monitoring requirements.

(1) An alternative to the reference method tests…

(2) The waiver of a CEMS relative accuracy test…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 280(a) and (b)
Sec. 283(a)(1)(i)

Sec. 283(a)(1)(iii)
Sec. 60.284(d)(3)(ii)

Generally Applicable Requirements: Sec 60.281

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.282  Standard for particulate matter for recovery furnaces, smelt dissolving tanks, or lime kilns.
	Emission unit is not a recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.283(a)(1) From any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system any gases which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to 10 percent oxygen, unless the following conditions are met:

    (ii) The gases are combusted in a recovery furnace subject to the provisions of paragraphs (a)(2) or (a)(3) of this section;
	The emission unit is not subject to Sec. 60.283(a)(1)(ii), because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(iv) It has been demonstrated to the Administrator's satisfaction by the owner or operator that incinerating the exhaust gases from a new, modified, or reconstructed brown stock washer system is technologically or economically unfeasible. Any exempt system will become subject to the provisions of this subpart if the facility is changed so that the gases can be incinerated.
	The emissions unit is not a  brown stock washer system  

	Sec. 60.283(a)(1)(v) The gases from the digester system, brown stock washer system, or condensate stripper system are controlled by a means other than combustion. In this case, this system shall not discharge any gases to the atmosphere which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to the actual oxygen content of the untreated gas stream.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(vi) The uncontrolled exhaust gases from a new, modified, or reconstructed digester system contain TRS less than 0.005 g/kg ADP (0.01 lb/ton ADP).
	The emissions unit is not a digester system.

	Sec. 60.283(a)(2), (3), (4), and (5) Standard for total reduced sulfur (TRS) for straight kraft recovery furnaces, cross recovery furnaces, smelt dissolving tanks, or lime kilns. 
	Emission unit is not a straight kraft recovery furnace, cross recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.284(a)(1) Continuous opacity monitoring requirements for recovery furnaces. 
	Emission unit is not a recovery furnace. 

	Sec. 60.284(a)(2) Continuous monitoring systems to monitor and record the concentration of TRS emissions on a dry basis and the percent of oxygen by volume on a dry basis in the gases discharged into the atmosphere from any lime kiln, recovery furnace, digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system, except where the provisions of Sec. 60.283(a)(1) (iii) or (iv) apply. 
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.284(b)(1) For any incinerator, a monitoring device which measures…
	The gases from the emissions unit are not collected and controlled by combustion in an incinerator.

	Sec. 60.284(b)(2) Continuous monitoring device requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(c)(1)  TRS recording requirements for continuous monitoring systems installed under Sec 60.284(a)(2).
	Emission unit is not subject to the provisions of Sec 60.284(a)(2)  

	Sec. 60.284(c)(2) Recording requirements for recovery furnaces and lime kilns. 
	Emission unit is not a recovery furnace or lime kiln. 

	Sec. 60.284(c)(3) Recording requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(c)(4) Recording requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(d)(1) Reporting requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(d)(2) Reporting requirements for lime kilns.
	Emission unit is not a lime kiln.

	Sec. 60.284(d)(3) Reporting requirements for emissions from any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system periods of excess emissions are:

    (i) All 12-hour average TRS concentrations above 5 ppm by volume unless the provisions of Sec. 60.283(a)(1) (i) (emissions are combusted in a lime kiln), (ii), or (iv) apply; or…
	The requirements of Sec. 60.284(d)(3)(i) are not applicable to the emissions units because the gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 284(e) 

The Administrator will not consider periods of excess emissions reported under paragraph (d) of this section to be indicative of a violation of Sec. 60.11(d) provided that…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.285(a)

(a) In conducting the performance tests required in Sec. 60.8, the owner or operator shall use as reference methods and procedures the test methods in appendix A of this part or other methods and procedures in this section, except as provided in Sec. 60.8(b). Acceptable alternative methods and procedures are given in paragraph (f) of this section.
	The emissions unit is not subject to §60.8 performance testing requirements. 

	Sec. 60.285(b) Test methods and procedures for Sec. 60.282(a)(1) and (3)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(c) Test methods and procedures for Sec. 60.282(2)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(d) and (e) Test methods and procedures for Sec. 60.283
	The emission unit is not subject to Sec. 60.285(d) or (e) because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.285(f)The owner or operator may use the following as alternatives to the reference methods and procedures specified in this section…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.
	Emissions unit is not a source of particulate matter or opacity.  Gases are collected and controlled by the LVHC NCG system.


Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404 Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

The provisions of this rule that apply to tall oil plants within Kraft (Sulfate) Pulp Mills also apply to tall oil plants that are located in a separate facility.  In the case of separate tall oil plants, phrases such as "the owner or operator of a kraft pulp mill" shall be construed to read "the owner or operator of a tall oil plant."
	In accordance with 62-296.100, F.A.C, standards for any "new" facility or emissions unit shall be the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7), F.A.C., unless a different and more stringent standard is established in Rules 62-296.401 through 62- 296.417, F.A.C.  The standards established in Rule 62-296.404, F.A.C. are not more stringent or different than the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C..  Therefore, New Source Performance Standards at 40 CFR Part 60 Subpart BB are applicable to the emitting unit and adopted by reference at Rule 62- 204.800(7)(b)35. F.A.C., and supercede the requirements of 62-296.404, F.A.C.


Emissions Unit ID:

036 (Fluo-Solids Unit 1 (Lime Calciner)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.7(e), Sec. 60.7(f), Sec. 60.8(e), Sec. 60.8(f), Sec. 60.11(a), Sec. 60.11(b), Sec. 60.11(c), Sec. 60.11(d), Sec. 60.11(e)(2), Sec. 60.11(e)(3), Sec. 60.13(a) and (b), Sec. 60.13(d)(1), Sec. 60.13(e)(2), Sec. 60.13(f), Sec. 60.13(h), Sec. 60.13(i)(1)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (3), Sec. 60.7(a)(4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.13(i), Sec. 60.14, Sec. 60.15, Sec. 60.16 Sec 60.17, Sec. 60.19
Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.  
	Requirement has already been satisfied.

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date. 
	Emission unit is not subject to any  NSPS opacity limitation.



	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	Emission unit is not subject to any  NSPS opacity limitation.

	Sec. 60.8(a) Within 60 days after achieving the maximum production rate at which the affected facility will be operated, but not later than 180 days after initial startup of such facility and at such other times as may be required by the Administrator under section 114 of the Act, the owner or operator of such facility shall conduct performance test(s) and furnish the Administrator a written report of the results of such performance test(s).
	Requirement has already been satisfied.

	Sec. 60.8(b) Performance tests shall be conducted and data reduced in accordance with the test methods and procedures contained in each applicable subpart unless the Administrator (1) specifies or approves, in specific cases…
	Requirement has already been satisfied.

	Sec. 60.8(c) Performance tests shall be conducted under such conditions as the Administrator shall specify to the plant operator based on representative performance of the affected facility. The owner or operator shall make available to the Administrator such records as may be necessary to determine the conditions of the performance tests. Operations during periods of startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test nor shall emissions in excess of the level of the applicable emission limit during periods of startup, shutdown, and malfunction be considered a violation of the applicable emission limit unless otherwise specified in the applicable standard.  
	Requirement has already been satisfied.

	Sec. 60.8(d) The owner or operator of an affected facility shall provide the Administrator at least 30 days prior notice of any performance test, except as specified under other subparts, to afford the Administrator the opportunity to have an observer present.  
	Requirement has already been satisfied.

	Sec. 60.11(e)(1) 

For the purpose of demonstrating initial compliance, opacity observations shall be conducted concurrently with the initial performance test required in Sec. 60.8 unless one of the following conditions apply. If no performance test under Sec. 60.8 is required, then opacity observations shall be conducted within 60 days after achieving the maximum production rate at which the affected facility will be operated but no later than 180 days after initial startup of the facility. If visibility or other conditions prevent the opacity observations from being conducted concurrently with the initial performance test required under Sec. 60.8, the source owner or operator shall reschedule the opacity observations as soon after the initial performance test as possible, but not later than 30 days thereafter, and shall advise the Administrator of the rescheduled date. In these cases, the 30-day prior notification to the Administrator required in Sec. 60.7(a)(6) shall be waived. The rescheduled opacity observations shall be conducted (to the extent possible) under the same operating conditions that existed during the initial performance test conducted under Sec. 60.8. The visible emissions observer shall determine whether visibility or other conditions prevent the opacity observations from being made concurrently with the initial performance test in accordance with procedures contained in Reference Method 9 of appendix B of this part. Opacity readings of portions of plumes which contain condensed, uncombined water vapor shall not be used for purposes of determing compliance with opacity standards. The owner or operator of an affected facility shall make available, upon request by the Administrator, such records as may be necessary to determine the conditions under which the visual observations were made and shall provide evidence indicating proof of current visible observer emission certification. Except as provided in paragraph (e)(5) of this section, the results of continuous monitoring by transmissometer which indicate that the opacity at the time visual observations were made was not in excess of the standard are probative but not conclusive evidence of the actual opacity of an emission, provided that the source shall meet the burden of proving that the instrument used meets (at the time of the alleged violation) Performance Specification 1 in appendix B of this part, has been properly maintained and (at the time of the alleged violation) that the resulting data have not been altered in any way.
	Emission unit is not subject to any  NSPS opacity limitation. 

	Sec. 60.11(e)(4) 

An owner or operator of an affected facility using a continuous opacity monitor (transmissometer) shall record the monitoring data produced during the initial performance test required by Sec. 60.8 and shall furnish the Administrator a written report of the monitoring results along with Method 9 and Sec. 60.8 performance test results.
	The emissions unit is not required to be equipped with a continuous opacity monitoring system.

	Sec. 60.11(e)(5) 

An owner or operator of an affected facility subject to an opacity standard may submit, for compliance purposes, continuous opacity monitoring system (COMS) data results produced during any performance test required under Sec. 60.8 in lieu of Method 9 observation data. If an owner or operator elects to submit COMS data for compliance with the opacity standard, he shall notify the Administrator of that decision, in writing, at least 30 days before any performance test required under Sec. 60.8 is conducted. Once the owner or operator of an affected facility has notified the Administrator to that effect, the COMS data results will be used to determine opacity compliance during subsequent tests required under Sec. 60.8 until the owner or operator notifies the Administrator, in writing, to the contrary. For the purpose of determining compliance with the opacity standard during a performance test required under Sec. 60.8 using COMS data, the minimum total time of COMS data collection shall be averages of all 6-minute continuous periods within the duration of the mass emission performance test. Results of the COMS opacity determinations shall be submitted along with the results of the performance test required under Sec. 60.8. The owner or operator of an affected facility using a COMS for compliance purposes is responsible for demonstrating that the COMS meets the requirements specified in Sec. 60.13(c) of this part, that the COMS has been properly maintained and operated, and that the resulting data have not been altered in any way. If COMS data results are submitted for compliance with the opacity standard for a period of time during which Method 9 data indicates noncompliance, the Method 9 data will be used to determine opacity compliance.
	Emission unit is not subject to any NSPS opacity limitation.

	Sec. 60.11(e)(6) 

Upon receipt from an owner or operator of the written reports of the results of the performance tests required by Sec. 60.8, the opacity observation results and observer certification required by Sec. 60.11(e)(1), and the COMS results, if applicable, the Administrator will make a finding concerning compliance with opacity and other applicable standards. If COMS data results are used to comply with an opacity standard, only those results are required to be submitted along with the performance test results required by Sec. 60.8. If the Administrator finds that an affected facility is in compliance with all applicable standards for which performance tests are conducted in accordance with Sec. 60.8 of this part but during the time such performance tests are being conducted fails to meet any applicable opacity standard, he shall notify the owner or operator and advise him that he may petition the Administrator within 10 days of receipt of notification to make appropriate adjustment to the opacity standard for the affected facility.
	The requirement has been satisfied and permit No 10PEN17004236 has been issued.

	Sec. 60.11(e)(7) 

The Administrator will grant such a petition upon a demonstration by the owner or operator that the affected facility and associated air pollution control equipment was operated and maintained in a manner to minimize the opacity of emissions during the performance tests; that the performance tests were performed under the conditions established by the Administrator; and that the affected facility and associated air pollution control equipment were incapable of being adjusted or operated to meet the applicable opacity standard.
	No petition requested.

	Sec. 60.11(e)(8) The Administrator will establish an opacity standard for the affected facility meeting the above requirements at a level at which the source will be able, as indicated by the performance and opacity tests, to meet the opacity standard at all times during which the source is meeting the mass or concentration emission standard. The Administrator will promulgate the new opacity standard in the Federal Register.
	No petition requested.

	Sec.60.13(c) If the owner or operator of an affected facility elects to submit continous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall…
	Emission unit is not subject to any NSPS opacity limitation. 

	Sec.60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions…
	The emissions unit is not required to be equipped with a continuous opacity monitoring system. 

	Sec.60.13(e)(1) All continuous monitoring systems referenced by paragraph (c) of this section for measuring opacity of emissions shall complete a minimum of one cycle of sampling and analyzing for each successive 10-second period and one cycle of data recording for each successive 6-minute period.
	The emissions unit is not required to be equipped with a continuous opacity monitoring system. 

	Sec.60.13(g) When the effluents from a single affected facility or two or more affected facilities subject to the same emission standards are combined before being released to the atmosphere, the owner or operator may install applicable continuous monitoring systems on each effluent or on the combined effluent. When the affected facilities are not subject to the same emission standards, separate continuous monitoring systems shall be installed on each effluent. When the effluent from one affected facility is released to the atmosphere through more than one point, the owner or operator shall install an applicable continuous monitoring system on each separate effluent unless the installation of fewer systems is approved by the Administrator. When more than one continuous monitoring system is used to measure the emissions from one affected facility (e.g., multiple breechings, multiple outlets), the owner or operator shall report the results as required from each continuous monitoring system.
	The emissions unit is equipped with a single stack.

	Sec. 60.13(i)(2) Alternative monitoring requirements when the affected facility is infrequently operated.
	The emissions unit is operated frequently.

	Sec. 60.13(i)(3) Alternative monitoring requirements to accommodate continuous monitoring systems that require additional measurements to correct for stack moisture conditions.
	Stack moisture is not corrected.

	Sec. 60.13(i)(4) Alternative locations for installing continuous monitoring systems or monitoring devices when the owner or operator can demonstrate that installation at alternate locations will enable accurate and representative measurements.
	Emission unit continuous monitoring systems or monitoring devices are not installed at alternative locations.

	Sec. 60.13(i)(5) Alternative methods of converting pollutant concentration measurements to units of the standards.
	Alternative methods of converting pollutant concentration measurements to units of the standards are not applied.

	Sec. 60.13(i)(6) Alternative procedures for performing daily checks of zero and span drift that do not involve use of span gases or test cells.
	Alternative procedures for performing daily checks of zero and span drift are not applied.

	Sec. 60.13(i)(6) Alternative procedures for performing daily checks of zero and span drift that do not involve use of span gases or test cells.
	Alternative procedures for performing daily checks of zero and span drift are not applied.

	Sec. 60.13(i)(7) Alternatives to the A.S.T.M. test methods or sampling procedures specified by any subpart.
	Alternatives to the A.S.T.M. test methods or sampling procedures are not applied.

	Sec. 60.13(i)(8) Alternative continuous monitoring systems that do not meet the design or performance requirements in Performance Specification 1, appendix B, but adequately demonstrate a definite and consistent relationship between its measurements and the measurements of opacity by a system complying with the requirements in Performance Specification 1. The Administrator may require that such demonstration be performed for each affected facility.
	Alternative continuous monitoring systems are not applied.

	Sec. 60.13(i)(9) Alternative monitoring requirements when the effluent from a single affected facility or the combined effluent from two or more affected facilities are released to the atmosphere through more than one point.
	The emissions unit is equipped with a single stack.

	Sec. 60.13(j) An alternative to the relative accuracy test specified in Performance Specification 2 of appendix B may be requested as follows:
	The emissions unit is not subject to Performance Specification 2, Appendix B (SO2 and NOx CEMS) requirements.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 280(a), Sec. 280(b), Sec. 282(a)(3)(ii), Sec. 283(a)(5), Sec. 284(a)(2), Sec. 284(b)(2), Sec. 284(c), Sec. 284(d)(2), Sec. 284(e), Sec. 285(a), Sec. (b)(1), Sec. (b)(2), Sec. (d)(1), Sec. 285(d)(2), Sec. 285(f)

Generally Applicable Requirements: Sec. 281

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.282  Standard for particulate matter.

    (a) On and after the date on which the performance test required to be conducted by Sec. 60.8 is completed, no owner or operator subject to the provisions of this subpart shall cause to be discharged into the atmosphere:

    (1) From any recovery furnace any gases which:

    (i) Contain particulate matter in excess of 0.10 g/dscm (0.044 gr/dscf) corrected to 8 percent oxygen.

    (ii) Exhibit 35 percent opacity or greater.

    (2) From any smelt dissolving tank any gases which contain particulate matter in excess of 0.1 g/kg black liquor solids (dry weight)[0.2 lb/ton black liquor solids (dry weight)].
	Emission unit is not a recovery furnace, or smelt dissolving tank. 

	Sec. 60.282(a)(3) From any lime kiln any gases which contain particulate matter in excess of:

    (i) 0.15 g/dscm (0.067 gr/dscf) corrected to 10 percent oxygen, when gaseous fossil fuel is burned.
	The emissions unit does not burn gaseous fossil fuel.

	Sec. 60.283(a)(1) From any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system any gases which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to 10 

percent oxygen, unless the following conditions are met…
	The emission unit is not a digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system.

	Sec. 60.283(a)(2), (3), and (4) Standard for total reduced sulfur (TRS) for straight kraft recovery furnaces, cross recovery furnaces, or smelt dissolving tanks. 
	Emission unit is not a straight kraft recovery furnace, cross recovery furnace, or smelt dissolving tank. 

	Sec. 60.284(a)(1) Continuous opacity monitoring requirements for recovery furnaces. 
	Emission unit is not a recovery furnace. 

	Sec. 60.284(b)(1) For any incinerator, a monitoring device which measures…
	Emission unit is not an incinerator. 

	Sec. 60.284(d)(1) Reporting requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(d)(3) Reporting requirements for emissions from any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system periods of excess emissions are…
	Emission unit is not a digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper.

	Sec. 60.285(b)(3) 

Method 9 and the procedures in Sec. 60.11 shall be used to determine opacity.
	The emissions unit is not subject to an opacity standard under this subpart.

	Sec. 60.285(c) Test methods and procedures for Sec. 60.282(a)(2)
	The emission unit is not subject to the provisions of Sec. 60.282(a)(2)

	Sec. 285(d)(3)

When determining whether a furnace is a straight kraft recovery furnace or a cross recovery furnace,
	Emissions unit is not a furnace.

	Sec. 285(e) The owner or operator shall determine compliance with the TRS standards in Sec. 60.283(a)(1)(vi) and (4) as follows…
	The emissions unit is not subject to Sec. 60.283(a)(1)(vi) or (4).


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.


	Emissions unit is subject to a particulate emission limit that is more stringent under permit No. 10PEN17004236.


Regulatory Citation:

62-296.709, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.709 

(1) Applicability. The emission limitations set forth in Rule 62-296.709, F.A.C., shall apply to all lime kilns associated with a kraft pulp mill…
	Emissions unit is subject to a particulate emission limit that is more stringent under permit No. 10PEN17004236.


Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

296.404(2)(b) 

296.404(4)(b)1 
Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404 Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

The provisions of this rule that apply to tall oil plants within Kraft (Sulfate) Pulp Mills also apply to tall oil plants that are located in a separate facility.  In the case of separate tall oil plants, phrases such as "the owner or operator of a kraft pulp mill" shall be construed to read "the owner or operator of a tall oil plant."
	In accordance with 62-296.100, F.A.C, standards for any "new" facility or emissions unit shall be the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7), F.A.C., unless a different and more stringent standard is established in Rules 62-296.401 through 62- 296.417, F.A.C.  The standards established in Rule 62-296.404, F.A.C. are not more stringent or different than the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C..  Therefore, New Source Performance Standards at 40 CFR Part 60 Subpart BB are applicable to the emitting unit and adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C., and supercede the requirements of 62-296.404, F.A.C..


Emissions Unit ID:

066 (Low Volume High Concentration (LVHC) Non-





Condensable Gas (NCG) Handling System)





(Emissions Unit Includes BATCH DIGESTERS)
Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 60.280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.




Emissions Unit ID:

066 LVHC NCG Handling System)





(Emissions Unit Includes BATCH DIGESTERS)
Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec 62-296.404(3)(a)1 

Sec 62-296.404(3)(a)3 

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404(3)(a) 2 

Total Reduced Sulfur (TRS)

5 ppm by volume on a dry basis at standard conditions corrected to the actual oxygen content of the untreated flue gas stream as a 12-hour average if a means other than incineration in a combustion device pursuant to Rule 62-296.404(3)(a)1., F.A.C., is used to control gaseous emissions of total reduced sulfur.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner that meet the requirements of Rule 62-296.404(3)(e), F.A.C.

	62-296.404(3)(a) 4 

Total Reduced Sulfur (TRS)

Emissions units subject to this rule shall also comply with Rule 62-2.960(1), F.A.C. (Compliance Schedules). Digester systems and multiple effect evaporator systems shall also comply with applicable continuous emissions monitoring requirements of Rule 62-296.404(5), F.A.C., if a technology other than incineration is used.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner.


Emissions Unit ID:

066 LVHC NCG Handling System 





(Emissions Unit Includes KAMYR DIGESTERS)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.11(a), Sec. 60.11(d)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.13(i), Sec. 60.14, Sec. 60.15, Sec. 60.16, Sec 60.17, Sec. 60.19

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to Sec. 60.13(c).

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements including Sec. 60.11(e)(1). 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements. 

	Sec. 60.7(e) (reducing the frequency of reporting) 
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.7(f) Any owner or operator subject to the provisions of this part shall maintain a file of all measurements, including continuous monitoring system, monitoring device, and performance testing measurements; all continuous monitoring system performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments and maintenance performed on these systems or devices; and all other information required by this part recorded in a permanent form suitable for inspection. The file shall be retained for at least two years following the date of such measurements, maintenance, reports, and records.
	The emissions unit is not required to conduct any measurements, including continuous monitoring system, monitoring device, and performance testing measurements; continuous monitoring system performance evaluations; continuous monitoring system or monitoring device calibration checks; adjustments or maintenance performed on these systems or devices; and all other information required by this part.  Periods of emissions bypass from the lime kiln or calciner are recorded.

	Sec. 60.7(g)

    (g) If notification substantially similar to that in paragraph (a) of this section is required by any other State or local agency, sending the Administrator a copy of that notification will satisfy the requirements of paragraph (a) of this section.
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.8  Performance tests.
	The emissions unit is not subject to 40 CFR Part 60 performance test requirements.  The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.11  Compliance with standards and maintenance requirements.

    (b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).


	The emissions unit is not subject to any opacity standards required by 40 CFR 60.

	Sec. 60.11(c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard.
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.11  Compliance with standards and maintenance requirements.

(e)(1) to (8) Requirements related to compliance with opacity standards
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13(a) For the purposes of this section, all continuous monitoring systems required under applicable subparts shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(b) All continuous monitoring systems and monitoring devices shall be installed and operational prior to conducting performance tests under Sec. 60.8.
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(c) If the owner or operator of an affected facility elects to submit continuous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall conduct a performance evaluation of the COMS as specified in Performance Specification 1, appendix B, of this part before the performance test required under Sec. 60.8 is conducted. Otherwise, the owner or operator of an affected facility shall conduct a performance evaluation of the COMS or continuous emission monitoring system (CEMS) during any performance test required…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(d)(1) Owners and operators of all continuous emission monitoring systems installed in accordance with the provisions of this part shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions. 
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous opacity monitoring system.

	Sec. 60.13(e) Except for system breakdowns, repairs, calibration checks, and zero and span adjustments required under paragraph (d) of this section, all continuous monitoring systems shall be in continuous operation and shall meet minimum frequency of operation requirements as follows…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13  Monitoring requirements.

(h) Owners or operators of all continuous monitoring systems for measurement of opacity shall…
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13  Monitoring requirements.

(1) An alternative to the reference method tests…

(2) The waiver of a CEMS relative accuracy test…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Emissions Unit ID:

066 LVHC NCG Handling System





(Emissions Unit Includes KAMYR DIGESTERS)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.280(a) and (b)
Sec. 60.283(a)(1)(i)

Sec. 60.283(a)(1)(iii)
Sec. 60.284(d)(3)(ii)

Generally Applicable Requirements: Sec 60.281

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.282  Standard for particulate matter for recovery furnaces, smelt dissolving tanks, or lime kilns.
	Emission unit is not a recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.283(a)(1) From any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system any gases which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to 10 

percent oxygen, unless the following conditions are met:

    (ii) The gases are combusted in a recovery furnace subject to the provisions of paragraphs (a)(2) or (a)(3) of this section;
	The emission unit is not subject to Sec. 60.283(a)(1)(ii), because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(iv) It has been demonstrated to the Administrator's satisfaction by the owner or operator that incinerating the exhaust gases from a new, modified, or reconstructed brown stock washer system is technologically or economically unfeasible. Any exempt system will become subject to the provisions of this subpart if the facility is changed so that the gases can be incinerated.
	The emissions unit is not a  brown stock washer system  

	Sec. 60.283(a)(1)(v) The gases from the digester system, brown stock washer system, or condensate stripper system are controlled by a means other than combustion. In this case, this system shall not discharge any gases to the atmosphere which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to the actual oxygen content of the untreated gas stream.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(vi) The uncontrolled exhaust gases from a new, modified, or reconstructed digester system contain TRS less than 0.005 g/kg ADP (0.01 lb/ton ADP).
	All exhaust gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners. 

	Sec. 60.283(a)(2), (3), (4), and (5) Standard for total reduced sulfur (TRS) for straight kraft recovery furnaces, cross recovery furnaces, smelt dissolving tanks, or lime kilns. 
	Emission unit is not a straight kraft recovery furnace, cross recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.284(a)(1) Continuous opacity monitoring requirements for recovery furnaces. 
	Emission unit is not a recovery furnace. 

	Sec. 60.284(a)(2) Continuous monitoring systems to monitor and record the concentration of TRS emissions on a dry basis and the percent of oxygen by volume on a dry basis in the gases discharged into the atmosphere from any lime kiln, recovery furnace, digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system, except where the provisions of Sec. 60.283(a)(1) (iii) or (iv) apply. 
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.284(b)(1) For any incinerator, a monitoring device which measures…
	The gases from the emissions unit are not collected and controlled by combustion in an incinerator.

	Sec. 60.284(b)(2) Continuous monitoring device requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(c)(1)  TRS recording requirements for continuous monitoring systems installed under Sec 60.284(a)(2).
	Emission unit is not subject to the provisions of Sec 60.284(a)(2)  

	Sec. 60.284(c)(2) Recording requirements for recovery furnaces and lime kilns. 
	Emission unit is not a recovery furnace or lime kiln. 

	Sec. 60.284(c)(3) Recording requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(c)(4) Recording requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(d)(1) Reporting requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(d)(2) Reporting requirements for lime kilns.
	Emission unit is not a lime kiln.

	Sec. 60.284(d)(3) Reporting requirements for emissions from any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system periods of excess emissions are:

    (i) All 12-hour average TRS concentrations above 5 ppm by volume unless the provisions of Sec. 60.283(a)(1) (i) (emissions are combusted in a lime kiln), (ii), or (iv) apply; or…
	The requirements of Sec. 60.284(d)(3)(i) are not applicable to the emissions units because the gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.284(e) 
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.285(a)
	Emission unit is not subject to any §60.8 performance testing requirements.

	Sec. 60.285(b) Test methods and procedures for Sec. 60.282(1) and (3)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(c) Test methods and procedures for Sec. 60.282(2)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(d) and (e) Test methods and procedures for Sec. 60.283
	The emission unit is not subject to Sec. 60.285(d) or (e) because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.285(f) The owner or operator may use the following as alternatives to the reference methods and procedures specified in this section…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.


Emissions Unit ID:

066 LVHC NCG Handling System





(Emissions Unit Includes KAMYR DIGESTERS)
Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404 Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

The provisions of this rule that apply to tall oil plants within Kraft (Sulfate) Pulp Mills also apply to tall oil plants that are located in a separate facility.  In the case of separate tall oil plants, phrases such as "the owner or operator of a kraft pulp mill" shall be construed to read "the owner or operator of a tall oil plant."
	In accordance with 62-296.100, F.A.C, standards for any "new" facility or emissions unit shall be the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7), F.A.C., unless a different and more stringent standard is established in Rules 62-296.401 through 62- 296.417, F.A.C.  The standards established in Rules 62-296.404, F.A.C. are not more stringent or different than the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C..  Therefore, New Source Performance Standards at 40 CFR Part 60 Subpart BB are applicable to the emitting unit and adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C., and supercede the requirements of 62-296.404, F.A.C..


Emissions Unit ID:

066 LVHC NCG Handling System




(Emissions Unit Includes DIGESTERS)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.
	Emissions unit is not a source of particulate matter or opacity.  Gases are collected and controlled by the LVHC NCG system.


Emissions Unit ID:

067 (High Volume Low Concentration (HVLC) Non-






Condensable Gas (NCG) Handling System)





(INCLUDES #1 AND #2 BROWN STOCK WASHERS)

Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.280 to 60.285

Sec. 60.280  Applicability and designation of affected facility.

    (b) Except as noted in Sec. 60.283(a)(1)(iv), any facility under paragraph (a) of this section that commences construction or modification after September 24, 1976, is subject to the requirements of this subpart.
	The emitting unit was constructed before the effective date of 40 CFR Part 60 Subpart BB provided under Sec. 280(b) (September 24, 1976), and has not been reconstructed or modified after the effective date of the subpart.


Emissions Unit ID:

067 HVLC NCG Handling System 





(INCLUDES #1 AND #2 BROWN STOCK WASHERS)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.
	Emissions unit is not a source of particulate matter or opacity.




Emissions Unit ID:

068 (No. 1 Condensate Stripper)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.11(a), Sec. 60.11(d)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.13(i), Sec. 60.14, Sec. 60.15, Sec. 60.16, Sec 60.17, Sec. 60.19

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to Sec. 60.13(c).

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior 

to such date.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements including Sec. 60.11(e)(1). 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements. 

	Sec. 60.7(e) (reducing the frequency of reporting) 
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.7(f) Any owner or operator subject to the provisions of this part shall maintain a file of all measurements, including continuous monitoring system, monitoring device, and performance testing measurements; all continuous monitoring system performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments and maintenance performed on these systems or devices; and all other information required by this part recorded in a permanent form suitable for inspection. The file shall be retained for at least two years following the date of such measurements, maintenance, reports, and records.
	The emissions unit is not required to conduct any measurements, including continuous monitoring system, monitoring device, and performance testing measurements; continuous monitoring system performance evaluations; continuous monitoring system or monitoring device calibration checks; adjustments or maintenance performed on these systems or devices; and all other information required by this part.  Periods of emissions bypass from the lime kiln or calciner are recorded.

	Sec. 60.7(g)

    (g) If notification substantially similar to that in paragraph (a) of this section is required by any other State or local agency, sending the Administrator a copy of that notification will satisfy the requirements of paragraph (a) of this section.
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.8  Performance tests.
	The emissions unit is not subject to 40 CFR Part 60 performance test requirements.  The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.11  Compliance with standards and maintenance requirements.

    (b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).


	The emissions unit is not subject to any opacity standards required by 40 CFR 60.

	Sec. 60.11(c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard.
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.11  Compliance with standards and maintenance requirements.

(e)(1) to (8) Requirements related to compliance with opacity standards
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13(a) For the purposes of this section, all continuous monitoring systems required under applicable subparts shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(b) All continuous monitoring systems and monitoring devices shall be installed and operational prior to conducting performance tests under Sec. 60.8.
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(c) If the owner or operator of an affected facility elects to submit continous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall conduct a performance evaluation of the COMS as specified in Performance Specification 1, appendix B, of this part before the performance test required under Sec. 60.8 is conducted. Otherwise, the owner or operator of an affected facility shall conduct a performance evaluation of the COMS or continuous emission monitoring system (CEMS) during any performance test required…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous opacity monitoring system.

	Sec. 60.13(d)(1) Owners and operators of all continuous emission monitoring systems installed in accordance with the provisions of this part shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions. 
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous opacity monitoring system.

	Sec. 60.13(e) Except for system breakdowns, repairs, calibration checks, and zero and span adjustments required under paragraph (d) of this section, all continuous monitoring systems shall be in continuous operation and shall meet minimum frequency of operation requirements as follows…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13  Monitoring requirements.

(h) Owners or operators of all continuous monitoring systems for measurement of opacity shall…
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13  Monitoring requirements.

(1) An alternative to the reference method tests…

(2) The waiver of a CEMS relative accuracy test…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

ec. 60.280(a) and (b)
Sec. 60.283(a)(1)(i)

Sec. 60.283(a)(1)(iii)
Sec. 60.284(d)(3)(ii)

Generally Applicable Requirements: Sec 60.281

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.282  Standard for particulate matter for recovery furnaces, smelt dissolving tanks, or lime kilns.
	Emission unit is not a recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.283(a)(1) From any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system any gases which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to 10 

percent oxygen, unless the following conditions are met:

    (ii) The gases are combusted in a recovery furnace subject to the provisions of paragraphs (a)(2) or (a)(3) of this section;
	The emission unit is not subject to Sec. 60.283(a)(1)(ii), because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(iv) It has been demonstrated to the Administrator's satisfaction by the owner or operator that incinerating the exhaust gases from a new, modified, or reconstructed brown stock washer system is technologically or economically unfeasible. Any exempt system will become subject to the provisions of this subpart if the facility is changed so that the gases can be incinerated.
	The emissions unit is not a  brown stock washer system  

	Sec. 60.283(a)(1)(v) The gases from the digester system, brown stock washer system, or condensate stripper system are controlled by a means other than combustion. In this case, this system shall not discharge any gases to the atmosphere which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to the actual oxygen content of the untreated gas stream.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(vi) The uncontrolled exhaust gases from a new, modified, or reconstructed digester system contain TRS less than 0.005 g/kg ADP (0.01 lb/ton ADP).
	The emissions unit is not a digester system.

	Sec. 60.283(a)(2), (3), (4), and (5) Standard for total reduced sulfur (TRS) for straight kraft recovery furnaces, cross recovery furnaces, smelt dissolving tanks, or lime kilns. 
	Emission unit is not a straight kraft recovery furnace, cross recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.284(a)(1) Continuous opacity monitoring requirements for recovery furnaces. 
	Emission unit is not a recovery furnace. 

	Sec. 60.284(a)(2) Continuous monitoring systems to monitor and record the concentration of TRS emissions on a dry basis and the percent of oxygen by volume on a dry basis in the gases discharged into the atmosphere from any lime kiln, recovery furnace, digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system, except where the provisions of Sec. 60.283(a)(1) (iii) or (iv) apply. 
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.284(b)(1) For any incinerator, a monitoring device which measures…
	The gases from the emissions unit are not collected and controlled by combustion in an incinerator.

	Sec. 60.284(b)(2) Continuous monitoring device requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(c)(1)  TRS recording requirements for continuous monitoring systems installed under Sec 60.284(a)(2).
	Emission unit is not subject to the provisions of Sec 60.284(a)(2)  

	Sec. 60.284(c)(2) Recording requirements for recovery furnaces and lime kilns. 
	Emission unit is not a recovery furnace or lime kiln. 

	Sec. 60.284(c)(3) Recording requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(c)(4) Recording requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(d)(1) Reporting requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(d)(2) Reporting requirements for lime kilns.
	Emission unit is not a lime kiln.

	Sec. 60.284(d)(3) Reporting requirements for emissions from any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system periods of excess emissions are:

    (i) All 12-hour average TRS concentrations above 5 ppm by volume unless the provisions of Sec. 60.283(a)(1) (i) (emissions are combusted in a lime kiln), (ii), or (iv) apply; or…
	The requirements of Sec. 60.284(d)(3)(i) are not applicable to the emissions units because the gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 284(e) 

(e) The Administrator will not consider periods of excess emissions reported under paragraph (d) of this section to be indicative of a violation of Sec. 60.11(d) provided that…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.285(a)

(a) In conducting the performance tests required in Sec. 60.8, the owner or operator shall use as reference methods and procedures the test methods in appendix A of this part or other methods and procedures in this section, except as provided in Sec. 60.8(b). Acceptable alternative methods and procedures are given in paragraph (f) of this section.
	Emission unit is not subject to any §60.8 performance testing requirements.

	Sec. 60.285(b) Test methods and procedures for Sec. 60.282(1) and (3)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(c) Test methods and procedures for Sec. 60.282(a)(2)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(d) and (e) Test methods and procedures for Sec. 60.283
	The emission unit is not subject to Sec. 60.285(d) or (e) because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.285(f) The owner or operator may use the following as alternatives to the reference methods and procedures specified in this section…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.


	Emissions unit is not a source of particulate matter or opacity.  Gases are collected and controlled by the LVHC NCG system.


Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec 62-296.404(3)(a)1 

Sec 62-296.404(3)(a)3 

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404(3)(a) 2 

Total Reduced Sulfur (TRS)

5 ppm by volume on a dry basis at standard conditions corrected to the actual oxygen content of the untreated flue gas stream as a 12-hour average if a means other than incineration in a combustion device pursuant to Rule 62-296.404(3)(a)1., F.A.C., is used to control gaseous emissions of total reduced sulfur.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner that meet the requirements of Rule 62-296.404(3)(e), F.A.C..

	62-296.404(3)(a) 4 

Total Reduced Sulfur (TRS)

Emissions units subject to this rule shall also comply with Rule 62-2.960(1), F.A.C. (Compliance Schedules). Digester systems and multiple effect evaporator systems shall also comply with applicable continuous emissions monitoring requirements of Rule 62-296.404(5), F.A.C., if a technology other than incineration is used.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner.


Emissions Unit ID:

069 (No. 2 Condensate Stripper)

Regulatory Citation:

40 CFR 60 Subpart A (Sec 60.1 to 60.19)

Citation Description:
General Provisions

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.7(b), Sec. 60.7(c), Sec. 60.7(d), Sec. 60.11(a), Sec. 60.11(d)

Generally Applicable Requirements: Sec. 60.1, Sec. 60.2, Sec. 60.3, Sec. 60.4, Sec. 60.5, Sec. 60.6, Sec. 60.7(a)(1) to (4), Sec. 60.7(g), Sec. 60.7(h), Sec 60.9, Sec. 60.10, Sec. 60.11(f), Sec. 60.11(g), Sec. 60.12, Sec. 60.13(i), Sec. 60.14, Sec. 60.15, Sec. 60.16, Sec 60.17, Sec. 60.19

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (5) A notification of the date upon which demonstration of the continuous monitoring system performance commences in accordance with Sec. 60.13(c). Notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to Sec. 60.13(c).

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (6) A notification of the anticipated date for conducting the opacity observations required by Sec. 60.11(e)(1) of this part. The notification shall also include, if appropriate, a request for the Administrator to provide a visible emissions reader during a performance test. The notification shall be postmarked not less than 30 days prior to such date.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements including Sec. 60.11(e)(1). 

	Sec. 60.7  Notification and record keeping.

    (a) Any owner or operator subject to the provisions of this part shall furnish the Administrator written notification as follows:

    (7) A notification that continuous opacity monitoring system data results will be used to determine compliance with the applicable opacity standard during a performance test required by Sec. 60.8 in lieu of Method 9 observation data as allowed by Sec. 60.11(e)(5) of this part.  This notification shall be postmarked not less than 30 days prior to the date of the performance test.
	The emissions unit is not subject to any 40 CFR Part 60 opacity observation requirements. 

	Sec. 60.7(e) (reducing the frequency of reporting) 
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.7(f) Any owner or operator subject to the provisions of this part shall maintain a file of all measurements, including continuous monitoring system, monitoring device, and performance testing measurements; all continuous monitoring system performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments and maintenance performed on these systems or devices; and all other information required by this part recorded in a permanent form suitable for inspection. The file shall be retained for at least two years following the date of such measurements, maintenance, reports, and records.
	The emissions unit is not required to conduct any measurements, including continuous monitoring system, monitoring device, and performance testing measurements; continuous monitoring system performance evaluations; continuous monitoring system or monitoring device calibration checks; adjustments or maintenance performed on these systems or devices; and all other information required by this part.  Periods of emissions bypass from the lime kiln or calciner are recorded.

	Sec. 60.7(g)

    (g) If notification substantially similar to that in paragraph (a) of this section is required by any other State or local agency, sending the Administrator a copy of that notification will satisfy the requirements of paragraph (a) of this section.
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.8  Performance tests.
	The emissions unit is not subject to 40 CFR Part 60 performance test requirements.  The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciner, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.11  Compliance with standards and maintenance requirements.

    (b) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in appendix A of this part, any alternative method that is approved by the Administrator, or as provided in paragraph (e)(5) of this section. For purposes of determining initial compliance, the minimum total time of observations shall be 3 hours (30 6-minute averages) for the performance test or other set of observations (meaning those fugitive-type emission sources subject only to an opacity standard).


	The emissions unit is not subject to any opacity standards required by 40 CFR 60.

	Sec. 60.11(c) The opacity standards set forth in this part shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard.
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.11  Compliance with standards and maintenance requirements.

(e)(1) to (8) Requirements related to compliance with opacity standards
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13(a) For the purposes of this section, all continuous monitoring systems required under applicable subparts shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(b) All continuous monitoring systems and monitoring devices shall be installed and operational prior to conducting performance tests under Sec. 60.8.
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(c) If the owner or operator of an affected facility elects to submit continous opacity monitoring system (COMS) data for compliance with the opacity standard as provided under Sec. 60.11(e)(5), he shall conduct a performance evaluation of the COMS as specified in Performance Specification 1, appendix B, of this part before the performance test required under Sec. 60.8 is conducted. Otherwise, the owner or operator of an affected facility shall conduct a performance evaluation of the COMS or continuous emission monitoring system (CEMS) during any performance test required…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous opacity monitoring system.

	Sec. 60.13(d)(1) Owners and operators of all continuous emission monitoring systems installed in accordance with the provisions of this part shall…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13(d)(2) Unless otherwise approved by the Administrator, the following procedures shall be followed for continuous monitoring systems measuring opacity of emissions. 
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous opacity monitoring system.

	Sec. 60.13(e) Except for system breakdowns, repairs, calibration checks, and zero and span adjustments required under paragraph (d) of this section, all continuous monitoring systems shall be in continuous operation and shall meet minimum frequency of operation requirements as follows…
	The emissions unit is not required by 40 CFR Part 60 to be equipped with any continuous monitoring device.

	Sec. 60.13  Monitoring requirements.

(h) Owners or operators of all continuous monitoring systems for measurement of opacity shall…
	The emissions unit is not subject to any opacity standards required by 40 CFR Part 60.

	Sec. 60.13  Monitoring requirements.

(1) An alternative to the reference method tests…

(2) The waiver of a CEMS relative accuracy test…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.18  General control device requirements
	The emitting unit is not subject to any provisions of any subpart that references Sec 60.18.


Regulatory Citation:

40 CFR Part 60 Subpart BB (60.280 to 60.285)

Citation Description:
Standards of Performance for Kraft Pulp Mills

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 60.280(a) and (b)
Sec. 60.283(a)(1)(i)

Sec. 60.283(a)(1)(iii)
Sec. 60.284(d)(3)(ii)

Generally Applicable Requirements: Sec 60.281

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 60.282  Standard for particulate matter for recovery furnaces, smelt dissolving tanks, or lime kilns.
	Emission unit is not a recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.283(a)(1) From any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system any gases which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to 10 

percent oxygen, unless the following conditions are met:

    (ii) The gases are combusted in a recovery furnace subject to the provisions of paragraphs (a)(2) or (a)(3) of this section;
	The emission unit is not subject to Sec. 60.283(a)(1)(ii), because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(iv) It has been demonstrated to the Administrator's satisfaction by the owner or operator that incinerating the exhaust gases from a new, modified, or reconstructed brown stock washer system is technologically or economically unfeasible. Any exempt system will become subject to the provisions of this subpart if the facility is changed so that the gases can be incinerated.
	The emissions unit is not a  brown stock washer system  

	Sec. 60.283(a)(1)(v) The gases from the digester system, brown stock washer system, or condensate stripper system are controlled by a means other than combustion. In this case, this system shall not discharge any gases to the atmosphere which contain TRS in excess of 5 ppm by volume on a dry basis, corrected to the actual oxygen content of the untreated gas stream.
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.283(a)(1)(vi) The uncontrolled exhaust gases from a new, modified, or reconstructed digester system contain TRS less than 0.005 g/kg ADP (0.01 lb/ton ADP).
	The emissions unit is not a digester system.

	Sec. 60.283(a)(2), (3), (4), and (5) Standard for total reduced sulfur (TRS) for straight kraft recovery furnaces, cross recovery furnaces, smelt dissolving tanks, or lime kilns. 
	Emission unit is not a straight kraft recovery furnace, cross recovery furnace, smelt dissolving tank, or lime kiln. 

	Sec. 60.284(a)(1) Continuous opacity monitoring requirements for recovery furnaces. 
	Emission unit is not a recovery furnace. 

	Sec. 60.284(a)(2) Continuous monitoring systems to monitor and record the concentration of TRS emissions on a dry basis and the percent of oxygen by volume on a dry basis in the gases discharged into the atmosphere from any lime kiln, recovery furnace, digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system, except where the provisions of Sec. 60.283(a)(1) (iii) or (iv) apply. 
	The gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.284(b)(1) For any incinerator, a monitoring device which measures…
	The gases from the emissions unit are not collected and controlled by combustion in an incinerator.

	Sec. 60.284(b)(2) Continuous monitoring device requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(c)(1)  TRS recording requirements for continuous monitoring systems installed under Sec 60.284(a)(2).
	Emission unit is not subject to the provisions of Sec 60.284(a)(2)  

	Sec. 60.284(c)(2) Recording requirements for recovery furnaces and lime kilns. 
	Emission unit is not a recovery furnace or lime kiln. 

	Sec. 60.284(c)(3) Recording requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(c)(4) Recording requirements for lime kilns or smelt dissolving tanks using a scrubber emissions control device.
	Emission unit is not a lime kiln or smelt dissolving tank.

	Sec. 60.284(d)(1) Reporting requirements for recovery furnaces.
	Emission unit is not a recovery furnace. 

	Sec. 60.284(d)(2) Reporting requirements for lime kilns.
	Emission unit is not a lime kiln.

	Sec. 60.284(d)(3) Reporting requirements for emissions from any digester system, brown stock washer system, multiple-effect evaporator system, or condensate stripper system periods of excess emissions are:

    (i) All 12-hour average TRS concentrations above 5 ppm by volume unless the provisions of Sec. 60.283(a)(1) (i) (emissions are combusted in a lime kiln), (ii), or (iv) apply; or…
	The requirements of Sec. 60.284(d)(3)(i) are not applicable to the emissions units because the gases from the emissions unit are collected and controlled by combustion with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 284(e) 

(e) The Administrator will not consider periods of excess emissions reported under paragraph (d) of this section to be indicative of a violation of Sec. 60.11(d) provided that…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.

	Sec. 60.285(a)

(a) In conducting the performance tests required in Sec. 60.8, the owner or operator shall use as reference methods and procedures the test methods in appendix A of this part or other methods and procedures in this section, except as provided in Sec. 60.8(b). Acceptable alternative methods and procedures are given in paragraph (f) of this section.
	Emission unit is not subject to any §60.8 performance testing requirements.

	Sec. 60.285(b) Test methods and procedures for Sec. 60.282(1) and (3)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(c) Test methods and procedures for Sec. 60.282(a)(2)
	The emission unit is not subject to the provisions of Sec. 60.282

	Sec. 60.285(d) and (e) Test methods and procedures for Sec. 60.283
	The emission unit is not subject to Sec. 60.285(d) or (e) because the emission unit exhaust gases containing TRS are collected and combusted with other waste gases in the lime kiln or calciners, which meet the requirements of Sec. 60.283(a)(1)(i) and (iii).

	Sec. 60.285(f) The owner or operator may use the following as alternatives to the reference methods and procedures specified in this section…
	Information provided is for explanatory and/or administrative purposes, and does not identify any applicable requirements.


Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

(b) General Visible Emissions Standard.

(c) Unconfined Emissions of Particulate Matter.


	Emissions unit is not a source of particulate matter or opacity.  Gases are collected and controlled by the LVHC NCG system.


Regulatory Citation:

62-296.404, F.A.C.

Citation Description:
Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	62-296.404 Kraft (Sulfate) Pulp Mills and Tall Oil Plants.

The provisions of this rule that apply to tall oil plants within Kraft (Sulfate) Pulp Mills also apply to tall oil plants that are located in a separate facility.  In the case of separate tall oil plants, phrases such as "the owner or operator of a kraft pulp mill" shall be construed to read "the owner or operator of a tall oil plant."
	In accordance with 62-296.100, F.A.C, standards for any "new" facility or emissions unit shall be the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7), F.A.C., unless a different and more stringent standard is established in Rules 62-296.401 through 62- 296.417, F.A.C.  The standards established in Rule 62-296.404, F.A.C. are not more stringent or different than the federal standards of performance for new stationary sources adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C..  Therefore, New Source Performance Standards at 40 CFR Part 60 Subpart BB are applicable to the emitting unit and adopted by reference at Rule 62- 204.800(7)(b)35., F.A.C., and supercede the requirements of 62-296.404, F.A.C..


Emissions Unit ID:

070 (Unregulated Emissions Units)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 296.320(4)(c) is identified as a mill-wide requirement.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

Particulate Matter Emissions Standard - No person shall cause, let,permit, suffer or allow the emission of particulate matter through a stack or vent, from any emissions unit subject to this rule in total quantities…
	Emission unit(s) do not emit particulate matter, or do not emit particulate matter through a stack or vent.


Regulatory Citation:

62-296.711, F.A.C.

Citation Description:
Materials Handling, Sizing, Screening, Crushing and Grinding Operations.
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable 

Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	62-296.711 Materials Handling, Sizing, Screening, Crushing and Grinding Operations.

(1) Applicability.

The emission limitations set forth in Rule 62-296.711, F.A.C., shall apply to the handling, sizing, screening, crushing, or grinding of the materials…
	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.  and is not subject to RACT requirements.  


Regulatory Citation:

62-296.712, F.A.C.

Citation Description:
Miscellaneous Manufacturing Process Operations..
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.712 (1) Applicability. 

The emission limitations and other requirements of Rule 17-296.712, F.A.C., shall apply to miscellaneous manufacturing process operations for which a specific RACT emission limitation has not been established in Rules 17-296.401 through 17-296.415, F.A.C., or Rules 17-296.701 through Rule 17-296.711, F.A.C., including but not limited to such operations as heat treating furnaces, waste heat evaporators, corebaking ovens, mixing kettles, blast furnaces, puddling furnaces, dryers, stills, roasters, and all other methods or forms of manufacturing or processing which emit particulate matter.


	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or

Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.  and is not subject to RACT requirements.  


Emissions Unit ID:

084 (Dry Additives)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 296.320(4)(c) is identified as a mill-wide requirement.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

1. Applicability. The emission limitations set forth in Rule 62-296.320(4)(a)2., F.A.C., below, shall apply to any emissions unit which processes raw materials to

produce a finished product through a chemical or physical change…
	Emissions unit does not process raw materials to produce a finished product through a chemical or physical change.  Material is stored and is not processed.


Regulatory Citation:

62-296.711, F.A.C.

Citation Description:
Materials Handling, Sizing, Screening, Crushing and Grinding Operations.
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	62-296.711 Materials Handling, Sizing, Screening, Crushing and Grinding Operations.

(1) Applicability.

The emission limitations set forth in Rule 62-296.711, F.A.C., shall apply to the

handling, sizing, screening, crushing, or grinding of the materials…
	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.  and is not subject to RACT requirements.  


Emissions Unit ID:

085 (Coal Crushing and Handling)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 296.320(4)(c) is identified as a mill-wide requirement.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

Particulate Matter Emissions Standard - No person shall cause, let,permit, suffer or allow the emission of particulate matter through a stack or vent, from any emissions unit subject to this rule in total quantities…
	Emission unit does not emit particulate matter through a stack or vent.


Regulatory Citation:

62-296.711, F.A.C.

Citation Description:
Materials Handling, Sizing, Screening, Crushing and Grinding Operations.
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	62-296.711 Materials Handling, Sizing, Screening, Crushing and Grinding Operations.

(1) Applicability.

The emission limitations set forth in Rule 62-296.711, F.A.C., shall apply to the handling, sizing, screening, crushing, or grinding of the materials…


	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.  and is not subject to RACT requirements.  


Emissions Unit ID:

086 (Woodyard, Log Chipping and Screening)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 296.320(4)(c) is identified as a mill-wide requirement.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

Particulate Matter Emissions Standard - No person shall cause, let,permit, suffer or allow the emission of particulate matter through a stack or vent, from any emissions unit subject to this rule in total quantities…
	Emission unit does not emit particulate matter through a stack or vent.


Regulatory Citation:

62-296.711, F.A.C.

Citation Description:
Materials Handling, Sizing, Screening, Crushing and Grinding Operations.
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	62-296.711 Materials Handling, Sizing, Screening, Crushing and Grinding Operations.

(1) Applicability.

The emission limitations set forth in Rule 62-296.711, F.A.C., shall apply to the

handling, sizing, screening, crushing, or grinding of the materials…


	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.  and is not subject to RACT requirements.  


Emissions Unit ID:

087 (Coal Handling, Sources Not Elsewhere Classified)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 296.320(4)(b) is identified as a mill-wide requirement.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4)(a) General Particulate Emission Limiting Standards. 

The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.  Particulate Matter Emissions Standard - No person shall cause, let,permit, suffer or allow the emission of particulate matter through a stack or vent, from any emissions unit subject to this rule in total quantities…
	Emission unit does not emit particulate matter through a stack or vent.


Regulatory Citation:

62-296.712, F.A.C.

Citation Description:
Miscellaneous Manufacturing Process Operations..
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.712 (1) Applicability. 

The emission limitations and other requirements of Rule 17-296.712, F.A.C., shall apply to miscellaneous manufacturing process operations for which a specific RACT emission limitation has not been established in Rules 17-296.401 through 17-296.415, F.A.C., or Rules 17-296.701 through Rule 17-296.711, F.A.C., including but not limited to such operations as heat treating furnaces, waste heat evaporators, corebaking ovens, mixing kettles, blast furnaces, puddling furnaces, dryers, stills, roasters, and all other methods or forms of manufacturing or processing which emit particulate matter.
	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area and is not subject to RACT requirements.  


Emissions Unit ID:

088 (Converting Baghouse)

Regulatory Citation:

62-296.320, F.A.C.

Citation Description:
General Pollutant Emission Limiting Standards.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 296.320(4)(c) is identified as a mill-wide requirement.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.320(4) General Particulate Emission Limiting Standards. The following emission limiting standards shall apply to emissions units of particulate matter not subject to a particulate emission limit or opacity limit set forth in or established elsewhere in this chapter.

(a) Process Weight Table.

1. Applicability. The emission limitations set forth in Rule 62-296.320(4)(a)2.,

F.A.C., below, shall apply to any emissions unit which processes raw materials to produce a finished product through a chemical or physical change…
	Emissions unit does not process raw materials to produce a finished product through a chemical or physical change.  Material is stored and is not processed.


Regulatory Citation:

62-296.711, F.A.C.

Citation Description:
Materials Handling, Sizing, Screening, Crushing and Grinding Operations.
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	62-296.711 Materials Handling, Sizing, Screening, Crushing and Grinding Operations.

(1) Applicability.

The emission limitations set forth in Rule 62-296.711, F.A.C., shall apply to the handling, sizing, screening, crushing, or grinding of the materials…
	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.  and is not subject to RACT requirements.  


Emissions Unit ID:

089 (Roll Grinder)

Regulatory Citation:

62-296.711, F.A.C.

Citation Description:
Materials Handling, Sizing, Screening, Crushing and Grinding Operations.
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable 

Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-

Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	62-296.711 Materials Handling, Sizing, Screening, Crushing and Grinding Operations.

(1) Applicability.  The emission limitations set forth in Rule 62-296.711, F.A.C., shall apply to the handling, sizing, screening, crushing, or grinding of the materials…
	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area and is not subject to RACT requirements.  


Regulatory Citation:

62-296.712, F.A.C.

Citation Description:
Miscellaneous Manufacturing Process Operations..
Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable 

Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-

Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.712 (1) Applicability. 

The emission limitations and other requirements of Rule 17-296.712, F.A.C., shall apply to miscellaneous manufacturing process operations for which a specific RACT emission limitation has not been established in Rules 17-296.401 through 17-296.415, F.A.C., or Rules 17-296.701 through Rule 17-296.711, F.A.C., including but not limited to such operations as heat treating furnaces, waste heat evaporators, corebaking ovens, mixing kettles, blast furnaces, puddling furnaces, dryers, stills, roasters, and all other methods or forms of manufacturing or processing which emit particulate matter.
	According to 62-296.700(1)(a), “any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.”

The Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area and is not subject to RACT requirements.  


Emissions Unit ID:

Entire Mill

Regulatory Citation:

40 CFR Part 61 Subpart M (61.140 to 61.157)

Citation Description:
National Emission Standard for Asbestos

Applicable Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Sec. 61.145 Standard for demolition and renovation

Sec. 61.150  Standard for waste disposal for manufacturing, fabricating, demolition, 

         renovation, and spraying operations

Sec. 61.152  Air-cleaning

Sec. 61.153  Reporting

Non-Applicable Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Section(s)
	Justification of Non-Applicability

	Sec. 61.142  Standard for asbestos mills


	The Champion Pensacola facility does not meet the definition provided under Sec. 61.141 of an “asbestos mill.”

Asbestos mill means any facility engaged in converting, or in any intermediate step in converting, asbestos ore into commercial asbestos.  Outside storage of asbestos material is not considered a part of the asbestos mill.

	Sec. 61.143  Standard for roadways
	The Champion Pensacola facility is not an asbestos mill site and does not generate asbestos waste tailings or waste that could be applied to mill roadways.

	Sec. 61.144  Standard for manufacturing
	The Champion Pensacola facility does not include operations that meet the definition of “manufacturing” provided under Sec. 61.141.

Manufacturing means the combining of commercial asbestos--or, in the case of woven friction products, the combining of textiles containing commercial asbestos--with any other material(s), including commercial asbestos, and the processing of this combination into a product.  Chlorine production is considered a part of manufacturing.

	Sec. 61.146  Standard for spraying
	Champion does not conduct operations in which asbestos-containing materials are spray applied.

	Sec. 61.147  Standard for fabricating
	The Champion Pensacola facility does not include operations that meet the definition of “fabricating” provided under Sec. 61.141.

Fabricating means any processing (e.g., cutting, sawing, drilling) of a manufactured product that contains commercial asbestos, with the exception of processing at temporary sites (field fabricating) for the construction or restoration of facilities. In the case of friction products, fabricating includes bonding, debonding, grinding, sawing, drilling, or other similar operations performed as part of fabricating.

	Sec. 61.148  Standard for insulating materials
	Champion does not install or reinstall insulating materials that contain commercial asbestos.

	Sec. 61.149  Standard for waste disposal for asbestos mills
	The Champion Pensacola facility does not meet the definition provided under Sec. 61.141 of an “asbestos mill.”

Asbestos mill means any facility engaged in converting, or in any intermediate step in converting, asbestos ore into commercial asbestos.  Outside storage of asbestos material is not considered a part of the asbestos mill.

	Sec. 61.151  Standard for inactive waste disposal sites for asbestos mills and manufacturing and fabricating operations
	The Champion Pensacola facility does not meet the definition provided under Sec. 61.141 of an “inactive waste disposal site.”

Inactive waste disposal site means any disposal site or portion of it where additional asbestos-containing waste material has not been deposited within the past year.

	Sec. 61.154  Standard for active waste disposal sites
	The Champion Pensacola facility does not meet the definition provided under Sec. 61.141 of an “active waste disposal site.”

Active waste disposal site means any disposal site other than an inactive site.

	Sec. 61.155  Standard for operations that convert asbestos-containing waste material into nonasbestos (asbestos-free) material
	The Champion Pensacola facility does not include operations that convert asbestos-containing waste material into nonasbestos (asbestos-free) material

	Sec. 61.156  Cross-reference to other asbestos regulations
	Does not cross-reference any applicable requirements to the Champion Pensacola mill


Regulatory Citation:

40 CFR Part 82 

Citation Description:
Protection of Stratospheric Ozone

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

Subpart B - Servicing of Motor Vehicle Air Conditioners

Subpart F - Recycling and Emissions Reduction

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	 Subpart A –Production and Consumption Controls.

Sec. 82.1(b) This subpart applies to any person that produces, transforms, destroys, imports or exports a controlled substance or imports a controlled product.
	The Champion Pensacola mill  does not produce, transform, destroy, import or export a controlled substance or import a controlled product.

	Subpart C—Ban on Nonessential Products Containing Class I Substances and Ban on Nonessential Products Containing or Manufactured with Class II Substances.

Sec. 82.64 Prohibitions.  Effective…no person may sell or distribute, or offer to sell or distribute, in interstate commerce any of the products identified as being nonessential in the sections of Subpart C.
	The Champion Pensacola mill does not sell or distribute, or offer to sell or distribute, any of the products identified in 40 CFR part 82 Subpart C.

	Subpart E--The Labeling of Products Using Ozone-Depleting Substances


	The Champion Pensacola mill does not manufacturer, store or transport in containers substances designated as class I or class II substances.


Regulatory Citation:

40 CFR Part 63 Subpart Q (Sec 63.400 to Sec. 63.406)

Citation Description:
National Emission Standards for Hazardous Air Pollutants 





for Industrial Process Cooling Towers

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 63.400 to Sec. 63.406

Sec. 63.400  Applicability.

(a) The provisions of this subpart apply to all new and existing industrial process cooling towers that are operated with chromium-based water treatment chemicals on or after September 8, 1994, and are either major sources or are integral parts of facilities that are major sources as defined in Sec. 63.401.
	The Champion Pensacola mill industrial process cooling towers (IPCTs) have not operated using chromium-based water treatment chemicals on or after September 8, 1994.  Based upon the applicability of Subpart Q provided under Sec 63.400, the Subpart Q provisions are not applicable to the Champion Pensacola mill IPCT.


Regulatory Citation:

62-296.500, F.A.C.

Citation Description:
Reasonably Available Control Technology




(RACT) - Volatile Organic Compounds (VOC) and 






Nitrogen Oxides (NOx) Emitting Facilities.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.500 (1) Applicability.

(a) The specific emission limiting standards and other requirements of Rules 62-296.500 through 62-296.516, F.A.C., shall apply to existing VOC-emitting facilities in all designated ozone nonattainment and air quality maintenance areas. In addition, the emission limiting standards of these rules shall apply to new and modified VOC-emitting facilities in all designated ozone nonattainment and air quality maintenance areas except those new and modified VOC-emitting facilities which have been or would be subject to review pursuant to 40 CFR 52.21 or Rule 17-2.17 (repealed), 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C.
	Based upon the applicability provided at Sec. 62-296.500 (1)(a), the emissions unit(s) are not subject to Sec. 62-296.500 because the Champion Pensacola mill is not located in a designated ozone nonattainment or air quality maintenance area. 


Regulatory Citation:

62-296.570, F.A.C.

Citation Description:
Reasonably Available Control Technology (RACT) –






Requirements for Major VOC- and NOx-Emitting Facilities

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec 62-296.570 (1)(a) “The requirements of this rule shall apply to those major VOC- and NOx-emitting facilities specified in Rule 62-296.500(1)(b), F.A.C.; specifically, to those VOC emissions units within such facilities which are not regulated for VOC under Rules 62-296.501 through 62-296.516, F.A.C., and those VOC and NOx emissions units which have not been exempted pursuant to Rule 62-296.500(1)(b), F.A.C., or by a specific provision of Rules 62-296.500 through 62-296.516, F.A.C.
	The Champion Pensacola mill is not located in a designated ozone nonattainment or air quality maintenance area and is not specified in Rule 62-296.500(1)(b), F.A.C.


Regulatory Citation:

62-296.600, F.A.C.

Citation Description:
Reasonably Available Control Technology (RACT) - Lead.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.600 (1) Applicability.

Any new or existing lead processing operation that is located in an area designated under Chapter 62-275, F.A.C., as a lead nonattainment or air quality maintenance area, or in the area of influence of such an area, shall limit the emission of lead through the application of reasonably available control technology

(RACT) as specified in Rules 62-296.601 through 62-296.605, F.A.C.
	Based upon the applicability provided at Sec. 62-296.600 (1), the emissions unit(s) are not subject to Sec. 62-296.600 because the Champion Pensacola mill is not located in an area designated under Chapter 62-275, F.A.C., as a lead nonattainment or air quality maintenance area, or in the area of influence of such an area.


Regulatory Citation:

62-296.700, F.A.C.

Citation Description:
Reasonably Available Control Technology (RACT) Particulate Matter.

Applicable Subpart(s) or Section(s) of Regulatory Citation to be identified as Applicable Requirement(s):

None of the sections are applicable to the emitting unit identified above.

Non-Applicable Subpart(s) or Section(s) of Regulatory Citation and Justification of Non-Applicability:

	Non-Applicable Subpart(s) or Section(s)
	Justification of Non-Applicability

	Sec. 62-296.700(1) Applicability.

(a) Any existing emissions unit that emits particulate matter and is located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area, except an emissions unit which has received a determination of Best Available Control Technology pursuant to Rule 17-2.630 (repealed) or 62-296.330, F.A.C., or received a permit in connection with Rule 17-2.500 (transferred), 17-2.510 (transferred), 62-212.400 or 62-212.500, F.A.C., shall limit the emission of particulate matter through the application of Reasonably Available Control Technology (RACT) as specified in Rules 62-296.701 through 62-296.712, F.A.C. or Rules 62-296.401 through 62-296.415, F.A.C.
	Based upon the applicability provided at Sec. 62-296.700 (1)(a), the emissions unit(s) are not subject to Sec. 62-296.700 because the Champion Pensacola mill is not located in a particulate matter air quality maintenance area or in the area of influence of such an air quality maintenance area.
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