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Tampa, FL 33610
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Alex C. George, Vice President
	Air Permit No. PSD-FL-140A
Project No. 0490015-008-AC

Expires:  August 1, 2008
Hardee Power Station
Facility ID No. 0490015
Heat Input Increases for CT-2B


Facility And Location

This permit authorizes increases in the maximum permitted heat input rates for Unit CT-2B from 880 to 950 MMBtu per hour when firing natural gas and from 950 to 1060 MMBtu per hour when firing distillate oil.  The combustion turbine is installed at the Hardee Power Station, which is an existing electrical generating power plant (SIC No. 4911).  The facility is located in Hardee County at 6695 North County Road 663 North in Fort Green Springs, Florida.  The UTM coordinates are Zone 17, 405.02 km East, and 3057.18 km North.
Statement of Basis

This air pollution construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and Chapters 62-4, 62-204, 62-210, 62-212, 62-296, and 62-297 of the Florida Administrative Code (F.A.C.) and Title 40, Parts 60 and 63 of the Code of Federal Regulations (CFR).
(DRAFT)

___________________________________

_______________

Joseph Kahn, Director
Effective Date
Division of Air Resource Management

This permitting action revises the following specific condition in air construction Permit No. PSD-FL-140A (Project No. 0490015-002-AC).  All other conditions in that permit remain unchanged. 
SECTION III.  EMISSIONS UNIT SPECIFIC CONDITIONS
3. Permitted Capacity:  The combustion turbine shall operate only in simple-cycle mode and generate a nominal 75 MW of electrical power.  Operation of this unit shall not exceed 880 950 MMBTU per hour of heat input from firing natural gas nor 950 1060 MMBTU per hour of heat input from firing low sulfur distillate oil.  The maximum heat inputs are based on the lower heating value (LHV) of each fuel, an inlet air supply cooled to 59°F, a relative humidity of 60%, an ambient air pressure of 14.7 psi, and 100% of base load.  Therefore, maximum heat input rates will vary depending upon ambient conditions and the combustion turbine characteristics.  Manufacturer’s performance curves, corrected for site conditions or equations for correction to other ambient conditions, shall be provided to the Permitting and Compliance Authorities within 45 days of completing the initial compliance testing.  [Design, Rule 62-210.200, F.A.C.]


