June 30, 2000

CERTIFIED MAIL #Z 541 193 284

RETURN RECEIPT REQUESTED
Southern Gardens Citrus Processing Corporation

755 County Road 833

Clewiston, Florida 33440

Re:
PROPOSED Title V Permit No.: 0510015-004-AV


Southern Gardens Citrus Processing Corporation


EMA- Everglades Agricultural Area

Dear Tristan Chapman:

One copy of the “PROPOSED PERMIT DETERMINATION” for the Southern Gardens Citrus Processing Corporation located at 755 County Road 833 Clewiston, Hendry County, is enclosed.  This letter is only a courtesy to inform you that the DRAFT permit has become a PROPOSED permit.


An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is http://www.dep.state.fl.us/air. 


Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED permit is made by the USEPA within 45 days, the PROPOSED permit will become a FINAL permit no later than 55 days after the date on which the PROPOSED permit was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED permit, the FINAL permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn. 


If you should have any questions, please contact Mara G. Nasca at  941/332-6975, Ext.188.


Sincerely,


Richard W. Cantrell


Director of 


District Management

RWC/MGN/jw

Enclosures

Copy furnished to:

David A. Buff, P.E., Golder Associates, Inc.
Elizabeth Bartlett, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)
Gregg Worley, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)

I.  Public Notice.
An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” to Southern Gardens Citrus Processing Corporation for the Southern Gardens Citrus Processing Corporation located at 755 County Road 833 Clewiston, Hendry County was clerked on September 24, 1999.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was published in the Clewiston News on December 8, 1999.  The DRAFT Title V Air Operation Permit was available for public inspection at the Department of Environmental Protection in Fort Myers.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was received on December 13, 1999.

II.  Public Comment(s).
Comments were received and the DRAFT Title V Operation Permit was changed.  The comments were not considered significant enough to reissue the DRAFT Title V Permit and require another Public Notice.  Comments were received from one respondent during the 30 (thirty) day public comment period.  Listed below is each comment letter in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comments will not be restated.  Where duplicative comments exist, the original response is referenced.]

A.  Letter from Mr. David A. Buff dated January 13, 2000 and received electronically on January 13, 2000.  Hard copy was received on January 24, 2000.

1.  Comment # 1: Cover Letter. Minor changes to the emissions unit description.

Response: Minor changes to emissions units descriptions were made.

As a result of this comment the cover letter is hereby changed:
From:  One copy of the DRAFT Title V Air Operation Permit for the operation of Boiler #1, #2, and #3, Citrus Feed Mill (waste heat evaporator/dryer), Pellet Mills (#1 and #2) and an additional Pellet Cooler #3, seven storage tanks for Volatile organic compounds, and a Lime silo located at 755 County Road 833, Clewiston, Hendry County, is enclosed.
To:  One copy of the DRAFT Title V Air Operation Permit for the operation of Boiler  Nos. 1, 2, 3, and 4,  Citrus Feed Mill (waste heat evaporator/dryer), Pellet Mills (No.1 and No.2) ,Pellet Coolers Nos. 1,  2, and 3, seven storage tanks for Volatile organic compounds, and a Lime silo located at 755 County Road 833, Clewiston, Hendry County, is enclosed.
2.  Comment # 2:  Table of Contents.  Minor changes to emissions units descriptions.  A new section has been created (Section IV) for emission unit common conditions.  Specific conditions from Section III, which are primarily related to compliance testing requirements, have been moved to Section IV.
Response:  Minor changes to emissions units descriptions were made.  An addition subsection F. has been added for Common Conditions.

As a result of this comment  the Table of Contents is hereby changed:
From:  III.  Emissions Unit(s) and Conditions


A. Boilers #1, #2 and #3                         
  7 - 11


B. Citrus Feed Mill (waste heat evaporator/dryer)                                         
12 - 16


C. Pellet Mills #1, # 2, and Cooler #3                                                     
17 - 19  


D. Seven Storage Tanks                                                                               
20 - 22


E. Lime Silo                                                                                       
23 - 24

To:     
II.  Facility-wide Conditions 

3  - 5


III. Emissions Unit(s) and Conditions


A. Boilers Nos. 1, 2, 3, and 4                         
  6 -  8


B. Citrus Feed Mill (waste heat evaporator/dryer)                                         
  9 - 11


C. Pellet Coolers Nos. 1, 2, and 3                                                     
12 - 13  


D. Seven Storage Tanks                                                                               
14 - 15


E. Lime Silo                                                                                       
16 - 17


F. Common Conditions                                                                                        
18 - 21

3.  Comment # 3: Permit Placard.  Minor revisions of facility, emission units descriptions, and major source status.

Response: Minor revisions of the facility, emissions units descriptions, and to the major source status were made.

As a result of this comment  the placard page is hereby changed:
From:  This permit is for the operation of the Clewiston facility.  This facility is located at 755 County Road 833, Clewiston, Hendry County; UTM Coordinates: Zone 17, 487.5 km. East and 2958.0 km. North, Latitude: 26° 44’ 30” North and Longitude: 81° 07’ 30” West.

This facility consists of one peel dryer, two pellet mills, one additional pellet cooler, seven VOC storage tanks, one lime silo, three boilers, and one package boiler.

This facility is a Title V facility, since it has the potential to emit 100 tons per year or more of volatile organic compounds (VOC), particulate matter (PM), nitrogen oxide (NOx), sulfur dioxide (SO2), and Carbon monoxide (CO) emissions.  The facility is also considered a PSD major facility, since the facility has the potential to emit 250 tons per year or more of VOC’s and carbon monoxide (CO).  This permit contains no emission limit for VOC’s, since there is no applicable standard.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 17, 1996, this facility does not have hazardous air pollutants (HAPs) data currently available, but future testing may show the facility is a major source of hazardous air pollutants (HAPs).

To:  This permit is for the operation of the Southern Gardens Citrus Processing facility.  This facility is located at 755 County Road 833, Clewiston, Hendry County; UTM Coordinates: Zone 17, 487.5 km. East and 2958.0 km. North, Latitude: 26° 44’ 30” North and Longitude: 81° 07’ 30” West.

This facility consists of one peel dryer, two pellet mills, three pellet coolers, seven VOC storage tanks, one lime silo, and four  boilers.

This facility is a Title V facility, since it has the potential to emit 100 tons per year or more of volatile organic compounds (VOC), particulate matter (PM), nitrogen oxide (NOx), sulfur dioxide (SO2), and Carbon monoxide (CO) emissions.  The facility is also considered a PSD major facility, since the facility has the potential to emit 250 tons per year or more of VOC’s and carbon monoxide (CO).  This permit contains no emission limit for VOC’s, since there is no applicable standard.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 17, 1996, and hazardous air pollutants (HAPs) data currently available, this facility may be a major source of hazardous air pollutants (HAPs).

4.  Comment # 4: Section I. Facility Information.  Minor revisions of facility and emission unit descriptions.  Based on limited test data for HAPs, the facility may be a major source of HAPs.

Response:  Minor revisions of the facility, emissions units descriptions, and to the major source status were made.

As a result of this comment  the facility information and emission unit descriptions are hereby changed:
From:  Section I.  Facility Information.

Subsection A.  Facility Description.

Southern Gardens Citrus Processing Corporation consists of juice extraction and processing, feedmill processing, and cold storage.  The facility produces various citrus juice products and animal feed.  The emissions units include four boilers, one citrus feed mill (peel dryer/waste heat evaporator), two pellet mills and one additional pellet mill cooler, seven volatile organic compound tanks, and one lime silo.

Also included in the permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V application dated June 17, 1996, this facility does not have hazardous air pollutants (HAPs) data currently available, but future testing may show the facility is a major source of hazardous air pollutants (HAPs). 

Subsection B.  Summary of Emission Unit ID No.(s) and Brief Description(s).

E.U.

 ID No.
Brief  Description

001                                  
Boiler #1

002                                  
Boiler #2

003                                  
Feed Mill (Peel Dryer/Waste Heat Evaporator​)

004
Pellet Mill #1 

005
Pellet Mill #2

006                                 
VOC  Tanks (7)

007                                  
Lime Silo

008                                  
Boiler #3

009                                  
Pellet Mill Cooler #3

010
Package Boiler #4

To: Section I.  Facility Information.

Subsection A.  Facility Description.

Southern Gardens Citrus Processing Corporation consists of juice extraction and processing, feedmill processing, and cold storage.  The facility produces various citrus juice products and animal feed.  The emissions units include four boilers, one citrus feed mill (peel dryer/waste heat evaporator), two pellet mills, three pellet coolers, seven volatile organic compound tanks, and one lime silo.

Also included in the permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 17, 1996, and hazardous air pollutants (HAPs) data currently available, this facility may be a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emission Unit ID Nos. and Brief Descriptions.

E.U. 

ID No 
Brief  Description

001 
Boiler  No.1

002
Boiler No. 2

003
Feed Mill (Peel Dryer/Waste Heat Evaporator​)

004
Pellet Cooler  No. 1

005
Pellet Cooler  No. 2

006
VOC  Tanks (7)

007
Lime Silo

008
Boiler No. 3

009
Pellet Cooler  No. 3

010
Boiler  No. 4

5. Comment # 5: Section II.  Facility-Wide Conditions.  Clarification added on general VOC rule.

Response:  Rule language not changed, permittee requested for language concerning vapor emission control devices added.

As a result of this comment the cover letter is hereby changed:
From:  7.  Not federally enforceable.  General Pollutant Emission Limiting Standards.  Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

To:  7.  Not federally enforceable.  General Pollutant Emission Limiting Standards.  Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control 

devices or systems deemed necessary and ordered by the Department.  As of the date of this Title V permit, no vapor emission control devices or systems have been deemed necessary or ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

6.  Comment # 6:  Reasonable precautions revised to be consistent with the Title V application.
Response:  Reasonable precautions revised to correspond with Title V application.

As a result of this comment  Section II.  Facility-wide Conditions is hereby changed:
From:  8.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:

a.
Lime handling (silo unloading, storage, mixing with wet peel).

b.
Dried pellet handling.

c.
Paving and maintenance of roads, parking areas and yards.

d.
Vehicular movement, loading and unloading.

e. 
Application of asphalt, water, chemicals, or other Department approved dust suppressants to unpaved roads, yards, open stock piles and similar activities.

f.
Removal of particulate matter from roads and other paved areas under control of the permittee to prevent reentrainment, and from buildings or work areas to prevent particulate emissions.

g.
Landscaping or planting of vegetation.

h.
The use of covered conveyors on the material handling systems.

i.  
Curtailing operation if winds are entraining unconfined particulate matter generated at the facility.

j.
Use of a high efficiency baghouse to control fugitive particulate matter at the pellet load out area (if necessary).

k.
Limited access to plant property by unnecessary vehicles.

l.
Enclosed warehouse for pellet storage.

[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received June 19, 1996.]

To:  8.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:

a.
Use of high efficiency baghouse during loading of the lime silo,

b.
The use of covered conveyors on the material handling systems,

c.
The use of a high efficiency baghouse to control fugitive particulate matter at the pellet load out area (if necessary).

d.
Maintenance of paved areas as needed,

e.
Limiting access to plant property by unnecessary vehicles, and 

f.
Enclosed warehouse for pellet storage.

[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received June 17, 1996.]

7.  Comment # 7: Additional permit shield language as suggested in Southern Gardens Citrus Processing Corporation's letter to the Department dated July 19, 1999, has not been incorporated into the draft Title V permit.  A list of all regulations believed to be non-applicable to specific emissions units was submitted.  It is requested that this list be attached to the Title V permit as an appendix, and the permit shield language added.
Response:  The additional permit shield language submitted by the applicant will be incorporated as Appendix R-1 in the Table of Contents.

8.  Comment # 8:  Emission Units Conditions-Subsection A.  A.1. The boilers are not currently limited to a maximum combined heat input of 73.5 MMBtu/hr. Boilers No.1, 2 and 3 can operate simultaneously, while Boiler No.4 can only operate when one of the other boilers is shutdown.

Response:  Permitted capacity changed to reflect construction permit language.

As a result of this comment A.1 and A.2.  are hereby changed:
From:  A.1.  Permitted Capacity.  The maximum operating capacity is as follows: 

       Unit No. 
MMBtu/hr Heat Input
Fuel Type

            # 1 
33.6 MMBtu/hr
No. 2 fuel oil

            # 2 
33.6 MMBtu/hr
No. 2 fuel oil

            # 3 
35.6 MMBtu/hr
No. 2 fuel oil


# 4 
6.3 MMBtu/hr
No. 2 fuel oil

The maximum operating capacity for a combination of boilers shall not exceed  73.5 MMBtu/hr.

[Rule 62-4.160(2) and 62-210.200(PTE), F.A.C.]
To:  A.1.  Permitted Capacity.  The maximum operating capacity is as follows: 

       Unit No. 
MMBtu/hr Heat Input
Fuel Type

          No. 1 
33.6 MMBtu/hr
No. 2 fuel oil

          No. 2 
33.6 MMBtu/hr
No. 2 fuel oil

          No. 3 
33.6 MMBtu/hr
No. 2 fuel oil


No. 4
6.3 MMBtu/hr                               
No. 2 fuel oil

Boiler No. 4 can operate only when one or more of the other three boilers are shutdown.  

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C. and Construction Permit 0510015-001-AC, dated July 12, 1996 and Construction Permit 0510015-005-AC dated July 8, 1997 and Construction Permit 0510015-006-AC, dated July 8, 1998]
From:  A.2.  Hours of Operation.  These emissions units may simultaneously operate up to 8,760 hours during any twelve consecutive month period.  Emission Unit 010 shall only operate when one or more of the other boilers are shutdown (E.U. 001,002,008).  The total oil consumption by all four boilers shall not exceed 4,078,000 gallons during any twelve consecutive month period .

[Rule 62-4.160(2) and 62-210.200(PTE), F.A.C., Construction Permit 0510015-006-AC dated July 8, 1998, and Construction Permit 0510015-005-AC dated July 8, 1997.]

To:  A.2.  Hours of Operation.  Boiler Nos. 1, 2, and 3 are allowed simultaneous operation up to 8,760 hours during any consecutive twelve-month period.  The total oil consumption by all boilers will be limited to 4,078,000 gallons during any consecutive twelve-month period.  Boiler No. 4  may operate whenever one or more of the other boilers are shutdown.

[Rule 62-4.160(2) and 62-210.200(PTE), F.A.C., Construction Permit 0510015-006-AC dated July 8, 1998, and Construction Permit 0510015-005-AC dated July 8, 1997.]

9.  Comment # 9:  Emission Units Conditions-Subsection A.  A.3.  There is no difference between startup fuel sulfur content and normal fuel sulfur content.

Response:  Methods of Operation.  Fuels.  Section reworded to reflect permittee request.

As a result of this comment A.3.  is hereby changed:
From:  A.3.  Methods of Operation.  Fuel. 

a.
Startup: The only fuel allowed to be burned is No. 2 fuel oil with a sulfur content not to exceed 0.5% sulfur by weight.
b.
Normal: The only fuel allowed to be burned is No. 2 fuel oil with a sulfur content not to exceed 0.5% sulfur by weight.

[Rule 62-213.410, F.A.C., BACT determination on February 4, 1992, and Construction Permit 0510015-006-AC dated July 8, 1998.]

To:   A.3.  Methods of Operation.  Fuel.  The only fuel authorized  to be burned is No.2 fuel oil with a sulfur content not to exceed 0.5% sulfur by weight.

[BACT determination on February 4, 1992, and Construction Permit 0510015-006-AC dated July 8, 1998 and 40 CFR 60.42c(d)]

10.  Comment # 10:  Emission Units Conditions-Subsection A.  A.6.  There is no current ton/year emission limit on the boilers.
Response:  Specific Condition A.6. will remain as stated in the permit.  The condition originated in Specific Condition No.5 of  Construction Permit AC26-206066, dated June 3, 1992 and Specific Condition  No.7 of  Operation Permit AO26-260246.

As a result of this comment A.6. will add reference to the construction permit listed above.
From:  A.6.  Sulfur Dioxide.  Sulfur dioxide emissions shall be controlled by the firing of No. 2 oil with a maximum of 0.5 percent sulfur.  Sulfur Dioxide emissions shall not exceed 0.50 pounds per million BTU heat input.  The boilers have a potential to emit 141 tons per year.

[Rule 62-296.406(3), F.A.C. and 40 CFR 60 Subpart Dc §60.42c(h) and BACT dated February 21, 1992]

To:  A.6.  Sulfur Dioxide.  Sulfur dioxide emissions shall be controlled by the firing of No. 2 oil with a maximum of 0.5 percent sulfur.  Sulfur Dioxide emissions shall not exceed 0.50 pounds per million BTU heat input.  The boilers have a potential to emit approximately 145 tons per year.

[Rule 62-296.406(3), F.A.C. and 40 CFR 60 Subpart Dc §60.42c(h), BACT dated February 21, 1992, and Construction Permit AC26-206066, dated June 3, 1992]

11.  Comment # 11:  Emission Units Conditions-Subsection A.  A.7. Only opacity standards apply under 40 CFR 60 Subpart Dc. 
Response:  Specific Condition A.7.  will be changed to eliminate the particulate matter emission  reference.

As a result of this comment A.7.  is hereby changed:
From:  A.7.  The particulate matter emissions and opacity standards under this section apply at all times, except during periods of startup, shutdown, or malfunction.

[40 CFR 60 Subpart Dc §60.43c(d)]

To:  A.7.  The opacity standards under this section apply at all times, except during periods of startup, shutdown, or malfunction.

[40 CFR 60 Subpart Dc §60.43c(d)]

12.  Comment # 12:  Emission Units Conditions-Subsection A.  A.15.  Is redundant with A.14.
Response:  Language modification to A.14.  and elimination of A.15.

As a result of this comment A.14.  and A.15 are hereby changed:
From:  A.14.  The permittee subject to sulfur dioxide emission limits or fuel oil sulfur limits requirements shall keep records and submit quarterly reports to the Department.  The initial report shall be postmarked by the 30th day of the third month following the completion of the initial performance test.  Each subsequent quarterly report shall be postmarked by the 30th day following the end of the reporting period.  Including the following information:

A.
Records of fuel supplier certifications, the quarterly report shall include a certified statement signed by the permittee that the records of fuel supplier certifications submitted represent all of the fuel combusted during the quarter.

B.
The permittee shall maintain records of the amounts of fuel combusted during the day.

[40 CFR 60 Subpart Dc §60.48c(e)(11) and 40 CFR 60 Subpart Dc §60.48c(g)]

To:  A.11.  The permittee subject to sulfur dioxide emission limits or fuel oil sulfur limits requirements shall keep records and submit quarterly reports to the Department as described in Specific Condition A.9.  and A.10.  The initial report shall be postmarked by the 30th day of the third month following the completion of the initial performance test.  Each subsequent quarterly report shall be postmarked by the 30th day following the end of the reporting period.  Including the following information:

A. 
Records of fuel supplier certifications, the quarterly report shall include a certified statement signed by the permittee that the records of fuel supplier certifications submitted represent all of the fuel combusted during the quarter.

B. 
The permittee shall maintain records of the amounts of fuel combusted during the day.

[40 CFR 60 Subpart Dc §60.48c(e)(11) and 40 CFR 60 Subpart Dc §60.48c(g)]

From:  A.15.  Fuel supplier certification shall be used to demonstrate compliance, records of fuel supplier certification as described in condition A.12.  shall be submitted quarterly.  In addition to records of fuel supplier certification, the quarterly report shall include a certified statement signed by permittee that the records of the fuel supplier certification submitted represent all of the fuel combusted during the quarter.

[40 CFR 60 Subpart Dc §60.48c(e)(11)]

To:  A.15.  Language deleted.

13.  Comment # 13:  Emission Units Conditions-Subsection A.  A.9., A.10., A.13.,A.16., A.17., A.18 – moved to common conditions section. 

Response:  Specific Conditions A.9., A.10., A.13.,A.16., A.17., and A.18 will be relocated to Subsection F. Common Conditions as F.1., F.2., F.3., F.4., F.5., and F.6. respectively.

14.  Comment # 14:  Emission Units Conditions-Subsection B.  Revisions to emission units descriptions. 
Response:  Permittee request for language change accepted.

As a result of this comment the emission unit description is hereby changed.

From:  The peel dryer/waste heat evaporator is a 60,000 lb./hour dryer fired with No.6 fuel oil with a sulfur content not to exceed 1.5% by weight with a 135,000 lb./hour waste heat evaporator.  Pollution is controlled by a wet scrubber approximately 45% efficient for particulate matter.  Scrubber effluent will be treated by the industrial wastewater treatment system.

To:  The peel dryer/waste heat evaporator is designed for 60,000-lb/hr moisture evaporation, with a 135,000-lb/hr moisture evaporation rate waste heat evaporator.  The peel dryer is fired with No.6 fuel oil with a sulfur content not to exceed 1.5% by weight.  The emissions unit is controlled by a wet scrubber.  Scrubber effluent is treated by the industrial wastewater treatment system.

15.  Comment # 15: Emission Units Conditions-Subsection B.  B.1. There is no current maximum process rate limitation for the peel dryer.
Response:  Peel dryer limited by hours of operation.  Production rate and throughput rate stated for informational purposes only.

As a result of this comment B.1.  is hereby changed.

From:  B.1.  Permitted Capacity.  The maximum operation heat input rate is as follows:

Unit No.
MMBtu/hr Heat Input
Fuel Type

   1
 84.0 MMBtu/hr
No. 6 Fuel oil

The maximum production rate of citrus peel at 10% moisture shall not exceed 41,000 lb/hr.  The throughput rate (pounds of wet peel and molasses) shall not exceed 94,000 lb/hr.
To:  B.1.  Permitted Capacity.  The maximum operation heat input rate is as follows:

Unit No.
MMBtu/hr Heat Input
Fuel Type

003
84.0 MMBtu/hr
No. 6 Fuel oil 

For informational purposes only: The maximum production rate of citrus peel at 10% moisture is  41,000 lb/hr. and the throughput rate (pounds of wet peel and molasses) is 94,000 lb/hr.
[Rules 62-4.160(2) and 62-210.200 (PTE), f.a.c., and Construction Permit AC26-260242, dated February 17, 1995]

16.  Comment # 16:  Emission Units Conditions-Subsection B.  B.3.  Same fuel for startup and normal operation.
Response:  Methods of Operation.  Fuels.  Language changed to reflect permittee request.

As a result of this comment B.3. is hereby changed:
From:  B.3.  Methods of Operation.  Fuels.

a. Startup:  The only fuel allowed to be burned is No.6 fuel oil with a sulfur content not exceed 1.5% by weight.

b. Normal:  The only fuel allowed to be burned is No.6 fuel oil with a sulfur content not to exceed 1.5% by weight (1.5% sulfur).

[Rule 62-213.410, F.A.C. and Construction Permit 0510015-002-AC dated January 22, 1996]

To:  B.3.  Methods of Operation.  Fuels.  The only fuel allowed to be burned is No.6 fuel oil with a sulfur content not to exceed 1.5% by weight.  

[Rules 62-4.160(2) and 62-210.200 (PTE), f.a.c., and Construction Permit 0510015-002-AC dated January 22, 1996]

17.  Comment # 17:  Emission Units Conditions-Subsection B.  B.5. There is no currently hourly or annual emission limit for PM.  The dryer is regulated by the process weight table.
Response:  Peel dryer limited by hours of operation.  Production rate and throughput rate stated for informational purposes only.

As a result of this comment B.5.  is hereby changed:
From:  B.5.  Particulate Matter.  Particulate matter emissions from the peel dryer/waste heat evaporator shall not exceed a maximum emissions rate of 32.1 pounds per hour.  The annual particulate emissions rate shall not exceed 96.2 tons during any consecutive twelve-month period (6000 hours).  This source shall comply with the Process Weight Table 296.320-1.  Interpolation of the data in Table 296.320-1 for the process weight rates up to 30 tons per hour shall be accomplished by the use of the equation; E = 3.59(P0.62), where P is less than or equal to 30 tons per hour; and the interpolation and extrapolation of the data for process weight rates in excess of 30 tons per hour shall be accomplished by use of the equation; E = 17.31(P0.16), where P is greater than 30 tons per hour.  Where; E = Emissions in pounds per hour, P = Process weight rate in tons per hour.

[Rule 62-296.320(4)(a), Rule 62-296.320 (4)(b), F.A.C. and Construction Permit AC26-260242, dated February 17, 1995.]

Particulate matter emissions shall be controlled by the wet scrubber.

[Construction Permit AC26-260242, dated February 17, 1995]
To:  B.5.  Particulate Matter.  This source shall comply with the Process Weight Table 296.320-1.  Interpolation of the data in Table 296.320-1 for the process weight rates up to 30 tons per hour shall be accomplished by the use of the equation; E = 3.59(P 0.62), where P is less than or equal to 30 tons per hour; and the interpolation and extrapolation of the data for process weight rates in excess of 30 tons per hour shall be accomplished by use of the equation; E = 17.31(P 0.16), where P is greater than 30 tons per hour.  Where; E = Emissions in pounds per hour, P = Process weight rate in tons per hour.

[Rule 62-296.320(4)(a) F.A.C. and Construction Permit AC26-260242, dated February 17, 1995.]

Particulate matter emissions shall be controlled by the wet scrubber.

[Construction Permit AC26-260242, dated February 17, 1995.]
18.  Comment # 18:  Emission Units Conditions-Subsection B.  B.6. There is no current annual emission limit for SO2. 

Response:  A sulfur dioxide emission limit was established in Construction Permit 0510015-002-AC, dated January 22, 1996. 

19.  Comment # 19:  Emission Units Conditions-Subsection B.  B.7.  Moved to common conditions.

Response:  B.7.  moved to common conditions.

20.  Comment # 20:  Emission Units Conditions-Subsection B.  B.10.  There is no current requirement to test for VOC emissions.

Response:  Mass balance is the preferred method of determining Volatile Organic Compound emissions for purposes of submitting the Annual Operating Report. 

As a result of this comment B.10. is hereby changed:
From:  B.10.  Volatile Organic Compounds.  The test method for  volatile organic compounds shall be DEP Method 25A or Method 25 in conjunction with Method 18.  Tests shall be conducted annually on or during the 60-day period prior to April 14th.

[Rule 62-297.310(6), f.a.c.]
To:  B.9.  Volatile Organic Compounds.  Mass balance shall be used in determining Volatile Organic Compound emissions for purposes of submitting the Annual Operating Report.

21.  Comment # 21:  Emission Units Conditions-Subsection B. Several conditions moved to common conditions section.

Response:  Specific Conditions B.7., B.11., B.12., B.13., B.15., B.16., B.17., and B.18 will be relocated to Subsection F. Common Conditions as F.7., F.8., F.1., F.2., F.3., F.4., F.5., and F.6 respectively.

22.  Comment # 22:  B.19.  SO2 removal in the peel dryer/waste heat evaporator is believed to be due to the absorption of SO2 into the peel in the dryer.  It is believed that the wet scrubber does not play a significant role in SO2 removal.  This is indicated from the pH of the scrubber water, which is always well below 7 (i.e., acidic) at the inlet to the scrubber.  Therefore, it is requested that pH be deleted from the monitoring requirements.

Response:  A modification of the construction permit is required for this request.  Upon review of the construction permit specific condition, B.14. and B.19. is changed to reflect permit language.

As a result of this comment B.14. and B19. are hereby changed:
From:  B.14.  Continuing compliance with sulfur dioxide emissions will be determined by monitoring the pH every eight hours of operation of the waste heat evaporator black water.  These values, with the annual DEP Method 6 data, will be used to determine operating parameters as surrogates to determine scrubbing efficiency.  Sulfur content in the No.6 fuel oil shall not exceed 1.5 percent.
[Rule 62-296.330, F.A.C. and Construction Permit 0510015-002-AC, dated March 27, 1996]

To:  B.10.  Continuing compliance with sulfur dioxide emissions will be determined by monitoring the pH every eight hours of operation of the waste heat evaporator, black water, and the total water flow to the nozzles.  These values, with the annual DEP Method 6 data, will be used to determine operating parameters as surrogates to determine scrubbing efficiency.  Sulfur content in the No.6 fuel oil shall not exceed 1.5 percent.
[Construction Permit 0510015-005-AC, dated July 8, 1997 and Modified  Construction Permit 0510015-002-AC, dated March 27, 1996]

From:  B.19.  To assure continuing compliance with Specific Condition B.6. and B.10. records of the eight hour pH monitoring (waste heat evaporator black water) shall be recorded and made readily available upon request to the Department for a period of five years.

[Rule 62-213.440, f.a.c.]

To:  B.11.  To assure continuing compliance with Specific Condition B.6. and B.10. records of the monitoring of the pH every eight hours of operation of the waste heat evaporator, black water, and the total water flow to the nozzles, shall be recorded and made readily available upon request to the Department for a period of five years.

[Rule 62-213.440, f.a.c., Construction Permit 0510015-005-AC, dated July 8, 1997 and Modified Construction Permit 0510015-002-AC, dated March 27, 1996]

23.  Comment # 23:  Emission Units Conditions-Subsection C. Minor revisions to description.

Response:  Description modified from permittee application dated April 16, 1997.

As a result of this comment the Brief Description is hereby changed:
From:  Subsection C. This section addresses the following emissions unit.
E.U. 

ID No.
Brief Description

004
Pellet Mill/Cooler #1

005
Pellet Mill/Cooler #2

009
Pellet Mill Cooler #3 

Emissions Units 004 and 005 each consist of a pellet mill and cooler, emissions unit 009 consists of a pellet cooler.  Emissions units 004 and 005 may operate together venting to cyclone #1 and cyclone #2 or emission unit 009 may operate alone venting to cyclone #1.

To:  Subsection C.  This section addresses the following emissions units.
E.U. 

ID No.
Brief Description

004
Pellet Cooler  No. 1

005
Pellet Cooler  No. 2

009
Pellet Cooler  No. 3 

These Emissions Units consist of two-pellet mills and three pellet coolers.  Emissions units 004 and 005 may operate together venting to cyclone #1 and cyclone #2 or emission unit 009 may operate alone venting to cyclone #1.

24.  Comment # 24:  Emission Units Conditions-Subsection C. C.1.  There is currently no limitation on hourly or annual peel production.

Response:  Pellet coolers limited by the hours of operation.  Production rate and throughput rate stated for informational purposes only.

As a result of this comment C.1. is hereby changed:
From:  C.1.  Permitted Capacity.  The operating capacity shall not exceed 46,000 lb/hr of citrus peel for Pellet Coolers #1 and #2 (E.U. I.D. Nos. 004 and 005) combined or for Pellet Cooler #3 (E.U. I.D. No. 009) operating alone.  Maximum annual rate for both units shall not exceed 138,000 tons of citrus peel.

Unit No.
Maximum Dry Pellet Input Rate

004 and 005
46,000 pounds/hour

       009                            
46,000 pounds/hour

 [Rule 62-4.160(2) and 62-210.200(PTE), F.A.C.]

To:  C.1.  Permitted Capacity.  For informational purpose only: the operating capacity for Pellet Coolers  No.1 and No.2 (E.U. I.D. Nos. 004 and 005) combined is 46,000 lb/hr of citrus peel.  The operating capacity for Pellet Cooler No.3 (E.U. I.D. No. 009) operating alone is 46,000 lb/hr of citrus peel .The pellet coolers are limited by the hours of operation.

Unit No.
Maximum Dry Pellet Input Rate

004 and 005
46,000 pounds/hour

       009                            
46,000 pounds/hour

[Rule 62-4.160(2) and 62-210.200(PTE), F.A.C.]

25.  Comment # 25:  Emission Units Conditions-Subsection C.4.  There is no current hourly or annual emission limit for PM. 

Response:  Pellet cooler limited by hours of operation.  Production rate and throughput rate stated for informational purposes only.

As a result of this comment C.4. is hereby changed:
From:  C.4.  Particulate Matter.  Particulate matter emissions from the pellet mills shall not exceed a maximum emissions rate of 25.1 pounds per hour.  The annual particulate emissions rate shall not exceed 75.2 tons during any twelve consecutive month period.  The cyclone dust collectors associated with the pellet mill coolers shall comply with the Process Weight Table 296.320-1.  Interpolation of the data in Table 296.320-1 for the process weight rates up to 30 tons per hour shall be accomplished by the use of the equation; E = 3.59(P0.62), where P is less than or equal to 30 tons per hour; and the interpolation and extrapolation of the data for process weight rates in excess of 30 tons per hour shall be accomplished by use of the equation; E = 17.31(P0.16), where P is greater than 30 tons per hour.  Where; E = Emissions in pounds per hour, P = Process weight rate in tons per hour.

[Rule 62-296.320(4), F.A.C. and Construction Permit 0510015-005-AC, dated July 8, 1997 and Construction Permit AC26-206072 dated June 3, 1992]

To:  C.4.  Particulate Matter.  This source shall comply with the Process Weight Table 296.320-1. Interpolation of the data in Table 296.320-1 for the process weight rates up to 30 tons per hour shall be accomplished by the use of the equation; E = 3.59(P 0.62), where P is less than or equal to 30 tons per hour; and the interpolation and extrapolation of the data for process weight rates in excess of 30 tons per hour shall be accomplished by use of the equation; E = 17.31(P 0.16), where P is greater than 30 tons per hour.  Where; E = Emissions in pounds per hour, P = Process weight rate in tons per hour.

[Rule 62-296.320(4)(a),F.A.C. and Construction Permit AC26-260242, dated February 17, 1995.]

26.  Comment # 26:  Emission Units Conditions-Subsection C. Several conditions moved to common conditions section.

Response:  Specific Conditions C.6., C.7., C.8., C.9., and C.10 will be relocated to Subsection F. Common Conditions as F.2., F.3., F.4., F.5., and F.6. respectively.

27.  Comment # 27: Emission Units Conditions-Subsection D.  Minor revisions to description.

Response:  Description modified.

As a result of this change the Brief Description is hereby changed:

From:  The following specific conditions apply to the emissions unit listed above:

E.U. 

ID No.
Brief Description

006            
 Seven Volatile Organic liquid storage tanks (VOL)

006:  Four vertical fixed roof fuel oil storage tanks - four 30,000 gallon tanks (one for No.2 distillate fuel oil, one for No.6 residual fuel oil), and three 24,000 gallon tanks (both for D-Limonene).

{Permitting Note:  These emissions units are regulated under 40 CFR 60 Subpart Kb Standards of Performance for Volatile Organic Liquid Storage Vessels,  adopted by 62-204.800(7)(b)14, f.a.c.}

To: The following specific conditions apply to the emissions unit listed above:

E.U. 

ID No.
Brief Description

006            
 Seven Volatile Organic liquid storage tanks (VOL)

006:  Seven vertical fixed roof storage tanks - four 30,000 gallon tanks (two for No.2 distillate fuel oil, two for No.6 residual fuel oil), and three 24,000 gallon tanks (for D-Limonene).

{Permitting Note:  These emissions units are regulated under 40 CFR 60 Subpart Kb Standards of Performance for Volatile Organic Liquid Storage Vessels,  adopted by 62-204.800(7)(b)14, f.a.c.}

28.  Comment # 28:  Emission Units Conditions-Subsection D. D.4.  It was requested in the Title V application that the VOC emission limit for the tanks be removed, since there is no regulatory requirement or reason to have such a limit.

Response:  The VOC emission limits will have to be reviewed through the permit modification process since they were established in a construction permit.

29.  Comment # 29:  Emission Units Conditions-Subsection D. D.7.  See Common Conditions.
Response:  Specific Conditions D.7 will be relocated to Subsection F.3. Common Conditions.

30.  Comment # 30:  Subsection E. Minor revisions.

Response:  Emission Units Conditions-Subsection E. E.1.  Construction Permit AC26-241213, dated January 24, 1994  states “Construct a lime silo with a capacity of 50,000 pounds as part of the wet peel processing unit.  Particulate pollution is controlled by a MAC Equipment, Inc. baghouse Model #72AVS25.’

As a result of this comment E.1.remains the same except for the addition of the permit reference. 

31.  Comment # 31:  Section IV.  Common Conditions.  New section incorporating common conditions.

Response:  Section F. Common Conditions now a part of this permit.

32.  Comment #32: Tables 1-1 and 2-1.  Minor corrections have been made to be consistent with the permit.

Response:  Changes to Tables 1-1 and 2-1 made to reflect permittee comment changes.

The enclosed PROPOSED Title V Air Operation Permit includes the aforementioned changes to the DRAFT Title V Air Operation Permit.

Document on file with the permitting authority:

Letter  received electronically on January 13, 2000, hard copy received January 24, 2000

from Mr. David A. Buff.
III.  Conclusion.
The permitting authority hereby issues the PROPOSED Permit No.: 0510015-004-AV, with any changes noted above.

Southern Gardens Citrus Processing Corporation

Clewiston Facility

Facility ID No.:  0510015

Hendry County

Initial Title V Air Operation Permit

Proposed Permit No.: 0510015-004-AV

Permitting Authority:
State of  Florida Department of Environmental Protection

Post Office Box 2549

Fort Myers, Florida 33902-2549

Telephone: (941) 332-6975

Fax: (941) 332-6969

PROPOSED on June 30, 2000

Initial Title V Air Operation Permit

PROPOSED Permit No.: 0510015-004-AV
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Permittee:
PROPOSED Permit No.:  0510015-004-AV

Southern Gardens Citrus Processing Corporation
Facility ID No.: 0510015

          
SIC ID. Nos.:  2037   


Project:  Initial Title V Air Operation Permit
This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This permit is for the operation of the Southern Gardens Citrus Processing facility.  This facility is located at 755 County Road 833, Clewiston, Hendry County; UTM Coordinates: Zone 17, 487.5 km. East and 2958.0 km. North, Latitude: 26° 44’ 30” North and Longitude: 81° 07’ 30” West.

This facility consist of one peel dryer, two pellet mills, three pellet coolers, seven VOC storage tanks, one lime silo, and four  boilers.

This facility is a Title V facility, since it has the potential to emit 100 tons per year or more of volatile organic compounds (VOC), particulate matter (PM), nitrogen oxide (NOx), sulfur dioxide (SO2), and Carbon monoxide (CO) emissions.  The facility is also considered a PSD major facility, since the facility has the potential to emit 250 tons per year or more of VOC’s and carbon monoxide (CO).  This permit contains no emission limit for VOC’s, since there is no applicable standard.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 17, 1996, and hazardous air pollutants (HAPs) data currently available, this facility may be a major source of hazardous air pollutants (HAPs).
Referenced attachments made a part of this permit:
Appendix I-1, List of Insignificant Emissions Units and/or Activities

Appendix SS-1, Stack Sampling Facilities

Appendix TV-3, Title V CONDITIONS (version dated 04/30/99)

Appendix U-1, List of Unregulated Emissions Units and/or Activities

BACT dated February 17, 1992 

NSPS 40 CFR Chapter I, Part 60 , Subpart Dc

NSPS 40 CFR Chapter I, Part 60, Subpart Kb


Effective Date:  


Renewal Application Due Date: 


Expiration Date:  


STATE OF FLORIDA DEPARTMENT


OF ENVIRONMENTAL PROTECTION


PROPOSED



Richard W. Cantrell



Director of District Management

RWC/MGN/jw

Section I.  Facility Information.

Subsection A.  Facility Description.

Southern Gardens Citrus Processing Corporation consists of juice extraction and processing, feedmill processing, and cold storage.  The facility produces various citrus juice products and animal feed.  The emissions units include four boilers, one citrus feed mill (peel dryer/waste heat evaporator), two pellet mills, three pellet coolers, seven volatile organic compound tanks, and one lime silo.

Also included in the permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 17, 1996, and hazardous air pollutants (HAPs) data currently available, this facility may be a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emission Unit ID Nos. and Brief Descriptions.

E.U. 

ID No.                          
 Brief  Description
001                                  
Boiler  No.1


002 



Boiler No. 2

     003 



Feed Mill (Peel Dryer/Waste Heat Evaporator​)


004



Pellet Cooler  No. 1 


005



Pellet Cooler  No. 2


006



VOC  Tanks (7)


007



Lime Silo


008



Boiler No. 3


009



Pellet Cooler  No. 3


010



Boiler  No. 4

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s).

on all correspondence, test report submittals ,applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit, however, are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:

Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes

These documents are on file with permitting authority:

Initial Title V Permit Application received June 16, 1996

Additional Information Request dated June 4, 1999

Additional Information Response received July 20, 1999. 

Section II. Facility-wide Conditions.

The following conditions apply facility-wide.

1.  APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

{Permitting note: APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2. Not federally enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited. The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.   General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. and 4., F.A.C.]

4. Prevention of Accidental Releases (Section 112(r) of CAA).
a. As required by Section 112(r)(7)(B)(iii) of the CAA and 40 CFR 68, the owner or operator shall submit an updated Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.

b. As required under Section 252.941(1)(c), F.S., the owner or operator shall report to the appropriate representative of the Department of Community Affairs (DCA), as established by department rule, within one working day of discovery of an accidental release of a regulated substance from the stationary source, if the owner or operator is required to report the release to the United States Environmental Protection Agency under Section 112(r)(6) of the CAA.
c. The owner or operator shall submit the required annual registration fee to the DCA on or before April 1, in accordance with Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.

Any required written reports, notifications, certifications, and data required to be sent to the DCA, should be sent to:

Department of Community Affairs

Division of Emergency Management

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2100

Telephone:  850/413-9921, Fax:  850/488-1739

Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:
 

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

Any required reports to be sent to the National Response Center, should be sent to:

National Response Center

EPA Office of Solid Waste and Emergency Response

USEPA (5305 W)

401 M Street, SW

Washington, D.C.  20460

Telephone:  1/800/424-8802

Send the required annual registration fee using approved forms made payable to:

Cashier

Department of Community Affairs

State Emergency Response Commission

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2149

[Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.]
5. Unregulated Emissions Units and/or Activities.  Appendix U-1, List of Unregulated Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), F.A.C.]

6. Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

7.  Not federally enforceable.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. As of the date of this Title V permit, no vapor emission control devices or systems have been deemed necessary or ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

8. Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:

a.
Use of high efficiency baghouse during loading of the lime silo,

b.  
The use of covered conveyors on the material handling systems,

c.  
The use of a high efficiency baghouse to control fugitive particulate matter at the pellet load out area (if necessary).

d.  
Maintenance of paved areas as needed,

e. 

Limiting access to plant property by unnecessary vehicles, and 

f.  
Enclosed warehouse for pellet storage.

[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received June 17, 1996.]

9.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
10.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s South District office:

Department of Environmental Protection

South District

 Post Office Box 2549

Fort Myers, FL  33902-2549, 

Telephone: 941/332-6975

Fax: 941/332-6969

11.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxic Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia 30303

Telephone: 404/562-9155, Fax: 404/562-9164

Section III. Emissions Units.

Subsection A. This section addresses the following emissions units.
E.U. 

ID No.
Brief Description

001
Boiler No.1

002
Boiler No.2

008
Boiler No.3

010
Boiler No.4

Boiler  No.1 and No.2 are Cleaver Brooks Model CBW200 - 800 Hp firetube boilers fired with No.2 fuel oil. Boiler No.3 is a Johnston Model 509 - 800 Hp firetube boiler fired with No.2 oil.

Boiler No.4 is a Johnston 150 Hp boiler model PFTC 150-3 fired with No.2 oil.

{Permitting note: Boiler Nos. 1, 2, and 3 are regulated under 40 CFR 60 Subpart Dc Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, adopted by 62-204, 800(7)(b)4, f.a.c., Best Available Control Technology (BACT) Determination February 4, 1992, and Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators with less than 250 million Btu per hour heat input, new and existing units.}

The following specific conditions apply to the emissions units listed above:

Essential Potential to Emit (PTE) Parameters

A.1.  Permitted Capacity.   The maximum operating capacity is as follows: 

Unit No.
MMBtu/hr Heat Input
Fuel Type

No. 1
33.6 MMBtu/hr                               
No. 2 fuel oil

No. 2
33.6 MMBtu/hr
No. 2 fuel oil


No. 3
33.6 MMBtu/hr
No. 2 fuel oil

No. 4

6.3 MMBtu/hr
No. 2 fuel oil

Boiler No. 4 can operate only when one or more of the other three boilers are shutdown.

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C. and Construction Permit 0510015-001-AC, dated July 12, 1996 and Construction Permit 0510015-005-AC, dated July 8, 1997 and Construction Permit 051005-006-AC, dated July 8, 1998]
A.2.  Hours of Operation. Boiler Nos. 1, 2, and 3 are allowed simultaneous operation up to 8,760 hours during any consecutive twelve-month period. The total oil consumption by all boilers will be limited to 4,078,000 gallons during any consecutive twelve-month period. Boiler No. 4  may operate whenever one or more of the other boilers are shutdown.

[Rule 62-4.160(2) and 62-210.200(PTE), F.A.C., Construction Permit 0510015-006-AC dated July 8, 1998, and Construction Permit 0510015-005-AC dated July 8, 1997.]

A.3.  Methods of Operation. Fuel. The only fuel authorized  to be burned is No.2 fuel oil with a sulfur content not to exceed 0.5% sulfur by weight.

[BACT determination on February 4, 1992, and Construction Permit 0510015-006-AC dated July 8, 1998 and 40 CFR 60.42c(d)]

Emission Limitations and Standards

{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

A.4.  Visible emissions - Visible emissions shall not be equal to or greater than 20% opacity (6-minute average) except for one 6-minute period per hour of not more than 27% opacity. 

[Rule 62.296.406 (1) and 40 CFR 60 Subpart Dc §60.43c(c)]
A.5.  Particulate emissions - Particulate emissions shall be controlled by the firing of No.2 oil with a maximum of  0.5 percent sulfur.

[Rule 62-296.406(2)F.A.C. and BACT dated February 17,1992]

A.6.  Sulfur Dioxide.  Sulfur dioxide emissions shall be controlled by the firing of No. 2 oil with a maximum of 0.5 percent sulfur.  Sulfur Dioxide emissions shall not exceed 0.50 pounds per million BTU heat input.  The boilers have a potential to emit approximately 145 tons per year.

[Rule 62-296.406(3), F.A.C. and 40 CFR 60 Subpart Dc §60.42c(h), BACT dated February 21, 1992, and Construction Permit AC26-206066, dated June 3, 1992]

A.7.  The opacity standards under this section apply at all times, except during periods of startup, shutdown, or malfunction.

[40 CFR 60 Subpart Dc §60.43c(d)]

Test Methods and Procedures

{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

A.8.  Visible emissions.  The test method for visible emissions shall be DEP Method 9 and shall be conducted annually on or during the 60-day period prior to April 14th.  Tests shall be conducted on Boilers No.1, No.2, and No.3 operating simultaneously and also with Boiler No.4 operating in place of either Boiler No.1, No.2, or No.3.

[Rules 62-213.440 and 62-297.401, F.A.C.]
 Monitoring of Operations
A.9.  Sulfur Dioxide - continuing compliance with the emission limits or fuel oil sulfur limits shall be determined based on a certification from the fuel supplier and records of the amount of fuel combusted as described in Record keeping and Report Requirements A.11.
[Rule 62-296.406(3), F.A.C.]

A.10.  Fuel supplier certification shall include the following information:


(i)  The name of the oil supplier; and

         
(ii)  A statement from the oil supplier that the oil complies with the specifications under the definition of distillate oil in §60.41c.

[40 CFR 60 Subpart Dc §60.48c(f)]

Record keeping and Reporting Requirements

A.11. The permittee subject to sulfur dioxide emission limits or fuel oil sulfur limits requirements shall keep records and submit quarterly reports to the Department as described in Specific Condition A.9. and A.10.  The initial report shall be postmarked by the 30th day of the third month following the completion of the initial performance test. Each subsequent quarterly report shall be postmarked by the 30th day following the end of the reporting period. Including the following information:

A. 
Records of fuel supplier certifications, the quarterly report shall include a certified statement signed by the permittee that the records of fuel supplier certifications submitted represent all of the fuel combusted during the quarter.

B. 
The permittee shall maintain records of the amounts of fuel combusted during the day.

[40 CFR 60 Subpart Dc §60.48c(e)(11) and 40 CFR 60 Subpart Dc §60.48c(g)]

A.12. This emissions unit is also subject to conditions F.1 through F.8. contained in Subsection F. Common Conditions.

Subsection B. This section addresses the following emissions unit.
E.U.  

ID No.
Brief Description

003
Citrus Feed Mill - peel dryer/ waste heat evaporator

The peel dryer/waste heat evaporator is designed for 60,000-lb/hr moisture evaporation, with a 135,000-lb/hr moisture evaporation rate waste heat evaporator. The peel dryer is fired with No.6 fuel oil with a sulfur content not to exceed 1.5% by weight. The emissions unit is controlled by a wet scrubber. Scrubber effluent is treated by the industrial wastewater treatment system.

{Permitting note(s): The No.6 fuel oil fired peel dryer/ waste heat evaporator began commercial operation in 1995.}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
B.1.  Permitted Capacity.  The maximum operation heat input rate is as follows:

Unit No.
MMBtu/hr Heat Input
Fuel Type

003
84.0  MMBtu/hr
No.6 Fuel oil

For informational purposes only: The maximum production rate of citrus peel at 10% moisture is 41,000 lb./hr. and the throughput rate (pounds of wet peel and molasses) is 94,000 1b./hr.

[Rules 62-4.160(2), and 62-210.200(PTE) and Construction Permit AC26-260242, dated February 17, 1995]
B.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 6000 during any twelve consecutive month period. 

[Rule 62-4.160(2) and 62-210.200(PTE) and Construction Permit AC26-260242, dated February 17, 1995]

B.3.  Methods of Operation.  Fuels.  The only fuel allowed to be burned is No.6 fuel oil with a sulfur content not to exceed 1.5% by weight.

[Construction Permit 0510015-002-AC dated January 22, 1996]

Emission Limitations and Standards

{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

B.4.  Visible Emissions.  Visible emissions shall not be equal to or greater than 20 percent opacity.

[Rule 62-296.320(4)(b)(1), F.A.C. and Construction Permit AC26-260242, dated February 17, 1995, and Construction Permit 0510015-005-AC dated July 8, 1997]

B.5.  Particulate Matter. This source shall comply with the Process Weight Table 296.320-1. Interpolation of the data in Table 296.320-1 for the process weight rates up to 30 tons per hour shall be accomplished by the use of the equation; E = 3.59(P 0.62), where P is less than or equal to 30 tons per hour; and the interpolation and extrapolation of the data for process weight rates in excess of 30 tons per hour shall be accomplished by use of the equation; E = 17.31(P 0.16), where P is greater than 30 tons per hour. Where; E = Emissions in pounds per hour, P = Process weight rate in tons per hour.

[Rule 62-296.320(4)(a), F.A.C. and Construction Permit AC26-260242, dated February 17, 1995.]

Particulate matter emissions shall be controlled by the wet scrubber.

[Construction Permit AC26-260242, dated February 17, 1995.]
B.6.  Sulfur Dioxide.  Sulfur dioxide emissions shall not exceed 0.50-lb/MMBtu heat input, or a total of 126 tons during any twelve consecutive month period.  Sulfur dioxide emissions shall be controlled by the firing of No.6 oil with a sulfur content not to exceed 1.5% sulfur by weight.

[Construction Permit 0510015-002-AC, dated January 22, 1996.]

Test Methods and Procedures 

B.7.  Particulate emissions. EPA Method 5 protocols shall be conducted for annual compliance testing on or during the 60 days prior to April 14th.  An acetone wash shall be used. The minimum sample volume shall be 32 dry standard cubic feet.

[Rule 62-296.320(4)(a)3.a.(i),F.A.C. and Construction Permit AC26-260242, dated February 17, 1995.]

B.8.  Visible emissions.  The test method for visible emissions shall be DEP Method 9 and shall be conducted annually on or during the 60 days prior to April 14th. 

[Rules 62-213.440 and 62-297.401, F.A.C. and Construction Permit Ac26-260242, dated February 17, 1995.]

B.9. Volatile Organic Compounds. Mass balance shall be used in determining Volatile Organic Compound emissions for purposes of submitting the Annual Operating Report.

Monitoring of Operations
B.10.  Continuing compliance with sulfur dioxide emissions will be determined by monitoring the pH every eight hours of operation of the waste heat evaporator, black water, and the total water flow to the nozzles. These values, with the annual DEP Method 6 data, will be used to determine operating parameters as surrogates to determine scrubbing efficiency. Sulfur content in the No.6 fuel oil shall not exceed 1.5 percent.
[Construction Permit 0510015-005-AC, dated July 8, 1997 and Modified Construction Permit 0510015-002-AC, dated March 27, 1996]

B.11. To assure continuing compliance with Specific Condition B. 6. And B.10. records of the monitoring of the pH every eight hours of operation of the waste heat evaporator, black water monitoring (waste heat evaporator black water), and the total water flow to the nozzles, shall be recorded and made readily available upon request to the Department for a period of five years.

[Rule 62-213.440, f.a.c., Construction Permit 0510015-005-AC, dated July 8, 1997 and Modified  Construction Permit 0510015-002-AC, dated March 27, 1996]

B.13. This emissions unit is also subject to conditions F.1 through F.8. contained in Subsection F. Common Conditions.

Subsection C. This section addresses the following emissions units.
E.U.  

ID No.
     Brief Description

004
   Pellet Cooler No.1

005
   Pellet Cooler No.2

009
   Pellet Cooler No.3

These Emissions Units consist of two-pellet mills and three pellet coolers.  Emissions units 004 and 005 may operate together venting to cyclone #1 and cyclone #2 or emission unit 009 may operate alone venting to cyclone #1.

The following specific conditions apply to the emissions unit listed above:

Essential Potential to Emit (PTE) Parameters

C.1.  Permitted Capacity.  For informational purpose only: the operating capacity for Pellet Coolers  No.1 and No.2 (E.U. I.D. Nos. 004 and 005) combined is 46,000 lb/hr of citrus peel. The operating capacity for Pellet Cooler No.3 (E.U. I.D. No. 009) operating alone is 46,000 lb/hr of citrus peel .The pellet coolers are limited by the hours of operation.

Unit No. Rate
Maximum Dry Pellet Design

004 and 005

       009
46,000 pounds/hour

46,000 pounds/hour

 [Rule 62-4.160(2) and 62-210.200(PTE), F.A.C.]

C.2.  Hours of Operation.  The hours of operation for these emissions units combined shall not exceed 6000 hours during any twelve consecutive month period.

[Rule 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit 0510015-005-AC, dated July 8, 1997]

Emission Limitations and Standards

{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

C.3. Visible emissions. Visible emissions shall not be equal to or greater than 20 percent opacity from pellet mills 004 and 005 venting to cyclone dust collector No.1 and No.2 or from pellet cooler No.3 venting to cyclone dust collector No.1.

[Rules 62-296.320(4)(b)1., F.A.C. and Construction Permit 0510015-005-AC, dated July 8, 1997]
C.4. Particulate Matter.  This source shall comply with the Process Weight Table 296.320-1. Interpolation of the data in Table 296.320-1 for the process weight rates up to 30 tons per hour shall be accomplished by the use of the equation; E = 3.59(P 0.62), where P is less than or equal to 30 tons per hour; and the interpolation and extrapolation of the data for process weight rates in excess of 30 tons per hour shall be accomplished by use of the equation; E = 17.31(P 0.16), where P is greater than 30 tons per hour. Where; E = Emissions in pounds per hour, P = Process weight rate in tons per hour.

[Rule 62-296.320(4)(a), F.A.C. and Construction Permit AC26-260242, dated February 17, 1995.]

Test Methods and Procedures
C.5.  Visible emissions.  The test method for visible emissions shall be EPA Method 9 and shall be conducted annually on or during the 60 day period prior to April 14th for emissions units 004 and 005 venting to cyclone dust collector No.1 and No.2 and for emission unit 009 venting to cyclone dust collector No.1 alone.

[Rules 62-213.440 and 62-297.401, F.A.C.]
C.6. This emissions unit is also subject to conditions F.1 through F.8. contained in Subsection F. Common Conditions.

Subsection D. This section addresses the following emissions unit.
The following specific conditions apply to the emissions unit listed above:

E.U. 

ID No.
Brief Description

006            
 Seven Volatile Organic liquid storage tanks (VOL)

006: Seven vertical fixed roof storage tanks - four 30,000 gallon tanks (two for No.2 distillate fuel oil, two for No.6 residual fuel oil), and three 24,000 gallon tanks (for D-Limonene).

{Permitting Note:  These emissions units are regulated under 40 CFR 60 Subpart Kb Standards of Performance for Volatile Organic Liquid Storage Vessels,  adopted by 62-204.800(7)(b)14, f.a.c.}

Essential Potential to Emit (PTE) Parameters

D.1.  Permitted Capacity . The maximum operating capacity is as follows:
Unit No
Maximum Annual Throughput Rate

No.2 oil
4,078,000 gallons

No.6 oil
7,100,863 gallons


D-Limonene
500,000 gallons

[Rule 62-4.160(2) and 62-210.200 F.A.C. and Construction Permit 0510015-003-AC, dated April 25, 1997]

D.2.  Hours of Operation.  The hours of operation for the seven storage tanks are not restricted.

[Rule 62-4.160(2) and 62-210.200 (PTE), F.A.C. and Construction Permit AC26-241736 dated January 24, 1994.]

D.3  Volatile Organic Compound (VOC) emissions. Air emissions of VOC are controlled by good operational  practices and the documentation by record of throughput of the liquids stored. The seven volatile organic liquid storage vessels (tanks) shall not exceed any of the following limits: 

Source                                           
Maximum pounds/year

2 Distillate Fuel Oil Tanks                          
135.2

2 Residual Fuel Oil Tanks                              
1.7

3 D-Limonene Tanks
3636.8
      
 

TOTAL                                                    
3773.7

[Rule 62-296.320(1)(a), f.a.c. and Construction Permit 0510015-003-AC, dated April 25, 1997]

Monitoring of Operations
D.4 The maximum true vapor pressure of any liquid stored in any of the seven storage tanks shall not exceed 15.0 kPa (2.176 psi).

[40 CFR 60.110b(c) and Construction Permit AC26-241731 dated January 24, 1994]

Record keeping and Reporting Requirements
D.5 Readily accessible records showing the dimensions of each storage tank and an analysis showing the capacity of each storage tank. These records shall be kept for the life of each storage tank.

[40 CFR 60.116b(a) and (b) and Construction Permit AC26-241731, dated January 24, 1994]

D.6.Monthly records shall be kept of fuel oil and D-Limonene throughput. At a minimum, the records shall indicate (a) the monthly throughput of No.2 distillate oil, (b) the monthly throughput of No.6 residual fuel oil, (c) the monthly throughput of D-Limonene, and (d) a rolling cumulative 12 consecutive month total for each value required to be recorded.

 [Rule 62-4.070(3), f.a.c. and Construction Permit AC26-241731, dated  January 24, 1994] 

D.7 The Permittee shall notify the Department, in writing, of any proposed changes in VOC chemical species, prior to implementing the change.  The notification shall provide updated maximum true vapor pressure data and maximum VOC emission calculations.  Upon receiving such a notification, the Department may require Permittee to conform to new or additional conditions.  The Department will allow Permittee a reasonable time to conform to any new or additional conditions.

[Rule 62-4.070(3), f.a.c. and Construction Permit AC26-241731, dated January 24, 1994] 

D.8. This emissions unit is also subject to conditions F.1 through F.8. contained in Subsection F. Common Conditions.

Subsection E. This section addresses the following emissions unit.
The following specific conditions apply to the emissions unit listed above:

E.U.  ID No.
Brief Description

007           
 Lime Storage Silo

The lime silo is part of the citrus feed mill operations. The lime silo is equipped with a baghouse (MAC Equipment, Inc. Model #72AVS25 air vent filter). The baghouse is used to control particulate matter (lime dust) when loading lime pneumatically into the silo from trucks. Collected particulate matter is returned to the silo. 

Essential Potential to Emit (PTE) Parameters

E.1.  Permitted Capacity.  The maximum operating capacity is as follows:

Unit No.
Estimated Throughput Rate
Maximum Hourly Rate

007
750 tons of lime per year
25 tons of lime

[Construction Permit AC26-241213, dated January 24, 1994]

E.2.  Hours of Operation. The baghouse will only operate when the silo is being loaded with lime.  The hours of operation for the silo are not restricted.

[Rule 62-4.160(2) and 62-210.200(PTE), f.a.c.]

Emission Limitations and Standards

E.3.  Particulate Matter.  The lime silo, hopper and other storage or conveying equipment shall be controlled to the extent necessary to limit visible emissions to 5 percent opacity.  A visible emissions test indicating no visible emissions (5 percent opacity) from the baghouse may be submitted in lieu of a particulate stack test for materials handling emissions units subject to this rule, where the emissions unit is equipped with a baghouse.

[Rule 62-297.620(4), F.A.C. and Construction Permit AC26-241213 dated January 24, 1994]
Test Methods and Procedures

E.4.  All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Method 9 and shall be conducted annually on or during the 60-day period prior to April 14th.

[Rule 62-296.320(4)(b)(4), F.A.C. and 62-297.401(9)(a), f.a.c.]

b. The required minimum period of observation for a DEP Method 9 compliance test shall be thirty (30) minutes.  The opacity test observation for period shall include the period during which the highest opacity emissions can be expected to occur.

[Rule 62-297.310(4)(a)2.,F.A.C.]

E.5.  If the operation is normally completed within less than 30 minutes and does not recur within that time, the test shall last for the length of the silo loading operation.

[Rule 62-297.310(4)(a)2., F.A.C.]

Record keeping and Reporting Requirements
E.6.  A record shall be kept each time the silo is loaded and of the tonnage of lime for each loading. In addition, all inspections and maintenance work on the conveying system and baghouse shall be recorded.

[Rule 62-213.440, F.A.C.]

E.7. This emissions unit is also subject to conditions F.1 through F.8. contained in Subsection F. Common Conditions.

Subsection F. This section addresses the following emissions units.
The following specific conditions apply to the emissions units listed above:

E.U. 

ID No.                          
 Brief  Description

001                                  
Boiler  No.1

002
Boiler No. 2

003
Feed Mill (Peel Dryer/Waste Heat Evaporator​)

004
Pellet Cooler  No. 1

005
Pellet Cooler  No. 2

006
VOC  Tanks (7)

007
Lime Silo

008
Boiler No. 3

009
Pellet Cooler  No. 3

010
Boiler  No. 4

F.1.  Operating Rate During Testing.  Testing of emissions shall be conducted with the emissions unit operation at permitted capacity, which is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the emissions unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

[Rules 62-297.310(2), F.A.C.]

F.2.  Applicable Test Procedures.


(a) Required Sampling Time.
1.
Unless otherwise specified in the applicable rule, the required sampling time for each test run shall be no less than one hour and no greater than four hours, and the sampling time at each sampling point shall be of equal intervals of at least two minutes.

2.
Opacity Compliance Tests.  When either EPA Method 9 or DEP Method 9 is specified as the applicable opacity test method, the required minimum period of observation for a compliance test shall be sixty (60) minutes for emissions units which emit or have the potential to emit 100 tons per year or more of particulate matter, and thirty (30) minutes for emissions units which have potential emissions less than 100 tons per year of particulate matter and are not subject to a multiple-valued opacity standard.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  Exceptions to these requirements are as follows:

a.  
For batch, cyclical processes, or other operations, which are normally completed within less than the minimum observation period and do not recur within that time, the period of observation shall be equal to the duration of the batch cycle or operation completion time.

b. The observation period for special opacity tests that are conducted to provide data to establish a surrogate standard pursuant to Rule 62‑297.310(5)(k), F.A.C., Waiver of Compliance Test Requirements, shall be established as necessary to properly 


establish the relationship between a proposed surrogate standard and an existing mass emission limiting standard.

(b) 
Minimum Sample Volume.  Unless otherwise specified in the applicable rule, the minimum sample volume per run shall be 25 dry standard cubic feet.

(c) 
Required Flow Rate Range.  For EPA Method 5 particulate sampling, acid mist/sulfur dioxide, and fluoride sampling which uses Greenburg Smith type impingers, the sampling nozzle and sampling time shall be selected such that the average sampling rate will be between 0.5 and 1.0 actual cubic feet per minute, and the required minimum sampling volume will be obtained.

(d) 
Calibration of Sampling Equipment.  Calibration of the sampling train equipment shall be conducted in accordance with the schedule shown in Table 297.310‑1.

(e) 
Allowed Modification to EPA Method 5.  When EPA Method 5 is required, the following modification is allowed: the heated filter may be separated from the impingers by a flexible tube.

[Rule 62-297.310(4) F.A.C.]

TABLE 297.310-1

CALIBRATION SCHEDULE

ITEM
MINIMUM
REFERENCE
TOLERANCE


CALIBRATION
INSTRUMENT


FREQUENCY



Liquid in glass 
Annually
ASTM Hg in glass
+/-2%

thermometer 

ref. thermometer



or equivalent, or



thermometric points

Bimetallic
Quarterly
Calib. liq. in
5 degrees F

thermometer

glass thermometer


Thermocouple
Annually
ASTM Hg in glass
5 degrees F 



ref. thermometer, 



NBS calibrated



reference and



potentiometer

Barometer
Monthly
Hg barometer or



NOAA station
+/-1% scale

Pitot Tube
When required
By construction or
See EPA


or when
measurements in
Method 2,

TABLE 297.310-1

CALIBRATION SCHEDULE (continued)

ITEM
MINIMUM
REFERENCE
TOLERANCE


CALIBRATION
INSTRUMENT


FREQUENCY




damaged
wind tunnel D 
Fig. 2-2 &



greater than 16" 
2-3

 

and standard pitot 



tube

Probe Nozzles
Before each
Micrometer
+/-0.001"


test or when

mean of at


nicked, dented,

least three 



or corroded

readings 


Max. deviation between readings 
.004"

Dry Gas Meter
1. Full Scale:
Spirometer or
2%

and Orifice

When received,
calibrated

Meter

When 5% change
wet test or



observed, Annually
dry gas test meter


2. One Point:





Semiannually


3. Check after
Comparison check
5%



each test series

 

F.3.  Determination of Process Variables.

(a) 
Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards. For the boilers: meters shall be installed to monitor the fuel oil being consumed. For the peel dryer: the scrubber control system shall be equipped with instrumentation to monitor total water flow to the scrubber nozzles.  Proper oil flow meters shall be installed to monitor the fuel oil being consumed. For the tanks: All equipment, pipes, hoses, lids, fittings, etc., shall be operated and maintained in such a manner as to minimize leaks, fugitive emissions and spills of Volatile Organic Compounds.

(b)
Accuracy of Equipment.  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C., Construction Permit 0510015-005-AC dated July 8, 1997, and Construction Permit AC26-260242, dated February 17, 1995]

F.4.  The permittee shall notify the Department, at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the permittee.

[Rule 62-297.310(7), f.a.c.]

F.5. Test Reports.

(a)
The permittee of an emissions unit for which a compliance test is required shall file a report with the Department on the results of each such test.

(b) The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed.

(c) The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.

[Rule 62-297.310(8), F.A.C.]

F.6. In the case of excess emissions resulting from malfunctions, the permittee shall notify the Department in accordance with Rule 62-4.130, f.a.c.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(6), f.a.c.]

F.7. Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

F.8.  Required stack sampling facilities provided by the permittee include sampling ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  All 

stack sampling facilities must meet any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E and requirements in Appendix SS-1, Stack Sampling Facilities (version 10/07/96) made a part of this permit.

[Rule 62-297.310(6)(a), F.A.C.] 

Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


001

Boiler No.1  33.6 MMBtu/hour


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Visible Emissions

Particulate Matter

Sulfur Dioxide


No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur
8,760

 8,760

 8,760
20% Opacity

<0.5 lbs/MMBtu


16.8
73.6
40 CFR 60 Subpart Dc §60.43c(c)

62-296.406(2) and BACT Determination

62-296.406(3),F.A.C.

40 CFR 60 Subpart Dc §60.42c(h), and 

BACT Determination


A.2., A.3., A.4.

A.5.

A.6.

Notes:

*  
The “Equivalent Emissions” listed are for informational purpose only.

**
Emissions Units 001, 002, 008 may simultaneously operate up to 8,760 hours per twelve consecutive months. 

  
Boiler No. 4 shall only operate where one or more of the other boilers (Nos. 1, 2, or 3) are shutdown.



Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


002

Boiler No. 2  33.6 MMBtu/hour


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Visible Emissions

Particulate Matter

Sulfur Dioxide


No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur
*8,760

 8,760

 8,760
20% Opacity

<0.5 lbs/MMBtu


16.8
73.6
40 CFR 60 Subpart Dc §60.43c(c)

62-296.406(2) and BACT Determination

62-296.406(3)F.A.C.

40 CFR 60 Subpart Dc §60.42c(h),and 

BACT Determination


A.2., A.3., A.4.

A.5. and BACT Determination

A.6.

Notes:

*    The “Equivalent Emissions” listed are for informational purpose only.

* * Emissions Units 001, 002, 008 may simultaneously operate up to 8,760 hours per twelve consecutive months. 


Boiler No. 4 shall only operate where one or more of the other boilers (Nos. 1, 2, or 3) are shutdown .

Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


003

Peel Dryer and Waste Heat Evaporator


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Visible Emissions

Particulate Matter

Sulfur Dioxide


 
6,000

6,000

6,000

  
<20% Opacity

Process Weight Table

<0.5 lbs/MMBtu


32.1

42
 96.2

126
62.296.320(4)(b)1

62-296.320(4)(a)


B.4.

B.5.

B.6.

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.

 

Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


004, 005, 009
Pellet Coolers  No. 1, No. 2, and No. 3



Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Visible Emissions

Particulate Matter


 
6,000

6,000

  
<20% Opacity

Process Weight Table

 
 
 
25.1

 
 75.2

 
62.296.320(4)(b)1.F.A.C

62-296.320(4)(a)


C.3.

C.4.

 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


006 

Volatile Organic Liquid Storage Tanks


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Volatile Organic Compounds


Distillate Fuel Oil

Residual Fuel Oil

D-Limonene
8,760

8,760

8,760
 
 
 0 .0676

0 .00085

1.82
 
 
62.296.320(1)(a)

62.296.320(1)(a)

62.296.320(1)(a)


D.3., D.4.

D.3., D.4.

D.3., D.4.

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


007
Lime Silo


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Particulate Matter


  
8,760

 
Visible Emissions 

<5% Opacity

 
 
 
 
 
62.296.320(4)(b)4.

62.297.620(4)(a)


E.3., E.4.

 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.         
Brief Description:   


008
Boiler No. 3  33.6 MMBtu/hour


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Visible Emissions

Particulate Matter

Sulfur Dioxide


No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur
*8,760

 8,760

 8,760
20% Opacity

<0.5 lbs/MMBtu


17.8
78.0
62.296.406(1) and 40 CFR 60 Subpart Dc §60.43c(c)

62-296.406(3) and BACT Determination

62-296.406(3)

40 CFR 60 Subpart Dc §60.42c(h) 

BACT Determination


A.2., A.3., A.4.

A.5. and BACT Determination

A.6.

Notes:

*    The “Equivalent Emissions” listed are for informational purpose only.

* *  
Emissions Units 001, 002, 008 may simultaneously operate up to 8,760 hours per twelve consecutive months. 


Boiler No. 4 shall only operate where one or more of the other boilers are shutdown (Nos. 1, 2, or 3).

Table 1-1, Summary of Air Pollutant Standards and Terms


Southern Gardens Citrus Processing Corporation
 Permit No.:  0510015-004-AV
Hendry County
Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   


010
Boiler No. 4  6.3 MMBtu/hour


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours/Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

Visible Emissions

Particulate Matter

Sulfur Dioxide


No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur

No. 2 <0.5% Sulfur
*8,760

 8,760

 8,760
20% Opacity

<.5 lbs/MMBtu
3.24
14.2
3.24
14.2
62.296.406(1) and 40 CFR 60 Subpart Dc §60.43c(c)

62-296.406(3) and BACT Determination

62-296.406(3)

40 CFR 60 Subpart Dc §60.42c(h) 

BACT Determination


A.2., A.3., A.4.

A.5. and BACT Determination

A.6.

Notes:

*    The “Equivalent Emissions” listed are for informational purpose only.

* * Emissions Units 001, 002, 008 may simultaneously operate up to 8,760 hours per twelve consecutive months. 


Boiler No. 4 shall only operate where one or more of the other boilers are shutdown (Nos. 1, 2, or 3).



Table 2-1, Summary of Compliance Requirements


Southern Gardens Citrus Processing Corporation
 

Permit No.:  0510015-004-AV
Hendry County

Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          

Brief Description:   




001 and 002

Boiler No.1 and No.2  33.6 MMBtu/hour

008

Boiler No.3 33.6 MMBtu/hour

010

Boiler No.4   6.3 MMBtu/hour


Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

Visible Emissions

Sulfur Dioxide
No. 2

<0.5%

No. 2

<0.5%
Method 9

Record Keeping
Annual

Monthly

Quarterly
April 14th
60 Minutes  

A.8., F.1., F.2., F.5.

A.9., A.10., A.11.



Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system

*** Visible Emissions tests shall be conducted on Boiler No.1, No.2, and No.3 operating simultaneously and also with Boiler No.4 operating in place   
of either Boiler No.1, No.2 or No.3



Table 2-1, Summary of Compliance Requirements


Southern Gardens Citrus Processing Corporation
 

Permit No.:  0510015-004-AV
Hendry County

Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   




003

Peel dryer/Waste Heat Evaporator

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

Particulate Matter

Visible Emissions

Volatile Organic Compounds

Sulfur Dioxide
No. 6

<1.5%

No. 6

<1.5%

No. 6

<1.5%

No. 6

<1.5%
Method 5

 Method 9

Mass Balance

Method 6

pH Monitoring
Annual

Annual

Annual Operating Report

Annual

Every 8 Hours


April 14th

April 14th

March 1st

April 14th

Continual
3 - 1 Hour  Runs

1 - 1 Hour  Run

3 - 1 Hour  Runs

B.7., F.1., F.2., F.5., F.6., F.8.

B.8., F.1., F.2., F.5., F.6.

B.9.

B.6., B.10., B.11.



Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system



Table 2-1, Summary of Compliance Requirements


Southern Gardens Citrus Processing Corporation
 

Permit No.:  0510015-004-AV
Hendry County

Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   




004, 005, 009
Pellet Coolers No.1 and No.2 and Cooler No.3

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

 Visible Emissions

 
 
Method 9

 
***2 Tests Annually

   
April 14th

 
 30 Minutes

F.2., F.4., F.5., F.6.



Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system

***One test with Pellet Coolers No.1 and No.2 and the second test with only Pellet Cooler No.3 operating.

Table 2-1, Summary of Compliance Requirements


Southern Gardens Citrus Processing Corporation
 

Permit No.:  0510015-004-AV
Hendry County

Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   




006 and  010

Volatile Organic Liquid Storage Tanks 

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

Volatile Organic Compounds

 
Fuel Oil

D-Limonene
Record Keeping

 
Monthly

12 Consecutive Months

   
 
  

D.5., D.6.,

and D.8.



Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system

 

Table 2-1, Summary of Compliance Requirements


Southern Gardens Citrus Processing Corporation
 

Permit No.:  0510015-004-AV
Hendry County

Facility ID No.:  0510015


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   




007
Lime Silo

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

 Particulate Matter

 
 
Method 9

Record Keeping

 
Annual

   
April 14th

 
 30 Minutes

F.1., F.2., F.4., F.5., and F.6.



Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system



CERTIFICATION

APPENDIX R-1 This document submitted by Golder Associates Inc. for Southern Gardens Citrus Processing Corporation.

The following applicable requirements are specifically determined to be not applicable to each of the indicated sources for the reasons noted for each requirement:”

Non-Applicable Rule
Rational

Boiler No. 1


40 CFR 60.42c (a) – (c), (e) – (g),  (i), (j)
Boiler combusts oil only.

40 CFR 60.43c (a), (b)
Boiler combusts oil only.

40 CFR 60.44c
SO2 compliance demonstrated by fuel analysis.

40 CFR 60.45c
Initial PM compliance and performance tests already completed for the boiler.

40 CFR 60.46c
Monitoring of SO2 emissions is not required.

40 CFR 60.47c
Monitoring of PM emissions is not required.

40 CFR 60.48c (a) – (d), (e)(1) – (e)(10), (f)(2), f(3), (h), (i)
Reporting and Recordkeeping only required for fuel oil (fuel analysis).

Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(a), F.A.C
Unit burns fuel to produce heat by indirect heating.

Rule 62-296.320(4)(b), F.A.C
This unit is regulated under Rule 62-296.406(1), F.A.C. for visible emissions.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.




Boiler No. 2


40 CFR 60.42c (a) – (c), (e) – (g),  (i), (j)
Boiler combusts oil only.

40 CFR 60.43c (a), (b)
Boiler combusts oil only.

40 CFR 60.44c
SO2 compliance demonstrated by fuel analysis.

40 CFR 60.45c
Initial PM compliance and performance tests already completed for the boiler

40 CFR 60.46c
Monitoring of SO2 emissions is not required.

40 CFR 60.47c
Monitoring of PM emissions is not required.

40 CFR 60.48c (a) – (d), (e)(1) – (e)(10), (f)(2), f(3), (h), (i)
Reporting and Recordkeeping only required for fuel oil (fuel analysis).

Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(a), F.A.C
Unit burns fuel to produce heat by indirect heating.

Rule 62-296.320(4)(b), F.A.C
This unit is regulated under Rule 62-296.406(1), F.A.C. for visible emissions.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.

APPENDIX R-1





Citrus Feed Mill


40 CFR 60.42 
Under Subpart Dc, the Peel Dryer is not considered to be a steam generator

Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.




Citrus Pellet Mill


Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.




7 VOC Storage Tanks


40 CFR 60.112b
Storage vessel design capacities are not greater than 73 m3.

40 CFR 60.113b
Storage vessels are not subject to 40 CFR 60.112b.

40 CFR 60.114b
Storage vessels are not subject to 40 CFR 60.112b.

40 CFR 60.115b
Storage vessels are not subject to 40 CFR 60.112b.

40 CFR 60.116b(c) and (d)
Storage vessel design capacities are not greater than 73 m3.

40 CFR 60.116b(f)
Vessels do not store waste mixtures of indeterminable or variable composition 

40 CFR 60.116b(g)
Storage vessels are not subject to 40 CFR 60.112b.

Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(a), F.A.C
This unit does not emit particulate matter.

Rule 62-296.320(4)(b), F.A.C
This unit does not emit particulate matter.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.




Lime Silo


Emission Source is considered an unregulated emission unit.
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Boiler No. 3


40 CFR 60.42c (a) – (c), (e) – (g),  (i), (j)
Boiler combusts oil only.

40 CFR 60.43c (a), (b)
Boiler combusts oil only.

40 CFR 60.44c
SO2 compliance demonstrated by fuel analysis.

40 CFR 60.45c
Initial PM compliance and performance tests already completed for the boiler

40 CFR 60.46c
Monitoring of SO2 emissions is not required.

40 CFR 60.47c
Monitoring of PM emissions is not required.

40 CFR 60.48c (a) – (d), (e)(1) – (e)(10), (f)(2), f(3), (h), (i)
Reporting and Recordkeeping only required for fuel oil (fuel analysis).

Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(a), F.A.C
Unit burns fuel to produce heat by indirect heating.

Rule 62-296.320(4)(b), F.A.C
This unit is regulated under Rule 62-296.406(1), F.A.C. for visible emissions.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.




Package Boiler No. 4


Rule 62-296.320(3), F.A.C
Regulation applies to facility.  Not intended to be applicable on an individual source basis.

Rule 62-296.320(4)(a), F.A.C
Unit burns fuel to produce heat by indirect heating.

Rule 62-296.320(4)(b), F.A.C
This unit is regulated under Rule 62-296.406(1), F.A.C. for visible emissions.

Rule 62-296.320(4)(c), F.A.C
This unit does not emit unconfined particulate matter.

P. E. Certification Statement
Permittee: Southern Gardens Citrus Processing

Permit No.:  0510015-004-AV



Facility ID No.: 0510015

Project type:  One peel dryer, two pellet mills, three pellet coolers, seven VOC storage tanks, one lime silo, four boilers.


I HEREBY CERTIFY that the engineering features described in the above referenced application provide reasonable assurance of compliance with applicable provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Title 62.  However, I have not evaluated and I do not certify aspects of the proposal outside of my area of expertise (including, but not limited to, the electrical, mechanical, structural, hydrological, and geological features).

David M . Knowles, P.E.

Date

Registration Number: 4361

Permitting Authority:

Department of Environmental Protection

2295 Victoria Avenue, Suite 364W

Fort Myers, Florida 33901-3881

Telephone:  (941)332-6975

Fax:  (941)332-6969

