STATEMENT OF BASIS
Citrus Service, Inc.
Brooksville Facility
Facility ID No.:  0530004
Hernando County

Title V Air Operation Permit Renewal

FINAL Permit Project No.:  0530004-005-AV

This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is for the renewal of Title V Air Operation Permit and the incorporation of a construction permit, No. 0530004-006-AC.

The construction permit restricts the facility to processing no more than 1,000,000 boxes of citrus fruit in any consecutive 12 month period, making it no longer subject to Chapter 403.08725, Florida Statutes.  The applicant has contended that this plant does not have the capacity to process two million boxes of citrus fruit, which was confirmed by a plant inspection and historical production records.  The construction permit also authorizes continuous operation of the 150 HP, Johnson Process Steam Boiler (Boiler No. 2), Emissions Unit ID -004.  CAM does not apply.

This facility consists of a citrus peel dryer with a waste heat evaporator, a peel cooler, and two process steam boilers.
Citrus Peel Dryer with Waste Heat Evaporator (WHE):  The peel dryer is used to process wet peel into cattle feed.  It processes a maximum of 20,000 lb/hr of pressed peel containing approximately 70% moisture and brix citrus molasses.  The WHE is designed to evaporate a maximum of 10,000 lb/hr of water.  Particulate matter emissions are vented to the atmosphere through the WHE stack.  The dryer is fired with new No. 6 fuel oil with a maximum sulfur content of 1.5% by weight.  The design maximum heat rate input of the dryer is 15.0 MMBtu/hr (corresponds to 100 gallons/hr of No. 6 fuel oil).  CAM does not apply.

Peel Cooler:  A peel cooler (screen shaker type) uses ambient air to cool the dried peel.  Particulate matter emissions generated from this operation is controlled by a cyclone dust collector.  The peel cooler has a maximum process input rate of 5,400 lb/hr of dried peel.  CAM does not apply.

600 HP Cleaver-Brooks Process Steam Boiler (Boiler No. 1):  The main process steam boiler used to run the evaporators is a Cleaver-Brooks, Model CB420, 600 HP boiler, designated as Boiler No. 1.  This boiler is fired with new No. 6 fuel oil having a maximum sulfur content not to exceed 1.5% by weight.  The design maximum heat rate input is 25.1 MMBtu/hr (corresponds to 167 gallons/hr of No. 6 fuel oil).  Boiler No. 1 is the main process steam boiler used at the facility.  CAM does not apply.

150 HP Johnson Process Steam Boiler (Boiler No. 2):  A Johnson 150 HP process steam boiler, designated as Boiler No. 2, is mainly used to supply steam to the juice blending pasteurizer and thawer.  The juice blending operation is operated intermittently throughout the year.  This boiler is fired with new No. 2 fuel oil with a maximum sulfur content of 0.05% by weight.  The design maximum heat rate input is 6.28 MMBtu/hr (corresponds to 45.0 gallons/hr of No. 2 fuel oil).  CAM does not apply.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Renewal application received June 16, 2004, this facility is not a major source of hazardous air pollutants (HAPs).
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