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Florida Department of
Memorandum
Environmental Protection

	TO:
	Trina Vielhauer, Bureau of Air Regulation

	Through:
	Jon Holtom, Title V Section

	FROM:
	Teresa Heron, Project Engineer

	DATE:
	November 2, 2010

	SUBJECT:
	Draft Permit Revision No. 0530021-021-AV
CEMEX Construction Materials Florida, LLC (formerly Florida Crushed Stone)
Brooksville Cement and Power Plants 
Title V Permit Revision


Attached for your review are the following items:

· Written Notice of Intent to Issue Air Permit;

· Public Notice of Intent to Issue Air Permit;

· Statement of Basis;
· Draft Permit; and

· P.E. Certification.
The draft permit revises the Title V permit for the Brooksville Cement and Power Plants, which are located in Hillsborough County, Florida.  The Statement of Basis provides a summary of the project and the rationale for issuance.  The P.E. certification briefly summarizes the proposed project.
The application was received on April 30, 2009 and deemed complete on August 19, 2010.  Day 90 is November 17, 2010.  There is no ongoing/open enforcement case for this facility, according to the Southwest District (confirmed by phone on 9/10/10 with Mara Nasca).  However, there may be a short form notice of violation sent out in the future for a failed particulate matter stack test on the finish mill.  The issue is still being investigated to determine how the company exceeded the grain loading limit but still met the lb/hour limit*.  The passing test reports have not been submitted, so a compliance plan has been added to the permit.
We recommend your approval of the attached draft permit.

Attachments

* Upon further research into the past permits, it appears that the flow rate provided in the application used to develop the lb/hr limitations in the revised “as-built” AC permit likely does not match the flow rate actually produced in the “as built” equipment.  The District office identified a PM non-compliance issue with the Finish Mill baghouse.  As a result, CEMEX has replaced all 5,280 bags in the baghouse that serves Cement Line 2.  Based on the assumption that all PM in the exhaust was PM10, the first test following bag replacement still showed a slight exceedance of the PM10 limit.  A second test has been completed and the preliminary results show that the limits have been met.  Based on this test, annual PM emissions should be around 7 tpy.  Compliance with the grain loading limitation will more than assure compliance with the over-stated lb/hour limit.  The flow rate and lb/hour limit should be addressed the next time the construction permit for Line 2 is opened.  
