APPENDIX Y
NSPS SUBPART Y – COAL PREPARATION PLANTS
The provisions of this subsection apply to the following emissions units:

	Portland Cement Line 1 /Power Plant

	EMISSIONS UNIT NO.
	EMISSIONS UNIT DESCRIPTION

	042
	Coal Receiving, Handling and Transfer Activities (fugitives)



	Portland Cement Line 2  -  Coal Mill Handling and Grinding System

	EMISSIONS UNIT NO.
	EMISSIONS UNIT DESCRIPTION

	060
	Coal Mill

	061
	Fine Coal Bin



Individual subparts may exempt specific equipment or processes from some or all of these requirements.  The general provisions may be provided in full upon request or by clicking at: 
http://ecfr.gpoaccess.gov/cgi/t/text/text-idx?c=ecfr&sid=06f3fd99b22f96658692499133defdbb&rgn=div6&view=text&node=40:6.0.1.1.1.40&idno=40
Subpart Y—Standards of Performance for Coal Preparation and Processing Plants
Source:   74 FR 51977, Oct. 8, 2009, unless otherwise noted. 
{Permitting Note:  Numbering of the original NSPS rules in the following conditions has been preserved for ease of reference with the rules.  Paragraphs that are not applicable have been omitted for clarity and brevity.  When used in 40 CFR 60, the term “Administrator” shall mean the Secretary or the Secretary’s designee.}
§ 60.250   Applicability and designation of affected facility.
(a) The provisions of this subpart apply to affected facilities in coal preparation and processing plants that process more than 181 megagrams (Mg) (200 tons) of coal per day.
(b) The provisions in §60.251, §60.252(a), §60.253(a), §60.254(a), §60.255(a), and §60.256(a) of this subpart are applicable to any of the following affected facilities that commenced construction, reconstruction or modification after October 27, 1974, and on or before April 28, 2008: Thermal dryers, pneumatic coal-cleaning equipment (air tables), coal processing and conveying equipment (including breakers and crushers), and coal storage systems, transfer and loading systems.
§ 60.251  Definitions.
(a)	Coal preparation plant means any facility (excluding underground mining operations) which prepares coal by one or more of the following processes: breaking, crushing, screening, wet or dry cleaning, and thermal drying. 
(b)	Bituminous coal means solid fossil fuel classified as bituminous coal by ASTM Designation D388-77, 90, 91, 95, or 98a (incorporated by reference; see § 60.17). 
(c)	Coal means all solid fossil fuels classified as anthracite, bituminous, sub bituminous, or lignite by ASTM Designation D388-77, 90, 91, 95, or 98a (incorporated by reference; see § 60.17). 
(d)	Cyclonic flow means a spiraling movement of exhaust gases within a duct or stack. 
(e)	Thermal dryer means any facility in which the moisture content of bituminous coal is reduced by contact with a heated gas stream which is exhausted to the atmosphere. 
(f)	Pneumatic coal-cleaning equipment means any facility which classifies bituminous coal by size or separates bituminous coal from refuse by application of air stream(s). 
(g)	Coal processing and conveying equipment means any machinery used to reduce the size of coal or to separate coal from refuse, and the equipment used to convey coal to or remove coal and refuse from the machinery. This includes, but is not limited to, breakers, crushers, screens, and conveyor belts. 
(h)	Coal storage system means any facility used to store coal except for open storage piles. 
(i)	Transfer and loading system means any facility used to transfer and load coal for shipment. 
(m) Open storage pile means any facility, including storage area, that is not enclosed that is used to store coal, including the equipment used in the loading, unloading, and conveying operations of the facility.
§ 60.252  Standards for Particulate Matter.
(a)	On and after the date on which the performance test required to be conducted by 40 CFR 60.8 is completed, an owner or operator shall not cause to be discharged into the atmosphere from any thermal dryer gases which:
(1)	Contain particulate matter in excess of 0.070 g/dscm (0.031 gr/dscf).
(2)	Exhibit 20 percent opacity or greater.
(c)	On and after the date on which the performance test required to be conducted by 40 CFR 60.8 is completed, an owner or operator shall not cause to be discharged into the atmosphere from any coal processing and conveying equipment or coal storage system, gases which exhibit 20 percent opacity or greater.  [40 CFR 60.252(a) and (c)]
§ 60.253 Monitoring of Operations.
(a)	The owner or operator of any thermal dryer shall install, calibrate, maintain, and continuously operate monitoring devices as follows:
(1)	A monitoring device for the measurement of the temperature of the gas stream at the exit of the thermal dryer on a continuous basis. The monitoring device is to be certified by the manufacturer to be accurate within ±3° Fahrenheit. 
(b)	All monitoring devices under paragraph (a) of this section are to be recalibrated annually in accordance with procedures under 40 CFR 60.13(b).  [40 CFR 60.253(a) and (b)]
§ 60.254 Test Methods and Procedures.
(a)	In conducting the performance tests required in 40 CFR 60.8, the owner or operator shall use as reference methods and procedures the test methods in appendix A of this part or other methods and procedures as specified in this section, except as provided in 40 CFR 60.8(b).
(b)	The owner or operator shall determine compliance with the particular matter standards in 40 CFR 60.252 as follows:
(1)	Method 5 shall be used to determine the particulate matter concentration. The sampling time and sample volume for each run shall be at least 60 minutes and 0.85 dscm (30 dscf). Sampling shall begin no less than 30 minutes after startup and shall terminate before shutdown procedures begin.
(2)	Method 9 and the procedures in 40 CFR 60.11 shall be used to determine opacity. 
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