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STATEMENT OF BASIS

Cargill Citro Pure, L.P.

Avon Park Facility

Facility ID No.: 0550035

Highlands County

Title V Air Operation Permit Revision

FINAL Permit No.: 0550035-008-AV

Revision to Title V Air Operation Permit No.: 0550035-003-AV

The initial Title V Air Operation Permit, No. 0550035-003-AV, was issued/effective on December 3, 1999.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is to incorporate the terms and conditions of air construction (after-the-fact) permit, No. 0550035-004-AC, dated November 6, 2000, for two (2) natural gas fired boilers, known as Emission Units 003 and 004.  Estimates of emissions for the two boilers were calculated using AP-42 Table 1.4-1, Fifth Edition, and the expected fuel consumption was adjusted to reflect the rating of each boiler.
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Emission Units and Conditions

ADD:  
C.  Boiler No. 1  E.U. 003

           
D.  Boiler No. 2 E.U. 004

Section I.  Facility Information. 

Subsection A.  Facility Description.

FROM:  

SunPure, Ltd.: the Avon Park facility consists of juice extraction and processing, feedmill processing, and cold storage.  The facility produces various citrus juice products and animal feed. 
TO:

Cargill Citro Pure, L.P.: the Avon Park facility consists of juice extraction and processing, feedmill processing, cold storage, and two boilers.  The facility produces various citrus juice products and animal feed. 
Subsection B.  Summary of Emission Unit ID Nos. and Brief Descriptions.

FROM:

	E.U.

ID No.
	Brief  Description

	001
	Pellet Mill Cooler #1

	002
	Peel Dryer / Waste Heat Evaporator #2


TO:

	E.U. 

ID No.
	Brief Description

	-001
	Pellet Mill Cooler #1

	-002
	Peel Dryer / Waste Heat Evaporator #2

	-003
	Boiler No. 1, Johnson Engineering 750 Hp

	-004
	Boiler No. 2, Johnson Engineering 750 Hp


ADD/APPEND:

Subsection C.  This section addresses the following emissions units.

	E.U.

ID No.
	Brief Description

	003
	Boiler No. 1   750 Hp Johnson Engineering Model PFTA750-4   

	004
	Boiler No. 2   750 Hp Johnson Engineering Model PFTA750-4   


[Effective Date: June 20, 2002]
The following specific conditions apply:

Essential Potential to Emit (PTE) Parameters
C.1.  
Permitted Capacity.  The Johnson Engineering boilers are rated at 750 hp.  The maximum operation heat input rate is 31.7 MMBtu/hr for each boiler.

[Rule 62-210.200 F.A.C., Construction Permit 0550035-004-AC, dated November 6, 2000, and Permit Application received September 20, 2001.  Effective Date: June 20, 2002]
C.2.  
Methods of Operation.  Fuels.  These boilers burn only natural gas.  The estimated annual rate is 156.6 million cubic feet of natural gas (1020 Btu/CF) per boiler.

[Rule 62-210.200, F.A.C., Construction Permit 0550035-004-AC, dated November 6, 2000, and Permit Application received September 20, 2001.  Effective Date: June 20, 2002]
C.3. 
Hours of Operation.  Each boiler is allowed to operate only 5040 hours per year.

[Rules 62-4,160(2) and 62-210.200(PTE), f.a.c. and Construction Permit 0550035-004-AC, dated November 6, 2000.  Effective Date: June 20, 2002]

Emissions Limitations and Standards:

C.4.
Nitrogen Oxide emissions for each boiler shall not exceed 100 lb/MMSCF ( equivalent to 3.05 lb/hr).  Maximum annual emission rate is 7.83 tons/year per boiler.

[Estimated from AP-42 Table 1.4-1, Fifth Edition, and expected fuel consumption.  (Corrected from Construction Permit 0550035-004-AC)  Effective Date: June 20, 2002]

C.5.
Carbon Monoxide emissions for each boiler shall not exceed 84 lb/MMSCF (equivalent to 2.56 lb/hr).  Maximum annual emission rate is 6.58 tons/year per boiler.

[Estimated from AP-42 Table 1.4-1, Fifth Edition, and expected fuel consumption.  (Corrected from Construction Permit 0550035-004-AC)  Effective Date: June 20, 2002]

C.6.
Visible emissions for each boiler shall not exceed 20% opacity except for one 6-minute period per hour during which opacity shall not exceed 27%.

[Rule 62-296.406, f.a.c.  Effective Date: June 20, 2002]

Monitoring Operations:

C.7.
Determination of Process Variable.

(a)
Required Equipment.  Proper flow meters shall be installed to monitor the fuel being consumed.

(b)
Accuracy of Equipment.  The fuel flow meters shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the flow to be determined within 10 % of its true value.

[Rule 62-297.310(5), f.a.c.  Effective Date: June 20, 2002]

Required Testing:

C.8.
The permittee shall notify the Department, at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place for each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the permittee.

[Rule 62-297.310(7), f.a.c.  Effective Date: June 20, 2002]

C.9..
Visible Emissions.  The test method for visible emissions shall be EPA Method 9 and shall be conducted annually for a period of 60 minutes

[Rule 62‑297.310(4) (a) 2., F.A.C.  Effective Date: June 20, 2002]

C.10.
Compliance with the emission limitations stated in Specific Conditions C.4. and C.5. shall be assumed if the visible emissions do not exceed the requirements of Specific Condition C.6.
[Construction Permit 0550035-004-AC dated November 6, 2000.  Effective Date: June 20, 2002]
C.11.
Testing of emissions shall be conducted with the emissions unit operating at as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the maximum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test rate until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  Permitted capacity is defined. 

[Rule 62-297.310(2)(b), F.A.C.  Effective Date: June 20, 2002]

C.12.
In the case of excess emissions resulting from malfunctions, the permittee shall notify the Department in accordance with Rule 62-4.130, f.a.c.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(6), f.a.c.  Effective Date: June 20, 2002]

Record Keeping and Reporting Requirements:
C.13.  
Records shall be kept of the amount of fuel used in these boilers.  This fuel uses shall be included in the annual operating report for this facility.

[Rule 62-213.440(1)(b), F.A.C.  Effective Date: June 20, 2002]

C.14.
(a)
The permittee of an emissions unit for which a compliance test is required shall file a report with the Department on the results of each such test.

(b)
The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed.

(c) 
The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.

[Rule 62-297.310(8), f.a.c.  Effective Date: June 20, 2002]

Subsection D.  has been eliminated.  The emissions unit has been incorporated into Subsection C. 

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Revision application received September 20, 2001, this facility is not a major source of hazardous air pollutants (HAPs).

