Administrative PERMIT Correction
Title V Permit No.: 0570005-007-AV

DEP Project No. -014

CF Industries, Inc.

Plant City Phosphate Complex

NOTICE OF ADMINISTRATIVELY CORRECTED TITLE V OPERATION PERMIT

In the Matter of a Request for Administrative Correction:

Mr. Herschel E. Morris
FINAL Permit No.:  0570005-007-AV

CF Industries
DEP Project No.: -014

Plant City Phosphate Complex

P.O. Box L

Plant City, FL  33564-9007
Plant City Phosphate Complex

Enclosed is an ADministratively Corrected page to the initial Title V operation permit, 0570005-007-AV for the operation of the Plant City Phosphate Complex located at 10608 Paul Buchman Highway, Plant City, Hillsborough County.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code and Chapter 403, Florida Statutes (F.S.).  This change is made at the applicant’s request dated March 16, 2001, to clarify terms in the Title V permit.  This corrective action does not alter the effective dates of the existing permit.


Any party to this order (permit) has the right to seek judicial review of it under Section 120.68 of the Florida Statutes., by the filing of a Notice of Appeal under Rule 9.110 of the Florida Rules of Appellate Procedure, with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida, 32399-3000; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within thirty days from the date this notice is filed with the clerk of the permitting authority.


Executed in Tampa, Florida.




___________________________




W.C. Thomas, P.E.




District Air Program Administrator




Southwest District

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this NOTICE OF Administratively Corrected PERMIT (including the corrected page(s)) was sent by certified mail (*) and copies were mailed by U.S. Mail before the close of business on _______________________________ to the person(s) listed or as otherwise noted:

Mr. Herschel E. Morris, CF Industries *

Ms. Alice Harman, EPC of Hillsborough County

Ms. Carla E. Pierce, USEPA, Region 4 (INTERNET E-mail Memorandum)

Ms. Gracy R. Danois, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)
Clerk Stamp

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to §120.52(7), Florida Statutes, with the designated Department Clerk, receipt of which is hereby acknowledged.

(Clerk)

(Date)

Conditions E.9 and E.12 are hereby changed (Note: The underlined portions represent additions and strikethroughs  represent  deletions of this Administrative Correction to the Title V Operation Permit.):

E.9.  The permittee shall record the following operational parameters and make them available to the Department or the Environmental Protection Commission of Hillsborough County upon request.:

 
A.
Strained pond water to the reactor fume scrubbers, dryer fume scrubbers, and cooler scrubber shall not be lower than 50 psig for each scrubber.  The pressure shall be recorded hourly.

 
B.
The pressure drop across each scrubber shall not be less than:




Scrubber


Pressure Drop



Dust


    
15.3 inches




Reactor Fume

    
18.0 inches




Dryer Fume

    
18.0 inches




Cooler


      
3.6 inches




The permittee shall operate and maintain on each of the four scrubber units a monitoring device which continuously measures and permanently records the total pressure drop across the scrubber (See Condition E.12).



C.
The Ducon abatement scrubber liquid spray pump shall be operated at a minimum pressure of 18 psig.  The pressure shall be recorded hourly. 

  
D.
The pH of the scrubbing liquid for the abatement scrubber shall not fall below 4.9.  The pH shall be continuously monitored and recorded. 

[Permit 0570005-004-AC]

E.12.  The permittee shall maintain and operate a monitoring device for the X and Y Train phosphate granulation plants which continuously measures and permanently records the total pressure drop across the scrubbing system.  The monitoring device shall an accuracy of ± 5 percent over its operating range.  [40 CFR 60.223(c)]

{The permittee shall continuously measure the pressure drop across the scrubbing system per NSPS, 40 CFR 60, Subparts A and V.  According to 40 CFR 60.13(e), at least one data point must be recorded every 15 minutes.  Therefore, a minimum of four readings per hour must be obtained.}
[electronic file: 0570005014CFADM.doc]


