STATEMENT OF BASIS

Tad Humpreys
International Ship Repair & Marine Services, Inc.
Facility ID No.:  0570021
Hillsborough County

Title V Air Operation Permit Renewal
FINAL Permit No.:  0570021-012-AV

This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is for the renewal of Title V Air Operation Permit No. 0570021-011-AV.  This permit is for the operation of a ship repair and maintenance facility.  International Ship Repair & Marine Services, Inc. (ISR) performs operations that include the blasting and coating of marine vessels.  The abrasive material used for blasting is coal slag which is stored on-site in storage silos that are pneumatically loaded.  The blasting equipment includes blasting pots and a maximum of 16 blasting nozzles.  Both external and internal blasting of ships occurs at the facility.  Compressed air for propelling the abrasive grit is provided by up to eight diesel compressors.  Steel shot is also an approved blasting media.

ISR’s operations include the main yard at 1616 Penny Street in Tampa, Metro Port (Berth 263, 264 and 265) and Berths 200 and 206 at Hooker’s Point.  All of the maintenance locations are considered part of the same Title V source and, as a result, this permit reflects the emissions and usage limits from all of the permitted locations combined.

There are two blasting booths involved in the operation.  One booth is located in the main yard and equipped with a dust collector (4,300 acfm, Donaldson Torit, Model Downflo Oval).  The other booth is located at Berth 200 and equipped with a baghouse at north side of the Booth. (Note: the information of the baghouse is not available since this is a very old unit).

Also, there three spent grit storage areas at the facility.  ISR stores the spent grit at the main yard, Berth 200, and the Metro Port as well.  After blasting, the spent grit is transferred to the storage area where it gets loaded into dump trucks for recycling via front end loaders.  The spent grit usually has high moisture content and contains paint chips and trash. 

After blasting, the surfaces are sprayed with a series of marine coatings which may contain one or more volatile organic compounds (VOCs) and/or hazardous air pollutants (HAPs).  VOC and HAP emissions are controlled through various coating content restrictions and limits on usage in any 12-month period.  

Particulate Matter (PM) emissions from storage silo loading are limited by passing the displaced air through fabric filters (or baghouses).  Compressor emissions are controlled by the use of diesel fuel only and a limitation on the amount of diesel fuel used in any 12 month period.  PM emissions from blasting are minimized with a limit on the amount of abrasive grit used in any 12 month period, the use of tarps/barriers that surround the blasting area, and other reasonable precautions.  When blasting an internal section of a ship, the displaced air is passed through a filter device or a tarp enclosure that covers the exhaust points from the internal blasting prior to exhausting to the atmosphere.    

Also included in this permit is a list of insignificant emissions units and/or activities, which includes two parts washers (degreasers) for decreasing nuts and bolts and small parts, as well as two portable boilers.  PM emissions from the blasting booths equipped with baghouses are considered insignificant since the facility-wide potential to emit (PTE) from the blasting operation is based on the total grit usages to be used in the facility.  PM emissions from the spent grit storage handling are also considered insignificant since the estimated emissions are based on AP 42, Chapter 13.2.4.

ISR is a major source of PM, VOC and HAP emissions, and is subject to 40 CFR 63, Subpart II - National Emission Standards for Shipbuilding and Ship Repair (Surface Coating).  ISR is not subject to 40 CFR 63, Subpart MMMM, for the surface coating of miscellaneous metal parts and products since the facility is already subject to the Subpart II pursuant to 40 CFR 63.3881(c)(12). 

In addition, ISR is subject to PM-RACT because the maximum hourly facility-wide PM PTE is greater than 5 lbs/hr and 15 TPY.  The abrasive blasting of ship exteriors is not subject to PM-RACT, since it is not reasonable to enclose.  The abrasive blasting of miscellaneous metal parts in the blasting containment area prior to attachment to the ship is subject to the 5% opacity standard of Rule 62-296.712(2), F.A.C.  The silo loading and blasting booth operations are subject to the 5% opacity standard of Chapter 1-3.52, Paragraph 2, Rules of the EPC.  The diesel compressor is subject to the 20% opacity standard of Rule 62-296.320, F.A.C.  Furthermore, the facility is subject to VOC-RACT Rule 62-296.513, F.A.C., for the surface coating operation of ship interiors and miscellaneous parts, excluding the coating of the exterior of an assembled ship.   

CAM does not currently apply to any operations at this facility.

	
