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Permittee:	 				DRAFT Permit No.:  0570024-003-AV

Lee F. Thurner/IMC-Agrico			Facility ID No.:  0570024

						SIC Nos.:  51

						Project: Initial Title V Air Operation Permit



This permit is for the operation of the Port Sutton Terminal.  This facility is located at Port Sutton, Tampa,  Hillsborough County; UTM Coordinates:  Zone 17,360.1 km East and 3087.5 km North; Latitude:  27( 54’ 24” North and Longitude:  82( 25’ 18” West.



Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.



Referenced attachments made a part of this permit:

Appendix I-1, List of  Insignificant Emissions Units and/or Activities 

Appendix O-1, Operation and Maintenance Plans for Particulate Control

APPENDIX TV-1, TITLE V CONDITIONS (version dated 12/02/97)

APPENDIX SS-1, STACK SAMPLING FACILITIES (version dated 10/07/96)





				Effective Date: *

				Renewal Application Due Date: *

					Expiration Date:  *



					Environmental Protection Commission

					  of Hillsborough County



					*TO BE ENTERED UPON FINAL ISSUANCE

				___________________________                                 

					Roger P. Stewart

					Executive Director

RPS/AHH/ah								

�Section I.  Facility Information.



Subsection A.  Facility Description.



This facility consists of phosphate rock dryer, truck and railcar unloading operation for phosphate rock, animal feed ingredient (AFI) and chemicals (MAP, DAP, GTSP), product storage, and ammonia handling and storage.



The facility can dry phosphate rock using a single dryer firing natural gas or fuel oil.  Wet phosphate rock can be trucked or delivered by railcar to the facility and stored outside until processed.  The dried phosphate rock is stored within enclosed storage silos until transported off site by ship or barge.  The majority of the dry phosphate rock handling operations are enclosed to control fugitive dust emissions.



Additionally, the terminal does receive dry phosphate rock, AFI and MAP, DAP, GTSP by railcar and truck.  The products can be transferred directly to a shiphold or stored in silos (rock and AFI) or chemical storage buildings (MAP, DAP, GTSP).  This facility is subject to PM-RACT and the monitoring requirements, along with daily visible emissions readings, fuel sampling, and annual PM and EPA Method 9 testing, have been determined by the Agency to satisfy the requirements of 40CFR70.6 and Chapter 62-296, F.A.C.



Also included in this permit are miscellaneous insignificant emissions units and/or activities.



Based on the initial Title V permit application received June 14, 1996, this facility is not  a major source of hazardous air pollutants (HAPs).



Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).



E.U.  ID No.�

Brief Description��-001�Phosphate Rock Dryer��-002�Railcar Unloading Scrubber��-003�Shiploading baghouse (C13 to C14 and C14 to Shiphold)��-004�C17 transfer point E��-005�C12 transfer point A��-006�C30 transfer point C��-007�C18 transfer point D��-008�Animal Feed Ingredient Handling��-009�C19 transfer point G��-012�Conveyor transfer points from railcar unloading and rock dryer to storage silos��-013�Shiphold Opening��-100�DAP Truck Unloading Station No. 2��

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.



Subsection C.  Relevant Documents.



The documents listed below are not a part of this permit, however, are specifically related to this permitting action.



These documents are provided to the permittee for information purposes only:

�PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History / ID Number Changes



These documents are on file with permitting authority:

Initial Title V Permit Application received June 14, 1996.



�Section II.  Facility-wide Conditions.



The following conditions apply facility-wide:



1.  APPENDIX TV-1, TITLE V CONDITIONS (version dated 12/02/97), is a part of this permit.

{Permitting note:  APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}



2. Not Federally Enforceable:  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]



3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Chapter 62-297. F.A.C..

[Rule 62-296.320(4)(b)1., F.A.C.]



4.  Prevention of Accidental Releases (Section 112(r) of CAA).  If required by 40 CFR 68, the permittee shall submit to the implementing agency:

     a.  a Risk Management Plan (RMP) when, and if, such requirement becomes applicable; and

     b.  certification forms and/or RMPs according to the promulgated rule schedule.

[40 CFR 68]



5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]



6.  Not Federally Enforceable:  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. 



Maintain tightly fitting cover, lids, etc. on all containers when they are not being handled, tapped, etc.

Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, etc. of VOC so that it can be covered when not in use.

Immediately attend to all spills/waste as appropriate.



[Rule 62-296.320(1)(a), F.A.C.; Proposed by applicant in the initial Title V permit application received June 16, 1996]



7. Not Federally Enforceable: Reasonable precautions to prevent emissions of unconfined particulate matter at this facility in accordance with the provision in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including, but not limited to, vehicular movement, transportation of materials, construction, alterations, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions shall include, but not limited to, the following: 

Maintenance of parking areas and yards.

Removal of particulate matter from paved areas, buildings and work areas under the control of the permittee.

Reduce vehicular speed.  Post limits, if necessary.



[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received June 16, 1996]



8. The permittee shall notify the Air Compliance Section of the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310, F.A.C]



9. Submit to the Environmental Protection Commission of Hillsborough County each calendar year on or before March 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility", for the preceding calendar year. [Rule 62-210.370(2), F.A.C.]



10.   The permittee shall comply with Appendix O-1, Operation and Maintenance Plans for Particulate Control.  In the event of  a deviation from the monitoring parameters, the facility shall take corrective actions to remedy the situation.  Notify the Environmental Protection Commission of Hillsborough County within 24 hours of the problem.  The emission unit shall not be operated until the problem is corrected.  A written explanation and the corrective actions implemented shall be submitted in the semi-annual report required in the TV-1 Condition Nos. 44, 45, 46.  Records of inspections, maintenance, and performance parameters shall be retained for a minimum of five years and shall be made available to the Environmental Protection Commission of Hillsborough County upon request.

 [Rule 62-296.700(6)(e), F.A.C.]

11.  When appropriate, any recording, monitoring or reporting requirements that are time-specific shall be in accordance with the effective date of this permit, which defines day one. 

[Rule 62-213.440(1), F.A.C.]



12.  The permittee shall submit all compliance related notifications and reports required of this permit to the Environmental Protection Commission of Hillsborough County at:

Environmental Protection Commission

Air Management Division

1410 North 21st Street

Tampa, FL  33605

Telephone:  813/272-5530, Fax:  813/272-5605



13.  Any reports, data, notifications, certifications and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency Region 4

Air EPCRA Enforcement Branch

Air Compliance Section

61 Forsyth Street

Atlanta, Georgia 30303

Telephone:  404/562-9099

Fax:  404/562-9095

�Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-001�Phosphate Rock Dryer��

For the operation of a phosphate rock dryer designed for processing 393 TPH, annual average, of wet phosphate rock dried to approximately 2% moisture.  Particulate matter emissions generated during drying operations are controlled by two Buell Dry Cyclones in parallel, followed in series by an Airetron, Model No. 261-1, Wet Cyclonic Scrubber.  The rock dryer is fired on natural gas or No. 6 fuel oil with a maximum sulphur content not to exceed 2.0 % by weight.



{Permitting note(s): This emissions unit is regulated under Rule 62-296.320, F.A.C., General Pollutant Emission Limiting Standards and PM RACT under Rule 62-296.700, F.A.C.}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



A.1.  Capacity.  The maximum material handling rate of  the dryer shall not exceed 575 tons/hr (TPH) in any given hour and 393 TPH on an annual average.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



A.2.  Methods of Operation - (i.e., Fuels).  The dryer shall be fired with natural gas or new fuel oil (grade No. 1 to grade No. 6 inclusive) only.  The maximum sulfur content of the fuel oil shall not exceed 2.0% by weight.

[Rules 62-4.160(2), F.A.C. and 62-213.440(1), F.A.C.]



A.3.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.4. The maximum allowable particulate emission rate shall not exceed 43.8 lbs/hr and 191.8 tons per consecutive twelve month period when the process rate exceeds 333 TPH of phosphate rock.  From 200 TPH to 333 TPH, the emission limit shall be set by the Process Weight Rate formula E= 17.31 P0.16.  For a production rate of less than 200 TPH, the maximum allowable particulate emission rate shall be 0.2 lb/ton of rock dried (equivalent to a maximum particulate emissions of 40lb/hr). 

[Rule 62-296.320, F.A.C.]



A.5. Visible emissions from the rock dryer scrubber shall not be equal to or greater than 20 % opacity.

[Rule 62-296.320(4)(b), F.A.C.]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.6.  Test the emissions for the following pollutant(s) annually during each federal fiscal year October1 - September 30 and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.:



	(X)  Particulates		(X)  Sulfur Oxides*

	(X)  Opacity



* Only required if fuel oil was used to fire the dryer for more than 400 hours in the last 12 months prior to the annual compliance test.  Fuel oil analysis to determine sulfur content of the fuel shall be carried out in accordance with ASTM D129-64 and may be submitted for required sulfur dioxide emission test.



A.7.  Compliance with the emission limitations of Specific Condition No. A.4. and A.5. shall be determined using EPA Methods 1, 2, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rule 62-297, F.A.C]



A.8.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of the maximum 575 TPH of wet phosphate rock processing rate .  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



A.9.  The visible emissions test shall be conducted by a certified observer and be a minimum of 60 minutes in duration.  The test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur and shall coincide with the particulate testing.

[Rule 62-297.310(4)(a)2.,F.A.C.]



A.10.  If fuel oil of any grade (No 1 to No.6 inclusive) has been used in the rock dryer for a sum total of more than 400 hours from the date of the previous compliance test, then compliance testing shall be conducted while firing fuel oil.  If a test is conducted while firing natural gas, and in the 12 month period following the test, oil of any grade is burned for a sum total of more than 400 hours, then an additional visible emission test per Condition A.5. shall be conducted, while burning oil in that source, within 30 days of having exceeded the 400 hour oil burning limit.  A compliance test submitted using a lower grade number fuel oil than grade No. 6 fuel oil, will automatically amend this operation permit to allow subsequent operation on less than or equal grade numbers than that lower grade number oil.

[Rule 62-297.310(7), and 62-4.070(3), F.A.C.]



 Recordkeeping and Reporting Requirements



A.11. In order to demonstrate compliance with Specific Condition Nos. A.1, A.2, A.4, A.6. and A.10., the permittee shall maintain monthly records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following: 

[Rule 62-296.320, F.A.C.]

Month, year

Hours of Operation

Fuel Type and Usage (gal)

Material throughput (TPH)

Rolling twelve month total of d) above.

�Subsection B.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-002�Railcar Unloading Scrubber��-004�C17 transfer point E��

EU No. 2:  For the operation of a railcar unloading operation.  Railcars are pulled into a partially enclosed structure and unloaded through grates in the floor of the structure into six hoppers.  Emissions from each hopper are vented to a dry cyclone.  Butterfly valves in the  riser pipe routed to each dry cyclone will  be used to isolate or shut off air flow to hoppers not being used.  Typically four of the six hoppers are used during unloading operations.  Dry phosphate rock is transferred from the unloading hoppers to conveyor C17 for subsequent storage in silos via conveyors C19 and C38, or it is transferred for shiploading via conveyors C18, C12, and C13.  Fertilizer products (Diammonium Phosphate (DAP), Monoammonium Phosphate (MAP), Animal Feed Ingredient (AFI), and Granular Triple Superphosphate (GTSP)) are transferred from the unloading hoppers to conveyor C17 for subsequent shiploading via conveyors C18, C12, and C13.  



Particulate matter emissions generated from the railcar unloading of dry phosphate rock, MAP, GTSP, and AFI are controlled by six dry cyclones followed by a 100,000 ACFM Amerex Type C Venturi scrubber.  Particulate matter emissions generated from the railcar unloading of DAP are controlled by the application of a dust suppressant oil applied to the product at the chemical processing facility prior to shipping.  The scrubber will operate during the unloading of DAP as needed.



EU No. 4: For the operation of the C17 transfer point E.  The system is used to transfer phosphate rock and chemical products (DAP, MAP, GTSP, and AFI) from Conveyor C17 to either Conveyor C18 or C19.  Maximum material transfer rate is 1250 TPH for the pebble phosphate rock and chemical products, and 1800 TPH for the concentrate phosphate rock.



Particulate emissions generated during the transfer process are controlled by a 6000 ACFM Poly-Con, Model Venturi  1506MS, scrubber.



{Permitting note(s): These emissions unit is regulated under Rules 62-296.320 and 62-296.711, F.A.C.}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



B.1.  Capacity.  The maximum product unloading rates are limited as follows: 



Concentrate rock (phosphate rock typically 69-72 BPL grade)	1800 TPH

Pebble rock (phosphate rock typically 66-68 BPL grade)	1250 TPH

Chemical Products: MAP, DAP, GTSP, AFI			1250 TPH

	

[Rule 62-4.160(2), F.A.C. , Rule 62-210.200, F.A.C., Definitions - (PTE), and Construction Permit  AC29-237340]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.2.  The maximum allowable particulate emissions for the scrubbers shall not exceed the following for any given hour and any 12 consecutive month period:

[Rules 62-4.070(3) and 62-296.711, F.A.C., Construction Permit AC29-237340, and Alternative RACT determination issued February 23, 1990]



	a)  EU. No. 2: based on a design flow of 100,000 ACFM: 

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	25.7		112.6		0.03 grains/dscf

	Visible Emissions					20% opacity



EU No. 4 based on a design flow of 6000 DSCFM:

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	1.54		6.75		0.03 grains/dscf



B.3.  Visible emissions from the railcar unloading structure, EU No. 4 scrubber exhaust and outside pick up points shall not be equal to or greater than 5 % opacity.

[Rule 62-4.070(3) F.A.C., Construction Permit AC29-237340]



B.4. During the handling of DAP with the scrubber(s) turned off, the following conditions shall be met: 

[Rule 62-4.070(3) F.A.C., Construction Permit AC29-237340]



The opacity limitation in Specific Condition No. B.3. shall be monitored by a certified smoke reader or trained plant personnel.

The product shall be sufficiently treated with a non-hazardous oil or dust suppressant to meet the opacity limit in Specific Condition No. B.3.



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.5. Test the 1)EU No. 2 scrubber exhaust and the railcar unloading enclosure concurrently and 2)EU No. 4 scrubber exhaust and outside pick up points for the following pollutant(s) ) annually during each federal fiscal year October1 - September 30 and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.:



	(X)  Particulates*				(X)  Opacity

*Scrubber Exhaust Only



B.6. Compliance with the emission limitations of Specific Condition No. B.2. and B.3. shall be determined using EPA Methods 1, 2, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The EPA Method 9 test shall be conducted by a certified observer and be a minimum of sixty (60) minutes in duration for the scrubber exhaust and thirty (30) minutes in duration for the railcar enclosure.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rule 62-297, F.A.C]



B.7.  Testing of emissions shall be conducted with the source operating at capacity during the unloading of pebble rock (66-68 BPL or less) and concentrate rock (69 BPL or higher).  Capacity is defined as 90-100% of the rated capacity of 1250 TPH for pebble rock and 1800 TPH for concentrate rock .  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions of the scrubber such as inlet pressure drop and liquor feed rate, may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



B.8.  Test the emissions from the railcar enclosure for opacity at least 6 months prior to the expiration of this permit while unloading oiled DAP at 90 to 100 percent of the rate of 1250 TPH.  During testing, the scrubber is not to be operated.  Two copies of the test  data are to be submitted to the Air Management Division of the Environmental Protection Commission of Hillsborough County.

[Rule 62-297,F.A.C. and Rule 62-4.070(3), F.A.C.]



B.9.  The use of dust suppressant in lieu of operating the scrubber for product other than DAP is allowed provided that IMC-Agrico Company (IMC) satisfies the following requirements:

[Construction Permit AC29-237340]



IMC will notify the EPC prior to the deactivation of control devices for the purpose of conducting visible emission tests to demonstrate compliance with the standards.

IMC shall conduct an initial compliance test for visible emissions at the railcar enclosure while handling each additional product.  The deactivation of the control devices is limited to the time required to conduct these tests, until authorization by the EPC is issued.

Testing shall be conducted within 90-100% of the maximum handling rate for each additional product.  The actual handling rate and oil to product ratio (gallon/ton) shall be included with the test results.

Two copies of the test results, along with the applicable permit amendment requests, shall be submitted to the Air Division of the EPC within 45 days of testing.

The EPC shall acknowledge that the above conditions have been satisfied by amending the corresponding permits for approval and issuing.



 Recordkeeping and Reporting Requirements



B.10. In order to comply with Specific Condition Nos. B.3., B.4., and B.9. the permittee shall maintain records for the most recent 5 year period.  The recordkeeping shall be made available to the EPC of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but are not limited to, the following:

[Rule 62-4.070(3), F.A.C.]



Typical amount and type of dust suppressant applied (gallon/ton) for each product unloaded during the preceding month

Certificate for smoke reader at the facility who monitored DAP or other fertilizer product unloading with the scrubber off and/or,

Training program for trained plant personnel



�Subsection C.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-003�Shiploading Baghouse��-005�C12 transfer point A��-006�C30 transfer point C��-013�Shiphold Opening��

EU No. 3 and No. 13:  The operation of the a) shiploader telescopic chute and OBA chokefeeder, b) transfer of material from conveyor C14 to the shiphold, and c) final transfer point from conveyor C13 to conveyor C14.  The system is used to transfer phosphate rock and chemical products (DAP, MAP, GTSP, and AFI) to the shiphold.  The maximum transfer rate is 2300 TPH.



Particulate emissions generated during the transfer operation are controlled by the use of a modified Mikro-Pulsaire, Model 1F2 baghouse and/or a gantry mounted dust suppression system.  The dust suppression system consists of four (4) spray headers located throughout the gantry using a surfactant chemical mixed with water.



EU No. 5:  For the operation of the C12 Transfer Point A.  The system is used to transfer phosphate rock and chemical products (DAP, MAP, GTSP, and AFI) from conveyor C12 to conveyor C13 at a maximum transfer rate of 2300 TPH.



Particulate emissions generated during the transfer process are controlled by a 8000 ACFM Mikro-Pulsaire, Model 80F2 baghouse.



EU No. 6.:  For the operation of the C30 Transfer Point C.  The system is used to transfer various grades of phosphate rock from conveyor C30 to conveyor C12 at a maximum transfer rate of 2300 TPH.



Particulate matter emissions generated during the transfer operation are controlled by a Mikro-Pulsaire, Model 1215-8-80 baghouse.



{Permitting note(s):  These emission units are regulated under Rule 62- 296.711(2)(b), F.A.C.}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



C.1.  Capacity.  The maximum transfer rate of material shall not exceed 2300 TPH. 

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



C.2. The maximum allowable particulate emissions for these baghouses shall not exceed the following for any given hour and for any 12 consecutive month period:  

[Rule 62-296.711(2)(a), F.A.C.]



	a) EU No. 3 based on a design flow of 9000 DSCFM:

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	2.31		10.12		0.03 grains/dscf



	b)  EU No. 5 based on a design flow of 8000 DSCFM: 

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	1.8		9.0		0.03 grains/dscf



	c)  EU No. 6 based on a design flow of 6000 DSCFM: 

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	1.54		6.75		0.03 grains/dscf





C.3.  The maximum opacity from the baghouse exhaust and outside pickup point shall not exceed 5% and the opacity from the discharge to the shiphold shall not exceed 10%. 

[Rule 62-296.711(2)(a) and (b), F.A.C.]



C.4.  In order to show compliance with the limits of Specific Condition Nos. C.2. and C.3., the following restrictions shall apply:

[Rule 62-4.070(3)]

All dust laden air from the transfer operation shall be vented to the baghouse.

The dust suppression system shall be maintained in operable condition so that it can be operated at any time as necessary during the loading of dry phosphate rock, as well as other products, to maintain compliance with the permitted opacity limit of 10% opacity from the discharge to the hold of the ship.  Periods of operation may include, but are not limited to start-up, trimming, and during upset conditions.



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



C.5. Test the emissions from the 1) baghouse exhaust (EU No.3), shiphold, and  C13 to C14 transfer point;  2) baghouse exhaust (EU. No.5) and  the outside pick up point; and 3) baghouse exhaust (EU. No.6) and  the outside pick up point for opacity annually during each federal fiscal year October1 - September 30 and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C..



C.6.  Test the baghouse exhaust for particulate matter at least 120 days prior to the expiration date of this permit while handling dry phosphate pebble rock of approximately 68 grade.  Particulate test shall be conducted under similar process rate and operating condition(s) as the visible emission test for the baghouse exhaust.  If possible, the visible emission test shall be performed simultaneously with one of the test run for the particulate matter emissions.  

[Rule 62-297.340(c), F.A.C.]



C.7. Compliance with the emission limitations of Specific Condition No. C.2. and C.3. shall be determined using EPA Methods 1, 2, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The EPA Method 9 test interval on the source shall be thirty (30) minutes in duration, and the test shall be conducted concurrently on the control equipment exhaust and the transfer point.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test report shall indicate whether the dust suppression system was operating during the visible emission readings.

[Rule 62-297, F.A.C]



C.8.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of  2300 TPH of handling rate for dry phosphate rock of approximately 68 grade .  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



C.9. The permittee is allowed to handle dust suppressant oiled DAP product with the control device turned off provided that:

Visible emissions at the transfer point shall be less than 5 % opacity.

The product shall be sufficiently treated with a non-hazardous oil or dust suppressant to meet the opacity limit in Specific Condition No. C.5.  If a visible emission test is conducted at the transfer point, the test shall indicate the approximate rate of usage of the dust suppressant (gal./ton) and the approximate date the DAP was oiled.  The maximum storage time prior to handling shall not exceed one month.

The maximum oiled DAP product handling rate shall be 1250 TPH as demonstrated during the initial compliance tests on October 25, 1994.

The oiled DAP product handling rate during compliance testing shall be at approximately (90-100%) of the permitted handling rate of 1250 TPH.



C.10.  The use of dust suppressant in lieu of operating the current control systems during the handling of chemical products other  than DAP is allowed provided that the permittee satisfies the following requirements:

[Rule 62-4.070(3), F.A.C.]

IMC will notify the EPC prior to the deactivation of control devices for the purpose of conducting visible emission tests to demonstrate compliance with the standards.

IMC shall conduct an initial compliance test for visible emissions at each source for visible emissions (30 minutes, EPA Method 9) at the transfer point while handling each additional product.  The deactivation of the control devices is limited to the time required to conduct these tests, until authorization by the EPC is issued.

Testing shall be conducted within 90-100% of the maximum handling rate for each additional product.  The actual handling rate and oil to product ratio (gallon/ton) and maximum product storage time shall be included with the test results.

Two copies of the test results, along with the applicable permit amendment requests, shall be submitted to the Air Division of the EPC within 45 days of testing.

The EPC shall acknowledge that the above conditions have been satisfied by amending the corresponding permits for approval and issuing.



Recordkeeping and Reporting Requirements



C.11. In order to demonstrate compliance with Specific Condition Nos. C.1., the permittee shall maintain records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following: 

[Rule 62-4.070(3), F.A.C.]



Month, year

Hours of operation

Material throughput (TPH)

Rolling twelve month total of c) above.





�Subsection D.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-007�C18 Conveyor Transfer Point D��-009�C19 Conveyor Transfer Point G��

EU No. 7:    For the operation of the C18 conveyor transfer point D.  The system is used to transfer phosphate rock and chemical products (DAP, MAP, GTSP, and AFI) from conveyor C18 to conveyor C12.  Maximum material transfer rate is 1250 TPH for pebble phosphate rock and chemical products and 1800 TPH for concentrate phosphate rock.



Particulate matter emissions generated during the transfer process are controlled by a 6000 ACFM Mikro-Pulsaire, Model 1215-8-80 baghouse.



EU No. 9: For the operation of the C19 Conveyor Transfer Point G.  The system is used to transfer various grades of phosphate rock from Conveyor C19 to Conveyor C38 at the maximum transfer rate of 1250 tons per hour.



Particulate matter emissions generated during the transfer process are controlled by a 5000 ACFM Mikro-Pulsaire, Model 100S-8-TR-20 baghouse.



{Permitting note(s):  These emission units are regulated under Rule 62- 296.711(2)(b), F.A.C.}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



D.1.  Capacity.  The maximum transfer rate of material shall not exceed:



Concentrate rock (phosphate rock typically 69-72 BPL grade)	1800 TPH

Pebble rock (phosphate rock typically 66-68 BPL grade)	1250 TPH

Chemical Products: MAP, DAP, GTSP, AFI			1250 TPH

	

[Rule 62-4.160(2), F.A.C. , Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



D.2. The maximum allowable particulate emissions for these baghouses shall not exceed the following for any given hour and for any 12 consecutive month period:  

[Rule 62-296.711(2)(b), F.A.C.]



	a) EU No. 7 based on a design flow of 6000 DSCFM:

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	1.54		6.75		0.03 grains/dscf



	b) EU No. 9 based on a design flow of 4096 DSCFM:

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	1.05		4.6		0.03 grains/dscf





D.3.  The maximum opacity from the baghouse exhaust and the outside pickup point shall not exceed 5% .

[Rule 62-296.711(2)(a) and (b), F.A.C.]



D.4.  In order to show compliance with the limits of Specific Condition Nos. D.2. and D.3., the following restrictions shall apply:

[Rule 62-4.070(3)]

All dust laden air from the transfer operation shall be vented to the baghouse.



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



D.5. Test the emissions from the baghouse exhaust and the outside pickup points concurrently for opacity annually during each federal fiscal year October1 - September 30 and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C..



D.6.  Test the baghouse exhaust for particulate matter at least 120 days prior to the expiration date of this permit while handling dry phosphate pebble rock of approximately 68 grade.  Particulate test shall be conducted under similar process rate and operating condition(s) as the visible emission test for the baghouse exhaust.  If possible, the visible emission test shall be performed simultaneously with one of the test run for the particulate matter emissions.  

[Rule 62-297.340(c), F.A.C.]



D.7. Compliance with the emission limitations of Specific Condition No. D.2. and D.3. shall be determined using EPA Methods 1, 2, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The EPA Method 9 test interval on the source shall be thirty (30) minutes in duration, and the test shall be conducted concurrently on the control equipment exhaust and the transfer point.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test report shall indicate whether the dust suppression system was operating during the visible emission readings.

[Rule 62-297, F.A.C]



D.8.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of a) 1250TPH of handling rate for dry phosphate pebble rock of 68 grade and b) 1800 TPH for concentrated phosphate rock.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



D.9. The permittee is allowed to handle dust suppressant oiled DAP product with the control device turned off provided that:

Visible emissions at the transfer point shall be less than 5 % opacity.

The product shall be sufficiently treated with a non-hazardous oil or dust suppressant to meet the opacity limit in Specific Condition No. D.5.  If a visible emission test is conducted at the transfer point, the test shall indicate the approximate rate of usage of the dust suppressant (gal./ton) and the approximate date the DAP was oiled.  The maximum storage time prior to handling shall not exceed one month.

The maximum oiled DAP product handling rate shall be 1250 TPH as demonstrated during the initial compliance tests on October 25, 1994.

The oiled DAP product handling rate during compliance testing shall be at approximately (90-100%) of the permitted handling rate of 1250 TPH.



D.10.  The use of dust suppressant in lieu of operating the current control systems during the handling of chemical products other  than DAP is allowed provided that the permittee satisfies the following requirements:

[Rule 62-4.070(3), F.A.C.]

IMC will notify the EPC prior to the deactivation of control devices for the purpose of conducting visible emission tests to demonstrate compliance with the standards.

IMC shall conduct an initial compliance test for visible emissions at each source for visible emissions (30 minutes, EPA Method 9) at the transfer point while handling each additional product.  The deactivation of the control devices is limited to the time required to conduct these tests, until authorization by the EPC is issued.

Testing shall be conducted within 90-100% of the maximum handling rate for each additional product.  The actual handling rate and oil to product ratio (gallon/ton) and maximum product storage time shall be included with the test results.

Two copies of the test results, along with the applicable permit amendment requests, shall be submitted to the Air Division of the EPC within 45 days of testing.

The EPC shall acknowledge that the above conditions have been satisfied by amending the corresponding permits for approval and issuing.



Recordkeeping and Reporting Requirements



D.11. In order to demonstrate compliance with Specific Condition Nos. D.1., the permittee shall maintain records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following: 

[Rule 62-4.070(3), F.A.C.]



Month, year

Hours of operation

Material throughput (TPH)

Rolling twelve month total of c) above.





�Subsection E.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-008�Animal Feed Ingredient Handling��

For the operation of a truck unloading station, three storage silos, and a transfer conveyor system for animal feed ingredient storage facility.  Particulate matter emissions generated during the loading of any silo are controlled by one common Mikro-Pulsaire Model 49S-8-20 baghouse.  Conveyor transfer points and the truck unloading station are covered by enclosures.



{Permitting note(s):  These emission units are regulated under Rule 62- 296.711(2)(b), F.A.C.}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



E.1.  Capacity.  The maximum material handling rate shall not exceed 120 tons per hour and 300,000 tons per year of animal feed ingredient for any 12 consecutive month period.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE), Construction Permit AC-22822]



E.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 2,500  hours/year.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



E.3. The maximum allowable particulate emissions for this baghouse shall not exceed the following for any given hour and for any 12 consecutive month period:  

[Rule 62-296.711(2)(b), F.A.C., Construction Permit AC-22822]



	a) EU No. 8 based on a design flow of 3540 DSCFM:

	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	0.5		0.6		0.02 grains/dscf





E.4. The maximum allowable unconfined particulate emissions for the enclosure shall not exceed 5.14 tons per consecutive 12 month period.

[Rule 62-4-070(3), F.A.C. and AC-22822]



E.5.  The maximum opacity from the baghouse exhaust and the outside pickup point shall not exceed 5% .

[Rule 62-296.711(2)(a) and (b), F.A.C.]



E.6.  In order to show compliance with the limits of Specific Condition Nos. E.1., E.3., E.4. and E.5., the following restrictions shall apply:

[Rule 62-4.070(3)]

All dust laden air from the transfer operation shall be vented to the baghouse.



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



E.7. Test the emissions from the baghouse exhaust for the following pollutant(s) annually during each federal fiscal year October1 - September 30 and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.:



	(X)  Particulate*			(X)  Opacity



* The particulate emission test may be waived if a test is submitted demonstrating compliance with the 5% opacity standard.



E.8. Compliance with the emission limitations of Specific Condition No. E.3. and E.5. shall be determined using EPA Methods 1, 2, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The EPA Method 9 test interval on the source shall be thirty (30) minutes in duration, and the test shall be conducted concurrently on the control equipment exhaust and the transfer point.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test report shall indicate whether the dust suppression system was operating during the visible emission readings.

[Rule 62-297, F.A.C]



E.9.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of 120 tons per hour of animal feed ingredient.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



Recordkeeping and Reporting Requirements



E.10. In order to demonstrate compliance with Specific Condition Nos. E.1. and E.2., the permittee shall maintain records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following: 

[Rule 62-4.070(3), F.A.C.]



Month, year

Hours of operation

Material throughput (TPH)

Rolling twelve month total of c) above.

�Subsection F.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-012�Conveyor transfer points from railcar unloading and rock dryer to storage silos�� 

For a material (dry phosphate rock) handling operation consisting of two (2) belt conveyor transfer points and two (2) drop points serving sixteen (16) outer storage silos and seven (7) smaller inner silos.  The material originates at a phosphate rock dryer and at a railcar unloading operation which have a maximum production rates as follows:



- Phosphate rock dryer:  Depending on the moisture content of the rock, which is variable and based on 575 TPH

- Railcar unloading operation:  1,250 tons per hour based on an individual railcar load.  



The phosphate rock dryer and the rail car unloading can operate simultaneously to produce the maximum material handling rate for this operation.



Particulate matter emissions generated by this material handling operation are controlled by a 23,100 DSCFM Ducon Venturi Oriclone, VVO, 36/84 scrubber located at ground level directly north of the storage silos.  The scrubber has three vents which pickup on: (1) outer silos 9-16, inner silos 21-23, and conveyor 27; (2) outer silo 7, inner silo 20, conveyors 38 and 44; (3) and outer silos 1-6, 8 and inner silos 17-19.  The phosphate rock dryer and the railcar unloading operation are permitted above.



{Permitting note(s):  These emission units are regulated under Rule 62- 296.711(2)(b), F.A.C.}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



F.1.  Capacity.  The maximum transfer rate of material shall not exceed:



Railcar Unloading 		1250 TPH

Rock Dryer		575 TPH

	

[Rule 62-4.160(2), F.A.C. , Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



F.2. The maximum allowable particulate emissions for the scrubber shall not exceed the following for any given hour and for any 12 consecutive month period:  

[Rule 62-296.711(2)(b), F.A.C.]



	a) EU No. 12 based on a design flow of 23100 DSCFM:



	Pollutant		 lbs./hr. 	tons/yr. 	Emission Limitation

	Particulate Matter	5.94		26.01		0.03 grains/dscf





F.3.  The maximum opacity from the scrubber exhaust and the outside pickup point shall not exceed 5% .

[Rule 62-296.711(2)(a) and (b), F.A.C.]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



F.4. Test the emissions from the scrubber exhaust and the outside pickup points concurrently for the following pollutant(s) ) annually during each federal fiscal year October1 - September 30 and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.:



	(X)  Opacity

	(X)  Air Flow Rate (Scrubber exhaust only)

	(X) Particulate Matter*



*Prior to permit renewal



F.5. Compliance with the emission limitations of Specific Condition No. F.2. and F.3. shall be determined using EPA Methods 1, 2, 4, 5 and 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The EPA Method 9 test interval on the source shall be thirty (30) minutes in duration, and the test shall be conducted concurrently on the control equipment exhaust and the transfer point.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test report shall indicate whether the dust suppression system was operating during the visible emission readings.

[Rule 62-297, F.A.C]



F.6.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of  the maximum handling rate which requires the simultaneous operation of the rock dryer and the railcar unloading.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



Recordkeeping and Reporting Requirements



F.7. In order to demonstrate compliance with Specific Condition No. F.1., the permittee shall maintain records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following: 

[Rule 62-4.070(3), F.A.C.]

Month, year

Hours of operation

Material throughput (TPH)

Rolling twelve month total of c) above.



�Subsection G.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-100�DAP Truck Unloading Station No.2�� 

For the operation of DAP truck unloading station No. 2. The trucks are driven into a partially enclosed structure and unloaded through grates in the floor of the structure.  The DAP drops onto conveyor C-2 which operates at 339 fpm. Conveyor C-2 transfers the DAP to the bucket elevator C-3.  The bucket elevator is capable of elevating 250 TPH. The bucket elevator transfers the DAP to conveyor C-4 at a rate of 687 fpm. Conveyor C-4 transfers the product to conveyor C-7.  Conveyor C-7 transports at a rate of 621 fpm.  Conveyor C-4 and C-7 are completely enclosed in a building and the DAP is coated with a dust suppressant oil to control emissions.



{Permitting note(s):  These emission units are regulated under Rule 62- 296.711(2)(b), F.A.C..  The emission unit is currently authorized to operate under Air construction permit 0570024-007-AC}



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



G.1.  Capacity.  The maximum truck unloading rate shall not exceed 250 tons per hour of oiled DAP.

[Rule 62-4.160(2), F.A.C. , Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards



{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



G.2.  The maximum opacity from the emission unit shall not exceed 5% .

[Rule 62-296.711(2)(a) and (b), F.A.C.]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



G.3. Test the emissions from the emission unit for the following pollutant(s) ) annually during each federal fiscal year October1 - September 30  and submit two copies of test data to the Air Management Division of the Environmental Protection Commission of Hillsborough County within forty-five days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.:



	(X)  Opacity



G.4. Compliance with the emission limitations of Specific Condition No. G.2. shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The EPA Method 9 test interval on the source shall be thirty (30) minutes in duration, and the test shall be conducted concurrently on the control equipment exhaust and the unloading point.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  The test report shall indicate whether the dust suppression system was operating during the visible emission readings.

[Rule 62-297, F.A.C]



G.5.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of  the maximum handling rate described above.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test. 

[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]



Recordkeeping and Reporting Requirements



G.6.  In order to demonstrate compliance with Specific Condition No. G.1., the permittee shall maintain records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following: 

[Rule 62-4.070(3), F.A.C.]

Month, year

Hours of operation

Material unloaded (TPH)

Rolling twelve month total of c) above.
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