STATEMENT OF BASIS
Kinder Morgan Terminals

Tampaplex Terminal

Facility ID No.:  0570024
Hillsborough County
Title V Air Operation Permit Renewal

REVISED DRAFT Permit Project No.:  0570024-011-AV
This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is for the renewal of Title V Air Operation Permit.  This facility consists of truck and railcar unloading operations, a ship loading operation, and silo and building storage for phosphate rock, animal feed ingredient (AFI) and chemicals (MAP, DAP, GTSP), and ammonia handling and storage.
Dry phosphate rock, AFI, MAP, DAP, and GTSP is trucked or delivered by railcar to the facility and stored within enclosed storage silos or buildings until transported off site by ship or barge.  The products can also be transferred directly to a shiphold from a truck or railcar.  The majority of the material handling operations are enclosed to control fugitive dust emissions.  
The railcar unloading operation is controlled by six dry cyclones followed in series by a 100,000 ACFM Amerex Type C Venturi scrubber.  The DAP Unloading Station No.2, Truck Unloading Station No. 1, and Storage Building No. 3 are controlled through the use of partial enclosures.  The shiploading operation is controlled by a 9,000 DSCFM Mikro-Pulsaire, Model 1F2, baghouse and/or a gantry dust suppression system.  The animal feed ingredient handling operation is controlled by a common 3,565 ACFM Mikro-Pulsaire, Model 49S-8-20, baghouse.  The silo loading operation is controlled by a 23,100 DSCFM Ducon Venturi Oriclone, VVO, 36/84 scrubber.  
Each conveyor transfer point is controlled by it’s own baghouse.  Conveyor C12 Transfer Point A is controlled by an 8,000 DSCFM Mikro-Pulsaire, Model 80F2, baghouse.  Conveyor C17 Transfer Point E is controlled by a 6000 ACFM Poly-Con, Model Venturi 1506MS, scrubber.  Conveyor C18 Transfer Point D is controlled by a 6000 ACFM Mikro-Pulsaire, Model 1215-8-80, baghouse.  Conveyor C19 Transfer Point G is controlled by a 5000 ACFM Mikro-Pulsaire, Model 1215-8-80, baghouse.  Conveyor C30 Transfer Point C is controlled by a 6,000 DSCFM Mikro-Pulsaire, Model 1215-8-80, baghouse.  
This facility is subject to PM-RACT and the monitoring requirements including with daily visible emissions readings.  EPA Method 5 and EPA Method 9 testing have been determined by the Agency to satisfy the requirements of 40 CFR 70.6 and Chapter 62-296, F.A.C.  CAM does apply.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Renewal application received December 23, 2004, this facility is not a major source of hazardous air pollutants (HAPs).

