Section III.  Emissions Units and Specific Conditions.
Subsection M.  Emissions Units -037 & -038

The specific conditions in this section apply to the following emissions units:
	E.U. ID No.
	Brief Description

	
	Coal Residual Storage and Transfer from the Polk Power Station

	-037
	Coal Residual Storage Facility

	-038
	Coal Residual Transfer System


These emissions units consist of the storage and handling of coal residual received from the Polk Power Station.  A nominal 25-ton dump truck empties a load of material into the building, and a bulldozer either pushes the material into a vacant area of the building, or it pushes the material directly into the dozer trap in the rear of the building.  The dozer trap is a hopper that is partially below grade, and is used to feed the conveyor, which is capable of transferring up to 200 tons of material per hour.  The conveyor is fully enclosed to prevent fugitive dust emissions, and to also prevent wetting of the material.  Material inside the building shall be sprayed with water as necessary to minimize dust within the building.
{Permitting note(s):  These emissions units are regulated under Rule 62-210.300, F.A.C., Permits Required; Permit No. 0570039-012-AC; and, Rule 1-3.52, Rules of the Environmental Protection Commission (EPC) of Hillsborough County.}
Essential Potential to Emit (PTE) Parameters
M.1. Hours of Operation.  These emissions units may operate continuously (8760 hours/year).  [Rule 62-210.200 (Definitions - (PTE), F.A.C.]
M.2. Capacity.  The maximum conveyor transfer rate shall be 200 tons per hour and 255,500 tons per year of coal residual that has been generated at the Polk Power Station gasification process.  [Permit No. 0570039-012-AC.]
Operational Requirements

M.3. Enclosure of Equipment.  All conveyors and conveyor transfer points shall be enclosed to minimize particulate matter emissions.  The coal residual shall be stored in an enclosed facility.  Open storage of coal residual is prohibited. [Rule 62-296.320(4)(c), F.A.C., and Permit No. 0570039-012-AC.]

Emission Limitations and Standards
Unless otherwise specified, the averaging times for Specific Conditions M.4. is based on the specified averaging time of the applicable test method.
M.4. Visible Emissions.  Visible emissions shall not exceed 5% opacity in lieu of particulate matter sampling.  [Rule 62-297.620(4), F.A.C., Permit No. 0570039-012-AC; and, Chapter 1-3.52, Rules of the EPC.]

Excess Emissions

M.5. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  [Rule 62-210.700(1), F.A.C.]

M.6. Excess Emissions Prohibited.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

Test Methods and Procedures
M.7. Test Methods.  Required tests shall be performed in accordance with the following reference method(s):  
	Method(s)
	Description of Method(s) and Comment(s)

	EPA Method 9
	Visual Determination of the Opacity of Emissions



The above methods are described in Chapter 62-297, F.A.C. and/or 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Chapter 62-297, F.A.C.]
M.8. Annual Compliance Test.  Unless otherwise specified by this permit, during each federal fiscal year (October 1st to September 30th), these emissions units shall be tested to demonstrate compliance with the emission limitations and standards for VE.  [Rule 62-297.310(7), F.A.C.]
M.9. Compliance Test Prior To Renewal.  Prior to permit renewal, these emissions units shall be tested to demonstrate compliance with the emission limitations and standards for VE.  [Rule 62-297.310(7)(a)3., F.A.C.]
M.10. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C.]
M.11. VE Testing Sites.  Sites to be tested shall be determined by EPCHC.  [Permit No. 0570039-012-AC.]
Recordkeeping and Reporting Requirements
M.12. Records.  The permittee shall keep records of the following parameters for each specific month/day/year:

A) Amount of raw coal residual charged (tpd); and,
B) Amount of refined/beneficiated coal residual charged (tpd).

[Permit No. 0570039-012-AC.]
M.13. Records.  The permittee shall also keep records of:

A) Annual amount of raw coal residual charged (tpy); 
B) Annual amount of refined/beneficiated coal residual charged (tpy); and,
C)   Annual VE tests.


[Permit No. 0570039-012-AC.]
M.14. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional reporting requirements.  [Rule 62-213.440, F.A.C.]
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