Section III.  Emissions Units and Specific Conditions.
Subsection I.  Emissions Unit -032

The specific conditions in this section apply to the following emissions units:
	E.U. ID No.
	Brief Description

	-032
	Surface Coating of Miscellaneous Metal Parts


This emissions unit is for the surface coating of miscellaneous metal parts as defined in Rule 62-296.513, F.A.C.  These parts include such things as pumps, compressors, conveyor components, fans, blowers, transformers.
{Permitting note(s):  This emissions unit is regulated under Rule 62-296.500, F.A.C., Reasonably Available Control Technology (RACT) - Volatile Organic Compounds (VOC) and Nitrogen Oxides (NOx) Emitting Facilities; and, Rule 62-296.513, F.A.C., VOC RACT - Surface Coating of Miscellaneous Metal Parts and Products.}

Essential Potential to Emit (PTE) Parameters
I.1. Hours of Operation.  Miscellaneous metal parts surface coating operations are allowed to operate for a total of 3500 hours/year.  [Rule 62-210.200 (Definitions - (PTE), F.A.C.; and, Applicant Request.]
I.2. Capacity.  The total maximum coating usage shall not exceed 2 gallons per hour, on a 24-hr basis, and 7000 gallons per year.  [Rule 62-210.200 (Definitions - (PTE), F.A.C.; and, Applicant Request.]
Emission Limitations and Standards
Unless otherwise specified, the averaging time for Specific Condition I.3. is based on the specified averaging time of the applicable test method.
I.3. (This specific condition applies if this emissions unit emits more than 15 pounds of VOC in any one day and 3 pounds VOC in any one hour.)  VOC Emission Limits for Surface Coating of Miscellaneous Metal Parts.
a. No owner or operator of a coating line for miscellaneous metal parts and products shall cause, allow, or permit the discharge into the atmosphere of any volatile organic compounds in excess of:

   (1)  4.3 pounds per gallon of coating (0.52 kilograms per liter), excluding water, delivered to a 


coating applicator that applies clear coatings;

   (2)  3.5 pounds per gallon of coating (0.42 kilograms per liter), excluding water, delivered to a coating applicator in coating application system that is air dried or forced warm air dried at temperatures up to 194 degrees Fahrenheit (90 degrees Celsius);

   (3)  3.5 pounds per gallon of coating (0.42 kilograms per liter), excluding water, delivered to a coating applicator that applies extreme performance coatings; or,

   (4)  3.0 pounds per gallon of coating (0.36 kilograms per liter), excluding water, delivered to a coating applicator for all other coatings and coating application systems.

b. If more than one emission limitation in specific condition I.3.(a) above applies to a specific coating, then the least stringent emission limitation shall be applied.

c. All volatile organic compound emissions from solvent washings shall be considered in the emission limitations in condition I.6.(a) above unless the solvent is directed into containers that prevent evaporation into the atmosphere.

[Rule 62-296.513(2), F.A.C.]
I.4. (This specific condition applies if this emissions unit emits more than 15 pounds of VOC in any one day and 3 pounds VOC in any one hour.)  Control Technology.   The emission limits in specific condition I.3.(a) above shall be achieved by the application of low solvent coating technology.  [Rule 62-296.513(3), F.A.C.]

Excess Emissions

I.5. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  [Rule 62-210.700(1), F.A.C.]

I.6. Excess Emissions Prohibited.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

Test Methods and Procedures
I.7. Test Methods.  Required tests shall be performed in accordance with the following reference method(s):  
	Method(s)
	Description of Method(s) and Comment(s)

	EPA Method 24
	Determining VOC content

	EPA Method 450/3-84-019
	Determining VOC content



The above methods are described in Chapter 62-297, F.A.C. and/or 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Chapter 62-297, F.A.C.]
I.8. Test Methods.  The VOC content shall be calculated using a percent solids basis (less water and exempt solvents) for adhesives, coating, and inks, using EPA Reference Method 24.  [Rule 62-296.500(2)(b)2., F.A.C.]
I.9. (This specific condition applies if this emissions unit emits more than 15 pounds of VOC in any one day and 3 pounds VOC in any one hour.)  Test Methods and Procedures to Determine Low Solvent Technology.  The test method for volatile organic compounds shall be EPA Method 24 or EPA 450/3-84-019, incorporated and adopted by reference in Chapter 62-297, F.A.C.  Test procedures shall meet all applicable requirements of Chapter 62-297, F.A.C.  [Rules 62-296.513(4)(a) and (c), F.A.C.]
I.10. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C.]
Recordkeeping and Reporting Requirements
I.11. Recordkeeping. The permittee shall maintain daily records of operations for the most recent 5 year period.  The records shall be made available to the local, state, or federal air pollution agency upon request.  The records shall include, but not be limited to, the following:
a.  The rule number applicable to the operation for which the records are being maintained.

b.  The application method and substrate type (metal, etc.).

c.  The amount and type of adhesive, coatings (including catalyst and reducer for multicomponent coatings), solvent, and/or graphic arts material used at each point of application, including exempt compounds.

d.  The VOC content as applied in each adhesive, coating, solvent, and/or graphic arts material.

e.  The date for each application of each adhesive, coating, solvent, and/or graphic arts material.

f.  The amount of surface preparation, clean-up, wash-up of solvent (including exempt compounds) used and the VOC content of each.

[Rule 62-296.500(2)(b)1., F.A.C.]
I.12. Reporting.  Annually, in accordance with a schedule and reporting format provided by the Department or EPCHC, The permittee shall provide EPCHC with proof of compliance with the limitations in this section.  [Rule 62-296.500(2)(c), F.A.C.]
I.13. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional reporting requirements.  [Rule 62-213.440, F.A.C.]
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