Section III.  Emissions Units and Specific Conditions.
Subsection G.  Emissions Units -015, -016, -017 & -039

The specific conditions in this section apply to the following emissions units:
	E.U. ID No.
	Brief Description

	
	Coal Bunkers with Roto-Clones

	-015
	Unit No. 1 Coal Bunker with Roto-Clone

	-016
	Unit No. 2 Coal Bunker with Roto-Clone

	-017
	Unit No. 3 Coal Bunker with Roto-Clone

	-039
	Unit No. 4 Coal Bunker with Roto-Clone


These emissions units are Coal Bunkers for Steam Generator Unit Nos. 1 - 4 with an exhaust fan/cyclone collector (Roto-Clone) controlling dust emission from each unit’s respective bunker.  The annual coal throughput shall not exceed 4000 TPH per bunker.  Two moving transfer stations via their respective conveyor belts route coal through enclosed chutes to the various bunkers.  Coal Bunkers 1- 4 are each equipped with a 9400 acfm American Air Filter (AAF) Company Type D Roto-Clone to abate dust emissions during ventilation.  A number of vent pipes convey fresh air from each bunker to a Roto-Clone during particulate matter removal.  Particulate matter removed by the Roto-Clones is returned to the coal bunkers via a hopper and return line.  The Unit No. 1 Coal Bunker is situated west of Unit No. 2 Coal Bunker.  The Unit No. 3 Coal Bunker is situated east of Unit No. 2 Coal Bunker.  The Unit No. 4 Coal Bunker is located east of Unit No. 3.
{Permitting note(s):  These emissions units are regulated under Chapter 1-3.52, Rules of the Environmental Protection Commission (EPC) of Hillsborough County.  Each of these emissions units is exempt from the requirements of Rule 62-296.711, F.A.C., Reasonable Available Control Technology (RACT) - Materials Handling, Sizing, Screening, Crushing and Grinding Operations, pursuant to Rule 62-296.700(2)(c), F.A.C., because it has an allowable emission rate of less than one ton per year.}

Essential Potential to Emit (PTE) Parameters
G.1. Hours of Operation.  The hours of operation for each bunker loading shall not exceed 4167 hours per year.  [Rule 62-210.200 (Definitions - (PTE), F.A.C.; and, Applicant Request.]
Emission Limitations and Standards
Unless otherwise specified, the averaging times for Specific Conditions G.2. - G.3. are based on the specified averaging time of the applicable test method.
G.2. Particulate Matter.  Particulate matter (PM) emissions shall not exceed 0.48 lbs/hr and 0.99 tons per year from each rotoclone exhaust.  [Rules 62-4.070(3) and 62-296.700(2)(c), F.A.C.; and, Applicant Request.]
{Permitting note(s):  This particulate matter limitation ensures that allowable emissions are less than one ton per year from each emissions unit.}
G.3. Visible Emissions.  Visible emissions from each of these emissions units are limited to 5% opacity.  [Rule 62-297.620(1)-(3), F.A.C.; AC29-163788; Chapter 1-3.52, Rules of the EPC; and, Applicant Request.]
Excess Emissions

G.4. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  [Rule 62-210.700(1), F.A.C.]

G.5. Excess Emissions Prohibited.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

Test Methods and Procedures
G.6. Test Methods.  Required tests shall be performed in accordance with the following reference method(s):  
	Method(s)
	Description of Method(s) and Comment(s)

	EPA Methods 1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	EPA Method 5
	Methods for Determining Particulate Matter Emissions

	EPA Method 9
	Visual Determination of the Opacity of Emissions



The above methods are described in Chapter 62-297, F.A.C. and/or 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Chapter 62-297, F.A.C.]
G.7. Annual Compliance Test.  During each federal fiscal year (October 1st to September 30th), Emissions Unit ID Nos. -015, -016, -017 and -039 shall be tested to demonstrate compliance with the emission limitations and standards for visible emissions (VE).  [Rules 62-297.310(7) and 62-213.440(1)(b)1.b. (Periodic Monitoring), F.A.C. {Resolution of objection from USEPA dated 12/14/2000.}.]
G.8. Compliance Test Prior To Renewal.  Prior to permit renewal, Emissions Unit ID Nos. -015, -016, -017 and -039 shall be tested to demonstrate compliance with the emission limitations and standards for visible emissions (VE).  [Rule 62-297.310(7)(a)3., F.A.C.]

G.9. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C.]
G.10. Visible Emissions Test.  Compliance with the visible emission limits of this permit shall be demonstrated by an annual compliance test using EPA Method 9.  The duration of the annual test shall be 30 (thirty) minutes.  [Rules 62-4.070(3) and 62-297.310(4)(a)2., F.A.C.]

Recordkeeping and Reporting Requirements
G.11. Records.  The permittee shall monitor the hours of operation of coal bunker loading.  [Rule 62-213.440(1)(b)1.b. (Periodic Monitoring), F.A.C. {Resolution of objection from USEPA dated 12/14/2000.}.]
G.12. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional reporting requirements.  [Rule 62-213.440, F.A.C.]
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