Section III.  Emissions Units and Specific Conditions.
Subsection N.  Emissions Units -043 & -044

The specific conditions in this section apply to the following emissions unit:
	E.U. ID No.
	Brief Description

	
	Diesel Generators (Engines)

	-043
	Diesel Emergency Black Start Generator, 800 kW

	-044
	Coal Field Diesel Generator


This section is comprised of two diesel compression ignition type engines.  The 800 kW diesel emergency black start generator (engine) provides black start and shutdown capabilities, serving Emission Unit ID No(s). -041 and -042.  Air pollutant emissions from both engines are uncontrolled.
	Identification
	In-service date
	Manufacturer name
	Horsepower (HP)
	Applicable Requirement(s) for Compression Ignition Type Engines

	Diesel Emergency Black Start Generator, 800 kW
	08/2009
	Caterpillar
	1495
	40 CFR 63, Subparts A and ZZZZ 

  and

40 CFR 60, Subparts A and IIII

This generator is a “new unit.”

	Coal Field Diesel Generator
	10/2009
	Caterpillar
	349
	40 CFR 63, Subparts A and ZZZZ

  and

40 CFR 60, Subparts A and IIII

This generator is a “new unit.”


{Permitting note(s):  These emissions units are regulated under 40 CFR 63, Subpart ZZZZ, National Emission Standards for Hazardous Air Pollutants (NESHAP) for Stationary Reciprocating Internal Combustion Engines (RICE) also referred to as the “RICE Maximum Achievable Control Technology (MACT)” adopted in Rule 62-204.800(11)(b), F.A.C.

The Diesel Emergency Black Start Generator is classified as an emergency generator according to 40 CFR 63.6675:
“Emergency stationary RICE means any stationary RICE that operates in an emergency situation.  Examples include stationary RICE used to produce power for critical networks or equipment (including power supplied to portions of a facility) when electric power from the local utility is interrupted, or stationary RICE used to pump water in the case of fire or flood, etc.  Emergency stationary RICE may be operated for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by the manufacturer, the vendor, or the insurance company associated with the engine.  Required testing of such units should be minimized, but there is no time limit on the use of emergency stationary RICE in emergency situations and for routine testing and maintenance.  Emergency stationary RICE may also operate an additional 50 hours per year in non-emergency situations.”}
The following requirements apply to the emissions unit listed above:

Essential Potential to Emit (PTE) Parameters
N.1. Hours of Operation.  The diesel emergency black start generator (engine) is allowed to operate for no more than 500 hours per year in accordance with Rule 62-210.200, F.A.C.  [Rule 62-210.200 (Definitions - Emergency Generator, F.A.C.; and, Permit No. 0570039-040-AC.]
N.2. Hours of Operation.  The diesel emergency black start generator (engine) excluding emergency conditions is allowed to operate for no more than 100 hours per year (approximately two hours per week) for routine testing and maintenance purposes.  [Permit No. 0570039-040-AC.]
N.3. Sulfur Content.  The diesel emergency black start generator (engine) shall be fired with ultra low sulfur diesel fuel (ULSD).  The ULSD shall contain a maximum sulfur content of 0.0015 percent (%), by weight.  [Permit No. 0570039-040-AC.]
Reporting Requirements
N.4. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional reporting requirements.  [Rule 62-213.440, F.A.C.]
NESHAP 40 CFR 63 Requirements
N.5. NESHAP 40 CFR 63 Requirements - Subpart A.  These emissions units shall comply with all applicable requirements of 40 CFR 63, Subpart A, General Provisions, which have been adopted by reference in Rule 62-204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40 CFR 63.5(e), 40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40 CFR 63.14.  These emissions units shall comply with Appendix 40 CFR 63 Subpart A included with this permit.  [Rule 62-204.800(11)(d)1., F.A.C.]

N.6. “RICE MACT” 40 CFR 63 Requirements - Subpart ZZZZ.  These emissions units shall comply with all applicable requirements of 40 CFR 63, Subpart ZZZZ, National Emission Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion Engines (RICE), which have been adopted by reference in Rule 62-204.800(11)(b), F.A.C.  These emissions units shall comply with Appendix 40 CFR 63 Subpart ZZZZ included with this permit.  [Rule 62-204.800(11)(b), F.A.C.]
NESHAP 40 CFR 63 Reporting and Recordkeeping Requirements
N.7. Notification Requirements.  In accordance with 40 CFR 63.6590(b) each engine is subject to the notification requirements of this Subpart.  New stationary RICE (the diesel emergency black start generator) that operate exclusively as emergency units are subject only to initial notification requirements.  [Rule 62-204.800(11), F.A.C.; and, 40 CFR 63.6590(b)]
N.8. Recordkeeping Requirement for Applicability Determinations.  In accordance with 40 CFR 63.10 (b)(3) the owner or operator must keep a record of each applicability determination on site at the source for a period of five (5) years after the determination, or until the source changes its operations to become an affected source subject to the relevant standards, whichever comes first.  [Rule 62-204.800(11), F.A.C.; and, 40 CFR 63.10(b)(3)]
NSPS 40 CFR 60 Requirements
N.9. NSPS Requirements - Subpart A.  The diesel emergency black start generator (engine) shall comply with all applicable requirements of 40 CFR 60, Subpart A, General Provisions, including:

40 CFR 60.7, Notification and Recordkeeping

40 CFR 60.8, Performance Tests

40 CFR 60.11, Compliance with Standards and Maintenance Requirements

40 CFR 60.12, Circumvention

40 CFR 60.13, Monitoring Requirements

40 CFR 60.19, General Notification and Reporting Requirements,

which have been adopted by reference in Rule 62-204.800(8)(d), F.A.C., except that the Secretary is not the Administrator for purposes of 40 CFR 60.4, 40 CFR 60.8(b)(2) and (3), 40 CFR 60.11(e)(7) and (8), 40 CFR 60.13(g), (i) and (j)(2), and 40 CFR 60.16.  This emissions unit shall comply with Appendix 40 CFR 60 Subpart A included with this permit.  [Rule 62-204.800(8)(d), F.A.C.]

N.10. NSPS “4-I” or “CI-ICE” 40 CFR 60, Subpart IIII.  Pursuant to 40 CFR 63.6590(c), the permittee has elected to comply with the RICE MACT for the diesel emergency black start generator (engine) and the coal field diesel generator by meeting the requirements of the NSPS 40 CFR 60, Subpart IIII, attached as Appendix 40 CFR 60 Subpart IIII, to this permit.  Pursuant to 40 CFR 63.6590(c), no further requirements apply to the engine under 40 CFR 63 Subpart ZZZZ.  [Rules 62-204.800(11) & (8), F.A.C.]
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