PERMITTEE:PRIVATE 









Tampa Electric Company




Permit No:  0570040-006-AC

P.O. Box 111






County:  Hillsborough

Tampa, FL  33601-0111




Effective Date:

                                                                                            Expiration Date: 10/15/2000









Project:  Gannon Station 










                          Fuel Yard

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Rules 62-4, 62-200 through 62-297.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Department and made a part of hereof and specifically described as follows:

For the construction/modification of the F.J. Gannon Station fuel yard which serves Boilers No. 1 through 6.  This modification is to increase the fuel yard coal throughput from 2.85 to 3.3 million tons per year.  For the construction of the auxiliary fuel unloading and handling system to handle up to 362,025 tpy & 400 tph of alternate fuel (i.e., Tire Derived Fuel (TDF), Wood Derived Fuel (WDF), etc).  This permit does not authorize the burning of alternate fuels; it only authorizes their handling at the  fuel yard.  Yard activities include barge (East and West) and railcar unloading of coal, and/or flux, truck unloading of limestone or iron ore, and transfer and storage of these materials.  The iron ore is shipped, stored and handled in the same manner as limestone.  A description of the fuel yard parameters, etc. are included on Pages 2 and 3.

The modifications at the fuel yard are considered to be a Pollution Control Project (PCP) for the reduction of NOx, as described in Attachment 1 and agreed  to by TECO in their 12/23/97 Title IV Acid Rain Phase II NOx Control Plan.  In order to maintain the status of this modification as a PCP, i.e., allowing "small" increases in other pollutants, this permit includes limits on heat input and emission rates at the boilers.

Activities at the fuel yard prior to the issuance of this permit may have resulted in violations subject to enforcement.  Nothing in this permit shall be construed as ratifying or validating those prior activities or changing the situation relative to potential enforcement.

Location:  Port Sutton Road, Port Sutton, Tampa

UTM:  17-360.0 E 3087.5 N     Facility ID No.: 0570040     Emission Unit ID No: 008               

Replaces Permit No.:  AO29-216480

Page 1 of 7.

PERMITTEE:



                                            PERMIT NO:  0570040-006-AC

Tampa Electric Company


                             Project:  Gannon Station Fuel Yard

Emission Point Description 
Emission

Point ID
Throughput

(tph)
Control

Method*


Efficiency

Barge to clamshell                                                      
  FH-002
  1,150
   DS
   95%

Barge to continuous unloader
FH-003
1,150
DS
95%

Clamshell to barge unloading hopper
FH-005
1,150
DS
95%

Continuous unloader to conveyor  A
FH-006
1,150
DS
95%

Conveyor A to continuous feeder
FH-007
1,150
DS/E
95%

Barge unloading hopper  to conveyor B
FH-009
2,300
DS/E
95%

Conveyor  B to conveyor C
FH-011
2,300
DS/E
90%

Conveyor  C to  conveyors D1, D2 
FH-012
2,300
DS/E
90%

Railcar to rail unloading hopper
FH-013
2,300
DS/E
95%

Rail unloading hopper to  conveyor L
FH-014
2,300
DS/E
95%

Conveyor L to conveyors D1, D2
FH-015
2,300
DS/E
95%

Conveyor D1 to conveyor M1
FH-016
2,300
DS/E
90%

Conveyor D2 to conveyor M2
FH-017
2,300
DS/E
90%

Conveyor M1 to conveyor E1
FH-018
2,300
DS/E
90%

Conveyor M2 to conveyor E2
FH-019
2,300
DS/E
90%

Conveyor E1 to fuel storage pile
FH-020
2,300
DS
70%

Conveyor E2 to fuel storage pile
FH-021
2,300
DS
70%

Fuel storage pile
FH-022/023

DS
50%

Underground reclaim  to conveyor F1 
FH-024
400
DS/E
85%

Underground reclaim  to conveyor F4 
FH-025
400
DS/E
85%

Underground reclaim  to conveyor F3
FH-026
400
DS/E
85%

Underground reclaim to conveyor F2
FH-027
400
DS/E
85%

Conveyor F1 to conveyors G1, G2
FH-028
400
DS/E
90%

Conveyor F4 to conveyors G1, G2
FH-029
400
DS/E
90%

Conveyor F3 to conveyors G1, G2
FH-030
400
DS/E
90%

Conveyor F2 to conveyors G1, G2
FH-031
400
DS/E
90%

Conveyor G1 to crushers
FH-032
800
DS/E
90%

Conveyor G2 to crushers
FH-033
800
DS/E
90%

Crushers to conveyor H1
FH-034
800
DS/E
90%

Crushers to conveyor  H2
FH-035
800
DS/E
90%

Conveyor H1 to bunkering
FH-036/041

Rotoclones
75%

Conveyor H2 to bunkering
FH-036/041

Rotoclones
75%
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Conveyor D1  to conveyors G1, G2
FH-042
2,300
DS/E
90%

PRIVATE 
Conveyor D2 to conveyors G1, G2
FH-043
2,300
DS/E
90%

Dozer operations of storage piles
FH-044

DS
50%

Truck unloading - auxiliary
AH-001
400
DS
85%

Storage pile to auxiliary hopper
AH-002
400
DS/E
90%



Auxiliary hopper to conveyor T
AH-003
400
DS/E
90%

Conveyor T to conveyor U
AH-004
400
DS/E
90%

Conveyor  U to conveyors G1, G2
AH-005
400
DS/E
90%

                                                                                                              * DS=Dust Suppressant E=Enclosure

SPECIFIC CONDITIONS:

1.  A part of this permit is the attached 15 General Conditions. [Rule 62-4.160, F.A.C.].

2.  Attachment No. 1 is made a part of this permit.

3.  In order to maintain the status of this modification as a PCP, the following limits shall apply; on a                        12 month rolling average basis:

     a.  Starting January 1, 1999 total combined coal heat input to boilers 1  through 6 shall not exceed

          69.9 X 10 6 mmBtu/year. 

     b.  Starting January 1, 2000, SO2 total combined emissions from boilers 1 through 6 shall not

          exceed 66,400 tons per year (tpy).

     C.  C.  C

[Rule 62-212.400(2)(a)2., F.A.C.].

4.  The Gannon Station fuel yard is permitted to operate continuously, 8,760 hours/year. [Rules 62-4.160(2) and 62-210.200, F.A.C., P.T.E.].

5.  The coal throughput shall not exceed 3,304,646 tons per 12 consecutive month period.  The auxiliary fuel (i.e., TDF, and WDF) throughput shall not exceed 362,025 tons per 12 consecutive month period. [application  received 6/3/97 and addendum received 6/98, and Rules 62-4.160(2) and 62-210.200, F.A.C.].

     5.a.  The permittee shall have the option of limiting coal throughput to 2.85 million tons per 12                           consecutive 

             month period, whereby Specific Condition Nos. 2 and 3 shall be null and void.  The  permittee                    shall 

             provide written notification to the permitting authority at least 14 days prior to starting this option.
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6.  Dust suppressants shall be applied to the fuel either prior to or at the time of delivery and at all  emission points where specified on Pages 2 and 3 to control fugitive PM emissions. [application received 6/3/97].  

7.  All controls associated with the transfer points (i.e., the grab buckets, the windshield, the enclosures and the wet spray systems) shall be maintained to the extent that the capture efficiencies referenced on Pages 2 and 3  will be achieved [Permit AO29-216480].

8.  Visible emissions generated by fugitive or unconfined particulate matter from fuel handling systems and storage areas shall not exceed 5% opacity.  [Construction Permit AC29-152987].

9.  A thirty (30) minute visible emissions test shall be performed at the following material transfer operations at 12 month intervals on or within 60 days prior to December 31.  One copy of each test data shall be submitted to both the Environmental Protection Commission of Hillsborough County and the Florida Department of Environmental Protection   [Rule 62-297.310(4(a)2., F.A.C.].


A)
The west bucket to the west hopper


B)
The railcar to the hopper


C)
Either the conveyor E1 or E2 to their respective stockpiles



where the initial free fall is at least 30 feet


D)
The hammermill crusher to either the conveyor H1 or H2


E)
The conveyors D1 or D2 to either conveyor G1 or G2


F)
Either the conveyor J1 or J2 to their respective bunkers

10.  Compliance with the emission limitation of Specific Condition No. 8 shall be determined using EPA Method 9.  The minimum requirements for stack sampling facilities, source sampling and reporting shall be in accordance with Rule 62-297, F.A.C. [Rules 62-204.800, 62-297.310(7)(a)4. and 62-297.400, F.A.C.].

11.  All compliance testing shall be conducted during normal operation and at the maximum material (including limestone or iron ore where applicable) transfer rate attainable during the test period.  Actual material handling rates will be determined using the totalizer readings obtained from scales located on C, L, and H conveyors.  The readings from these scales will be recorded at the start and finish of the visible emissions test.  The difference between the values recorded divided by the test duration will be the value used to represent the material handling rate.  Alternatively, values from the circular chart recorders located in the coal field control room will be used in the event a problem with a scale totalizer arises.  The test results shall indicate if iron ore has been included in the corresponding material transfer rate.  Failure to include the actual process or production rate in the results may invalidate the test.  [Rule 62-4.070 (3), F.A.C. and Supplement to Application, December 18, 1992]

12.  Water sprays or chemical wetting agents and stabilizers are acceptable methods to be used on coal storage piles as necessary to maintain an opacity of less than or equal to 5%.  Other appropriate methods may be applied to maintain this opacity, after they are approved by the Department. [AC29-114676].
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13.  Should the Department have reason to believe the visible emission standards are not being met, the Department may require that compliance with the visible emission standards be demonstrated by testing in accordance with Rule 62-297, F.A.C.

14.  Test Reports:

a) The owner or operator of an  emission unit for which a compliance test is required shall file a report with both the Environmental Protection Commission of Hillsborough County and the Air Compliance Section of the Southwest District Office of the Department on the results of each such test.

b)  The required test report shall be filed as soon as practical but no later than 45 days after the last test is completed. [Rule 62-297.310(8), F.A.C.].

15.  The permittee shall notify the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, the test contact person  who will be responsible for coordinating and having such test conducted. [Rule 62-297.310(7)(a)9., F.A.C.].

16.  Operation and Maintenance Plan for Particulate Control:

       (A)
Process Parameters:



1.  For all sources covered under this permit, permitted operation schedule:  



                         24 hrs./day, 7 days/wk.; 52 wks./yr.



2.  Equipment Data:




  Conveyor Hoods:  Corrugated Aluminum





Transfer Point Enclosures:  Carbon Steel



3.  Wet Dust Suppression:





Manufacturer:  Martin Marietta

        (B)
 Inspection and Maintenance Procedures:



 The fuel yard particulate control equipment receives regular preventative  maintenance as follows:

        Conveyor Enclosures:

        1.
Daily random visual inspections of conveyor hoods.

        2.
Daily random visual inspections of the transfer points chute work.
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Specific Condition No. 16 continued:

        Dust Suppression System:

        1.
Quarterly inspection of system for water leaks.

        2.
Quarterly inspection of spray nozzles.


The pumps, tanks, etc., that make-up the dust suppression system undergo normal maintenance including lubrication, flushing, and draining.   Should these procedures indicate repairs are necessary, maintenance job requests are initiated.  All records are maintained for a minimum of five years.

[Rule 62-296.700, F.A.C. and Application for Renewal, July 16, 1992].

17.  All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provision in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including, but not limited to, vehicular movement, transportation of materials, construction, alterations, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions include but are not limited to the following:

    A.  Chemical or water application to:

          1.  Unpaved roads

          2.  Unpaved yard areas

     B.  Paving and maintenance of roads, parking areas, and yards

     C.  Landscaping or planting of vegetation

     D.  Confining abrasive blasting where possible

     E.  Other techniques, as necessary

18.   Submit to the Air Management Division of the Environmental Protection Commission of Hillsborough County and the and the Air Compliance Section of the Southwest District Office of the Department  each calendar year on or before March 1, completed DEP Form 62-210.900(4), "Annual Operating Report for Air Pollutant Emitting Facility," for the preceding calendar year. [Rules 62-210.370(2), F.A.C.].

19.  Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Rules 62-200 through 297, or any other requirements under federal, state or local law. [Rule 62-200.300, F.A.C.].
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20.  The permittee shall provide timely notification to the Environmental Protection Commission of Hillsborough County and the and the Air Permitting  Section of the Southwest District Office of the Department  prior to implementing any changes that may result in a modification to this permit.  The changes may include, but are not limited to, the following, and may also require prior authorization before implementation [Rules 62-210.300 and 62-4.070 (3), F.A.C.]:


A)
Alteration or replacement of any equipment* or parameter listed on Pages 2 and 3 of  this permit.


B)
Installation or addition of any equipment* which is a source of air pollution.


C)
Any changes in the method of operation, raw materials, products or fuels.

*  Not applicable to normal maintenance and repairs, and vehicles used for transporting material.

21.  After construction/modification is complete, TECO shall make proper application to revise the associated final Title V permit (or to revise the application for a Title V permit, as appropriate) [Rule 62-4.090(1), F.A.C.].










STATE OF FLORIDA DEPARTMENT 



                                                                                       OF ENVIRONMENTAL PROTECTION









________________________________









W.C. Thomas, P.E.   









Air Program Administrator       









Southwest District
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