STATEMENT OF BASIS
 Title V Air Operation Permit Revision
DRAFT/PROPOSED Permit No. 0570057-033-AV

APPLICANT

The applicant for this project is EnviroFocus Technologies dba Gopher Resources, LLC. The applicant’s responsible official and mailing address are:  Christopher G. Swanberg, Vice President, Environmental, Health & Safety, Gopher Resources, LLC, 6505 Jewel Ave., Tampa, FL 33619.

FACILITY DESCRIPTION

The applicant operates the EnviroFocus Technologies facility, which is located in Hillsborough County at 1901 N 66th Street, Tampa, Florida.  

EnviroFocus Technologies recycles spent automotive and industrial lead-acid batteries as well as lead scrap to produce lead ingots.  Batteries arrive at the facility by truck and are off-loaded directly to the battery process area. Pallets or skids are used as separators for stacking of batteries that are received. When batteries are removed from the pallets or skids they are no longer used and become spent materials generated on-site. The clean pallets or skids are normally stored outside or in the plastics area. The clean pallets or skids will then be shredded in a hammer mill and used as raw material feed to the furnace to aid in the drying of chipped battery material or shipped off-site for recycling.  

In the battery breaker area, spent batteries are conveyed to a hammer mill where they are crushed into primarily metallic lead, lead salts and plastics.  After desulfurization, the lead salts are transferred to the material charging storage area along with the metallic lead.  The separated plastic is loaded into truck via a pneumatic conveying system and shipped off-site for recycling.  Emissions from the hammer mill (primarily of PM (including SAM) and Pb) and the future plastic plant (PM and VOC) are routed to a wet impingement scrubber and exhausted via a 130 foot stack. 

The metallic lead and desulfurized lead salts from the battery breaker area are conveyed to the 40 TPH feed dryer to remove most of the moisture prior to being fed into the reverb furnace.  The feed dryer is fueled by 10 MMBtu per hour (MMBtu/hr) natural gas burners (with propane as a backup fuel).  PM and Pb emissions from the feed dryer are controlled by a shaker type baghouse (Foster Wheeler) with a design flow rate of 18,000 acfm at approximately 200 degrees Fahrenheit (°F) before being ducted to the process stack. 

The material from the feed dryer is conveyed to the reverb furnace which is heated using natural gas.  Molten soft lead from the reverb furnace will be conveyed through channels called launders directly to the refining kettles.  The reverb furnace is fired by 23 MMBtu/hr burners.  The facility also operates a blast furnace.  Slag from the reverb furnace and other lead bearing scrap materials are fed to the blast furnace that produces hard lead.  Other non-lead bearing fluxes and associated materials, including but not limited to coke, cast iron, silica, limerock, and shredded steel, are also added to the furnace as needed.  Metallurgical coke will be combined with slag to help supply fuel for the blast furnace smelting process.  Coke breeze may also be added to the slag as a reductant.

The blast furnace produces a by-product slag which will be either reused or reclaimed in the furnace. The slag is first tested using the EPA Methods 1311, 3005a and 6010b for sampling, preparation, digestion and analysis of Toxic Chemical Leaching Procedure extracts. If the slag is characteristically hazardous for lead, the material is brought back into the containment building for treatment with a stabilizing agent or returned to the furnaces for further reclamation. When the treatment process is chosen, the slag is tested again using the TCLP Methods 1311, 3005a and 6010b.  The stabilizing agent is either brought in by a portable Tilt-up Pre-Filled Vertical Silo or pre-filled super sacs from the supplier.  
Blast and Reverb Operating Collocated: Exhaust gases from both furnaces are ducted to an afterburner, followed by a shaker type baghouse and a wet scrubber before being combined with the exhaust gases from the feed dryer for final discharge through the 130 foot process stack.  

Blast Operation Only Mode: Exhaust gases from the blast furnace are ducted to a blast only dedicated afterburner. The dedicated afterburner will require a startup period where the dedicated afterburner burners will be firing while the reverb burners are in high or low fire (dedicated afterburner standby mode). Once the dedicated afterburner reaches required temperature for operating, the reverb burners will be placed in banked mode (no charging of lead bearing or waste material).

Furnace tapping, charging and lead refining generate emissions that are termed as process fugitive emissions in the lead recycling process.  This emissions unit includes the operations related to charging and tapping from the collocated reverb and blast furnaces, as well as the direct exhaust from the 10 refining kettles that receive and process lead from the furnaces.  These emissions are captured and routed to a 72,000 acfm process fugitive emissions (hygiene) baghouse and exhausted via the 130 foot hygiene stack.  

The refining kettles are indirectly heated by natural gas burners (EU ID 034).  Alloying and fluxing agents such as sulfur and niter (sodium nitrate) are mixed in to produce lead alloys that meet predetermined specifications.  The pollutant emissions consist of PM, Pb, NOX, VOC, SO2 and trace metal HAP.  The PM and metals HAP, including Pb, are controlled by the hygiene baghouse.

The ten refining kettles are indirectly fired (i.e., the combustion products do not contact the process) utilizing individual oxygen enhanced burners. Therefore, the stacks that exhaust these combustion products are identified as a separate emission unit from the process fugitive emissions (EU ID No. 033). The kettles’ in-direct combustion emissions are vented to the atmosphere through ten separate stacks.

The alkaline reagents is received and stored in the alkaline reagents process silo.  The alkaline reagents are then transferred from the process silo to the desulfurization process and the sulfur dioxide scrubber used to control SO2 emissions from the reverb and blast furnaces.  Emissions from the silo consist of PM and are controlled by bin vent filter (fabric filter) atop the silo that filters the air displaced from the silo loading operation.

Vehicular traffic movement on plant roads and in parking areas produce fugitive emissions of PM and Pb.  These fugitive emissions from paved areas at the plant are controlled by a variety of work practice standards, including vacuum sweeping and wet suppression contained in Appendix FDCO.  Also, as required by the Secondary Lead Maximum Achievable Control Technology (MACT), (40 CFR 63, Subpart X, see Appendix X) the building has two mobile wheel wash stations to remove lead contamination from the vehicles prior to exiting the building.

All process areas of the facility are enclosed within one building structure and the air from the building ventilates through two large 195,000 (Torits A, B and C combined into a common stack) and 160,000 acfm (Torits D and E combined into a common stack) Torit cartridge collectors identified as Torit filters.  The 160,000 acfm Torit collector has a high efficiency particulate air (HEPA) filter downstream of the cartridge collector. This air flow produces an inward draft velocity at all openings in the building to prevent PM and Pb emissions from escaping uncontrolled.  The filtered gases are emitted from two new stacks identified as the Torit stacks.  

A diesel-fired emergency generator with a capacity of 1,000 kW also exists on site. The generator is only used when power is not available from the local utility.  The maximum hours of operation are not to exceed 100 hours per year.

The facility is subject to PM and Pb RACT, NSPS requirements of 40 CFR 60 – Subpart L, and the MACT requirements of Subpart X of the NESHAP for Pb, VOC and Dioxins and Furan. Also, the emergency generator is subject to 40 CFR 60, Subpart IIII.  

PROJECT DESCRIPTION

The purpose of this project is to revise the Title V Air Operation Permit No. 0570057-031-AV to incorporate the dedicated blast furnace afterburner and the two approved Alternate Sampling Procedures (ASPs).


PROCESSING SCHEDULE AND RELATED DOCUMENTS

Title V Air Operation Permit issued November 24, 2015
Title V Air Operation Permit Revision Application received September 12, 2016

PRIMARY REGULATORY REQUIREMENTS

Standard Industrial Classification (SIC) Code: 3341 – Secondary Nonferrous Metals.
North American Industry Classification System (NAICS): 331492 – Secondary Smelting, Refining, and Alloying of Nonferrous Metal (except Copper and Aluminum).
HAP:  The facility is not identified as a major source of hazardous air pollutants (HAP).
Title V:  The facility is a Title V major source of air pollution in accordance with Chapter 62-213, Florida Administrative Code (F.A.C.).
PSD:  The facility is a Prevention of Significant Deterioration (PSD)-major source of air pollution in accordance with Rule 62-212.400, F.A.C.
NSPS:  The facility does operate units subject to the New Source Performance Standards (NSPS) of 40 Code of Federal Regulations (CFR) 60.
NESHAP:  The facility does operate units subject to the National Emissions Standards for Hazardous Air Pollutants (NESHAP) of 40 CFR 63.
CAM:  Compliance Assurance Monitoring (CAM) does not apply to any of the units at the facility, since the facility demonstrates compliance with the standards by the use of CEMS. 
GHG:  The facility is not identified as a major source of greenhouse gas (GHG) pollutants.

PROJECT REVIEW

Changes to the permit made as part of this revision are shown in strike through format for deletions and in double underline format for additions.  For ease of identification, all changes have also been highlighted in yellow within the permit document.

1. The permit has been updated to reflect the most recent TV permit formatting (including Facility-Wide conditions, rules and appendices).
2. The process description has been updated to include the dedicated blast furnace afterburner. The addition of the dedicated afterburner was authorized by PSD Permit No. 0570057-030-AC (PSD-FL-404C).
3. Since the dedicated blast furnace afterburner has been installed and the Dioxins and Furans (D/F) emissions test has been performed, Facility-Wide Condition No. FW.21 has been removed from the permit.
4. Since the spark arresting system for Baghouse Torit D (roof area vent above the furnace area) has been installed, Facility-Wide Condition No. FW.19 (former FW.22) has been revised to only include requirements to operate and maintain the system, as follows:
[bookmark: _GoBack]FW19.  The permittee shall install, operate and maintain a spark arresting system for Baghouse Torit D (roof area vent above the furnace area) within 180 days of the issuance of this permit. [Rule 62-4.070(3), F.A.C.]
5. Specific Condition No. FW.21 has been added to the TV permit as established in PSD Permit No. 0570057-030-AC. This condition requires that an emission unit capacity be limited to a maximum of 110% of the lowest capacity at which the most recent compliance test was conducted for any pollutant for an emission source with multiple pollutants and emissions standards. 
6. As approved by the FDEP under ASP No. 15-GG-AP on January 29, 2016, Specific Condition No. A.12 has been revised to establish the approved monitoring parameters for the scrubber, as follows:
A.12.	Scrubber Monitoring Procedure: The permittee shall monitor and record the pressure drop and water flow rate of the wet scrubber during the initial performance or compliance test conducted to demonstrate compliance with the lead emissions limit under 40 CFR 63.543(a) or (b). Thereafter, you must monitor and record the pressure drop and water flow rate values at least once every hour and you must maintain the pressure drop between 7.3 and 8.7 inches of water and water flow rate at levels no lower than 30 percent below the pressure drop and water flow rate measured during the initial performance or compliance test. 
Alternatively, an owner or operator may use an alternate monitoring procedure approved by the Administrator. The owner or the operator who wishes to use an alternative monitoring procedure must submit an application to the Administrator (US EPA Region IV) as described in paragraph 40 CFR 63.8.(f)(4)(ii). The application may be submitted at any time provided that the monitoring procedure is not the performance test method used to demonstrate compliance with a relevant standard or other requirement. 
[40 CFR 63.8(f) and 40 CFR 63.548(i), ASP 15-GG-AP]
7. Specific Condition No. B.8 has been added which limits the heat input rate of the dedicated blast furnace afterburner as authorized under PSD Permit No. 0570057-030-AC (PSD-FL-404C).
8. EFT requested changes to Specific Condition B.15.a regarding the 30-day rolling CEMS SO2 average. However, as stipulated in PSD Permit No. 0570057-030-AC, this condition cannot be modified, as requested. 
9. EFT requested to remove the requirement of Specific Condition B.15.b since they have previously submitted the SO2 Compliance Plan. However, this plan did not provide reasonable assurance of compliance, and therefore, a revised SO2 Compliance Plan needs to be re-submitted by EFT which should contain both the pH and scrubber flow rate monitoring requirements. Thus, Facility-Wide Condition No. FW.22 has been added to emphasize the submittal of the revised SO2 Compliance Plan, as specified under Specific Condition B.15.b.
10. Based on EFT’s request, the location of the compliance testing for VOC and D/F on the collocated blast furnace has been re-evaluated.  According to the definitions in 40 CFR 63.542, the dryer is considered a process fugitive source. Since the dryer vents to the process stack along with the collocated blast and reverb furnace, they are subject to the requirements of 40 CFR 63.543(e). Therefore, compliance testing for VOC shall be performed at a location downstream from the point at which the two emissions streams are combined (current testing location at the process stack meets this requirement). Also, since there is no specific requirement for D/F testing in 40 CFR 63.543(e), the current testing location at the process stack is acceptable. Based on this determination, Specific Condition Nos. B.16 and B.17 (formerly Specific Condition Nos. B.15 and B.16) have been revised to remove the requirement of testing prior to the process baghouse, as follows:
B.16.	 VOC Emission Standard:  The blast furnace shall not discharge VOC in excess of 360 ppm by volume, expressed as propane corrected to 4 percent carbon dioxide (CO2), to the atmosphere when the reverb furnace is not operating as demonstrated by initial and annual compliance tests.  When the blast furnace and reverb furnace are both operating, the collocated blast and reverb furnace shall not discharge VOC in excess of 20 ppm by volume, expressed as propane corrected to 4 percent CO2, to the atmosphere as demonstrated by annual compliance tests on the process stackcollocated furnaces prior to the process baghouse.
[Rules 62-4.070(3) and 62-210.200(PTE) F.A.C.; and 40 CFR 63.543(c); and Permit No. 0570057-020-AC] 
B.17	D/F Emission Standard: The blast furnace shall not discharge Dioxins and Furan in excess of 170 ng/dscm by volume, expressed as TEQ corrected to 7 percent Oxygen (O2), to the atmosphere when the reverb furnace is not operating as demonstrated by compliance tests. When the blast furnace and reverb furnace are both operating, the collocated blast and reverb furnace shall not discharge Dioxins and Furan in excess of 0.5 ng/dscm by volume, expressed as TEQ corrected to 7 percent Oxygen (O2), to the atmosphere as demonstrated by compliance tests on the process stackcollocated furnaces prior to the process baghouse. [Rules 62-4.070(3) and 62-210.200(PTE) F.A.C.; and 40 CFR 63.543(c)]   
11. Specific Condition No. B.19 (former Specific Condition No. B.18) has been revised to require a VOC test in two modes of collocated reverb and blast furnace mode and blast furnace only mode, as follows:
B.18.B.19.      PM, Pb and VOC Compliance Tests:  The feed dryer and blast and reverb furnaces shall be tested to demonstrate compliance with the PM, Pb, and VOC standards annually during each calendar year (January 1st to December 31th).  The Pb, PM and VOC tests shall be conducted no later than 12 calendar months following the previous compliance test. A VOC test shall be performed in both operation modes; (1) collocated reverb and blast furnace mode and (2) blast furnace only mode. [Rules 62-4.070(3) and 62-297.310(8)(a), F.A.C.; 40 CFR 63.543(g)(1) and (h)]
12. Specific Condition No. B.20 (former Specific Condition No. B.19) has been revised to require D/F testing every six years, as required under 40 CFR 63, Subpart X, as follows,
 B.19. B.20.	D/F Compliance Test: Following the initial performance or compliance test (as per Appendix CP-1) to demonstrate compliance with the dioxins and furans emissions limits specified in Specific Condition B.15 of this section, you The permittee must conduct a performance test for dioxins and furans emissions from each process vent that has established limits for dioxins and furans at least once every 6 years following the previous compliance test. The D/F test shall be performed in both operating modes; (1) collocated reverb and blast furnace mode and (2) blast furnace only mode) [Rule 62-4.070(3), F.A.C.; 40 CFR 63.543(i)]
{Permitting Note: Collocated reverb and blast mode testing was performed on 7/15/14. Blast furnace only mode testing was performed on 6/20/16}
13. Former Specific Condition No. B.20 has been removed from the TV permit since the compliance testing for D/F in blast only mode was performed on 6/20/2016 and it demonstrated compliance.
14. As approved under ASP No. 16-C-AP on February 12, 2016, Specific Condition No. C.10 has been revised to establish the frequency of the VOC testing of the Hygiene stack once every 24 months, as follows:
C.10.	PM, Pb and VOC Compliance Tests:  The hygiene stack exhaust shall be tested to demonstrate compliance with the PM and Pb standards each calendar year (January 1st to December 31th).  The PM, and Pb and VOC annual tests shall be conducted no later than 12 calendar months following the previous compliance test. The furnace tapping and charging hygiene stack shall be tested to demonstrate compliance with the VOC standards. each calendar year (January 1st to December 31th). The VOC compliance test shall be conducted no later than 24 calendar months following the previous compliance test. If the test results show that the VOC emissions exceed 50% of the allowable VOC emissions, as specified in Specific Condition No. C.8, the VOC testing shall be performed within 12 months of the previous compliance test [Rule 62-4.070(3), F.A.C.; and 40 CFR 63.543(g)(1) and (h), ASP 16-C-AP]
15. Appendix CP-1 has been removed from the permit since the dedicated blast furnace afterburner has been installed and the compliance testing has been performed. The applicant applied for the TV permit revision with 180 days of the commencement of the operation of the dedicated blast furnace afterburner. 
16. Appendix CP-2 has been removed from the permit since EFT has addressed all the non-compliance items.
17. Appendix O&M has been revised to include information regarding the modified Hygiene Baghouse. The baghouse modifications were approved by the FDEP on November 24, 2015.
18. Appendix SSM (Startup, Shutdown and Malfunction Plan) has been revised to include the dedicated blast furnace afterburner. 
19. Appendix P (Projected Actual Emissions Tracking Sheet (Draft)) has been added to the permit appendices section. The applicant can use this sheet to report the additional monitoring of CO emissions as required under Specific Condition No. B.30.

CONCLUSION

This project is to revise Title V Operation Permit No. 0570057-031-AV, which was issued on November 24, 2015.  This Title V air operation permit revision is issued under the provisions of Chapter 403, Florida Statues (F.S.), and Chapters 62-4, 62-210 and 62-213, F.A.C.
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